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A - FIT FOR CONSTRUCTION

20m
10m0

@1:500

20m10m0

@1:500

Key:

Mill carriageway 50mm thick and inlay with SMA (10mm PMB) surface
course SURF8 60PSV 50mm thick.

Site boundary

Existing stop tap cover and frame to remain.

Existing manhole cover and frame to remain.

Existing manhole to be adjusted to proposed carriageway level.

Existing gully grating and frame to remain.

Existing stop valve cover and frame to remain.

Existing fire hydrant cover and frame to remain.

Existing Slot drain to remain.

Existing BT overhead.

G

Sv

Fh

Mh

St

1. The utility information shown has been derived from information
obtained from utilities companies. The accuracy of the locations of the
utilities cannot be guaranteed. The Contractor should refer to original
utilities drawings to verify the actual positions of mains and services on
site. Contractors attention is drawn to the disclaimers on the utilities
drawings.

2. Transportation, laying, compaction and testing protocols for surfacing
operations to comply with BS594987:2015.

3. All gully systems and slot drains to be emptied after surfacing.

4. Carriageway core data to follow. No Tar contaminated material
anticipated to be present in the surfacing layer.

5. All works to be undertaken on Sundays between hours of 8am Sunday
morning to 6am Monday morning. All noisy works must be suspended
by 11pm. All works must be undertaken on succession Sundays.

6. Grid reference: SO 511748

7. Postcode: SY8 1DJ

© Crown copyright and database rights 2018 OS 100049049. You are permitted to
use this data solely to enable you to respond to, or interact with, the organisation that
provided you with the data. You are not permitted to copy, sub-licence, distribute or
sell any of this data to third parties in any form.

Notes:

Mh

RESIDUAL DESIGN HAZARDS

1. Overhead BT

2. Working adjacent to live traffic

3. Emergency / residential parking possible

XXXXXX

S0 - WORK IN PROGRESS
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