Supreme comfort for two in an elegant, compact
caravan designed to satisfy the needs of the
experienced caravanner.

The layout is open and spacious with a wealth of
working surfaces.

Other features include compactum with shelving
fitted crockery/cocktail cabinet, chest of drawers,
sideboard, cupboards and lockers providing good
stowage.

The Sable has nearside and offside doors to provide
easy access at all times.

The end kitchen is fully equipped with sink, oven
cooker and refrigerator.

A flued space heater is also fitted.

A washroom with shower facilities combines with the
toilet compartment.

The Moorlite roof opening is 48” x 24” giving superb
ventilation and light to the caravan interior.

Two single beds both 2’2" wide have 5” mattresses
with sloping padded backrests.

Awning channel is fitted to the top and sides on
nearside and top only on offside.

Interior lighting consists of recessed fluorescent
ceiling lights and one gas light is retained.
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Sable kitchen area

Construction Details

The roof is made of glass fibre reinforced polyester
resin (G.R.P.) and is moulded in one piece P
including gutters. i'.

This ensures that there are no roof joins which
might give rise to leakage. The front and rear
bay units are similarly constructed.

G.R.P. lends itself to attractive shapes; it is extremely
strong, light and has low maintenance costs; it is
easily repaired and is a thermal and acoustic
insulator.

The curved side panels are clad in 18 SWG. aluminium
—a heavier gauge than usual which gives increased
strength durability and rigidity.

All shell cavities and the floor are insulated.

Plan
Single bed 6'2” x 2’2" wide (1180 x 660 mm)

Floor space in daytime Bedend moves to
form single bed Al, A2. 5'10%” x 2" — 2"
(1797 x 660 mm)

Chest of drawers with folding table.
Working surface with sink and drainer and
cupboards below.

Refrigerator.

Cooker Unit

G.R.P. toilet compartment with fixed vents
and opening windows.

Washroom with shower tray

Flued space heater.

Compactum with shelving

Cocktail and china cabinet.

Gas bottle locker.
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Chassis

Individually designed all steel angle frame trian-
gulated for rigidity incorporating independent
suspension. The trailing arm is carried in nylon
bearings which require no lubrication.
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Large brakes are fitted and care of the type that
allows for reversing to take place without application
of a separate reverse lock.

The towing head incorporates a hydraulic damper to
ensure a smooth towing operation and effective
application of the overrun brakes.

Tyres 6.40 x 13 x 4 ply Tubeless

Shipping specification

Overall body size:

Length 16’5” (5004mm)
Width 6’6” (1980mm)
Height 79” (2360mm)
Body Shell size:

Length/ 13°4” (4060mm)
Width 6’6” (1980mm)
Headroom 6’3” (1910mm)

Ex-works weight 14.4 cwt (732 Kg)
Max. Gross weight 18.1 Cwt (920 Kg)

We reserve the right to amend or modify prices/delivery dates/specifications without prior notice due to circumstances beyond our control, although every attempt
is made to those prices/delivery dates/specifications. Prices will be those ruling on the day of delivery and not those at time of order.




The spacious Puku 2 is a luxurious two berth
Caravan made to a high specification with a host of
practical and pleasing features.

It is designed for those Caravanners who wish to be
really mobile but also want to be away from home for
a long period and wish to take all the necessary
equipment in great comfort.

The two external doors enable easy access at all
times.

The Puku 2 has a built in central heating system
supplied from a boiler mounted externally on the ‘A’
frame. This also provides for a hot and cold water
supply to the sink unit and to the shower compart-
ment, containing roomy and extensive washing
facilities.

heltenham Puku 2

The kitchen is an end-type fully equipped with sink,
oven cooker and refrigerator. Storage, working and
floor space is exceptional.

Other features include a compactum plus wardrobe
shelving; roof lockers; fitted crockery/cocktail
cabinet; battery box storage and fused distribution
unit.

the Morlite roof opening section is 48 in. x 24 in. and
affords superb ventilation and light to the caravan
interior.

The two single beds are provided with 5 in. foam
mattresses and padded sloping backrests ensure day-
time comfort.

Awning rails are fitted beneath the gutter and to the
vertical ends on the nearside and top only on the
offside.

Interior lighting consists of roof mounted fluorescent
lights and individual reading lights as well as gas
llghtmg
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Construction Details

The roof is made of glass fibre reinforced polyester
resin (G.R.P.) and is moulded in one piece
including gutters.

This ensures that there are no roof joins which
might give rise to leakage. The front and rear bay
units are similarly constructed.

G.R.P. lends itself to attractive shapes; it is extremely
strong, light and has low maintenance costs; it is
easily repaired and is a thermal and acoustic
insulator.

the curved side panels are clad in 18 SWG. aluminium
— a heavier gauge than usual which gives increased
strength durability and rigidity.

all shell cavities and the floor are insulated.
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Plan

A Single bed 6ft 2in x 2ft 2in wide. (1880 x
660 mm)

Al Floor space in day time. Bed end moves to
form single bed A1, A2, 5ft 10%in x 2ft 2in.
(1797 x 660 mm)

B Chest of drawers with folding table.

C Working surface with sink H. & C. drainer
with cupboards below.

D Refrigerator

E Cooker unit.

F G.R.P. toilet compartment with fixed vents
and opening windows.

G Shower room H & C and washing facilities.

H Wardrobe shelving.

I Compactum

J Cocktail and china cabinet.

C,D,E, are all working surfaces.

K Gas bottle and water-heater container

Chassis

Individually designed all steel angle frame trian-
gulated for rigidity incorporating independent
suspension. The trailing arm is carried in nylon
bearings which require no lubrication.

ox]:l

[]

@
| ——

Large brakes are fitted and are of the type that
allows for reversing to take place without application
of a separate reverse lock.

The towing head incorporates a hydraulic damper to
ensure a smooth touring operation and effective
application of the over run brakes.

Tyres 6.40 x 13 x 6 ply Tubeless

Shipping specifications

Overall body size:

Length 18'3” (5561mm)
Width 6’6" (1980mm)
Height 710" (2390mm)
Body shell size:

Length 15’0” (4570mm)
Width 6’6” (1980mm)
Headroom 6’3” (1910mm)
Ex works weight 16.9 cwt (859 Kg)
Max. Gross weight 20.5 cwt. (1042 Ks)

We reserve the right to amend or modify prices/delivery d.

cations without prior notice due to circumstances beyond our control, although every attempt is

made to those price/delivery dates/specifications. Prices w‘lll be thuse ruling on the day of delivery and not those at time of order.




