
110

24

150

23

15
CERTIFICATED
BREAKING RESISTANCE

ALUMINIUM PROFILES
T SUSPENSION

T and Omega profiles for ceiling 
suspension. White painted aluminium 
profiles, fire resistance and equipped
with stainless steel nuts covered in plastic 
to ensure thermal bridge. Two solutions 
available, one light and one heavy.

Profili a T e Omega per soffitto a 
sospensione. Realizzati in alluminio 
verniciato bianco, resistenti al fuoco e 
provvisti di dadi in acciaio ricoperti in 
plastica che fungono da taglio termico. 
Disponibili 2 soluzioni, una leggera
e una pesante. 

T et Omega profilés pour la suspension 
de plafond. Blanc laqué profilés en 
aluminium, résistants au feu et équipés 
d’ecrous en acier inox recouverts de 
plastique pour garantir le pont thermique. 
Deux solutions disponibles, une légère et 
une lourde.

T Suspension  
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T 85

T 130

OME 110

OME 150

CEBES 100 

CEBES 130

OMES S

OMES L

SJ8
SJ10
SJ12

Length 4.000 mm
Packing 2 pz / bundle
Colour

Length 4.000 mm
Packing 2 pz / bundle
Colour

Length 4.000 mm
Packing 5 pz / bundle
Colour

Length 4.000 mm
Packing 2 pz / bundle
Colour

Length 4.000 mm
Packing 5 pz / bundle
Colour

Length 4.000 mm
Packing 3 pz / bundle
Colour

Packing 75 pz / box
Colour

Packing 50 pz / box
Colour

Material galvanized steel
Packing 50 pz / box
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