Jko-mount Print All white Cell-X

Board length **
Boardwidth = frm] 1220 1400, 20
Board thickness ** I@
|Board weight| Tkgim2]| [13]

ecyclability

orestry certification
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i[kg.'mzn |Bleached paper 280 grim2 + PE 20 + 2 sided coated fine 115 grim2|

| CTO Pure White kraft pulp 170 gram/m2 |

o
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Pure virgin fibers
% 100

|Liners are FSC mixed credit - no certificate on the whole board |

|Liners are > 7 means neutral to basic (acid free)|

Tolerance length [mm]|
] # 3
Tolerance height [mm]]
Moisture content [lso 287]
Compression strength  [kPa]| Plane > 400
TkNim],
|Units per box| |[pieces]| Ell E]l 6]
| -
[Bending strength|  [NImm2]| (24|
Smoothness (ml/min)
Brightness Ll (114
(CIE Whiteness Ll 172
Opacity ISO [%]
Application Direct printing base for digital printing

Interior signage POS / POP / advertising boards
Fill-in plate for exibition and display systems
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Bendtsen (ISO 8791-2)
(IS0 2470-2)

(IS0 2471)

J&M Handel Aps o Foldagervej 3-5 o DK 4623 Lille Skensved
TIf.: 7015 3620 o www.jmhandel.dk o info@jmhandel.dk

133HS 1TVOINHO4l





