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Model Dim(A×B×Hmm) Fixing hole(A×Bmm)

RUNDO 595×595×70 575×575

1.Install the luminaires.

2.For the electrical connection please respect the

   L & N mard on the terminal block.

   DRIVER INCLUDED.

3.The product is in insulation class I,need to connect

   to the earth terminal.

   Chemical products or acids,use for cleaning,can damage

   the surface of the fitting,causing their corrosion.

N L

Please be aware that under no circumstances are we

able to cover the luminaire by insulation blanket or 

something like that.

CAUTION:fitting safety can be guaranteed only if below instructions

                   are followed properly.Therefore,they must be kept.

THE FIXTURE MUST BE INSTALLED EXCLUSIVELY BY QUALIFIED

PERSONNEL.THE COMPANY DENIES ANY LIABIL ITY IN CASE

INSTALLATION IS NOT CARRIED OUT IN COMPLIANCE WITH

CURRENT LAWS.

LEAVE COPY OF THESE INSTRUCT IONS TO MAINTENANCE

PERSONNEL IN CHARGE.

ENSURE THE POWER IS SWITCHED OFF BEFORE STARTING

MAINTENANCE.
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DISCONNECT POWER

REMOVE DIFFUSER 
       SEE PAGE A 

PUT DIFFUSER BACK 
             PAGE A
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REMOVE DIFFUSER 
       SEE PAGE A 

PUT DIFFUSER BACK 
             PAGE A

④

⑦⑥

③

②

③

⑤

Position1

Position2

Position3

Position4

Don’  remove this
screw

t

Facing outside

Lock

Safety cable

③

Position1
Position2

Position3
Position4

Position1

Position2

Position3
Position4


	页 1
	书签
	书签
	书签
	书签


