




































Parameters

Pixel Pitch

Brightness

Panel  Dimensions

Panel Material

Panel Weight

Module Size

Panel  Resolution

Pixel Density

Refresh Rate

Grayscale

Viewing Angle(H/V)

Ingress Protection

Power(max/ ave.)

Drive mode

Maximum Hanging

Certification

PL2.5 Lite V10 PL2.9 Lite V10 PL3.9 Lite V10 PL3.9 XL Lite V10 PL3.9W Lite V10 PL3.9W XL Lite V10 PL4.8W Lite V10 PL4.8W XL Lite V10 Unit

2.5

1000

500*500*88

7.6

SMD 1515

200*200

160000

140/140

IP40/IP21

580/190

1/20

20

2.9

1000

7.6

SMD 2121

168*168

112896

140/140

IP40/IP21

540/180

1/28

20

3.9

1000

8

SMD 2121

128*128

65536

140/140

IP40/IP21

540/180

1/16

20

3.9

1000

500*1000*88

11.7

SMD 2121

128*256

65536

140/140

IP40/IP21

540/180

1/16

10

3.9

4500

500*500*88

Die casting  Aluminum

250*250

7.8

SMD 1921

128*128

65536

3840

14

140/120

IP65/IP54

570/190

1/8

20

3.9

4500

500*1000*88

12.6

SMD 1921

128*256

65536

140/120

IP65/IP54

570/190

1/8

10

4.8

4500

500*500*88

7.8

SMD 1921

104*104

43264

140/120

IP65/IP54

570/190

1/7

20

4.8

4500

500*1000*88

12.6

SMD 1921

104*208

43264

140/120

IP65/IP54

570/190

1/7

10

Millimeter

nit

Millimeter

—

Kg / Panel

Millimeter

—

Pixels

Pixels / sqm

Hertz

Bit

Degree

—

Watts / sqm

—

—

Panels

FCC+ETL+CE+RoHS

LED Type



Parameters

Pixel Pitch

Brightness

Panel  Dimensions

Panel Material

LED Type

Panel Weight

Module Size

Panel  Resolution

Pixel Density

Refresh Rate

Grayscale

Viewing Angle(H/V)

Ingress Protection

Power consumption (max./avg.)

Drive mode

Maximum hanging amount

Certification

PL2.5 Lite V10 Cube PL2.9 Lite V10 Cube PL3.9 Lite V10 Cube PL3.9W Lite V10 Cube Unit

2.5

1000

7.7

SMD 1515

200*200

160000

140/140

IP40/IP21

580/190

1/20

20

2.97

1000

7.7

SMD 2121

250*250

3840

14

168*168

112896

140/140

IP40/IP21

540/180

1/28

20

3.9

1000

7.7

SMD 2121

128*128

65536

140/140

IP40/IP21

540/180

1/16

20

3.9

4500

7.8

SMD 1921

128*128

65536

140/120

IP65/IP54

570/190

1/8

20

Die casting  Aluminum

Millimeter

nit

Millimeter

—

Kg / Panel

Millimeter

—

Pixels

Pixels / sqm

Hertz

Bit

Degree

—

Watts / sqm

—

—

Panels

FCC+ETL+CE+RoHS

500*500*88 500*500*88 500*500*88 500*500*88




