
Uniclass EPIC



Motor Sizes

Supply type Voltage 
(V)

Frequency 
(Hz)

Cabling Motor type Full load current 
(A)

Starting current 
(A)

1-phase 230 50 L + N + E STM 0.37kW 3.00 8.40

Power Operation Unit Quantity Requirement

The table below shows the number of power operations required for various sizes 
and quantities of units.

Number of TX structures forming seating bank

1 2 3 4 5 6
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Up to 4 1 2 2 2 3 3

5-6 1 2 2 2 3 4

7-8 1 2 2 2 3 4

9-10 1 2 2 4 4 4

11-16 1 2 3 4 5 6

17+ Please consult Audience Systems

Power Supply Requirement (Amps)

Motor Quantity 1 2 3 4 5 6

10 10 16 16 16 16

On Site Electrical Arrangements

Electrical wiring is cut to length, and connectors are fitted, in the Audience Systems 

factory.

Because changes to wiring layouts will not be possible once installation has 

commenced, it is crucial that the final position of the control cabinet is agreed with 

Audience Systems prior to manufacture.  

The client will usually only need to supply a simple socket, similar to the one 

illustrated here, adjacent to the agreed control panel position. Exact socket type will 

vary with the telescopic unit’s configuration and power requirements.

Details of the control cabinet position, and exact details of the socket required, will 

be included on the seating layout approval drawing. 


