
 

  Technical Information Sheet  Stone Paper Type S-Board (RBD) 

Category Unit Test method 
 

250 300 350 

thickness µm CNS3685 

 

250 ±5% 300 ±5% 350 ±5% 

GSM g/m² CNS13525 

 

375 450 525 

Density g/m³ CNS3685 

 

1,5 1,5 1,5 

Opacity % CNS14931 

 

> 90 > 90 > 90 

Whiteness % CNS12885 

 

> 80 > 80 > 80 

Roughness µm CNS15238 MD/TD 

 

< 1.0 / < 1.0 < 1.0 / < 1.0 < 1.0 / < 1.0 

Gloss % ASTMD2547 

 

> 2.0 / < 20.0 > 2.0 / < 20.0 > 2.0 / < 20.0 

Tensile Strength kg/m² GB1040 MD/TD 

 

> 4.5 / > 4.5 > 4.5 / > 4.5 > 4.5 / > 4.5 

Thermal Schrinkage % GBT12027 MD/TD 

 

> -5.0 / < 2.0 > -5.0 / < 2.0 > -5.0 / < 2.0 

Tear Strength kgf GB16578 MD/TD 

 

> 2.0 / > 1.5 > 2.0 / > 1.5 > 2.5 / > 1.5 

* The ebove are guidelines only. Changes may occur withot prior notice 

The material consist of an average of 35% HDPE and 75% CalciumCarbonate 


