
NOVEMBER 2025 
PAGE 1(5) 

info@emcomp.se
Emcomp International AB

DD-Frame Standard Range

Very compact and reliable DC Hydraulic-Magnetic Circuit Breaker ideal for battery 
applications, power supplies and distribution for larger loads in DC branch protection. 
The DD-frame Standard range is a modular circuit breaker with rated current 40A-400A with 
a certified 10kA breaking capacity and a tested breaking capacity up to 20kA.

All DD-frame Standard Range breakers have gold plated auxiliary switches for easy electric reading 
of switching status and maximum reliability of your system over time.

The DD-Frame circuit breakers are IEC, UL and CCC-approved.

Paralleled solutions 
The DD-frame standard range are certified for used in paralleled busbar systems. We have a wide 
range of standard solutions available and can as well design your specific current distribution 
busbar and mounting bracket.
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Battery breaker, 1 moduleBattery breaker, 1 module

Item No Voltage Range Rated Current

DDABM0326 12-80VDC 40A

DDABM0181 12-80VDC 60A

DDABM0307 12-80VDC 80A

DDABM0198 12-80VDC 100A

Dimensions
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PERCENTAGE OF RATED
CURRENT 100 % 125 % 200 % 400 % 600 % 800 % 1000 % 1200 %

MINIMUM TRIP TIME IN
SECONDS NO TRIP 80 21 3.5 0.45 0.01 0.0075 0.005

MAXIMUM TRIP TIME IN
SECONDS NO TRIP 560 80 17 6.8 0.8 0.08 0.05

NOTES:

1  - TOLERANCE 0.4mm UNLESS STATED

2  - ALL DIMENSIONS IN BRACKETS ARE IN INCHES.

3  - ALL MATERIALS ARE UL94 V0.

4  - APPROVALS         : cULus(UL489)
                       : VDE(IEC/EN 60947-2)

5  - MAXIMUM INTERRUPTING CAPACITY @ 80 V DC 10kA HIC.

6  - HANDLE COLOUR     : BLACK
     HANDLE MARKINGS   : (I-O)(ON-OFF)

7  - TORQUE VALUES ON  : M6 TERMINALS 3.5-4.0 Nm(30-35in-lbs)
                       : M3 INSERTS 0.5-0.8 Nm(5-7in-lbs)

8  - CATALOGUE NUMBERS : D-DAMAA1-NDB8XBL-ASK100X-1
     RE-ORDER NUMBER   : DDABM0198
     RATING            : 100A

     CATALOGUE NUMBERS : D-DAMAA1-NDB8XBL-AS8000X-1
     RE-ORDER NUMBER   : DDABM0307
     RATING            : 80A

   - CATALOGUE NUMBERS : D-DAMAA1-NDB8XBL-AS6000X-1
     RE-ORDER NUMBER   : DDABM0181
     RATING            : 60A
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PERCENTAGE OF RATED
CURRENT 100 % 125 % 200 % 400 % 600 % 800 % 1000 % 1200 %

MINIMUM TRIP TIME IN
SECONDS NO TRIP 80 21 3.5 0.45 0.01 0.0075 0.005

MAXIMUM TRIP TIME IN
SECONDS NO TRIP 560 80 17 6.8 0.8 0.08 0.05

NOTES:

1  - TOLERANCE 0.4mm UNLESS STATED

2  - ALL DIMENSIONS IN BRACKETS ARE IN INCHES.

3  - ALL MATERIALS ARE UL94 V0.

4  - APPROVALS         : cULus(UL489)
                       : VDE(IEC/EN 60947-2)

5  - MAXIMUM INTERRUPTING CAPACITY @ 80 V DC 10kA HIC.

6  - HANDLE COLOUR     : BLACK
     HANDLE MARKINGS   : (I-O)(ON-OFF)

7  - TORQUE VALUES ON  : M6 TERMINALS 3.5-4.0 Nm(30-35in-lbs)
                       : M3 INSERTS 0.5-0.8 Nm(5-7in-lbs)

8  - CATALOGUE NUMBERS : D-DAMAA1-NDB8XBL-ASK100X-1
     RE-ORDER NUMBER   : DDABM0198
     RATING            : 100A

     CATALOGUE NUMBERS : D-DAMAA1-NDB8XBL-AS8000X-1
     RE-ORDER NUMBER   : DDABM0307
     RATING            : 80A

   - CATALOGUE NUMBERS : D-DAMAA1-NDB8XBL-AS6000X-1
     RE-ORDER NUMBER   : DDABM0181
     RATING            : 60A
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Item No Voltage Range Rated Current

D2ABXA0510 12-80VDC 125A

D2ABXA0085 12-80VDC 150A

DDABM0178 12-80VDC 200A

Battery breaker, 2 modulesBattery breaker, 2 modules

Outline Dimensions
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Battery breaker, 3 modulesBattery breaker, 3 modules

Item No Voltage Range Rated Current

DDABM0286 12-80VDC 250A

Outline Dimensions

Battery breaker, 4 modulesBattery breaker, 4 modules

Item No Voltage Range Rated Current

D2AKXA0194 12-80VDC 300A

Outline Dimensions
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Battery breaker, 5 modulesBattery breaker, 5 modules

Item No Voltage Range Rated Current

D2AKXA0195 12-80VDC 400A

Outline Dimensions

Long Time delay, AS

Percentage of rated current
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PERCENTAGE OF RATED
CURRENT 100 % 125 % 200 % 400 % 600 % 800 % 1000 % 1200 %

MINIMUM TRIP TIME IN
SECONDS NO TRIP 80 21 3.5 0.45 0.01 0.0075 0.005

MAXIMUM TRIP TIME IN
SECONDS NO TRIP 560 80 17 6.8 0.8 0.08 0.05

NOTES:

1  - TOLERANCE 0.4mm UNLESS STATED

2  - ALL DIMENSIONS IN BRACKETS ARE IN INCHES.

3  - ALL MATERIALS ARE UL94 V0.

4  - APPROVALS         : cULus(UL489)
                       : VDE(IEC/EN 60947-2)

5  - MAXIMUM INTERRUPTING CAPACITY @ 80 V DC 10kA HIC.

6  - HANDLE COLOUR     : BLACK
     HANDLE MARKINGS   : (I-O)(ON-OFF)

7  - TORQUE VALUES ON  : M6 TERMINALS 3.5-4.0 Nm(30-35in-lbs)
                       : M3 INSERTS 0.5-0.8 Nm(5-7in-lbs)

8  - CATALOGUE NUMBERS : D-DAMAA1-NDB8XBL-ASK100X-1
     RE-ORDER NUMBER   : DDABM0198
     RATING            : 100A

     CATALOGUE NUMBERS : D-DAMAA1-NDB8XBL-AS8000X-1
     RE-ORDER NUMBER   : DDABM0307
     RATING            : 80A

   - CATALOGUE NUMBERS : D-DAMAA1-NDB8XBL-AS6000X-1
     RE-ORDER NUMBER   : DDABM0181
     RATING            : 60A
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MAXIMUM TRIP TIME IN
SECONDS NO TRIP 560 80 17 6.8 0.8 0.08 0.05

NOTES:

1  - TOLERANCE 0.4mm UNLESS STATED

2  - ALL DIMENSIONS IN BRACKETS ARE IN INCHES.

3  - ALL MATERIALS ARE UL94 V0.

4  - APPROVALS         : cULus(UL489)
                       : VDE(IEC/EN 60947-2)

5  - MAXIMUM INTERRUPTING CAPACITY @ 80 V DC 10kA HIC.

6  - HANDLE COLOUR     : BLACK
     HANDLE MARKINGS   : (I-O)(ON-OFF)

7  - TORQUE VALUES ON  : M6 TERMINALS 3.5-4.0 Nm(30-35in-lbs)
                       : M3 INSERTS 0.5-0.8 Nm(5-7in-lbs)

8  - CATALOGUE NUMBERS : D-DAMAA1-NDB8XBL-ASK100X-1
     RE-ORDER NUMBER   : DDABM0198
     RATING            : 100A

     CATALOGUE NUMBERS : D-DAMAA1-NDB8XBL-AS8000X-1
     RE-ORDER NUMBER   : DDABM0307
     RATING            : 80A

   - CATALOGUE NUMBERS : D-DAMAA1-NDB8XBL-AS6000X-1
     RE-ORDER NUMBER   : DDABM0181
     RATING            : 60A
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Thermal-Magnetic vs Hydraulic-Magnetic

Thermal
with no spacing

Thermal
with spacing

Hydraulic-Magnetic
with no spacing

16A

10.8A

9.6A

16A

11.9A

10.6A

16A

16A

16A

Nominal current

Operating at 30° C

Operating at 45° C

Due to the Hydraulic-Magnetic technology the MCB will keep rated current regardless of the
ambient temperature. No de-rating needed.

Advantages
• Not sensitive to ambient temperatures
• Always keep rated current regardless of temperature,
   classified from -40° to 85° C
• Dedicated AC and DC products with correct approvals
• Immediate re-set after tripping –no cooling down period
• World wide approval profile
• Possibility to customize products
• Energy efficient alternative –45% lower internal resistance
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