
The EuroSew EZGO-101 is a Variable speed single thread 
Battery operated portable sewing machine working with 
18V LTX Makita batteries or compatible.

Stitch length 				   7 mm
Maximum sewing thickness	 0.2 − 6 mm
Maximum sewing speed 		  1700 r.p.m.
Motor Power				   70 Watt 
Outer Dimensions			   29.3x21x28.5cm
Net Weight				    3KG (without battery)

EZGO-101
Manual and  
Parts Book
 



Important! Read Before You Start. 
Personal injury may result if the following safety  
precautions are not observed.

Be sure the area surrounding machine is free of all hazards 
such as fire, water, oil, rubbish or anything that can cause 
injury. 

Do not operate machine in an explosive area or under wet 
conditions. The machine is not an explosion-proof type 
nor water-proof

Do not operate machine before reading this 
instruction manual.

Use the correct Batteries 18V LTX Makita (standard) or 
21V LTX (special order) or compatible batteries and the 
correct charger for these batteries.

Be sure the battery is removed before performing machine 
maintenance, parts replacement, adjustments or cleaning. 

When the machine is not in use, remove the battery for 
safety

Do not operate the machine when (Knife) guards  
and covers are removed.

Do not touch the knives, needle, pulley, belt and moving 
parts when the machine is in operation.



Replacing the needle
If the needle is damaged, bent, or broken, 
replace it by following these steps. 
 
1. Taking the Old Needle Out 
Use the wrench to loosen the needle bar nut 
Carefully pull the damaged needle out of the 
socket 
 
2. Putting the New Needle In 
Push the new needle all the way up into the 
needle bar socket. Check the needle’s po-
sition: The scarf (the flat, cut-out side near 
the eye) must face the correct direction. 
 
3. Tightening the Needle 
While you hold the needle still so it doesn’t 
turn, use the wrench to tighten the needle 
bar nut firmly.

After tightening the needle nut and re-
threading, sew some material to see 
everything is correcty installed. 
 
 
 
 

Handwheel (Motor)
When Threading the machine or changing 
the needle, rotate the handwheel (at the 
back of the machine) left or right to move 
the needle. Position the needle at its high-
est point for best access. For easier turning, 
lift the presser foot to release pressure.

Thread Tension
Depending on the material being sewing it 
is important that the right thread tension is 
set (if needed).

 

This is done by changing the pressure on 
the tension discs via the tension knob. The 
tension can be put more tight or more loose 
depending on what is desired. 
 
After rethreading, sew some test material to 
see everything is correcty working. 



Oiling the machine
 
To keep the machine in good condition it is 
important to oil the moving parts, especially 
the bushings found around the needle bar 
and the presser bar. The knives should also 
be oiled, as they are interconnected with the 
rest of the machine’s moving parts. 
 
Besides oiling, it’s important to clean the 
machine after a day’s work to prevent the 
future build-up of dust and/or rust. 



Threading the  
EuroSew EZGO-101
When threading the EZGO-101, it is  
important to follow the steps to make the 
stitch correctly. 
 
Thread Cone Setup 
The thread cone is being put on the ma-
chine and fixed with a plastic nut. The 
thread cannot move anymore. 
 
When geotextile is being used (like P15 350 
DTEX thread), it is extra important that nets, 
or similar materials, are used around the 
thread cone. This prevents the thread from 
slipping away and getting stuck under the 
cone. Also, when you put the machine up-
side down, the thread will stay in position. 
 
Next, pull the thread through the thread 
guides on top of the machine (1) and (2).

 

 
After this, the thread should be pulled to the 
thread guides (3) and 4)  around the tension 
discs. Important: The thread must be pulled 
in between the tension discs (5).

Next, the thread needs to be pulled through 
the hole of the needle bar (6). (You can 
move the position of the needle bar by 
turning the wheel on the back of the motor.)

 

The thread can then be pulled through the 
thread guides (7) and (8)  in front of the 
machine and finally through the eye of the 
needle (9).
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Battery Removal
For safety and to prevent  
accidental starts of the 
machine and battery drain, 
always remove the battery 
from the machine when you 
are not using it. Also when 
rethreading or reparing the 
machine.



PART 	 DESCRIPTION 

A001	 Thread Cone Clamping nut
A002	 Thread Cone Clamping Rod  
A003	 Thread Stand 
A004	 Bushing
A005	 Spring
A006	 Ball bearing 
A007	 Main connecting rod
A008	 Rod End
A009	 Synchro Pulley
A010	 Crank ball
A011	 Looper Rocker Shaft Arm
A012	 Open Circlip ϕ8
A013	 Looper rocker shaft Bushing
A014	 Lever shaft 
A015 	 Lever
A016	 Open circlip ϕ3
A017	 The chain section
A018	 Ball Bearing
A019	 Motor
A020	 Pulley
A021	 Timing Belt
A022	 Pulley Clamp Ring
A023	 Shroud ring
F024	 Metal Housing 
A025	 Tread Guide		
A026	 Thread Tension Assembly
A027	 Needle bar
A028	 Needle bar connection
A029	 Bushing
A030	 Presser Foot
A031	 Presser bar connection 
A032	 Presser bar
A033	 Spring
A034	 Bar Position Screw
A035	 Presser Foot Spring Screw
A036	 Needle Bar Guard
A037	 Needle Bar Nut

PART 	 DESCRIPTION 

A038	 Looper Cover
A039	 Feed Dog
F040	 Feed Dog Carrier Block
A041	 Arm cam follower
A042	 Looper Rocker
A043	 Looper
A046	 Presser foot Lifter Assembly
A047	 Needle Plate screw
A048	 Needle Plate
A049	 Looper Rocker Shaft
A050	 Main shaft ball bearing (2x)
A051	 Knive (Moving)
A052	 Knife bracket pin 
A053	 Knife Tension Spring
A054	 Slide Block Guide Stud 
A055	 Rest
A056	 Hook (for shoulder Belt) 	
F057	 Sliding Block
A058	 Looper Rocker  
	 Shaft Arm bushing
A059	 Bushing for Feed Dog Carrier 
A060	 Key
A061	 Cam Spacer
A062	 Power Switch (variable Speed)
A064	 Cover
A065	 Handwheel (Motor)
F066	 Knife bracket
F067	 Cover Plate
A068	 Motor
A069	 Knife (Fixed)
A070	 Sewing Net
A072	 Needle Clamp Nut
A073	 Bushing
A074	 Needle DNX1 #26 
A075	 Screw M5x30
A076	 Spring



PART 	 DESCRIPTION 

A077	 Thread Eyelet
A078	 Shoulder Belt 		
A079	 Tweezer
A080	 Looper Drive cam
A081	 Pulley (2x) 
A082	 Blade Holder
A083	 Knife Guard
A084	 Thread cone clamping nut for 	
	 Geo thread cones (P15)
B018	 18V LTX Battery  
	 for Makita or compatible 
M001	 Nut M6
M002	 Screw M6x18
M003	 Nut M5
M004	 Screw 5x14
M005	 Screw M5x8

PART 	 DESCRIPTION 

M006	 Screw 6x6
M007	 Screw M4x6
M008	 Screw M5x10
M010	 Screw M4x8
M011	 Screw M4x5
M012	 Screw M3x4
M013	 Screw M4x6
M014	 Screw (Needle Plate)
M015	 Screw M4x20
M016	 Screw M4x15
M017	 Screw M5x16
M018	 Screw M5x5
M019	 Screw M4x10
M020	 Screw M3x12
M021	 Screw M3x5
M022	 Screw M3x5


