
  s  in extended (down) position;  
  beaker cannot be removed! No problem as it can be 
  wound up back to starting position by hand as follows: 

 
 
Remove metal top plate (4 screws) 
 
  

  
 
Remove the 6 sunken screws 
of black plastic top cover. 
Note: should one of the middle screws be 
covered by a red or blue plastic cap, pry (prise) 
it out with a pointed object.  
 
Note:   removal of red color plastic cap   
requires  prior approval of P acojet AG  as  
otherwise removal will void  the warranty 
(pls . telephone +41-41-7102522 and advise 
serial number, which can be found on floor 
plate (bottom) of the machine (turn it ups ide 
down to see the 10 or 11 digit number (big 
numerals ) on the specification label. 

 
Next, grasp top cover at back side and 
gently lift it up as shown 

  
 
Do not unplug the flat band (ribbon) 
cable.  Let the top cover hang from  
this cable, alongside of the metal  
housing (casing). 

Sådan skruer du manuelt stemplet op i en Pacojet.
*** VIGTIGT *** 

Husk at tage stikket ud af kontakten først.

Med en stjerneskruetrækker, fjern de 6 skruer i låget. 
Fjern nu den øverste plade.

Med en stjerneskruetrækker, fjern nu de 6 skruer i 
toppen. 

Løft nu forsigtigt bagfra den sorte plastplade så fron-
ten, den del med displayet.

Tage nu, forsigtigt, det sorte stik op (markeret med 
hvid pil). Læg den sorte plast del tilside.

Kontakt service på 31 10 13 22 / mail: service@sylvestogco.dk
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Remove toothed belt from front pulley wheel. 
 
If necessary, use a flat screw driver to pry (lift) the  
belt up and off the front  belt wheel 

  
 
 
With your finger, turn the belt wheel counter-
clockwise. 
Note: possibly the belt wheel will be 
hard to turn for the first few rotations. 
Don t give up!  Keep turning and the shaft will 
gradually rise. Keep turning until the shaft is all 
the way up/wheel turns no further. When you 
feel resistance, stop. Do not exert force 

 
 
Should the white plastic speed pulser (sits on 
the pcb at the back) turn as well, just hold it in 
place with your free hand 

  
When shaft is up remove the outer beaker and 
the blade/spray guard assembly (black rubber disc). 
 
C hec k that the blade holder (tip of s haft) s till has  magnetic  
properties  and that it is  not mec hanic ally damaged** 

Put toothed belt back over pulleys and close top cover. In doing so, set the front edge 
in place first, making sure that the flat band cable is bent towards the front of the 
machine so that it can not touch the pulley belt. Fix the 6 screws. Finally, put metal top 
plate  back on (4 screws) 
**Note:  
In case the magnetic blade holder is damaged or demagnetized it will no longer 
hold the pacotizing blade. The blade holder must be replaced with a new one. 
C all the s ervic e agent neares t you or P ac ojet A G  in S witzerland. 
Otherwise switch Pacojet on and do a test run, attaching only the black 
plastic "outer/protective" beaker. If the shaft completes one cycle (down 
and back up) without indicating E E  on the display panel, then the machine is OK again.  

Fjern bæltet vist med hvid pil.

Med din finger drej nu hjulet, vist med pil, MOD uret. 
Det kan være at det kører stramt men der burde hur-
tigt løsne sig. Når stemplet er kommet helt op kan 
man ikke dreje hjulet mere. Tag nu bærget ud og kør 
derefter hjulet 2 omdrejninger med uret. VIGTIGT hvis 
man ikke kan bevæge hjulet med en finger. Kontakt 
da frinox service team.

Hvis, når du drejer på det store hjule, den lille hvide 
speed pulser skulle dreje. Hold da med den ene hånd 
fast på denne til den ikke drejer mere.

Når du har fået stemplet op. Saml da toppen igen. Husk at være forsigtig 
med det brede kabel fra displayet til maskinen.
Når maskienen er samlet igen tag da bægerholderen uden bæger, kniv og 
sprayguard og sæt i maskinen og kør en test.

VIGTIGT: Hvis kniven har været monteret forkert kan den magnetiske kniv 
holder være beskadiget. Test uden strøm om kniven sidder ordentligt fast 
på maskinen før du kører med maskinen igen. 

Kontakt service på 31 10 13 22 / mail: service@sylvestogco.dk

Re
v 

Da
to

: 0
22

3


