
RP-080

TEST SIGNAL GENERATOR

4 PILOT CARRIERS: 85 MHz, 750 MHz, 1000 MHz, 2150 MHz

Selectable and independent carrier level for each one: from 75 to 105 dBμV

LED indicators for each carrier output level

13, 18 V and 22 kHz signal detection.

Power supply from the LNB or external DC supply.

Ergonomic and compact format.

Specifications                                                                                                                                       RP-080

Frequencies                                                                                                                             85, 750, 1000, 2150 MHz

Accuracy                                                                                                                                              ±50 kHz (*)

Carriers signal power                                                                                          75 - 100 dBμV (externally selectable in 1 dB steps)

Accuracy                                                                                                                                                  ±2 dB

Power supply                                                                                                                                       12V.. 18 V

Consumption                                                                                                                                         max. 3W

Output connector                                                                                                                                       “F”

Connector                                                                                                                          “DC jack” for external DC supply.

Dimensions and weight                                                                                                  77 (W.) x 85 (H.) x 28 (D.) mm, 150 g

PROMAX ELECTRONICA, S.L.

Francesc Moragas, 71  *  08907 L’HOSPITALET  * SPAIN

Tel: (+34) 93 184 77 02  *  Fax: (+34) 93 338 11 26  *  promax@promaxelectronics.com  *  www.promaxelectronics.com

S
P

E
C

IF
IC

A
T

IO
N

S
 S

U
B

J
E

C
T

 T
O

 C
H

A
N

G
E

S
 W

IT
H

O
U

T
 P

R
IO

R
 N

O
T

IC
E

. 
  

  
0
7
/1

9

(*) Accuracy at 750 MHz


