Octa N RESCUE HOIST AREA
dR. INFORMATION TEMPLATE Orsted

GODE WIND 3 GMBH & CO. OHG

GODE WIND 03

RESCUE HOIST AREA ON FIXED NORMALLY UNATTENDED INSTALLATION (GOW03-Z01)

OFFSHORE SUBSTATION REFERENCE POINT

N 54° 02.65' E 007° 06.50'
ORSTED OPERATIONS CORRIDOR ORIENTATION
131.905 MHz 044 | 224°
RHA IDENTIFICATION
WINCH ONLY
HEIGHT (AMSL) CLEAR ZONE LOAD CAPACITY
147 ft @5m 2000 kg (500 kg / m?)
REFERENCE D-VALUE (OBSTACLE FREEDOM)
14.60 m
INNER MANOEUVRING ZONE OUTER MANOEUVRING ZONE
@21.45m @ 28.60 m
SURFACE & OBSTACLE LIGHTING
RESCUE HOIST AREA ANTENNA MAST CRANE JIB
2x3 FLOODLIGHTS 1x OBSTACLE LIGHT 4x OBSTACLE LIGHTS
HIGHEST OBSTACLE ON INSTALLATION (ARHA / AMSL) HIGHEST OBSTACLE IN THE IMMEDIATE VICINITY (AMSL)
ANTENNA MAST 57 ft / 204 ft WTG GOW03 741 ft
LIMITATIONS & NON-COMPLIANCES REMARKS
« VFR DAY ONLY « CONTACT @RSTED OPS FOR ALL PERMISSIONS

* ACCESS FOR SAR / HEMS / SOVEREIGN FLIGHTS ONLY -
FOR FURTHER EXEMPTIONS SEE RHA MANUAL
* RAILING INFRINGES CLEAR ZONE
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RESCUE HOIST AREA
INFORMATION TEMPLATE C)rsted

GODE WIND 3 GMBH & CO. OHG

GODE WIND 03

RESCUE HOIST AREA ON FIXED NORMALLY UNATTENDED INSTALLATION (GOW03-Z01)
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RESCUE HOIST AREA
INFORMATION TEMPLATE

GODE WIND 3 GMBH & CO. OHG

GODE WIND 03

RESCUE HOIST AREA ON FIXED NORMALLY UNATTENDED INSTALLATION (GOW03-Z01)

CORRIDOR 044

GO3EE

2.9NM /941 ft MSL

GO3EE (GOWO3 EXIT EAST)

N 54° 04.73'
E 007° 09.94'

CORRIDOR 224

A

GOW03-201

GODE WIND 03

GO3EW

2.9NM /941 ft MSL

1 2 B GO3EW (GOWO03 EXIT WEST)

N 54° 00.57'
E 007° 03.07'
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