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Materials Specifications Accessories Code no.

Handle and trigger Acetal plastic 6 - 12 Bar (87 - 174 psi) Safety valve 143267

Valve Acetal plastic Max. 180 l/min at 8 bar Repair kit: hose, hose connectors, rubber pipe, 
relief spring and O-ring

145805

Gaskets / O-rings EDPM  ~ kg

Rubber pipe TPU Container 1,2 litre 143200

Hose PVC Container with lid 1,2 litre 143160

P

Dimensions

A ø 16 mm C ø 130 mm E 243.9 mm G ø 22.6 mm
B 48 mm D 234.3 mm F 73.6 mm 1/4 “ BSP

143103-000	 JWL Brake Bleeder with safety valve

JWL Brake Bleeder
Bleeding and refilling, quickly and cleanly. 

JWL Brake bleeders are used for bleeding and refilling the brake 
systems of all types of vehicles, quickly and cleanly by a single 
person.

JWL Brake bleeders must, however, never be used for explosive 
fluids, e.g. petrol and acetone.

The brake bleeder is produced with a handle, which can be used 
both as mounting and roll up.

JWL Brake bleeders are available in several models – with or 
without refilling systems – for cars and motorcycles - with or 
without safety valve.

JWL Brake bleeders are approved and distributed by leading brake 
disc manufacturers.

Watch Video

The Safety valve prevents the 
fluid to atomize when the 
container is full.
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