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Tools Needed

Windows Laptop
(Not Mac Compatible)

USB A Male to B Male 

(USB Printer) Cable
Large Flat Screwdriver



First Things

Are you aware of ECU Location?

Have you access to it?

Is your Laptop charged?

Visual of ECU



Considerations

The software update requires some PC knowledge and should not 

be completed by a none qualified member of the Ma-Ve team. 

If installed incorrectly it can render your level system inoperable.

You will need safe direct access 

to the level system’s ECU.

Do not reside under the vehicle 

without all wheels on the ground 

or suitable supports.



Now the Laptop

1. To first download, please switch off all virus check systems or 

defender software.

2. To download LevellingTool please visit:-
https://www.dropbox.com/sh/usktgc76auvgy2k/AAA-nQVPNcRfNNRO0lKoDI7Ja?dl=0

3. Place the .Zip file on your desktop and extract all. Leave in the 

same folder (please download latest software update via the Zip every time).

4. In the folder, Right click on the Setup and run as Administrator.

5. If the software asks you for .net 2.0 framework, then click cancel and 

follow this link to install if not proceed to (6) :
https://www.microsoft.com/en-US/dow6.nload/details.aspx?id=6041

Return to (4).

6. Complete the installation procedure.

7. Re-start your PC and re-activate virus systems.

https://www.microsoft.com/en-US/dow6.nload/details.aspx?id=6041


The Update

When you have located the ECU, you need to remove the 4 plastic 

screws around the edge and remove the lid.

When open, you should see the USB-B port as below:-

Make sure the system is powered OFF – DO NOT Plug in the USB 

Cable.



CLICK THE CLOUD TO 
OBTAIN LATEST SOFTWARE 

VERSION.

Then

Choose your levelling 
system:

Standard or with AIR SUSP 
ECU Upgrade.

(Remember this is if Ma-Ve has 
upgrade – not camper)



Now click the large
START

Button and follow the on-
screen instructions.



Click ‘Ok’ when the pop-up bar 

appears.

It will automatically check for 

updates.

The “Firmware” will update.

You may need to restart your 

computer.



Do not connect the USB
cable until the software
asks you to.

The 1st time you use the 
levelling tool it will ask to 
restart the Laptop. 

This only happens after the 
first connection.



This is the image you will 

receive once the update 

is complete.



Once updated go to the 
Advanced Section. 

The Parameter ID should 
read: 

1. 600
2. 450
3. 200
4. 750

(The same value as in the 
picture). 



Links: videos and tutorials

https://www.youtube.com/watch?v=LO_C3wh9zXk
(video tutorial Montage der kolben am fahrgestell vom 

Fiat Ducato X250)

https://www.youtube.com/channel/UCI7yIUUGl

m-b5e4RKvR8v6w/videos
(link to the videos of Ma-VeTV sat & hydraulics)

https://www.youtube.com/watch?v=LO_C3wh9zXk
https://www.youtube.com/channel/UCI7yIUUGlm-b5e4RKvR8v6w/videos
https://www.youtube.com/channel/UCI7yIUUGlm-b5e4RKvR8v6w/videos
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