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We certify that the values provided are as accurate as possible. Use of  these values, however, remains the sole responsibility of  the customer and cannot in any way substitute for 
testing the product under real conditions of  use. The user must assess wether this product is suitable for a particular use. KACAB shall not be held responsible for any loss or anomaly 
resulting from the correct or incorrect use of  this product.

DUCT TAPE
Bearer   : Polyester / linen weavings with Polyethylene coating
Adhesive   : Natural rubber
Temperature resistance : +65 °C
Thickness  : 0,25 mm
Colors   : Black and silver

Suitable for temporary fixing of ducts and pipes and for other temporary repairs

PVC TAPES
Adhesive   : Rubber
Temperature resistance : +80 °C
Thickness  : 0,15 mm

Suitable for electrical insulation and for a large number of other applications.
It’s also flame retardant.

FIXATION MATERIALS  
 

Typenr. Width (mm) Length (mtr) Packing (mtr)

Tape duct 50 mm 50 25 25

Typenr. Width (mm) Colors Length (mtr) Packing (mtr)

Tape PVC 15 mm 15,0 Black, blue, red, white, brown 25 10

Tape PVC 19 mm 19,0 Black, mixed assortment, yellow/green, 
grey, blue, red, white, yellow, brown

10 10

Tape PVC 50 mm 50,0 Black 10 10


