
TY-RAP®

Range extended to 4 multi-color packs – 10 colors in each pack

Characteristics
• Ty-Rap® cable ties in Polyamide 6.6 are available in 10 different colors
• Range extended with 3 new references: TY523M-CLRS, TY524M-CLRS and TY528M-CLRS
• Multi colors pack contain 10 different colors
• Multi-color packs are only available in distribution packaging: 100 pieces per bag

Technical information
• Material - Moulding: Polyamide 6.6
• Material - Locking barb: 316 grade stainless steel
• Temperature range: -40°C to +85°C
• Min. Installation Temp.: -20°C
• Flammability rating: UL 94 V-2
• Other properties: Halogen free, Silicone free

TY-RAP®  
MULTI-COLOR PACKS
Polyamide 6.6 cable ties – Colored

Product code GID No. Color
Bundle ø
from ... to 
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(N)

Pack 
quantity 
pieces

Multi-color pack*

Standard pack size

TY523M-CLRS 7TAG009070R0122 Assorted 1,5 - 16 91 2,3 80 100

TY524M-CLRS 7TAG009160R0047 Assorted 2 - 35 140 3,6 178 100

TY525M-CLRS 7TAG009270R0037 Assorted 3 - 48 183 4,8 222 100

TY528M-CLRS 7TAG009270R0055 Assorted 3 - 102 361 4,8 222 100
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We certify that the values provided are as accurate as possible. Use of  these values, however, remains the sole responsibility of  the customer and cannot in any way substitute for 
testing the product under real conditions of  use. The user must assess wether this product is suitable for a particular use. KACAB shall not be held responsible for any loss or anomaly 
resulting from the correct or incorrect use of  this product.

Dimensions

Polyamide 6.6 cable ties – Multi-color packs

Installation:
Install with approved ABB cable tie tool such as ERG50

Available colors:

Color code

Blank  Neutral 

x Black   

1 Brown   

2 Red   

3 Orange   

4 Yellow   

5 Green   

6 Blue   

7 Purple   

8 Grey   

10 White   

CLR                               Multi-pack


