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CABLE GLANDS FOR SPECIAL 
APPLICATIONS

POLYAMIDE PA6 V-2 JACOB  
“PERFECT FIX” CABLE  
GLANDS, METRIC
Material   Polyamide PA6 V-2
Connecting thread  Metric (EN 60423)
Temperature range  -20 °C up to +100 °C
Protection grade  IP68
Standard colors  Silver grey (RAL 7001), light grey (RAL 7035), 
   black (RAL 9005)

Properties  Quick and easy installation without special tools
   Trouble-free mounting and dismounting from one side
   Locknut on the inner side dispensable
   Advantageous for installation in areas with limited space
   Installation in clearance holes with dimensions according to EN 62444
   No inner thread required
   Continuously adjustable in wall thickness from 1 - 4 mm
   Integrated anchorage
   Wide sealing and clamping range

Typenr.
Hole diameter 

(mm)
Wall thickness 

(mm)
Cable diameter 

(mm)
Height 
(mm)

Packing 
(pcs)

M16 PA6 V-2 cable gland Perfect fix 16,1 - 16,3 1 - 4 5,0 - 10,0 38,5 100

M20 PA6 V-2 cable gland Perfect fix 20,1 - 20,4 1 - 4 8,0 - 13,0 42,5 100

M25 PA6 V-2 cable gland Perfect fix 25,1 - 25,4 1 - 4 11,0 - 17,0 48,0 50

M32 PA6 V-2 cable gland Perfect fix 32,1 - 32,4 1 - 4 15,0 - 21,0 58,5 25

In addition to our standard range of cable glands and accessories, we can also supply all other Jacob products (on request).
For this, we refer you to the website of Jacob GmbH: www.jacob-gmbh.de/en/


