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We certify that the values provided are as accurate as possible. Use of  these values, however, remains the sole responsibility of  the customer and cannot in any way substitute for 
testing the product under real conditions of  use. The user must assess wether this product is suitable for a particular use. KACAB shall not be held responsible for any loss or anomaly 
resulting from the correct or incorrect use of  this product.

HEAVY WALL TUBING 
ADK-ADM-AD

ADK-ADM-AD
Heat shrink tubes of large diameters
Application
They are designed for insulation of metal elements, lampposts, masts, pipelines and  
elements of bridges.
Due to high shrink ratio, they are a great insulation for cable culverts ends e.g. under  
the streets. ADK tubes are wholly adhesive-layered and ADM are supplied with mastic  
stripes at the ends.
Both adhesive layer and mastic stripes are tight insulation and protect against any  
moist penetration under the heat shrink layer.
The dimensions of ADK and ADM tubes are specially matched to the sizes of lamposts.  
They protect them effectively against salt, animals’ urine and gases in the air.

Operating temperature: 	 ADK -15 up to +125°C*, ADM -40 up to +125°C*,  
	 AD -55 up to +125°C *outer layer
Tubes with adhesive: 	 ADK
Tubes with with mastic: 	 ADM
Tubes without adhesive and mastic: 	 AD
Shrink ratio: 	 2:1, 4:1
The minimum shrink temperature: 	 +120°C
Colours: 	 black
Tubes halogen-free
UV resistant
In accordance with REACH, RoHS

D - 	minimum internal diameter before
	 recovery
d - 	maximum internal diameter after
	 recovery
s - 	 wall thickness after entire recovery

TUBE WITH ADHESIVE TUBE WITH MASTIC DIMENSIONS (mm) Packing

Tube type Index Tube type Index D d s (pcs. 1 m)

ADK 55 / 15 WRDDA550115011003KC1 55 15 4,5 40

ADK 76 / 18 WRDDA760118011003KC1 ADM 76 / 18 WRJDA760118011003MC1 76 18 4,0 15

ADK 95 / 25 WRDDA950125011003KC1 ADM 95 / 25 WRJDA950125011003MC1 95 25 4,5 15

ADK 105 / 32 WRDDA105232011003KC1 ADM 105 / 32 WRJDA105232011003MC1 105 32 4,0 12

ADK 140 / 34 WRDDA140234011003KC1 ADM 140 / 34 WRJDA140234011003MC1 140 34 4,5 8

ADK 155 / 90 WRDDA155290011003KC1 ADM 155 / 90 WRJDA155290011003MC1 155 90 2,9 1

ADK 175 / 90 WRJDA175290011003KC1 ADM 175 / 90 WRJDA175290011003MC1 175 90 2,9 1

ADK 195 / 90 WRJDA195290011003KC1 ADM 195 / 90 WRJDA195290011003MC1 195 90 2,5 1

ADK 225 / 90 WRJDA225290011003KC1 ADM 225 / 90 WRJDA225290011003MC1 225 90 2,5 1

ADK 245 / 125 WRJDA245212521003KC1 ADM 245 / 125 WRJDA245212521003MC1 245 125 2,8 1

ADK 255 / 125 WRJDA255212521003KC1 ADM 255 / 125 WRJDA255212521003MC1 255 125 2,8 1

ADK 275 / 125 WRJDA275212521003KC1 ADM 275 / 125 WRJDA275212521003MC1 275 125 2,8 1

ADK 300 / 125 WRJDA300212521003KC1 ADM 300 / 125 WRJDA300212521003MC1 300 125 2,8 1

ADK 350 / 125 WRJDA350212521003KC1 ADM 350 / 125 WRJDA350212521003MC1 350 125 2,8 1

ADK 390 / 200 WRJDA390220021003KC1 ADM 390 / 200 WRJDA390220021003MC1 390 200 3,0 1

ADK 400 / 200 WRJDA400220021003KC1 ADM 400 / 200 WRJDA400220021003MC1 400 200 3,0 1

ADK 440 / 200 WRJDA440220021003KC1 ADM 440 / 200 WRJDA440220021003MC1 440 200 3,0 1

ADK 460 / 200 WRJDA460220021003KC1 ADM 460 / 200 WRJDA460220021003MC1 460 200 3,0 1

ADK 500 / 200 WRJDA500220021003KC1 ADM 500 / 200 WRJDA500220021003MC1 500 200 3,0 1

ADK 530 / 200 WRJDA530220021003KC1 ADM 530 / 200 WRJDA530220021003MC1 530 200 3,0 1

ADK 560 / 250 WRJDA560225021003KC1 ADM 560 / 250 WRJDA560225021003MC1 560 250 3,2 1

ADK 620 / 250 WRJDA620225021003KC1 ADM 620 / 250 WRJDA620220021003MC1 620 250 3,2 1

ADK 710 / 250 WRJDA710225021003KC1 ADM 710 / 250 WRJDA710225021003MC1 710 250 3,2 1


