
Model No. Foto Watt Volt Färgtemp. Ljusvinkel Ra IP-Klass Lumen Noteringar

TSC-20W 20W AC90V-265V 3500K 120° >80 IP65 >2200lm

TSC-30W 30W AC90V-265V 3500K 120° >80 IP65 >3300lm

TSC-40W 40W AC90V-265V 3500K 120° >80 IP65 >4400lm

TSC-60W 60W AC90V-265V 3500K 30°/60°/120° >80 IP65 >6600lm

TSC-80W 80W AC90V-265V 3500K 30°/60°/120° >80 IP65 >8800lm

TSC-100W 100W AC90V-265V 3500K 30°/60°/120° >80 IP65 >11000lm

TSC-120W 120W AC90V-265V 3500K 30°/60°/120° >80 IP65 >13200lm

TCC-150W        150W AC90V-265V 3500K 30°/60°/120° >80 IP65 >18000lm

TCC-300W 300W AC90V-265V 3500K 30°/60°/110° >80 IP65 >36000lm

LiTE´A                                                               Ny smidig kvalitetsstrålkastare med valbar ljusvinkel 30/60/120°                         

  Slimmad LED Floodlight                                                                                                                                                                                                                                                                                                          

SupplyDecor Lighting Gbg AB          Adress: Utmarksvägen 8, 442 39 Kungälv                                                                                                                                                                                                                                                                                    

Ordermail: order@litealight.com   Hemsida:litealight.com   Tel. 031-221150  

Slimma strålkastare med justerbara ljuskällor
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