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Neste Pro C2 0W-30 
Fully synthetic motor oil

PERFORMANCE CLAIMS
SAE 0W-30
ACEA C2
PSA B71 2312 (MA6, 2020)

DESCRIPTION
Neste Pro C2 0W-30 is a fuel-efficient full synthetic motor oil. It has been developed specifically for the
PSA Group's Citroën and Peugeot cars which fulfills EURO 6 emissions standards, with diesel particulate
filters and exhaust aftertreatment system and which requires the use of PSA B71 2312 oil. The operation of
the diesel particulate filter (DPF) requires the Low SAPS oil use with low sulfate ash, phosphorus and sulfur
content.

SPECIAL FEATURES AND BENEFITS
-Excellent cold start performance
-Improved fuel economy benefits
-Low emission

TYPICAL CHARACTERISTICS
Density kg/m3 15oC 844

Flash Point oC (COC) 227

Pour Point oC -51
Viscosity index 160
Viscosity cSt/ 40 oC 55

Viscosity cSt/ 100 oC 9.6

Viscosity cP/ oC 6200 / -35
TBN (mg KOH/g) 6,6

APPLICATIONS
Neste Pro C2 0W-30 oil is recommended for petrol and diesel engines for passenger and vans requiring
ACEA C2 engine oil. Check the suitability of the vehicle manual or the importer's representative.


