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Introduction  

Dear colleague, future colleague, learner, 

We hope you and your colleagues go home safe and unharmed tonight. This is why we made this 

book and the European Safety Passport that accompanies it. 

The content reflects the vision that safety is a way of living. Everyone on a stage, a festival or an 

event, from stagehand up to stage manager, should be able to behave in a safe way, should 

understand the mechanisms behind working safe and develop a critical safety attitude. In contrast to 

other safety courses, this book is not focussed on legislation, but on competence, on mastering a 

safe working practice. It is focused on "being able to" rather than "knowing". 

Competence is about permanent training, about constant awareness, about mastering skills. It is not 

about passing an exam and forgetting the content afterwards. The skills should become part of the 

way you work, the way you organise yourself. They can change and save your life. 

The content of this book is adapted to the specificities of our sector and independent of local 

practice or legislation. It provides a common ground to ensure that professionals are able to work 

safe all over Europe, regardless of where they come from or what education level they have.  

The book contains ten chapters, reflecting the ten most important skills you need to work safe on 

stage or at an event. Each chapter contains subchapters that will give you background information 

for a better understanding of why we should behave in a specific way to work safe. You can read the 

chapters independent from each other, but is good to read the first two chapters first, to understand 

the principles and mechanisms behind safe behaviour. You can also read only the first part of each 

chapter to know how to behave safely and go back to the subchapters later to understand why you 

need to do so. 

Safety is not only about you, it is about all of us, your co-workers, the visiting crews, the artists, the 

audience. We hope this book will support you in achieving our collective goal to make the stage a 

safer environment. We also hope that, in whatever function you work, you will become an advocate 

of safe practice.  

  

The ETTE team. 
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Copyright note 

The ETTE publications are Open Educational Resources according to Creative Commons 

(https://creativecommons.org/licenses/?lang=en).  

You may use it for free, but you need to notify us when you print the book or parts of it. In these 

cases please send an email with the specific details to gmbh@dthg.de. 

All used pictures are free of copyright (for non-commercial use). 

The translation of the material is allowed, but please mention that the translations are no official 

versions and must not be labelled as official versions of the ETTE team. The same applies if the text is 

used in a modified way. 

Reproduction is permitted after notification - but not storage and processing in electronic systems, 

reprinting in magazines, newspapers or similar.  

In case of a desired use by radio, television or manufacturers/distributors of media it requires a 

request or permission.  

 

Disclaimer 

The European Commission support for the production of this publication does not constitute an 

endorsement of the contents which reflects the views only of the authors, and the Commission 

cannot be held responsible for any use which may be made of the information contained therein. 

We - the ETTE team - have done our best to create this publication with expertise and care and with 

the intention to make it user-friendly.  

You hold the first version of the publication in your hands. There may still be errors in the text. We 

are grateful for any suggestions and will correct them for future editions/versions. 

The ETTE team cannot be held responsible for incidents or accidents that occur when learning or 

using the contents of the ETTE manual.  

We cannot verify the quality of publications that contain extracts from the ETTE manual and any 

modifications of the original text, nor are we liable in any way for their accuracy.  
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The ETTE project 

 

The manual you are reading is the result of the European Theatre Technicians Education project, or 

ETTE project. During three years (8/2014 - 8/2017), six partners from four countries worked together 

on this manual through an Erasmus + Strategic Partnership on safety competences. This partnership 

was supported by the European Union and aimed for innovative practices, cooperation and the 

exchange of experiences. (Erasmus+ project no.: 2014-1-DE02-KA202-001393 | Key Action 2 ς 

Strategic Partnership) 

The partners of the ETTE project were  

¶ Deutsche Theatertechnische Gesellschaft (DTHG) e.V., Bonn, Germany (coordinator) 

¶ Svensk Teaterteknisk Förening, Stockholm, Sweden 

¶ Vereniging voor Podiumtechnologie, Amsterdam, Netherlands 

¶ Stichting Overleg Onderwijs Arbeidsmarkt Theatertechniek, Amsterdam, Netherlands 

¶ Expertise Center Technical Theatre RITCS, Erasmushogeschool Brussel, Brussels, Belgium 

¶ STEPP vzw, Brussel, Belgium   

The partnership turned out to be a good mix of training and education providers as well as 

professionals from the field. This guaranteed the support of the sector and integration in training and 

education. 

More information 

Deutsche Theatertechnische Gesellschaft (DTHG) e.V. (project leader) 

Kaiserstraße 22, 53113 Bonn, Germany 

phone: +49 (0)228 36939-0 

fax: +49 (0)228 36939-79 

e-Mail: centrale@dthg.de 

¶ Project website http://www.stage-tech-edu.eu/ 

¶ Deutsche Theatertechnische Gesellschaft (DTHG) e.V., Bonn, Germany (coordinator); 

http://dthg.de 

¶ STEPP http://www.stepp.be/over-stepp.asp?lng=en 

¶ RITCS Expertise center http://www.podiumtechnieken.be/onderzoek/english 

¶ Svensk Teaterteknisk Förening, Stockholm, Sweden http://sttf.se/  

¶ Vereniging voor Podiumtechnologie, Amsterdam, Netherlands www.vpt.nl 

¶ Stichting Overleg onderwijs Arbeidsmarkt Theatertechniek, Amsterdam, Netherlands: 

www.vpt.nl/vereniging/stichting-osat.html 

 

http://www.stage-tech-edu.eu/
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Preface 

α{ƻΣ ǘŀƪŜ ƻŦ ǘǊŀǇǎ ŀƴŘ ǎŎŜƴŜǎ ȅƻǳǊ ŦƛƭƭΣ 

And all you find, be sure to show it! 

Use both the great and lesser heavenly light,τ 

Squander the stars in any number, 

Beasts, birds, trees, rocks, and all such lumber, 

Fire, water, darkness, Day and Night! 

Thus, in our booth's contracted sphere, 

The circle of Creation will appear, 

And move, as we deliberately impel, 

CǊƻƳ IŜŀǾŜƴΣ ŀŎǊƻǎǎ ǘƘŜ ²ƻǊƭŘΣ ǘƻ IŜƭƭΗά 

 
Johann Wolfgang von Goethe Vorspiel zu FAUST 

  

When, in the prelude to the FAUST, Goethe put these wishes into the mouth of the theatre director 

in 1797, he could not in the least imagine how the technical possibilities on the stages of this world 

develop very soon. Today, the spectrum of stage-based technical possibilities encompasses such a 

large number of technical means that the safe handling of these makes high demands on all those 

who work behind the curtain. The task of the stage technician consists of nothing less than 

realization of always newly invented worlds, which on the stages and then among the astonished 

spectators, trigger the fascination that the stage art has made for more than 2000 years. 

Safety is paramount for the technician. Safety for himself and his colleagues, safety for all artists who 

work on the stage and safety for the audience - these are the top principles. It is long overdue that 

for all technical staff, the essential skills and abilities necessary to be able to work on the stage are 

brought to an internationally accepted level. 

Nothing less than that, this project is trying. 

Just as art does not stop at any frontiers, the stage technician on all the stages of this world are to 

speak a common language, that is, to develop a common understanding of all aspects of safe work. 

In view of the great variety and international differences in working methods, attempts have been 

made to find the common denominator which ensures a safe working for all. Particular emphasis was 

placed on not establishing an academic degree, but by providing practical training, particularly 

through practical help, illustrative examples and well-understood descriptions. It should be the 

starting point for all those who work together in the boards that mean the world, with creativity, 

respect, joy and above all with certainty! 

  

 
  

Hubert Eckart, CEO, German Theatre Technicians Association  
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1 Work with respect for own safety 
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TO WORK WITH RESPECT FOR YOUR OWN SAFETY, YOU MUST:  

Show awareness of risks related to activities in the performing arts and act accordingly to ensure the 

own safety. 

This means you master following skills: 

¶ Understand the risks in a performance environment and the mechanisms behind them 

¶ Understand your own position in the safety chain and act accordingly  

¶ Work according to safety training and instructions 

¶ Protect oneself against hazards 

¶ Signal risks to a responsible 

You master following knowledge: 

¶ Accident theory 

¶ Five steps to reduce risk 

¶ Your rights and obligations 

You have following attitudes: 

¶ Safety awareness 

¶ Awareness of your own behaviour 

  

onenote:Knowledge.one#01.01%20Accident%20theory%20&section-id={324EF059-6FBA-47AD-8E47-F640A5089726}&page-id={4F1B602F-2975-1D43-BF01-07FF5578F526}&base-path=https://d.docs.live.net/591e539289cd1d81/Dokumente/ETTE Wiki
onenote:Knowledge.one#01.02%20Five%20steps%20to%20reduce%20risk&section-id={324EF059-6FBA-47AD-8E47-F640A5089726}&page-id={D50D40E5-7E43-774D-AF18-D19499550C36}&base-path=https://d.docs.live.net/591e539289cd1d81/Dokumente/ETTE Wiki
onenote:Knowledge.one#01.03%20Your%20rights%20and%20obligations&section-id={324EF059-6FBA-47AD-8E47-F640A5089726}&page-id={F87E3B96-4AB9-B74C-BF62-6D22C0AE4F5E}&base-path=https://d.docs.live.net/591e539289cd1d81/Dokumente/ETTE Wiki
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Theatres, festival stages, performing arts and event venues are high-risk environments. They are 

working environments that are extremely complex and constantly changing. Lots of people are 

working together in the same (limited) space, in limited lighting conditions and with limited 

communication possibilities. Work on heights and with heavy (hanging) loads is an inherent part of 

the activities. 

Teams from different organizations, with different traditions, work together on and around the 

stage. They all have tight and absolute deadlines, because at eight the audience comes in. This 

creates high time pressure for every individual involved. Everyone wants as much time as possible on 

stage to create the expected high quality product. In many cases the 

teams are multilingual. 

The core business of the sector is (per definition) making new things 

or doing the same thing in a complete different venue. This involves 

a constant use of new materials, new technologies and new 

methods. The combination of artistic and technical activities creates 

a double hierarchy with on the one hand the organizational 

ǎǘǊǳŎǘǳǊŜ ŀƴŘ ƻƴ ǘƘŜ ƻǘƘŜǊ ǘƘŜ ŀǊǘƛǎǘƛŎ άƭƛƴŜ ƻŦ ŎƻƳƳŀƴŘέΦ 

This makes that everything around you is changing and moving 

constantly. A place that was safe five minutes ago can be dangerous 

now. In other industries, most of these factors are avoidable, in 

performing arts and event environments they are part of the 

essence of the work. 

Working safely in this type of complex environment demands a 

high level of health and safety awareness from each of the 

workers involved. You need to understand how accidents 

happen and how to minimize risks. Being aware of Health and 

Safety needs to become a way of living, more than just blindly 

obeying the rules and regulations. Of course rules and 

regulations can help and guide us. But applying them blindly is 

no guarantee for safety. In a complex environment like the 

performing arts and events sector we expect active involvement, 

permanent attention and continuous assessment of the situation 

of the moment. Learning the skills to work safe in such a 

complex environment is a continuous process. Some tips can get 

you in the right direction: 

¶ Be aware of the risks that your assignment includes and protect yourself. This includes using 

personal protection equipment (PPE) given, not walking in dangerous zones, etc. 

¶ Be aware of what is happening around you and permanently check the safety of yourself 

and your colleagues. 

¶ Think ahead when you do something, check what consequences your actions have. 

¶ Familiarize yourself with the working environment and with the organization structure (of 

that day). 

¶ Organize yourself ǘƻ ǿƻǊƪ ǎŀŦŜ όƻǊŘŜǊ ŀƴŘ ǘƛŘƛƴŜǎǎΣ ǇƭŀŎŜƳŜƴǘ ƻŦ ŜǉǳƛǇƳŜƴǘΣ ΧύΦ 

Fig. 1.1--a Crowded 

Fig. 1.1--b-Beware 
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¶ 5ƻƴΩǘ Řƻ ŀƴȅǘƘƛƴƎ ȅƻǳ ŘƻƴΩǘ ŦŜŜƭ ŎŀǇŀōƭŜ ƻŦ (and let no one push you to do so). 

¶ Ask questions when in doubt, talk about safety (and unsafe situations) and propose 

improvements. 

¶ Foresee emergencies (never work alone on heights, check emergency routes and equipment, 

ΧύΦ 

¶ Stay out of high risk zones, except if you are authorised and needed there for your work . 

  

When working on stage, you are part of a larger unit that will 

work, together with you, to keep the safety level as high as 

possible. Only when all members of the unit work together 

in a consistent way, safety can be improved. It can be 

compared to a chain that is as strong as the weakest link.  

This way of working together is often also organised in a 

chain of command. That is the hierarchy or the order in 

which acting on emergencies is arranged in an organisation. 

This hierarchy exists so every employee knows how to act in 

case of emergency. That is why it is important that you know 

what your place is in this command chain.  

Some people in the organisation will have a better overview 

of the whole of activities and are able to see risks you don't 

see. On top of all workers, there will be someone acting as 

safety officer. The safety officer is the final responsible and 

also takes care of the formal, administrative, safety 

requirements. We call this structure the safety chain or 

chain of command. On the one hand they will check, instruct 

and train you, on the other hand, you will give feedback to 

them. 

H&S is not only about accidents, it also includes professional 

illness and psycho-social risks. These are less visual risks, but 

they can have a major impact in your or others' lives. 

Safety is also an investment in quality and efficiency. Safe 

work is better work, if the circumstances are safe, more 

focus can be put on quality. In the end, safe work is also 

cheaper work: the cost of accidents, delays, loss of 

production and loss of reputation can have a major impact 

ƻƴ ǘƘŜ ƻǊƎŀƴƛȊŀǘƛƻƴΩǎ ōǳŘƎŜǘΦ hǊŘŜǊ ŀƴŘ ǘƛŘƛƴŜǎǎ ǇǊƻǾƛŘŜ ŦƻǊ 

a safer situation and also add to efficiency. 

 

 

Terms and definitions 

¶ working environment 

¶ work on height 

¶ artistic activities 

¶ technical activities 

¶ hierarchy  

¶ rules and regulations 

¶ health and safety 

awareness 

¶ familiarize 

¶ high risk zone 

¶ emergency 

¶ accident 

¶ professional illness 

¶ psycho-social risks 

¶ safety chain 

¶ chain of command 

¶ safety officer 

¶ professional diseases 

¶ Personal Protection 

Equipment (PPE) 
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1.1 Accident theory  

We have to realize that perfect safety does not exist. For example: To create a perfect burglar safe 

ƘƻǳǎŜΣ ǿŜ ǿƻǳƭŘ ŜƭƛƳƛƴŀǘŜ ŀƭƭ ŘƻƻǊǎ ŀƴŘ ǿƛƴŘƻǿǎΦ ¢ƘŜ ƘƻǳǎŜ ƛǎ ǊŜŀƭƭȅ ǎŀŦŜ ƴƻǿΣ ōǳǘ ȅƻǳ ŎŀƴΩǘ ǳǎŜ ƛǘ 

anymore.  

Despite how safe we try to work, accidents happen. This is a fact. There are two ways to approach 

this fact. One approach is to consider accidents as bad luck. If we consider accidents as bad luck, 

ƪŀǊƳŀΣ ŦŀǘŜΣ ǎƘƛŎƪǎŀƭΣ Χ ƛǘ ƛǎ ƛƳǇƻǎǎƛōƭŜ ǘƻ ŎƘŀƴƎŜ ǘƘŜ ǎƛǘǳŀǘƛƻƴΦ ¢ƘŜ ǊŜŀǎƻƴ ƻŦ ǘƘŜ ŀŎŎƛŘŜƴǘ ƛǎ ƻǳǘ ƻŦ 

ƻǳǊ ǊŜŀŎƘ ǎƻ ǿŜ ŎŀƴΩǘ Řƻ ŀƴȅǘƘƛƴƎ ŀōƻǳǘ ƛǘΦ .ǳǘ ƛŦ ǿŜ ŎƻƴǎƛŘŜǊ ǘƘŜ possibility for accidents as a 

certainty, we can look for the causes and avoid the accident.  

Safety will always be a balance between usability and acceptable risk. We put doors in the house, 

but lock them properly. To make a choice for a balance on a sound basis, we have to understand how 

accidents happen and what the mechanisms behind it are.  

How do accidents occur? 

To understand the way accidents happen we need to set some terminology straight and relate the 

different terms with each other.  

Risk 

A risk is the combination of a dangerous situation or action with the probability that something will 

go wrong, and the impact it has.  

9ǾŜǊȅ ǳƴǎŀŦŜ ŀŎǘƛƻƴ ƻǊ ǳƴǎŀŦŜ ǎƛǘǳŀǘƛƻƴ ǿƛƭƭ ŎǊŜŀǘŜ ŀ ŎŜǊǘŀƛƴ ŘŀƴƎŜǊΦ .ǳǘ ǘƘƛǎ ŘƻŜǎƴΩǘ ƳŜŀƴ ǎƻƳŜǘƘƛƴƎ 

will go wrong. For example: if you drop a tool when no one is around, no damage is done.  

Probability 

The probability or chance tells us how big the chance is that things go wrong. One of the factors of 

this probability is the exposure to a risk, i.e.  how many people will be exposed for how long. For 

example, how big is the chance that your tool will hit a person when it falls.  

Probability is often misunderstood (or misused to justify unsafe behaviour). We tend to say there is 

only a chance of one percent that something will happen. This expression seems to mean the chance 

is very small so there is no need for change. To put this in perspective, the same people play on the 

lottery, where they have a probability of 1 to 45 million to win. A chance of one percent means that 

there is a statistic possibility that you will have an accident within a period of hundred days or that if 

you have a hundred colleagues, one of them will have an accident.  

 

At the end of this block, you:  

understand the mechanism behind the occurrence of accidents. 
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Impact 

Impact or effect will indicate what the possible gravity of the injuries or the impact on the 

organization is. For example, when your tool falls, will it cause minor injuries or can it kill someone? 

Incident or near accident 

An incident or a near accident is an undeliberate event with no or very limited damage or injury that 

cold could have ended differently. In other words, something dangerous happened, but it ended 

ǿŜƭƭΦ aƻǎǘ ǇŜƻǇƭŜ ǿƻǳƭŘ ǊŜǎǇƻƴŘ ǘƻ ǘƘŀǘ ǎŀȅƛƴƎ άǿŜ ǿŜǊŜ ƭǳŎƪȅέΦ Lƴ ŦŀŎǘ ŜǾŜǊȅ ǘƛƳŜ ȅƻǳ ǎŀȅ άǿŜ 

ǿŜǊŜ ƭǳŎƪȅέ ƛǎ ŀƴ ƛƴŘƛŎŀǘƻǊ ŦƻǊ ŀ ǇƻǎǎƛōƭŜ ŀŎŎƛŘŜƴǘΦ ¢Ƙƛǎ ƛǎ ǿƘȅ ƛǘ ƛǎ ǎƻ important to register near 

misses. They are very good indicators to steer to prevention.  

Examples: 

¶ Someone drops a hammer from height without hurting anyone. 

¶ Someone trips over a cable, but doesn't fall and walks on. 

Accident 

An accident is an undeliberate event with damage or injury. In other words, it is an incident that 

turns out bad. The definition of an accident depends on what we consider serious damage or injury. 

There is a pyramid shaped relation between incidents, accidents and fatalities. For every 300 near 

accidents, there are 29 minor accidents and 1 major accident. Some safety specialists call this the 

safety iceberg, because the near accidents often tend to stay under the surface.  

Dia. 1.1.1 Diagram to estimate risk by using probability (chance) and impact (effect). 
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Of course these figures are derived from statistical research on large scale. This doesn't mean that in 

a single organisation the relation between types of accidents can't be different or that the very first 

accident couldn't be a fatal one. 

Examples: 

¶ Someone drops a hammer from height and hurts someone. 

¶ Someone trips over a cable, falls and hurts him/herself. 

Injury or damage 

Injuries or damage are the resulting effect of an accident. We can classify them in different 

categories depending on the seriousness and effect.  

¶ Minor injuries that are treated on the spot with first aid and no absence of work  

¶ Injuries with temporary absence 

¶ Injuries with irreversible effects (disabilities, etc.) 

¶ Death 

It is very important not to confuse the cause of the injury with the cause of the accident. The cause 

of the injury is what causes the physical damage. For example: a spotlight falling or a sharp knife. The 

cause of the accident is what action or situation caused the damage to happen. For example: the lack 

of safety cable or an unadapted way of using the knife.  

Examples: 

¶ A severe head wound from a hammer that needs to be stitched. 

¶ Bruises from a minor fall treated with first aid. 

 

Dia. 1.1.2 Diagram safety iceberg 
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Relation 

The scheme below shows the relation between the different terms. Danger, probability and effect 

create a risk. This risk can cause an incident. If this incident goes wrong, it will end up in an accident 

that can cause injuries. To avoid accidents, we will try to manage the risk factors, analyse the risk and 

register near accidents.  

 

Unsafe actions 

Statistics show that 80% of accidents are caused by human actions. So if we want to prevent 

accidents, the first thing to look at is human behaviour. We need to ask ourselves the question why 

someone does behave like that? We can split the reasons for unsafe behaviour into three categories.  

¶ Not knowing 

¶ Not being able to 

¶ Not wanting to 

Not knowing 

Not knowing, as a cause of accidents, is mainly about lack of informationΦ LŦ ȅƻǳ ŘƻƴΩǘ ƪƴƻǿ ǘƘŜǊŜ ƛǎ 

ŘŀƴƎŜǊ ƻǊ ǿƘŀǘ ǘƘŜ ŎƻƴǎŜǉǳŜƴŎŜǎ ƻŦ ȅƻǳǊ ŀŎǘƛƻƴǎ ŀǊŜΣ ƛǘ ƛǎ ƘŀǊŘ ǘƻ ŀǾƻƛŘ ǘƘŜ ǊƛǎƪΦ LŦ ȅƻǳ ŘƻƴΩǘ ƪƴƻǿ 

how to protect yourself or how to react in case of an accident, it will be difficult to minimize the 

effect of an accident.  

 

Dia. 1.1.3 Diagram showing relationship between the accident terminology 
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Example: 

¶ Hanging speakers without knowing you have to check the WLL of the rigging equipment. 

The solution for this problem is simple. Ask questions if in doubt, inform yourself about the 

equipment, the materials and the procedures. And most importantly, admit your ignorance. It seems 

hard to admit that you do not know something, but you will see it is well appreciated and you will 

realize nobody has all the answers. 

Not being able to 

Not being able to, as a cause of accidents, can have multiple 

reasons. First of all it is possible that you are physically just not 

able to do something. Maybe you are not strong or flexible enough 

to do something. It is also possible you lack experience or you 

ŘƻƴΩǘ ƘŀǾŜ ǘƘŜ ǊƛƎƘǘ ŎƻƳǇŜǘŜƴŎŜ ǘƻ ōǊƛƴƎ ǘƘŜ Ƨƻō ǘƻ ŀ ƎƻƻŘ ŜƴŘΦ hǊ 

ƳŀȅōŜ ȅƻǳ ŘƻƴΩǘ ƎŜǘ ŜƴƻǳƎƘ ǘƛƳŜ ǘƻ Řƻ ŀ ǇǊƻǇŜǊ ƧƻōΦ ¢ƘŜǎŜ ŀǊŜ 

rather obvious reasons, but sometimes the reasons are less 

obvious. It is for example possible you are mentally not able to do 

something in a safe way, for example because you lack focus due 

to your personal situation or because you are scared of what you 

need to do.  

Example:  

¶ You want to move speakers that are too heavy to lift alone.  

¶ You feel ill and need to work on height.  

The solution for this lies in the first place in knowing and admitting your limits. In this way we 

ŀŎƪƴƻǿƭŜŘƎŜ ǘƘŜǊŜ ƛǎ ŀ ǇǊƻōƭŜƳ ŀƴŘ ǿŜ Ŏŀƴ όƳŀȅōŜύ Řƻ ǎƻƳŜǘƘƛƴƎ ŀōƻǳǘ ƛǘΦ Lƴ ŀƴȅ ŎŀǎŜΣ ŘƻƴΩǘ ƭŜǘ 

anȅƻƴŜ ŦƻǊŎŜ ȅƻǳ ǘƻ Řƻ ǘƘƛƴƎǎ ȅƻǳ ŘƻƴΩǘ ŦŜŜƭ ŀōƭŜ ǘƻΦ  

Not wanting to 

Not wanting to, as a cause for accidents, is the most difficult one 

ǘƻ ŘŜŀƭ ǿƛǘƘ ōŜŎŀǳǎŜ ƛǘ ƛƴǾƻƭǾŜǎ ŎƘŀƴƎƛƴƎ ǇŜƻǇƭŜΩǎ attitudes. Not 

wanting to use the available safety tools or to work in a safe way 

can have several reasons. It could be laziness or thinking you 

know better or a lack of motivation. In most cases this behaviour 

can be led back to habits that are difficult to change (we have 

done always this like this, it always went well) or occupational 

blindness. Occupational blindness means you get accustomed to 

certain risks in the long run and underestimate them.  

Example: 

¶ You do not wear your safety shoes, because you always 

work without them. 

¶ You use tools when working on height without a safety 

cord, because it costs too much time. 

¶ You use a wrong steel to hang the speaker because you don't want to wait for a proper one. 

Fig. 1.1--a-Lift-a-speaker 

Fig. 1.1--b-On-the-head 
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The solution for these types of behaviour lays mainly in understanding the reason behind the need 

for change and in motivating and monitoring each other.  

In the event and theatre sector, with its artistic processes that can be very intensive and artists that 

can have rather flamboyant characters, there are other factors that can influence safety. That is why 

some risk management systems go a step further and look at the background of an individual 

worker to understand specific behaviour. They look at character (lazy, insecure, stubborn), education 

(behaviour learned in other situations, other contexts, where safety isƴΩǘ ŀƴ ƛǎǎǳŜ ƻǊ ƛǎƴΩǘ ǎŜŜƴ ŀǎ 

important), organization (bad atmosphere between workers or with management, order and 

ǘƛŘƛƴŜǎǎύΣ ŀƴŘ ǇǊƛǾŀǘŜ ŎƛǊŎǳƳǎǘŀƴŎŜǎΦ 9ǾŜƴ ƛŦ Ƴƻǎǘ ƻŦ ǘƘŜǎŜ ŜƭŜƳŜƴǘǎ ŎŀƴΩǘ ōŜ ƛƴŦƭǳŜƴŎŜŘΣ 

understanding them can help to motivate people for change.  

Unsafe situations 

Situations that cause a risk to the workers or other people are the second cause of accidents. We can 

divide them in three types.  

¶ Organization 

¶ Equipment 

¶ Circumstances 

Organizational risks are risks that are caused by the way the work is organized. These types of risks 

include scheduling issues between teams or activities (for example if the load out has been organized 

ƛƴ ŀ ǿŀȅ ǘƘŀǘ ŎƻƴŦƭƛŎǘǎ ǿƛǘƘ ǘƘŜ άŜǉǳƛǇƳŜƴǘ ǘǊŀŦŦƛŎέύΦ  

Equipment risks have to be seen wider than the strict definition of machines or tools. Other physical 

elements like staircases or bridges also fall under this definition.  

Circumstantial risks involve the environment we work in, not directly related to the action. These are 

external elements that influence the activity. For example limited lighting conditions, weather 

conditions or extensive noise will influence our work in a negative way.  

Coincidence 

It would be too simplistic to allot a single cause to an accident. In reality an accident will always be 

the result of a combination of circumstances and actions. Only when this combination occurs, the 

accident will effectively happen.  

[ŜǘΩǎ ƭƻƻƪ ŀǘ ŀƴ ŜȄŀƳǇƭŜΥ  

A tool falls from a scaffold on someone passing by. If we look in detail we can see a lot of different 

risks involved in this accident:  

¶ There is a tool on the scaffolding   

¶ There is no protection for falling objects  

¶ Someone is working on the scaffolding 

¶ Someone is passing by 

But none of them will cause an accident on their own. The cause of the accident is:  
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¶ Someone passes by at the moment that someone, on a scaffolding with no protection, 

pushes the tool 

If we would take away one of the risks, there would be no more 

cause for the accident.  

¶  LŦ ǘƘŜǊŜ ƛǎ ƴƻ ǘƻƻƭΣ ƛǘ ŎŀƴΩǘ Ŧŀƭƭ 

¶ If there is fall protection, it will not fall 

¶ If no one is working on the scaffolding, the tool would not be 

pushed 

¶ If no one can pass by, we only would have an incident. 

But not all risks can be eliminatedΣ ƻǘƘŜǊǿƛǎŜ ǘƘŜ ǿƻǊƪ ǿƻƴΩǘ ƎŜǘ 

done. The alternative is to avoid coincidence. We can make sure the 

Ǌƛǎƪǎ ŎŀƴΩǘ ƻŎŎǳǊ ŀǘ ǘƘŜ ǎŀƳŜ ǘƛƳŜΦ Lƴ ƻǘƘŜǊ ǿƻǊŘǎΥ  

¶ LŦ ŀ ǇŜǊǎƻƴ ŎŀƴΩǘ Ǉŀǎǎ ōȅ ǿƘŜƴ ǿŜ ŀǊŜ ǿƻǊƪƛƴƎ ƻƴ ǘƘŜ ǎŎŀŦŦƻƭŘƛƴƎΣ ǘƘŜǊŜ ŎŀƴΩǘ ōŜ ŀƴ ŀŎŎƛŘŜƴǘΦ 

!ǾƻƛŘƛƴƎ ŎƻƛƴŎƛŘŜƴŎŜ ƛǎ ŀ ƳŜǘƘƻŘ ǳǎŜŘ ŀ ƭƻǘ ƛƴ ǎƛǘǳŀǘƛƻƴǎ ǿƘŜǊŜ ǿŜ ŎŀƴΩǘ ŀǾƻƛŘ ǊƛǎƪǎΦ  

Professional illnesses 

Professional illnesses are not the result of an accident. The injuries or damage to the body are not a 

result of a sudden event but of long time exposure to unsafe or unhealthy circumstances. Typical 

examples are hearing damage through long time exposure to loud noise, back injuries from repetitive 

lifting or eye problems from intensive, long term screen work. The fact that the injuries are not 

directly related to a specific event makes it difficult to prove there is a relation with the work activity 

and to prevent this type of injuries.  

More ergonomic working methods, the right protection equipment and variation of work are the 

most accurate remedy for professional illnesses.   

Psychosocial risks 

Psychosocial risks are risks for mental and physical health that find their origin in the content or the 

context of the work. Content includes the job content, the workload, schedules and the means to 

work with (workplace, equipment, etc.). The context of the work includes the amount of control you 

have, organizational culture, relationship with colleagues, career possibilities and work-home 

balance. These risks can turn into extreme stress, depressions, and burnout or bore out, but also into 

physical complaints like musculoskeletal disorders or cardiovascular diseases.  

Most organizations have policies to deal with sexual harassment, improper behaviour, bullying, etc. 

Signalling problems in time can help to minimize the effects of psychosocial risks.  

 

Fig. 1.1--C-Scaffold 
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Terms and definitions  

¶ Accident 

¶ Risk 

¶ Probability 

¶ Impact 

¶ Danger 

¶ Unsafe action 

¶ Unsafe situation 

¶ Hazard 

¶ Probability  

¶ Impact 

¶ Incident 

¶ Near accident 

¶ Damage 

¶ Injury 

¶ Fatalities 

¶ Occupational blindness 

¶ Organizational risks 

¶ Equipment risks 

¶ Circumstantial risks 

¶ Coincidence 

¶ Professional illness 

¶ Psychosocial risk 

What you need to remember 

ω Safety will always be the result of a balance 

between usability and acceptable risk. 

ω A risk is the combination of a dangerous 

situation or action with the probability that 

something will go wrong, and the impact it has.  

ω There is a relation between risks, incidents, 

accidents and injuries 

ω The causes of unsafe actions (not knowing, not 

being able to, not wanting) 

ω The types of unsafe situations (Organization, 

Equipment, Circumstances) 

ω The importance of coincidence in avoiding 

accidents  
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Nice to know : 

 

 

 

More evolved systems  

Very often "exposure" and "probability" are treated as completely different aspects of a risk. In 

this perspective, a risk is a combination of 1) probability, 2) exposure, and 3) impact. Most of the 

time, you cannot influence one or even two of these elements, but sometimes you can reduce 

the risk to an acceptable level by influencing the remaining element(s).  

The formula R(isk) = P(robability) x E(xposure) x I(mpact) is useful, not so much because of the 

exact outcome of the calculation, but to show the principle that often you can reduce a risk by 

reducing one or two of its elements. 

 

OiRA 

The European Agency for Safety and Health at Work (EU-OSHA) developed a web platform that 

enables the creation of sectoral risk assessment tools in any language in an easy and 

standardised way. It is called OiRA (Online interactive Risk Assessment). For the live performance 

sector, two tools have been developed, a first one for productions and a second one for venues. 

Among other things, the tools cover the technical elements in relation to set, rigging and stage; 

the special elements, stunts and artistic performance activities on the stage; the chemical and 

hazardous substances used in special effects; frequent high noise levels; and the presence of an 

audience. The Live Performance Productions Tool also includes the cooperation between the 

production and the different venues hosting productions when going on tour. 

https://oiraproject.eu/en  

https://oiraproject.eu/en
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Evaluation of risks: 

  

There are several models to identify the potential danger. Some tell the risks in text, other use 

numbers to give a value to the risk. All these are based on the Fine and Kinney method of risk 

assessment.  

  

In the scheme above, risk is expressed by the numbers in a linear way, but often, an exponential 

series of numbers is used, with an outcome between less than 20 (negligible) and more than 400 

(very high risk) to bring the risks more in line with the reality. 

 

Once a risk is evaluated, measures will be taken to reduce the risk, after this, the risk is evaluated 

again until the risk is at an acceptable level.  

 

 

 

 

Dia. 1.1.5 Diagram to estimate risk described by words. 

Dia. 1.1.4 Numeric diagram to estimate risk 
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Rehearsal questions 

01.01.01 True or false: 

¶ Risk = unsafe action x probability x impact 

 01.01.02 True or false: 

¶ An incident and an accident is the same thing. 

 01.01.03 True or false: 

¶ The cause of an injury is the same as the cause of an accident. 

01.01.04 True or false: 

¶ The outcome of an accident is always damage or injury. 

01.01.05 True or false: 

¶ There are more accidents than incidents. 

01.01.06 True or false: 

¶ The result of an accident can never be a minor injury. 

01.01.07 True or false: 

¶ Unsafe actions and unsafe situations are the same. 

01.01.08 True or false: 

¶ Unsafe actions and unsafe situations can cause the same risk. 

01.01.09: True or false 

¶ It is possible to make any situation 100% safe with the same usability. 

01.01.10: Someone trips over a piece of wood left laying around without hurting himself, this is an 

example of a 

a) Risk  

b) Near accident 

c) Accident 

d) Disaster  

01.01.11: Someone cuts his hand with a knife, with a wound as a result. The cause of this accident is: 

a) Not using the proper personal protection 

b) The use of the knife 

c) The sharpness of the knife 

01.01.12: True or False 

¶ More accidents happen through unsafe actions than through unsafe situations. 
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01.01.13: Not wearing a hard hat is an example of  

a) Not knowing 

b) Not wanting to 

c) Not being able to 

01.01.14: A tool falls from a lighting bridge during focus on an actors head. The reason of this 

accident is: 

a) The actor being on stage 

b) The technician focussing 

c) The absence of a side board 

d) The combination of the above 

01.01.15: True or false 

¶ Professional illness is the result of a work related accident with permanent consequences 
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1.2 Five steps to reduce risk 

 

 

Based on the accident theory, we identified risks. 

The next step in the process of risk management 

is to take measures to make the situation safer. 

The way to do this depends on the total situation. 

Where possible, we will tackle the causes of a 

possible accident by avoiding risks or avoiding a 

coincidence of risk factors. Where this is not 

possible, we will try to minimize the effect.  

The principle is that we evaluate the risk, take the 

best measure possible and evaluate the resulting 

risk until it is acceptable. It is important to 

include the whole of the situation in the 

evaluation, because it is possible that you create 

another risk by reducing one risk factor.  

Pic.  1.2-1 slope stage 

Before you start, you should read the chapter 01.01 Accident theory . 

At the end of this block, you:  

can apply the five steps to reduce risks. 

Eliminating the risk 

Collective protection 

Individual protection 

Training 

Information, notification and warning 

know the basics of risk assessment. 
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There are five types of measures we can take. Some have a higher guarantee for a safe situation than 

others, but not all measures are applicable to every situation. In some cases, reducing the risk 

would also end the functionality of the action we try to protect. To show this with an example: The 

best way to protect your house against burglars is to eliminate all doors and windows. It is perfectly 

safe now, but it is no longer useful. Choosing the right measure is always a balance between safety 

and usability. The five types of actions (from best to least good) are:  

1. Eliminating the risk 

2. Collective protection 

3. Individual protection 

4. Training 

5. Information, notification and warning 

Eliminating risk 

The best action possible is to eliminate the risk. If we take away the possible cause of an accident, 

there is no longer a problem. This sounds very evident, but in reality this type of solution is 

overlooked a lot of times.  

Some examples:  

¶ ²Ŝ ƘŀǾŜ ŀƴ ƻǇŜƴƛƴƎ ƛƴ ǘƘŜ ǎǘŀƎŜ ŦƭƻƻǊ όǘǊŀǇ ŘƻƻǊΣ ƻǊŎƘŜǎǘǊŀ ǇƛǘΣ ŜƭŜǾŀǘƻǊΣ Χύ ŀƴŘ ǘƘŜǊŜ ƛǎ ŀ 

risk people fall in the opening. Closing the opening eliminates the risk completely.  

¶ We want to hang a spotlight on a bar. Not hanging the spotlight is no option, we do need 

light on stage, by eliminating the risk we would also eliminate the essence of our action. 

¶ Using a trapeze in a circus performance is essential, without trapeze, there is no show. 

¶ The use of a sound system on stage is essential and unavoidable. 

¶ The use of tools and equipment on stage is unavoidable, but we can eliminate them from 

walking zones and organize them in flight cases or dedicated storage spaces. The risk of 

tripping over equipment and tools is eliminated in the walking zones and moved to other 

areas. 

Collective protection 

²ƘŜƴ ǿŜ ŎŀƴΩǘ ŜƭƛƳƛƴŀǘŜ ǘƘŜ ǊƛǎƪΣ ǿŜ ǿƛƭƭ ǘǊȅ ǘƻ protect everyone against it. This can be done by 

collective means, measures that protect everyone. When developing collective solutions, we have to 

take into account the differences between users. Children, elderly or disabled people may need 

adaptations in collective protection.  

Some examples:  

¶ We have an opening in a stage floor (trap door, orchestra pit, elevator, Χύ ǘƘŀǘ ƛǎ ƴŜŜŘŜŘ ŀǘ 

the moment. Building a fence around the opening protects everyone. No one can enter, so 

no one can fall. In this case it is important to identify who is everyone. If children are 

involved, there will be a need to reduce the openings in the fence. 

¶ Hanging a spotlight on a bar will create a risk of falling, especially because the spotlight is 

hanging above the heads of the people. The risk would be a breaking bolt or brace. A safety 

cable will stop spotlight from falling and secures everyone. 
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¶ One of the risks of using a trapeze on stage is an artist falling on a passerby. Fencing off the 

area ensures no one can stand under the trapeze. Securing the access to the trapeze will 

ensure no one can climb up. 

¶ Sound systems can be electronically protected against unacceptable levels of sound.  

¶ Extraction systems protect all by cleaning the air. 

  

Individual protection 

In most cases, collective protection makes it impossible to manipulate equipment. We also need to 

protect the individual working witƘ ǘƘŜ ŜǉǳƛǇƳŜƴǘΦ ¢Ƙƛǎ ŘƻŜǎƴΩǘ ƳŜŀƴ ǿŜ ŘƻƴΩǘ ƴŜŜŘ ŎƻƭƭŜŎǘƛǾŜ 

protection as well, to protect the others. So here we will have a double protection in a lot of cases, a 

collective one for all standing outside the action and an individual one for the workers that need to 

manipulate. The disadvantage of individual protection is that it relies on the individual who is 

responsible for using it.  

There are two types of personal protection. On the one hand we have protection against accidents 

happening, on the other hand we have protection that minimizes the effect of an accident.  

With most individual protection, there will still remain a certain risk, you might still get hurt, but the 

damage will be limited to an acceptable level.  

Some examples:  

¶ A harness with a lifeline will stop you from coming to close to the opening on stage. 

¶ Safety shoes will minimize the effect of a spotlight falling on your toes. 

¶ A hard hat will protect you against falling tools when someone is working above your head. It 

will still hurt, but the damage will be acceptable. 

¶ A harness with lifeline will not protect the trapeze artist from falling, but it will protect him 

from hitting the floor, even if it will be an unpleasant experience. 

¶ Hearing protection will protect you against high sound levels on stage. 

Training 

In some situations, especially when working in an artistic environment, it is difficult to protect 

people. Some protection measures will conflict with the artistic vision, ruin the meaning of the 

performance, or influence the desired image. In some countries, taking (calculated) risks for 

performance would even be considered freedom of speech.  

We can reduce these risks by training people. They need a deep understanding of the risk factors, 

rehearse how to behave and how to respond in case something happens.  
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Some examples:  

¶ We have an opening on stage for a disappearing act. We need to train the actors and other 

people that are on stage how to behave when the trap door is open. 

¶ Flying on a trapeze is a high risk activity, but the trapeze artists will be trained for years to 

deal with this risk. Crew members will be trained to act in case of emergency. If the trapeze 

artist falls and hangs on a lifeline, someone needs to be trained to bring him or her down. 

¶ A spotlight could blind you, training on how to manipulate a spotlight will reduce risks. 

¶ A sound person needs to be trained to use sound in a safe way. 

¶ An actor needs to be trained to use a gun on stage, to avoid hearing damage or burn wounds. 

Next to situations where training is the only option, being able to apply collective and individual 

protection will require training too. These measures are only effective if applied in the proper way.  

Information, notification and warning 

The last step is to warn and inform all people that get in contact with the risks. Warning and 

ƴƻǘƛŦȅƛƴƎ ŘƻŜǎƴΩǘ ǊŜŘǳŎŜ Ǌƛǎƪǎ or effects of an accident, but it makes people aware of them.  

Warning includes all types of signage όǿŀǊƴƛƴƎ ǎƛƎƴǎ ƻƴ ŘƻƻǊǎ ŜǘŎΦύ ǘƘŀǘ ŘǊŀǿǎ ǇŜƻǇƭŜΩǎ ŀǘǘŜƴǘƛƻƴ ǘƻ 

the risks in a specific area. Signs will also indicate the personal protection needed in these areas and 

safety equipment that is available. Concrete risks will be made more visible by marking them or 

lighting them up. Informing people will help them to deal with specific situations. Work post sheets 

will give instructions for safe use of equipment, and safety sheets will give detailed information on 

the way products have to be handled.  

Procedures, explaining agreed actions and responsibilities (the rules of the house), will inform 

people how to behave in specific situations. This type of information has to be repeated on a regular 

basis. In some organizations these instructions are implemented in daily briefings.  

Some examples:  

¶ An opening on stage will be made visible with LED strips around it.  

¶ Signage at the door of the stage will warn about hanging loads, openings on stage etc. There 

will also be a sign to wear safety equipment. Emergency exits and equipment are marked. 

¶ Before the show starts, the crew will be briefed on the procedures and emergency 

procedures for the trapeze act. 

Pic.  1.2-2The actors have to be trained step by step during the rehearsals 
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¶ Spotlights with a high light output will have a danger sign warning against looking directly 

into the lens. 

¶ A notice at the doors warns audience members that strobe effects are used. 

¶ Black and yellow tape marks safe walking paths. Stairs or obstacles are marked with 

phosphorescent tape that lights up in the dark. 

¶ A sound signal will warn you for a truck backing up to the loading dock. 

¶ A light signal will warn for moving elevators in the under stage. 

 

 

Combination of measures 

In most cases, we will need to take several 

measures to reduce the risk to an acceptable 

level. We start to reduce risks by following the 

five steps from above. After each step we 

evaluate the risk again and take extra measures 

until the risk is acceptable. 

 

Some examples: 

¶ An opening in a stage will always be closed, except when needed. At that moment we will 

put fences to protect everyone. People that have to work inside the fence are protected with 

a lifeline and be trained to do so. As an extra, people will be warned and the opening will be 

signalled. 

¶ To protect you from falling you need to wear a harness. To use this properly you need to be 

trained. To ensure you wear it in the right situations, you need to be informed. 

It is important to take in account the whole of the situation, with all risks involved. It is possible that 

you create another risk by reducing one risk factor. The evaluation of the situation will identify the 

new risk. 

Example: 

¶ We replace the use of fire on stage with a projection effect on water. The fire risk is 

eliminated, but new risks occur by using the water. 

¶ Using a hard hat reduces the risk for head injuries, but limits the view above you.  

In the totality of an activity multiple risks can occur. It is important to tackle them one by one to 

make the entire activity safe. 

Example: 

¶ When connecting two high set pieces, one worker will connect the sets together on the floor, 

while a second one will keep the sets together. Of course the worker below will wear a hard 

hat. Once the connection below is finished, the ground person will clear the floor and ensure 

no one can stand under the worker above.  

 

Fig. 1.2-a-Harnass 
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Unexpected risks 

Of course some risks cannot be foreseen. These risks will not be formalised in the risk assessment. 

For these situations a last minute risk assessment ƛǎ ŀ ǎƻƭǳǘƛƻƴΦ ¢Ƙƛǎ ƛǎ ŀƴ άƻƴ ǘƘŜ ǎǇƻǘέ ŀǎǎŜǎǎƳŜƴǘ 

carried out by the workers themselves. They make a quick analysis of the situation and reduce the 

risk based on the principles of the five steps. 

Look out for false safety 

The worst thing that you can do is make people think a situation is safe, while in fact it is not. This 

creates even more dangerous situations, because we lose the awareness of the risk.  

Some examples:  

¶ Putting a thin triplex plate on top of an opening on stage, it looks 

safe now, but if you would walk over it, you would fall through it. 

¶ Putting red and white barrier tape around an opening on stage. 

The tape will not support a person falling or leaning, but it gives a 

(false) safe feeling. 

¶ Using a hard hat gives the feeling that you can't be hurt. This 

could cause people to walk under hanging loads deliberately (and 

unnecessarily). 

 

Risk assessment 

Risk assessment is the process of detecting risks and proposing measures to improve health and 

safety to an acceptable level. In fact assessing risks is a very natural thing to do. When you want to 

cross the street, you will assess the risks and based on this assessment you will cross or you will wait 

until the situation is safer. Maybe you will even decide to take a small detour to cross at a safer 

place.  

The idea behind risk assessment in a working environment is not different. The only thing that is 

different is the fact that it is formalized. This is needed because it involves a group of people in a 

complex situation. It is part of the whole of risk management actions of an organization. It needs to 

be documented to be useful for the whole organization.  

Risk assessment is a tool, a methodology that helps us to detect risks, propose measures and 

document this process. But it is not a goal or an objective on its own! The objective is to create a 

safer working environment, not to fill the paperwork. If the paperwork becomes the priority there is 

a reasonable risk for false safety.  

Risk assessments can be made on different levels and for different situations. A large organizational 

can contain different sub-assessments with assessments of buildings, work posts and processes. 

Some of these assessments will be rather static, the building will be there for a long time and this 

ǎƛǘǳŀǘƛƻƴ ŘƻŜǎƴΩǘ ŎƘŀƴƎŜ ǘƘŀǘ ƳǳŎƘΦ hǘƘŜǊ ŀǎǎŜǎǎƳŜƴǘǎ ǿƛƭƭ ōŜ ƳƻǊŜ ǾŀǊƛŀōƭŜΣ ŀǎ ǇǊƻŘǳŎǘƛƻƴǎ ŎƘŀƴƎŜ 

permanently.  

All the risk assessments have to be seen as a whole. It is perfectly possible to bring a safe production 

on a safe stage and create new risks by doing so. If situations change, the risk analysis has to be 

updated. So risk assessment is a continuous process.  

Fig. 1.2--b-Heavy-weight 
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If risks that are not foreseen appear during the work process, it may be necessary to do a last minute 

risk assessmentΦ ¢Ƙƛǎ ƛǎ ŀƴ άƻƴ ǘƘŜ ǎǇƻǘέ ŀǎǎŜǎǎƳŜƴǘ ŎŀǊǊƛŜŘ ƻǳǘ ōȅ ǘƘŜ ǿƻǊƪŜǊǎ ǘƘŜƳǎŜƭǾŜǎΦ  

 

Formal risk assessment is a complex job, which needs specific skills and insights. This goes beyond 

ǘƘŜ ǎŎƻǇŜ ƻŦ ŀ ōŀǎƛŎ ǎŀŦŜǘȅ ǘǊŀƛƴƛƴƎΦ ¸ƻǳ ŘƻƴΩǘ ƴŜŜŘ ǘƻ go in depth here, but you need to understand 

the basics to understand why this is important and what your contribution in the process is.  

There is a variety in risk assessment methodologies, each with their 

advantages and disadvantages. Some are numeric, assigning figures to 

the risk, the probability, the frequency and eventually the level of 

training. Others are more text based, connecting expressions to certain 

parameters.  

Risk assessment systems help to prioritize actions. It is not always 

possible (or necessary) to take direct action for specific risks. This 

depends on the gravity of the risk, the exposure rate and the reality. A 

risk management system will also take in account the reality of the 

organization. More specific the cost of a measure, the planning, loss of 

ǇǊƻŘǳŎǘƛƻƴ ǘƛƳŜΣ ŘŜŀŘƭƛƴŜǎΣ Χ Lǘ ƛǎ ŀƭǎƻ ǇƻǎǎƛōƭŜ ǘƘŀǘ ǘƘŜ Ǌƛǎƪ ǿƛƭƭ 

disappear by itself in the future (planned rebuilding, moving, end of 

production, etc.). Depending on all these factors, taking action can be 

needed immediately or can be postponed to a certain deadline.  

Your job in the process of risk assessment is to give input, to signal risks to the safety responsible, to 
make a last minute risk analysis of situations that were not predicted and of course to follow the 
recommendations resulting from the risk analysis.  

Fig. 1.2-c-Risk-assessment 

What you need to remember 

 

ω The five steps to reduce risks, how they are 

combined and what they mean 

¶ Eliminating the risk 

¶ Collective protection 

¶ Individual protection 

¶ Training 

¶ Information, notification and 

warning 

ω Unexpected risks, last minute risk 

assessment and false safety 

ω The principle of risk assessment 

Terms and definitions 

¶ Last minute risk assessment 

¶ Risk assessment 

¶ Risk evaluation 

¶ Unexpected risks  

¶ Measures   

¶ Eliminate the risk 

¶ Collective protection 

¶ Individual protection 

¶ Acceptable risk level 

¶ False safety 

¶ Protecting measures 

¶ Harness 

¶ Eliminating risks 

¶ Risk management 
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Rehearsal questions 

01.02.01: Put in the right order, from best to less effective 

a) Individual protection 

b) Collective protection 

c) Training 

d) Eliminating the risk 

e) Information, notification and warning 

01.02.02: Wearing a hard hat is an example of 

a) Eliminating the risk 

b) Collective protection 

c) Individual protection 

d) Training 

e) Information, notification and warning 

01.02.03: Locking the door of a electrical cabinet is an example of  

a) Eliminating the risk 

b) Collective protection 

c) Individual protection 

d) Training 

e) Information, notification and warning 

01.02.04: A safety briefing is an example of  

a) Eliminating the risk 

b) Collective protection 

c) Individual protection 

d) Training 

e) Information, notification and warning 

01.02.05: An evacuation drill is an example of  

a) Eliminating the risk 

b) Collective protection 

c) Individual protection 

d) Training 

e) Information, notification and warning 

01.02.06: True/False: 

¶ When we take a safety measure, the risk no longer exists.  

01.02.07: Multiple answers 

 If we discover a risk during work,                             

a) we carry on, because it is not in the risk assessment. 

b) we make a last minute risk assessment. 

c) we warn the responsible. 
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01.02.08: True/False: 

¶ You always have to apply the 5 steps to minimize the risk. 

01.02.09: True/False: 

¶ Collective protection is often used in combination with individual protection. 

01.02.10: True/False: 

¶ All risks are formalised in a risk assessment. 

01.02.11: True/False: 

¶ In the process of the risk assessment you as a technician have to give input and signal risks. 

01.02.12: True/False: 

¶ Your job is to make a last minute risk assessment in every risk situation. 
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1.3 Your rights and obligations 

 

In order to ensure that every worker in Europe is 

treated the same way concerning health and safety, 

the EU has defined some basic rights and obligations 

for both employer and employee. These rules are 

translated in national or regional legislation in each 

member country. Of course the countries are free to 

use higher standards, but the ones below are the 

minimum agreed for all.  

 

The worker shall:  

¶ make correct use of machinery, apparatus, tools, dangerous substances, transport 

equipment, other means of production and personal protective equipment 

¶ immediately inform the employer of any work situation presenting a serious and immediate 

danger and of any shortcomings in the protection arrangements 

¶ cooperate with the employer in fulfilling any requirements imposed for the protection of 

health and safety and in enabling him to ensure that the working environment and working 

conditions are safe and pose no risks. 

¶ Health surveillance should be provided for workers according to national systems. 

Particularly sensitive risk groups must be protected against the dangers which specifically 

affect them. 

 

The employer shall:  

¶ evaluate all the risks to the safety and health of workers, inter alia in the choice of work 

equipment, the chemical substances or preparations used, and the fitting-out of work places  

¶ implement measures which assure an improvement in the level of protection afforded to 

workers and are integrated into all the activities of the undertaking and/or establishment at 

all hierarchical levels 

¶ take into consideration the worker's capabilities as regards health and safety when he 

entrusts tasks to workers;  

¶ consult workers on introduction of new technologies; 

Pic.  1.3-1 European flag 

At the end of this block, you:  

know the basic rights and obligations of employer and employee. 
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¶ designate worker(s) to carry out activities related to the protection and prevention of 

occupational risks. 

¶ take the necessary measures for first aid, fire-fighting, evacuation of workers and action 

required in the event of serious and imminent danger 

¶ keep a list of occupational accidents and draw up, for the responsible authorities reports on 

occupational accidents suffered by his workers 

¶ inform and consult workers and allow them to take part in discussions on all questions 

relating to safety and health at work; 

¶ ensure that each worker receives adequate safety and health training 

 source: https://osha.europa.eu/en/legislation/directives/the-osh-framework-directive/1  

 

 

 

 

 

 

 

Nice to know : 

What you need to remember 

ω Your basic rights and obligations are 

guaranteed all over the EU in the same way. 

ω Your obligation is to work in a correct way, to 

inform and work together with the employer 

to improve health and safety.  

ω Your employer needs to evaluate the risks, 

take measures, inform and consult with the 

workers, and provide protection equipment 

and training. 

Terms and definitions 

¶ Basic rights and obligations 

¶ National or regional 

legislation 

European directive, responsibility of workers 

The European directive protects the workers, but this does not mean the workers have no 

responsibility. Especially when an action is deliberate or the worker does not want or refuses to do 

something, this can have legal consequences. 

A worker who refuses to wear safety shoes can be held accountable in case of an accident. The 

same counts for someone climbing on the outside of scaffolding instead of following the directions 

to climb inside.  

Another example is the deliberate removal of safety measures on machines and equipment. In 

these cases you can be held responsible for the consequences. This can mean the insurance will 

recover the costs from you or even that you are accused of a felony in case someone else is hurt.  

 

https://osha.europa.eu/en/legislation/directives/the-osh-framework-directive/1
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Rehearsal questions 

01.03.01: Countries or regions can: 

a) Not change anything to European basic health and safety rules and regulations. 

b) Set higher standards than the European ones. 

c) Set lower standards than the European ones. 

01.03.02: True or false 

¶ Sensitive risk groups have the right to extra protection against hazards that affect them. 

01.03.03: True or false 

¶ The employee has the duty to evaluate all the risks to the safety and health in the company. 

01.03.04: True or false 

¶ The employee has the duty to inform the employer about immediate danger. 

01.03.05: True or false 

¶ The employer must consult the workers when introducing new technology. 

01.03.06: The employee must (multiple answers) 

a) Follow training provided. 

b) Be able to firefight. 

c) Use personal protection equipment correctly. 

d) Keep a list of accidents. 

01.03.07: Health and safety is  

a) The responsibility of the employer. 

b) The responsibility of the worker. 

c) A shared responsibility. 

01.03.08: True/False 

¶ The basic rights and obligations of a worker are being defined by your country. 
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2 Contribute to a safe and sustainable 

working environment  
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TO CONTRIBUTE TO A SAFE AND SUSTAINABLE WORKING ENVIRONMENT, YOU MUST:  

Show awareness of risks relatŜŘ ǘƻ ȅƻǳǊ ŀƴŘ ȅƻǳǊ ŎƻƭƭŜŀƎǳŜǎΩ ŀŎǘƛǾƛǘƛŜǎ ƻƴ ǎǘŀƎŜ ŀƴŘ ƛƴ ǘƘŜ ŀǳŘƛŜƴŎŜ 

area in the performing arts and act accordingly to ensure the own safety. 

This means you master following skills: 

¶ Works with attention for the safety of colleagues, artists, public and other stakeholders. 

¶ Detects, prevents and protects against risks and injury (such as electric shock, hearing 

ŘŀƳŀƎŜΣ ƘŀȊŀǊŘƻǳǎ ǎǳōǎǘŀƴŎŜǎΣ ǘǊƛǇǇƛƴƎΣ ŦƛǊŜΣ Χύ  

¶ Pays attention to minimum lighting conditions and sound levels on stage to ensure 

orientation and communication during setup, focus, sound check, rehearsal and 

performance. 

¶ Works with attention for the sustainable use of materials and energy. 

¶ Proposes improvement and prevention measures. 

¶ Informs him/herself about the regulations and practices in unfamiliar workplaces. 

¶ Works according to the rules and regulations of the workplace. 

¶ Mounts and uses collective protection equipment where needed. 

¶ Acts according to the agreed procedure in case of an emergency. 

¶ Complies with legal working time regulations. 

You master following knowledge: 

¶ 02.01 Risks on stage 

¶ 02.02 Safety in the audience area 

¶ 02.03 Sustainability 

¶ 02.04 Safety Legislation 

¶ 02.05 Danger signs 

¶ 02.06 Prohibition signs 

You have following attitudes: 

¶ Safety awareness 

¶ !ǿŀǊŜƴŜǎǎ ƻŦ ƻǘƘŜǊǎΩ ōŜƘŀǾƛƻǳǊ 
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You are not alone when you are working on stage. You will work together with colleagues from your 

own team, the house you are visiting, or the company that is visiting. They can be professionals or 

amateurs. In some cases this team will also include external contractors, freelancers, volunteers etc.  

More and more performances happen outside the traditional theatre stages. Sometimes you even 

work on a location that is not designed for theatre or events. The workers in such locations are 

unfamiliar with performance traditions and probably have no training in our field at all. 

When we are working, we work in the same space as the performing artists, the administrative and 

artistic staff and the audience.  They are not around the entire time, but can show up at the most 

ǳƴŜȄǇŜŎǘŜŘ ƳƻƳŜƴǘǎΦ ¢ƘŜǎŜ ǇŜƻǇƭŜ Ƴǳǎǘ ōŜ ǘǊŜŀǘŜŘ ŀǎ άǳƴǘǊŀƛƴŜŘ ǇŜǊǎƻƴǎΣ ƴƻǘ ŦŀƳƛƭƛŀǊ ǿƛǘƘ ǘƘŜ 

situation". They are at risk and form a risk at the same time.  

Working with so many different types of people in the same 

space requires attention. We have to ensure:  

¶ Not to bring them in danger 

¶ That they can move safely 

¶ That they can work safely 

¶ ¢Ƙŀǘ ǘƘŜȅ ŎŀƴΩǘ ǇŜǊŦƻǊƳ ŘŀƴƎŜǊƻǳǎ ŀŎǘƛƻƴǎ 

¶ A safe exit in case of emergency 

 How to behave 

The most important part of taking care of a safe and sustainable environment is a constant 

awareness of your environment. Some general guidelines:  

¶ Look around and observe the situation permanently.  

¶ Always organise your work to avoid hazards for others. 

¶ Be conscious ŀōƻǳǘ ƻǘƘŜǊǎΩ ŀŎǘƛǾƛǘƛŜǎΦ 

¶ Warn people when unsafe situations occur. 

¶ Talk to people about their safety behaviour.  

¶ Check lighting conditions. 

¶ Secure high-risk zones. 

¶ Organise the focusing of spotlights as to not hinder others. 

¶ Organise sound checks as to not hinder others. 

¶ Organise the build of sets as to not hinder others. 

¶ Speak out loud when performing riskful actions (like lowering fly bars) 

¶ Maintain zero tolerance for alcohol, drugs and medication that may influence your actions. 

¶ Prepare for accidents to happen. 

Fig. 2.0.a-Traffic 
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If you see dangerous situations, you have a warning duty. Warn the safety responsible or stop if you 

think there is immediate danger.   

When working, we also have a responsibility towards society. Working sustainably within the 

boundaries of our work will minimise the impact of the production process on the environment and 

the people. 

Some practical suggestions can show what we can do: 

¶ Reduce the waste of energy by using working lights instead of performance lights. 

¶ Switch off the lights when nobody is present. 

¶ Minimise the use of consumables or try to replace them with reusable equivalents. 

¶ Where you have the choice, make sure that you 

use environmentally friendly alternatives. 

¶ Dispose of unavoidable waste separately and 

make sure you use recycling facilities where 

provided. 

¶ Where applicable (i.e. travelling to work or to 

different locations at work), use environmentally 

friendly modes of transport such as a bicycle or 

public transportation. 

¶ Make sure that accessibility for colleagues, 

artists or audience members with disabilities is 

never compromised. 

Nice to know 

Terms and definitions 

¶ Warning duty 

¶ High-risk zone 

¶ Working lights  

¶ Performance lights  

¶ Safety awareness 

¶ Untrained person 

Organisational procedures 

Of course taking care of risks is an obligation for everyone and for the organisation as a whole. To 

manage all these efforts and to ensure no blind spots are left, organisational procedures, 

including risk assessment, work post instructions and safety briefings are put in place. 

The hazards will all be controlled through appropriate planning by all involved in various areas 

and departments. All supervisors should be required to prove that their risk assessment/s and 

planning process have addressed these hazards. The relevant supervisor should, where 

necessary, consult the director and other relevant personnel in the completion of risk 

assessments for issues associated with performance hazards and how such hazards will be 

controlled. Copies of the risk assessment and risk management plan should be made available to 

all employees and sub-contractors on request. Flag with your Supervisor if any of these issues 

have not been addressed.  

For any sequences involving stunts, fights, aerial, acrobatic work, or any work identified in the 

Risk Assessment as requiring specialist supervision, an appropriately qualified and experienced 

Safety Supervisor should be engaged to supervise the set-up of such sequences and, if necessary, 

to supervise their ongoing operation. 
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2.1 Risks on stage  

²Ŝ ŎŀƴΩǘ ǎǘǊŜǎǎ ƛǘ ŜƴƻǳƎƘΥ ŀ ǎǘŀƎŜ ƛǎ ŀ ǇƭŀŎŜ Ŧǳƭƭ ƻŦ ǊƛǎƪǎΦ {ƻƳŜ ƻŦ ǘƘŜǎŜ Ǌƛǎƪǎ ƴŜŜŘ ŀ ǎǘǊǳŎǘǳǊŀƭ 

approach, but a lot of the risks can be minimised with good practice of the workers on stage.  The 

first step is the awareness of the different risks. 

A clean stage is a safe stage 

There are a lot of people that need to be on stage during set-up or take down, during rehearsals and 

during performance. They all need space to work and a clear path to their workspace.  

During the set-up, order and organization of all the stuff that is required to build is of the utmost 

importance. So, organise your stage! Bringing materials in and putting them on the right spot will not 

only improve efficiency, but also improve safety. A clear and organized workspace, even if it is a 

temporary one, ensures that workers can move around safely. Some simple measures can work 

miracles. Tool and material cases are lined up on the side of the stage or on the front stage. In this 

way, you find what you need, yoǳ ŘƻƴΩǘ ƘŀǾŜ ǘƻ ƳƻǾŜ ŎŀǎŜǎ ŀƴŘ ǘƘŜǊŜ ƛǎ ŀ ŎƭŜŀǊ ǇŀǎǎŀƎŜǿŀȅΦ /ŀōƭŜǎ 

are laid immediately on the right spot and out of the walk (or drive) ways. Sets are brought in so that 

ǘƘŜȅ ŘƻƴΩǘ ƘŀǾŜ ǘƻ ōŜ ƳƻǾŜŘ ǎŜǾŜǊŀƭ ǘƛƳŜǎ ǘƻ ōǳƛƭŘ ǘƘŜ ǎŜǘΦ LŘŜŀƭƭȅΣ ǘƘŜȅ ŀǊŜ ǇƭŀŎŜŘ in the right order 

of use.  

Rubbish is removed immediately. Sets that are not in use are stored separately and empty flight 

cases are stored off stage if possible. A clean stage is a safe stage.  

At every moment the evacuation routes and the access to safety equipment are kept clear. Most 

ŜƳŜǊƎŜƴŎƛŜǎ ŘƻƴΩǘ ǿŀƛǘ ǘƛƭƭ ȅƻǳ ƘŀǾŜ ŎƭŜŀƴŜŘ ǘƘŜ ǎǘŀƎŜΗ  

The above can contradict scenic requirements. 

Often we want a dirty stage as part of the set. 

Water surfaces, sand, waste, scrap, stones and 

more, need to be brought on stage for certain 

installations, with a naturalistic look. In this case 

extra measures have to be taken to protect the 

workers, the equipment and the stage itself.  

The stage needs to be protected against damage 

and the maximum floor load needs to be checked. 

This does not only include the risk of the 

installation when it is finished. The risk for damage 

when unloading and loading is sometimes even 

higher. For example, the floor load of a pallet of 

stones is higher than when the stones are on stage.   

We have to avoid that the materials used, spill outside of the area where they are used. This is 

especially true for products that flow and can get to underlying spaces or products that can float in 

the air. 

Pic.  2.1-a-Rubbish 

At the end of this block, you:  

understand the different risks on stage. 
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In most cases there is a stage manager, who is responsible for the organisation on stage. But we can 

all help in keeping our own work and materials organised.  

Lighting conditions 

Decent lighting is one of the important elements of safe 

work. When we are building a performance, good working 

lights or even daylight help to see what we are doing. But 

during the performance we are dependent on the stage 

lighting concept. This means we need lighting on the side 

stage that is not visible from the house, but that ensures 

visibility to move and work. This is mostly done with blue 

light. This blue light does not reflect on the black or dark blue 

legs, but ensures minimal visibility in the wings.  

These limited lighting conditions make that we have to take 

extra care of obstacles. Stairs, obstacles and paths are 

marked with phosphorescent tape or other high visible 

material. This does not relieve us from the duty to keep the 

paths clear and clean.  

High-risk zones 

Some parts of a set-up include dangerous actions. These include working on an open grid or 

assembling elements above your colleagues. Other risky situations are opening traps, moving 

elevators or orchestra pits, or moving platforms.  

In these cases the danger zone will be fenced off and only the required workers will have access to 

this zone. These people will use the proper personal protection equipment to limit the risk to a 

minimum. Ideally these activities are scheduled to have a minimum of disturbance for other activities 

on stage.  

During rehearsals or performances, artistic considerations will sometimes demand the removal of 

fences and other security measures. Alternative measures will be taken to improve the visibility of 

the risk and to minimise the amount of workers in the area.  From that moment on, only the people 

trained for this specific situation and required on stage will be allowed there. The training will deal 

with all risks and alternative measures taken, based on a 

specific risk assessment.  

Specific activities 

Some activities on stage limit the working conditions on 

stage. Focusing lights requires a dark stage to work 

accurately. Other activities will need to adapt or to stop 

during this activity. Ideally this is planned in such a way 

that it does not delay the other activities.  

The sound check and the adjustment of the speaker 

system obviously require the use of the system on 

maximum capacity. This makes communication on stage 

Pic.  2.1-c-Darkness 

Pic.  2.1-b-Noise 
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impossible and could create high sound levels, which are a potential risk. Ideally, other activities are 

stopped, especially the ones requiring communication. People on stage should wear hearing 

protection. Ideally, this is planned in such a way that it does not delay the other activities.  

Testing special effects always involves some uncertain factors. We can never be completely sure of 

the exact effect and the corresponding risks before the effect is tested on stage in the exact 

conditions it will be used in. Extra safety measures, based on a risk assessment, need to be taken to 

ensure nobody is at risk during the tests. 

Ideally, you would like to only have people on stage who are directly involved. But practice proves 

different in a lot of situations. In that case you need different solutions to ensure safety: A flashlight 

to prevent you from falling or bumping into something on stage, or ear protection during a sound 

check. 

Under and upper machinery 

During setup and takedown, fly bar systems and other rigging equipment will move above your head. 

This is necessary to get all the sets and equipment in the right position. The operator will warn 

everyone on stage for every movement, especially when the movements reach "heads level". But 

you also need to monitor what is happening above your head yourself.  

Other machines like elevators, moving orchestra pits, stage wagons, and loading platforms create a 

risk on the floor. Even if these machines are supposed to be secured against crushing or hitting 

people and the areas are supposed to be fenced off, there is always a risk. Attention to your (ever 

changing) environment is crucial to avoid accidents. 

Securing machines 

When untrained or unauthorised people can access the control of dangerous machines, these have 

to be protected against improper use. Fly systems, pyrotechnics, elevators, Genies, electrical 

equipment, but also the handle of the iron curtain need to be locked. This is often done with a key 

that locks the emergency button. 

bŜǾŜǊ ǳƴŘŜǊŜǎǘƛƳŀǘŜ ǘƘŜ ŀǘǘǊŀŎǘƛƻƴ ƻŦ ǘƘŜ ƳŀƎƛŎŀƭ ǊŜŘ ōǳǘǘƻƴ ǿƛǘƘ ǘƘŜ άŘƻƴΩǘ ǘƻǳŎƘέ ƴƻǘƛŎŜ ǘƻ 

untrained people.  

Alcohol, drugs and other products 

All products and substances that influence your ability to react fast, to think properly and to work 

accurately should be banned. They form a risk for the others on stage. This ban does not only include 

the use, but also the effect during work time, based on use in free time. Concretely, we include in 

this group of products:  

¶ Alcohol 

¶ All kinds of drugs 

¶ Medication with an equal effect (read the medicine leaflet regarding the use of a car or 

machines) 

Most organizations will apply a zero tolerance rule, but the minimum is to apply the same rules as 

when driving a car.  
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Maximum working hours 

There is a maximum reasonable timespan you can work 

concentrated. Even hard workers have a limit on the 

time they are able to respond accurately and react 

promptly. By passing these time limits, they endanger 

their colleagues.  

A related issue is the rest time between shifts. Short 

nights, with limited hours of sleep will cause you to 

react slower and less precisely. 

Rules about maximum working and rest hours depend 

from country to country. In some countries exceeding 

working hours is punishable. The rules are not there to 

limit our freedom, but to ensure our safety.  

Working with third parties 

During a set-up, there will probably be other teams working on the same stage. Legally, they are 

ŎŀƭƭŜŘ άǘƘƛǊŘ ǇŀǊǘƛŜǎέΦ .Ŝfore they are allowed to work, they need to be briefed about the local 

situation. This briefing should include:  

¶ Organization of the work, local regulation 

¶ The tools, machines, etc. used 

¶ The existing procedures 

¶ ¢ƘŜ ǳǎŜ ƻŦ tt9Ωǎ 

¶ Emergency exits, equipment, first aid 

The activities also have to be coordinated. It has to be clear who is responsible for what part of the 

job, and which risks the individual parties bring to each other. The coordination also needs to check if 

all parties are sufficiently competent to fulfil the job safely.  

The organiser, as the final responsible, will often delegate the responsibility for safety issues to a 

stage manager. This stage manager conducts the briefing and will have prepared a schedule of who is 

doing what at what moment on the stage. 

When things go wrong 

Lƴ ŎŀǎŜ ƻŦ ŀƴ ŀŎŎƛŘŜƴǘΣ ǘƘŜ ŦƛǊǎǘ ǘƘƛƴƎ ȅƻǳ ƴŜŜŘ ǘƻ Řƻ ƛǎ ǘƻ ǘŀƪŜ ŎŀǊŜ ƻŦ ȅƻǳǊǎŜƭŦΦ Lƴ ƻǘƘŜǊ ǿƻǊŘǎΥ ŘƻƴΩǘ 

be a hero, don't put yourself in danger. The next step is to notify a safety responsible (even about 

near accidents) and to limit the effects of the accident. Avoid exposure of other people to the risk.  

The procedures for a specific venue or performance will be part of the safety briefing. From this 

briefing it will become clear who is the responsible person in case of an emergency. 

Pic.  2.1-d-Asleep 
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If you have to call the emergency services yourself, you need to give them accurate information:  

¶ Your name 

¶ The name of the organization 

¶ Location 

¶ Type of accident and effects 

¶ Amount of victims 

¶ Directions to get to the place 

This information will help them to respond as quickly as possible.  

 

 

Terms and definitions  

¶ evacuation route 

¶ maximum floor load 

¶ personal protection 

equipment  

¶ fly bar systems  

¶ rigging equipment 

¶ zero tolerance 

¶ third party 

¶ high-risk zone 

¶ lighting conditions 

¶ phosphoric tape 

¶ blue lights on stage 

¶ stage lighting concept 

¶ specific risk assessment 

¶ sound check 

¶ orchestra pit 

¶ pyrotechnics 

¶ maximum working hours 

¶ rest hours 

What you need to remember 

Risks on stage include: 

ω Unorganised stage 

ω Limited lighting conditions 

ω Working above colleagues 

ω Colleagues working above you 

ω Fall from height or in stage openings 

ω High sound levels 

ω Moving machinery 

ω Extensive working hours 

ω High variation in teams or colleagues 

To minimise risks, you have to organise your stage 

and all specific activities. All activities have to be 

coordinated. It has to be clear who is responsible for 

what part of the job, and what the risks are. Some 

activities contradict with the artistic goals, but 

specific measurements can be taken. 
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Rehearsal questions 

02.01.01: Tool and material cases can best 

a) be put in the middle of the stage. 

b) be lined up on the side of the stage or on the front stage. 

c) be lined up in the theatre's warehouse. 

02.01.02: True/False 

¶ Evacuation routes only need to be clear when the audience enters. 

02.01.03: Working lights during performance are mostly 

a) yellow. 

b) green. 

c) blue. 

02.01.04: Stairs and other obstacles can be marked for limited lighting situations with 

a) phosphorescent tape. 

b) fluorescent tape. 

c) white tape. 

02.01.05: A technician needs to work on an open grid, the measures to protect him are: 

a) Closing the door of the grid area. 

b) Putting a fence around the opening. 

c) Using a harness for the technician. 

d) Clearing the stage below. 

02.01.06: If you take medication 

a) you are not allowed to work, because you are ill. 

b) you should check the leaflet to see if it influences your actions. 

c) you can operate every machine, because your doctor allows you to work. 

02.01.07: A third party  

a) is a person employed by another employer. 

b) is a person working another shift than you. 

c) is a person that is not part of your team. 

02.01.08: Name five things you need to tell the emergency services when you call. 

02.01.09: True/False 

¶ Only the stage manager is responsible for a clean and safe stage. 

02.01.10: True/False 

¶ A dirty stage, even if artistically necessary, must be avoided, also when specific measures will 

be taken.  
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2.2 Safety in the audience area 

The safety of the audience is in the first place the responsibility of the heads of guest services, 

representing the producer (operator of the venue). So there should always be a dialogue with them if 

you are working in the audience area. Some basic guidelines can help you prevent risks in the 

audience area.  

In some cases, our activities interfere with the presence of the audience. This can be when we install 

equipment in audience area, build temporary audience provisions or use stage effects that include a 

risk for the audience members.  

Found space 

 In recent years, there are more and more 

performances that happen outside the walls of a 

theatre. Directors and theatre groups make more and 

more productions at locations like castles, forests, 

prisons, underground bunkers, et cetera. These are all 

locations that not have been built as an audience 

environment. In these cases, the audience area is 

mostly built by the organiser. So usually, the technical 

staff is more involved in helping to organise this. They 

should follow the same instructions used in a regular 

theatre and are limited to the competences for which 

they have been trained. 

Other procedures are created at an open-air event or in a temporary venue, as well as a different  

division of responsibilities (third party organizers), other security regulations, additional security 

forces and a special visitor coordination (intake, escape routes, seats) can be necessary. 

Depending on the country, the local fire department or local government will check if everything is 

organised according regulations, permit and instructions. 

Ensure normal and evacuation routes 

Moving a large amount of people in an effective and safe way is always a challenge. The group as a 

whole will act like a herd. They follow each other and push if the speed goes down. This effect 

increases ǿƘŜƴ ǇŀǎǎŀƎŜǿŀȅǎ ƎŜǘ ƴŀǊǊƻǿŜǊΦ ¢ƘŜ ƳŜƳōŜǊǎ ƻŦ ǎǳŎƘ ŀ ƎǊƻǳǇ ŘƻƴΩǘ ǎŜŜ obstacles on the 

ground as they are too close together. So there is a serious risk of stumbling, tripping or falling. The 

fallen person will become an obstacle himself, which can be the start of a disaster. All these effects 

will increase in case of an emergency situation.  

 

Pic.  2.2-1  A set in the audience 

At the end of this block, you:  

are aware of the risks that can happen to the audience. 
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To keep the risk to a minimum, we need to 

ensure that none of the changes we make to 

an audience space obstructs the audience 

routes. Cable routes should be planned to 

ƳŀƪŜ ǎǳǊŜ ǘƘŀǘ ȅƻǳ ŘƻƴΩǘ ŎǊŜŀǘŜ ŀƴȅ ǘǊƛǇǇƛƴƎ 

risk. Equipment, follow spots, cameras, staff 

chairs, etc. should be placed out of the 

audience routes. And off course we keep 

rubbish, empty boxes, etc. out of the space.  

The calculation of the widths of routes 

depends on the country or even on the local 

fire authority. There is always a minimum 

width based on the amount of people, and 

depending on the fact if the route is flat, 

rising or falling, exact minimum figures will be obligatory. When in doubt, inform yourself!  

Ensure safety and emergency lighting and symbols are clearly visible 

An audience space has two types of safety and emergency lighting. One that is permanently on to 

allow people to orient themselves in case they need to leave the space during a performance. This 

ŎƻǳƭŘ ōŜ ōŜŎŀǳǎŜ ǘƘŜȅ ŦŜŜƭ ƛƭƭΣ ƘŀǾŜ ǘƻ Ǝƻ ǘƻ ǘƘŜ ǘƻƛƭŜǘΣ Χ ¢Ƙƛǎ ƛǎ ǿƘŀǘ ǿŜ Ŏŀƭƭ safety lighting. In most 

cases, safety lighting is combined with evacuation and safety signs. They can be combined in the 

fixture or can be lit by it.  

In permanent theatres, safety lighting can also include 

lighting built in the stairs or small downlighters on the 

walls. These will light risk areas to ensure people can 

move safely in the dark.  

The other type is emergency lighting and will light up in 

case of an emergency. It will allow people to evacuate, 

even if the electrical system is down. The light intensity 

of emergency lighting will be higher that the intensity of 

safety lighting.  

Building or adapting an audience facility always requires consultation with the person responsible for 

the audience safety. In some cases, extra temporary equipment needs to be installed.  

Under no circumstances can safety or emergency lighting be covered or switched off when audience 

is in the house. If you see any anomalies or not functioning equipment, contact the safety 

responsible. If you see possibilities to improve, speak up!  

Fall protection 

When building temporary constructions which are accessible for the audience, special care must be 

taken for fall protection. Railings have to be put on risers and other high points with a risk for falling. 

On the ground, slats are placed to stop chairs from falling off. There must also be decent stairs there 

to access risers. 

 

Fig. 2.2.a Narrow 

Pic.  2.2-2 Television in the audience 
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Effects on stage 

When we use effects on stage, they can create a risk for the audience.  

¶ Sound levels can become too high in 

certain areas. 

¶ Lasers can damage eyes. 

¶ Strobes can trigger epileptic attacks. 

¶ Smoke can make people panic. 

¶ Fire can make people panic.  

¶ Fireworks can damage ears, eyes and cause 

burns.  

¶ Audience blinders can blind your eyes for 

some time. 

¶ Χ 

  

In the first place, we will avoid putting the audience at risk. We will protect the audience against 

coming too close and we limit the effects to a safe level. But some people are more susceptible to 

these risks. We warn them with notifications on the entrance doors.  

Special care for specific audience groups 

Some audiences need special care. Large groups of children, disabled or elderly people will probably 

need some specific measures. This can be smaller openings in railings, drive on ramps, or provisions 

for wheelchairs. Depending of the country, local government can ask to have someone, an attendant, 

taking care of the situation to minimise risks. 

Working above audience 

In exceptional cases and only when it is unavoidable we will have to 

work above the audience. For example, when using a follow spot in a 

house bridge, or when connecting flying actors above the audience. In 

this case, we will take extra measures and take extra care to avoid 

falling objects. For example, all people working above the audience will 

empty their pockets and all tools or objects will be protected against 

falling.  

 

Fig. 2.2.b Safe_audience 

Fig. 2.2.c Tarzan 
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Unsafe areas 

If an audience has access to the stage or to service areas, be sure to lock access to unsafe places. For 

ŜȄŀƳǇƭŜΣ ǘƘŜ ƎǊƛŘ ŀƴŘ ōǊƛŘƎŜǎΣ ŜƭŜŎǘǊƛŎŀƭ ǊƻƻƳǎΣ ǎǘƻǊŀƎŜΣ Χ {ƻƳŜǘƛƳŜǎ ǘƘƛǎ Ŏŀƴ ŎƻƴŦƭƛŎǘ ǿƛǘƘ ǎŀŦŜ ŜȄƛǘ 

routes. In this case, the keys of the emergency doors can be kept in special lockers next to the door.  

Procedures 

You have to check procedures wherever you work. But especially when you work in the audience 

area during a performance, you need to check the procedures with guest services staff. They will 

brief you what to do in normal circumstances and in case of evacuation, emergencies, etc.. 

 

 

 

Terms and definitions  

¶ audience area 

¶ found space 

¶ cable route 

¶ safety lighting 

¶ emergency lighting 

¶ fall protection 

¶ service area 

¶ evacuation 

¶ head of guest services 

¶ open air event 

¶ third party organizers 

¶ safety regulations 

¶ audience blinders 

¶ strobes 

What you need to remember 

¶ Risks for the audience (effects, falling, working 

ŀōƻǾŜΣ ǘŜƳǇƻǊŀǊȅ ōǳƛƭŘǎ ŦƻǊ ŀǳŘƛŜƴŎŜΣ Χύ 

¶ Measures for specific audience groups  

¶ The importance of normal and evacuation routes 

¶ The importance of visibility of safety and 

emergency lighting and safety symbols  

¶ How to deal with alternative spaces outside a 

theatre 

¶ In found space audience accommodation needs to 

be planned 
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Rehearsal questions 

02.02.01: True/False: 

¶ As long as we keep the minimum width for the audience, we are allowed to put chairs or 

cameras in pathways. 

02.02.02: The light that stays on during performance is called 

a) work lights. 

a) emergency lights. 

b) safety lights. 

02.02.03: True/False: 

¶ What we do on stage cannot endanger the audience. 

02.02.04: The light that lights up when the power fails is called 

a) work lights. 

b) emergency lights. 

c) safety lights. 

02.02.05: True/False 

¶ Also in areas that are not designed for audiences, the same regulations as in theatres should 

be followed. 

02.02.06: True/False 

¶ All audiences need to be treated the same way. 

02.02.07: True/False: 

¶ When having effects on stage, they never create a risk for the audience, this is only the case 

when the effects are in the audience. 
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2.3 Sustainability  

Sustainability must be a part of our job. We have a responsibility to society and future generations to 

use as little as possible from the limited resources the earth has. Making performing arts is a very 

high-impact sector. We make sets to only use them a couple of times, transport them over long 

distances and throw them away later on. If we want to change this pattern, the biggest impact can 

be made in the preparing / planning process. Sets can be made so that they are reusable or 

recyclable. Touring schemes can be optimised, etc. You can help to protect the environment by 

following the guidelines below: 

Reduce 

¶ Use goods which limit generating waste. 

¶ Reduce the energy consumption. 

¶ Reduce waste by choosing products that have minimal packaging and can be used 

productively and then recycled. 

Re-use 

¶ Re-use containers, packaging or waste products, wherever possible. 

Recycle 

¶ Recycle waste material into useable products, wherever possible. 

There is a relationship between safety and sustainability in production. Not only will sustainable 

products probably be safe as well (Ex. Paints), but the way of planning and dealing with them also 

has a lot of similarities. We can apply the principles of risk analysis and the steps to reduce risk to 

sustainability as well.  

In our daily work, we can do small, but important things to reduce our impact on the environment. 

Some examples:  

Use of energy 

The best way to reduce energy use is to switch off lights and equipment when not in use. This sounds 

obvious, but you can gain a lot with just paying some attention to these simple things. Using work 

lights instead of performance lights will for example reduce the energy consumption by half.  

Use of consumables and materials 

We use a lot of consumables, for some of them we can find alternatives, others can be recycled. 

Some examples:  

¶ Tape or scotch can be replaced by durable alternatives. They do not only reduce tape 

consumption but keep the cables clean too. 

At the end of this block, you:  

know how to act in a sustainable way 
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¶ Batteries can be replaced with reloadable 

alternatives 

¶ Colour gels can be recycled, since most companies 

will take them back if you ask. 

¶ Paper can be recycled or digital paperwork can be 

introduced. 

Selective disposal 

Waste can be disposed of selectively, in this way the basic 

materials can be recycled in a safe and responsible way. 

Batteries, paint and spray cans are typical examples, but 

also vinyl tape can be recycled if it is disposed of 

separately.  

 

Transport 

Organising and planning transport can reduce traffic. Simple arrangements like driving together can 

half the amount of km driven. These are just simple examples. With a bit of awareness for the 

environment, you can do a lot and motivate other people to do the same.  

 

 

Fig. 2.3.a-Accu 

Terms and definitions  

¶ sustainability  

¶ reusable 

¶ recyclable 

¶ reduce 

¶ selective disposal 

¶ limited resources 

What you need to remember 

¶ How to make sustainability part if your job. 

¶ Reduce, re-use, recycle and selective disposal 

¶ Use of energy, consumables and materials 
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Rehearsal questions 

02.03.01: True/False 

¶ Planning is the biggest means to be sustainable in performing arts. 

02.03.02: True/False 

¶ The principles of risk analysis and the steps to reduce risk can be used for sustainability. 
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2.4 Safety Legislation 

 

The way we deal with Health, Safety and Sustainability issues is 

reflected in the European directives, guidelines and standards. In 

this way the European Union wants to guarantee that we can work 

in the same safe circumstances in different countries.  

The European Directives set out minimum requirements and 

fundamental principles, such as the principle of prevention and risk 

assessment, as well as the responsibilities of employers and 

employees. A series of European guidelines aims to facilitate the 

implementation of European directives as well as European 

standards, which are adopted by European standardisation 

organizations.  

Member States translate the directives and standards in their 

legislation and standardisation systems. They are free to adopt 

stricter rules for the protection of workers when transposing EU directives into national law. 

Therefore, legal requirements in the field of safety and health at work can vary across EU Member 

States.  

 

Operational Safety and Health (OSH) "Framework Directive" (89/391/EEC) 

The most important is the directive Occupational Safety and Health, the "Framework Directive" 

(89/391/EEC). This directive describes the general principles of prevention and dealing with health 

and safety issues.  

The Framework Directive also contains basic obligations for employers and workers. Nevertheless, 

the workers' obligations shall not affect the principle of the responsibility of the employer.  

Fig. 2.4.a Reader 

At the end of this block, you:  

understand the different types of safety documents and their impact. 

are able to identify the applicable legislation. 



2-48 ETTE Learners book v 01.01.EN.04.LEA 

 

 
The general principles of prevention listed in the directive 

are the following:  

¶ avoiding risks 

¶ evaluating the risks 

¶ combating the risks at source 

¶ adapting the work to the individual 

¶ adapting to technical progress 

¶ replacing the dangerous by the non- or the less 

dangerous 

¶ developing a coherent overall prevention policy 

¶ prioritizing collective protective measures (over 

individual protective measures) 

¶ giving appropriate instructions to the workers 

¢ƘŜ ŜƳǇƭƻȅŜǊǎΩ ŀƴŘ ǿƻǊƪŜǊǎϥ ƻōƭƛƎŀǘƛƻƴǎ ŀǊŜ ŘŜǎŎǊƛōŜŘ ŀǎ ŦƻƭƭƻǿǎΥ  

It is the employer's obligation to ensure the safety and health of workers in every aspect related to 

work and he may not impose financial costs to the workers to achieve this aim. Alike, where an 

employer enlists competent external services or persons, this shall not discharge him from his 

responsibilities in this area.  

The detailed description of the workers' and employers' obligations can be found in 01.03 Your rights 

and obligations.  

Other directives 

Where the framework directive deals with the whole of Health and Safety issues, derived directives 

deal with specific issues. These directives concretise the framework in specific cases, where there is a 

need for harmonisation of actions.  

The directives that influence our sector most are:  

Exposure to physical hazards:  

¶ Directive 2003/10/EC ς noise 

Workplaces, equipment, signs, personal protective equipment:  

¶ Directive 2009/104/EC ς use of work equipment 

¶ Directive 92/58/EEC - safety and/or health signs 

¶ Directive 89/656/EEC - use of personal protective equipment 

¶ Directive 89/654/EEC - workplace requirements 

Provisions on workload, ergonomic and psychosocial risks:  

¶ Directive 90/269/EEC - manual handling of loads 

 

Fig. 2.4.b-b-Documenting 

onenote:#01.03%20Your%20rights%20and%20obligations&section-id={5E96EB63-11D3-8D4E-860E-6CDDF13DE5D5}&page-id={F87E3B96-4AB9-B74C-BF62-6D22C0AE4F5E}&end&base-path=https://d.docs.live.net/591e539289cd1d81/Dokumente/ETTE%20Wiki/Competences.one
onenote:#01.03%20Your%20rights%20and%20obligations&section-id={5E96EB63-11D3-8D4E-860E-6CDDF13DE5D5}&page-id={F87E3B96-4AB9-B74C-BF62-6D22C0AE4F5E}&end&base-path=https://d.docs.live.net/591e539289cd1d81/Dokumente/ETTE%20Wiki/Competences.one
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Guidelines 

Guidelines are non-binding documents helping to comply with the directives. They collect good 

practice and interpretation in concrete contexts.  

CƻǊ ŜȄŀƳǇƭŜ ǘƘŜǊŜ ƛǎ ŀ ƎǳƛŘŜƭƛƴŜ άbƻƴ-binding guide to good practice for the application of Directive 

2003/10/EC of the European Parliament and of the Council on the minimum safety and health 

ǊŜǉǳƛǊŜƳŜƴǘǎ ǊŜƎŀǊŘƛƴƎ ǘƘŜ ŜȄǇƻǎǳǊŜ ƻŦ ǿƻǊƪŜǊǎ ǘƻ ǘƘŜ Ǌƛǎƪǎ ŀǊƛǎƛƴƎ ŦǊƻƳ ǇƘȅǎƛŎŀƭ ŀƎŜƴǘǎ όbƻƛǎŜύάΦ Lƴ 

/ƘŀǇǘŜǊ уΣ ά¢ƘŜ aǳǎƛŎ ŀƴŘ 9ƴǘŜǊǘŀƛƴƳŜƴǘ {ŜŎǘƻǊǎέ ǿŜ ŦƛƴŘ ƎǳƛŘŀƴŎŜ ƻƴ Ƙƻǿ ǘƻ ŀǇǇƭȅ ǘƘŜ ŘƛǊŜŎǘƛǾŜ ƻƴ 

sound in our specific case.  

Related documents 

Within the EU there are also directives dealing with other issues that influence Health, Safety and 

Sustainability indirectly. For example, the directives on bringing equipment on the market will 

regulate what requirements have to be fulfilled, how the supplier needs to document the use, etc.  

Following directives have a direct impact on our sector:  

¶ Directive 2001/95 EC - product safety 

¶ Directive 2006/95/EC - electrical equipment 

¶ Directive 2006/42/EC - new machinery directive 

¶ Directive 89/686/EEC - personal protective equipment 

Standards 

Harmonised standards, or standards for short make the directives concrete for a specific sector or 

type of equipment. The standards help manufacturers to build equipment that meets the essential 

requirements of products established by the directives. If the equipment meets the standard, it can 

be used in all EU countries. Member States must accept the free movement of such products.  

! ΨƘŀǊƳƻƴƛǎŜŘ ǎǘŀƴŘŀǊŘΩ ƛǎ ŀ ǎǘŀƴŘŀǊŘ ŀŘƻǇǘŜŘ ōȅ ƻƴŜ ƻŦ ǘƘŜ European standards organisations ς 

European Committee for Standardization (CEN), European Committee for Electrotechnical 

Standardization (CENELEC) and European Telecommunications Standards Institute (ETSI).  

Most countries will translate the harmonized standard in their own standardization system. In reality, 

they keep the same content and number and add it to their own system. For example the NEN EN 

13772, DIN EN 13772 and BS EN 13772 are exactly the same standards as the European EN 13772. 

{ǘŀƴŘŀǊŘǎ ŀǊŜ ƴƻǘ ƭŜƎƛǎƭŀǘƛƻƴ ŀƴŘ ŜǾŜǊȅ ƳŀƴǳŦŀŎǘǳǊŜǊ ƛǎ ŦǊŜŜ ǘƻ Ŧƻƭƭƻǿ ǘƘŜƳ ƻǊ ƴƻǘΦ .ǳǘ ƛŦ ǘƘŜȅ ŘƻƴΩǘ 

follow them, they have to prove they meet the European legislation.  
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When legislation does not provide the solution 

Alternative or substitute measures in case we cannot follow the legislation  

¶ We can look at what the result should be, what the legislator has meant 

¶ We can take other measures that have the same result.  

For example:  

¶ Open fire ƻƴ ǎǘŀƎŜ ƛǎ ŦƻǊōƛŘŘŜƴΣ ǘƘŜ ǊŜŀǎƻƴ ƛǎ ǿŜ ŘƻƴΩǘ ǿŀƴǘ ŀ ǘƘŜŀǘǊŜ ƻƴ ŦƛǊŜΦ 

¶ We can organize ourselves so that the result is the same level of safety. 

Local legislation and rules 

On top of national and EU legislation, some local administrations, fire departments or insurance 

companies can impose stricter rules. Most performance spaces will have house rules and house 

procedures, too. Inform yourself about this before you start working.  

Safety vs liability 

Employers and safety responsibles stress the importance of documenting safety. The reason for this 

is that they want to cover themselves and their organisation in case something happens. When 

something happens, an investigation will search for who is liable. At that moment you need to be 

able to prove all the actions that have been conducted in the safety process. So documenting your 

own actions properly is also in your interest. It proves that you have done what you were supposed 

ǘƻ ŦƻǊ ȅƻǳǊ ŀƴŘ ȅƻǳǊ ŎƻƭƭŜŀƎǳŜǎΩ ǎŀŦŜǘȅΦ .ǳǘ ǿŜ ǎƘƻǳƭŘ ƴŜǾŜǊ ŦƻǊƎŜǘ ǘƘŀǘ ǇŀǇŜǊǿƻǊƪ cannot replace 

safe work. 

 

Terms and definitions  

¶ directive 

¶ guideline 

¶ good practice 

¶ harmonized standard 

¶ legislation  

¶ liability 

What you need to remember 

¶ The principles behind the Operational Safety 

and Health (OSH) "Framework Directive" 

¶ The difference between directives, guidelines 

and standards 

¶ The legislation is made by Europe and 

implemented in national legislation by the 

countries 

¶  
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Rehearsal questions 

02.04.01: True/False 

¶ A country can put less strict rules in their legislation than the European directives. 

02.04.02:  If a national standard contains EN in its name, this means 

a) the standard is in English. 

b) the standard is a European standard. 

c) the standard is a local, regional or national standard. 

02.04.03: True/False 

¶ The way you deal with health and safety in your country is derived from the OSH. 

02.04.04: True/False 

¶ A European guideline is not binding, in other words, you don't have to follow it. 
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2.5 Danger signs 

Danger signs indicate dangerous substances or situations. They are put on doors, work places, 

equipment or packaging of products. They help you to identify these riskful situations or products. 

The signs are yellow triangles with a black border and a black drawing. 

General danger 

This sign indicates a non-specified danger.  

 

Electricity danger 

This sign indicates danger for electricity. It means there are (touchable) 

electrical connections present. The sign is mostly combined with an 

indication of the tension. 

Hanging loads 

This sign indicates danger for hanging or suspended loads. This can be for 

example trusses or fly bars. 

 

  

 

 

Forklift and transport vehicles 

This sign indicates danger of moving forklifts or transport vehicles. It means 

you have to take care to not be run over when walking. 

 

 

 

Laser beam 

This sign indicates harmful laser beams are present. 

 

 

 

Ico. 2.5.1 general danger 

Ico. 2.5.2 electricity danger 

Ico. 2.5.3 hanging loads 

Ico. 2.5.4 forklift and 
transport vehicles 

Ico. 2.5.5 laser beam 

At the end of this block, you:  

recognise the danger symbols. 
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Optical radiation 

This sign indicates danger for optical radiation. This can be high-intensity 

bulbs, for example.  

  

 

  

Toxic 

This sign indicates the presence of toxic material. 

 

 

 

 

Corrosive 

This sign indicates the presence of corrosive material. 

 

 

 

Flammable 

This sign indicates the presence of flammable material. 

  

 

 

Oxidiser 

This sign indicates the presence of oxidising material. 

 

 

  

Explosion danger 

 This sign indicates the presence of explosive material. 

  

 

 

 

Ico. 2.5.6 optical radiation 

Ico. 2.5.7 toxic 

Ico. 2.5.8 corrosive 

Ico. 2.5.9 flammable 

Ico. 2.5.10 oxidiser 

Ico. 2.5.11 explosion danger 



2-54 ETTE Learners book v 01.01.EN.04.LEA 

 

Markings 

Aside from the danger signs, sometimes black and yellow tape is used as well to 

mark paths that need to be kept free or to mark stairs. In low-level lighting 

situations, stairs can also be marked with phosphorescent tape (glow in the dark). 

  

  

To close off areas, often red and white ribbon is used. 

  

 

  

 

Pic. 2.5.1 black and yellow tape 

Pic. 2.5.2 Red and white ribbon 

Terms and definitions  

¶ general danger 

¶ electricity danger 

¶ hanging loads 

¶ forklift and transport 

vehicles 

¶ laser beam 

¶ optical radiation 

¶ toxic 

¶ corrosive 

¶ flammable 

¶ oxidiser 

¶ explosion danger 

What you need to remember 

¶ Danger signs indicate dangerous substances 

or situations. The signs are yellow triangles 

with a black border and a black drawing. 
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Rehearsal questions 

02.05.01: Match the signs with where you find them 

1. stage  

2. pyrotechnics 

3. laser 

4. electric cabinet 

  

 

 

 

 

 

02.05.02: This sign means: 

a) oxidising 

b) flammable 

c) explosive 

  

 

 

02.05.03: This sign can be found on 

a) pyrotechnics 

b) spotlights 

c) electrical drills 

 

A             B           C         D 
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2.6  Prohibition signs 

Prohibition signs indicate forbidden behaviour likely to cause a risk to health or safety. They show 

only what or who is forbidden. The signs are put on doors, work places, equipment or packaging of 

products. The signs are a red circular band with diagonal cross bar on a white background. The 

black symbol within the circle indicates the forbidden action. 

General prohibition  

This sign indicates a general prohibition. It will be combined with text or other 

information. 

  

 

No smoking 

This sign indicates a smoking prohibition. 

  

 

  

No open fire 

This sign indicates a prohibition for open fire and smoking. 

  

 

 

Do not extinguish with water 

This sign indicates a prohibition to extinguish something with water. 

  

 

  

Ico. 2.6.1 general prohibition 

Ico. 2.6.2 No smoking 

Ico. 2.6.3 No open fire 

Ico. 2.6.4 Do not 
extinguish with water 

At the end of this block, you:  

recognise the prohibition symbols. 
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Do not use elevator when fire 

 This sign indicates a prohibition to use the elevator in case of fire. 

 

 

  

No heavy loads 

This sign indicates storing heavy loads is not allowed. 

 

 

No forklift 

This sign indicates no forklifts and other industrial vehicles are allowed. 

 

 

No obstructions 

This sign indicates to keep the area free of obstacles. 

 

 

 

 

Ico. 2.6.5 Do not use 
elevator when fire 

Ico. 2.6.6 No heavy loads 

Ico. 2.6.7 No forklift 

Ico. 2.6.8 No obstructions 

Terms and definitions  

¶ general prohibition 

¶ no smoking 

¶ no open fire 

¶ do not extinguish with 

water 

¶ do not use elevator 

when fire 

¶ no heavy loads 

¶ no forklift 

¶ no obstructions 

What you need to remember 

¶ Prohibition signs indicate forbidden behaviour. The 

signs are a red circular band with diagonal cross bar 

on a white background. The black symbol within the 

circle indicates the forbidden action. 
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Rehearsal questions 

02.06.01: This sign means 

a) Do not put equipment on hatch 

b) Do not put heavy loads on floor 

c) Do not push emergency button 

 

02.06.02: Match 

1. Do not use elevator 

2. Do not extinguish with water 

3. No vehicles allowed 

  

 

 

  

 

 

02.06.03: This sign means 

a) Do not light cigarettes 

b) Do not use open fire 

c) Do not extinguish with water 

 

 

 

A            B        C 
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3 Work ergonomically 
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TO WORK ERGONOMICALLY, YOU MUST:  

Apply ergonomic principles in the organization of the workplace and do so while manually handling 

equipment and materials. 

This means you master following skills: 

¶ Identifies ergonomic risks 

¶ Organises workplace ergonomically 

¶ Applies the ergonomic principles and methods while lifting, carrying or moving heavy or 

unpractical loads 

¶ Uses the right equipment when lifting, carrying or moving heavy objects 

¶ Asks for help for tasks they can't carry out on their own 

¶ Communicates with colleagues while lifting, carrying or moving objects 

You master following knowledge: 

¶ Risks as result of manual handling 

¶ Ergonomic methods 

¶ Equipment for lifting, carrying or moving 

You have following attitudes: 

¶ Awareness of long term impact on personal health 



3-61 ETTE Learners book v 01.01.EN.04.LEA 

 

When working on stage with tight deadlines, lots of equipment, machinery, and heavy materials, it is 

important to always think about your body and health. It is easy to lift something that is a little bit 

too heavy now to save time. At this moment, it is a solution, but doing this a lot can cause a health 

risk on the long term. This is only one example of many things that can happen when working on 

stage. Of course this also applies to transporting materials, lifting, manual handling and using electric 

equipment. 

Ergonomics deals with the relation between body and work environment. In other words, how do we 

organise our work and workspace, how do we use our body and how does this combination affect 

our health and safety.  

Ergonomics has a secondary effect apart 

from protecting health and improving the 

work environment. It will also improve the 

efficiency of the work process. This is a nice 

extra and a stimulant to apply the 

guidelines for ergonomic work.  

Ergonomics focuses on long-term health 

risks. These are risks that do not cause an 

immediate effect or accident, but cause 

damage that occurs only after a while. 

Typical injuries are spinal injuries or low 

back pain. These injuries do not occur on 

the moment the damage is done, but 

(sometimes years) later. 

Ergonomics includes more than lifting and handling objects or the arrangement of the workplace. It 

also includes stress factors as a result of the work environment. These stress factors cause short-

term as well as long-term effects. 

Identify ergonomic risks 

Identifying and assessing ergonomic risks is a continuous process that is done on several levels.  

Before you lift something, you need to assess the object you want to move. Some questions can help 

with this assessment: 

¶ How much does it weigh?  

¶ Is it easy to handle?  

¶ What would be the best way to lift it?  

¶ Can tools be used to make it easier to 

handle?  

¶ Can I handle it alone or do I need help? 

¶ Where does it have to go?  

¶ Are there any obstacles in the way? 

This list reflects the questions most people will ask themselves unknowingly when they need to move 

an object. Becoming more aware of these questions will help you find the best solution.   

Fig. 2.6.a -a-Stage-on-back 

Fig. 2.6--b-Questions 
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A less direct form of assessment concerns the way you (and your team) organise yourself and your 

environment. Questions here can be: 

¶ Where do we put flight cases when they come in? 

¶ What is the best order to load or unload? 

¶ What do we need to tackle the work more comfortably? 

¶ Where do we put control desks? 

¶ How do we limit stress factors? 

Some assessment needs to be done in advance, during the designing/planning phase of the 

production. This is mostly out of our reach, but we can help by giving feedback and proposing 

improvements. Designers and production planners can ask themselves some questions, too: 

¶ Are the objects easy to handle/manipulate? 

¶ Do they have handgrips on a proper height? 

¶ What is the weight of each object? 

¶ How will the equipment be packed? 

¶ Can flight cases be placed in reach of where the content is needed? 

¶ Can we avoid lifting of content or objects? 

¶ Can we develop dollies or chariots to improve handling? 

Venues can look at the entrance way and the road to where equipment needs to go. Some questions 

can be: 

¶ Can equipment be transported on wheels? 

¶ Are there slippery or bumpy surfaces? 

¶ Can the truck floor be on the same height as the loading dock? 

¶ Is there equipment or provisions to move equipment to difficult to reach places like mixing 

booths? 

The answers to all these questions are the first step to 

improve the organisation of the workspace, to choose 

the right method or to find the right equipment. 

Organise Space 

In traditional work environments, the organisation of the 

workspace is done in advance by engineers. In 

performing arts or events, we (partly) develop our own 

(temporary) environment. We start from an empty space 

and organise it. We build a temporary warehouse, a 

temporary office, a temporary control booth, etc. This 

has the advantage that we can adapt it to the best 

ergonomic standards, but we need to think about them. 

 Fig. 2.6-c-Magician 
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Organising the stage starts with unloading the truck. If we bring in equipment, cables, scenery, etc. 

and we put them directly on the spot where they are needed, we can avoid a lot of moving and 

lifting. If we organise our cases in such a way that we can easily take what we need and if the cases 

are placed close to where we need the content, we can avoid a lot of walking and moving. 

In some cases, all lifting or unpacking can be avoided. A roller frame for a mixing desk brings the desk 

on the right level without any lifting. Putting hoists in their case under the hoisting point, allows 

them to lift themselves. Multi-cables can remain rolled up in a case and be placed under the position 

where they will be needed. This way, they can unroll themselves. All of these examples improve 

efficiency. 

During setup, we will organise several workstations. Some thoughts on how we can improve these: 

¶ When we need to provide working tables or operating booths, we can choose the right 

height of the work surface and use the proper chairs.  

¶ We can provide enough space to move. When using flight cases as tables for example, leg 

space can be a problem. 

¶ We can avoid workstations being used as passageways. 

¶ We can protect against accidental activation of equipment or controls. 

¶ We can ensure the technician, prop master, etc. has all he needs within reach.  

¶ We can make sure the operator has a good position, from where he can see what has to be 

operated but also do the operating itself, without moving or turning.  

Behave 

Organizing the space only improves one part of the ergonomic system. The other part is you, or more 

specifically, how you behave. You have to learn, practise and use proper lifting techniques. And you 

have to organise your work in an ergonomic way. 

Manual handling techniques 

The best way to lift or handle objects manually is to avoid it when possible. If there is another way, 

by using equipment, tools or methods, use these. Doing so will keep your body ready for the 

ƳƻƳŜƴǘǎ ȅƻǳ ŎŀƴΩǘ ŀǾƻƛŘ Ƴŀƴǳŀƭ ƘŀƴŘƭƛƴƎΦ 

A second piece of advice is to take care of your body. Warm up your body before you start. Just like 

athletes we need our muscles to be warmed up before we start. It only takes a couple of minutes. 

Some simple exercises can protect your muscles against serious injuries.  

There are a lot of different situations in which we lift, pull or push. Each of them needs a specific 

lifting approach. But there are some basic principles that apply to all situations: 

¶ Use your legs, not your back. Lifting with your knees and a straight back is a lot safer. 

¶ Keep the weight as close as possible to your gravity point. Your backbone can bear the 

maximum load this way. 

¶ Balance the load. There is a lot less stress on your back if you carry half of the weight in each 

hand. 

¶ Keep your back in a straight line, avoid movements that twist your spine. 
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¶ Avoid or limit dynamic forces. These increase the forces on your body. 

¶ Ask help if an object is too heavy or unpractical to lift on your own. 

¶ Communicate with your colleagues when lifting together. This avoids that one person 

suddenly carries all the weight. 

¶ Use the right shoes, they will minimize shocks on your body. 

¶ Practise and use proper sitting positions. 

¢ƘŜ ŘƛŦŦŜǊŜƴǘ ƭƛŦǘƛƴƎΣ ǇǳƭƭƛƴƎ ŀƴŘ ǇǳǎƘƛƴƎ ƳŜǘƘƻŘǎ ŀǊŜ ŜȄǇƭŀƛƴŜŘ ƛƴ ǘƘŜ ŎƘŀǇǘŜǊ άŜǊƎƻƴƻƳƛŎ ƳŜǘƘƻŘǎέΦ 

You need to train and maintain them. 

A last piece of advice is to listen to your body, and to ƪƴƻǿ ȅƻǳǊ ƭƛƳƛǘǎΦ ¸ƻǳ ŘƻƴΩǘ ƴŜŜŘ to prove 

yourself. No one gains from you lifting a huge weight once and being injured for the rest of your life. 

Organise Work 

¢ƘŜǊŜΩǎ ŀƴ ƻƭŘ Dutch ǎŀȅƛƴƎ ǘƘŀǘ ƎƻŜǎΥ άthe legs must pay for what the head forgetsέΦ ¢Ƙƛǎ ƛǎ 

absolutely true on stage. If you organise yourself well, you can limit the amount of walking to a 

minimum. We already mentioned that the organization of the stage is an important factor. But you 

can improve even further by organizing yourself.  

Some examples will make this clear: 

¶ Using the right equipment will avoid lifting and handling. 

¶ Preparing your own workspace before starting will improve efficiency. When everything is in 

place, you work twice as fast. 

¶ Let your materials move with you. A spot rack on wheels can move with you when hanging 

lights, reducing the time you walk and carry spotlights to a minimum. 

Another important goal for your individual organization is limiting stress factors. Some examples: 

¶ Avoid testing sound and light at the same time. 

¶ Use an intercom to communicate. During set up, it avoids yelling and distracting other 

people. 

¶ When using an intercom during performance, limit the information over the channel. This 

avoids an information overload for operators. 

¶ Limit passing in critical places during the show. 

¶ Organise the backstage for comfort, this reduces stress. 

¶ Know when to ask questions. Asking a question during intense activity creates stress. If it can 

wait, find a good moment later. 

Use Equipment and Tools 

Using tools and equipment to move objects, avoids physical stress on the body. There is a wide 

variety of tools and equipment available on the market. These are not always adapted to the specific 

context and situation of performing arts or events. Because of this, specific tools have been 

developed over the years to facilitate our job. We have created an overview of the different tools 

available and their use in the chapter "Equipment for lifting, carrying or moving". 
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Of course, tools only help if you use them. Too often we see a strange kind of laziness: People handle 

something manually while a tool is available some steps away. Habits and laziness can be changed by 

training and consistent use.  

Using tools and equipment can create new risks. Avoiding manual handling probably increases 

pushing or pulling. The objects need to be put on the tool or in the flight case. This means it is 

essential to train how to use them in a proper way. Only then, we can have maximum impact on the 

working conditions. 

Propose Improvement 

No situation is perfect. New issues will appear when you are working. The best person to identify 

them is the one who works within the situation. In some cases you will also see possible 

improvements yourself. 

It is part of your job to give feedback to the person responsible for the production. Doing so will 

improve the situation in the future.  

 

Terms and definitions  

¶ ergonomics 

¶ ergonomic risk 

¶ ergonomic principles 

¶ long-term health risk 

¶ stress factor 

¶ manual handling methods 

¶ lifting methods 
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3.1 Risks as result of manual handling 

 

Risks as result of manual handling and workplace organization 

It is important to realise that the weight of objects and the way we handle them are not the only 

causes of damage, but that the frequency and repetitiveness of the work can harm us as well. 

Handling hundreds of small items can cause as much damage as one heavy weight. The act of 

handling objects in a working environment can cause different types of damage to the human body. 

We look into tree main categories: Short-term damage, chronic damage and stress-related damage. 

An example of the different types can be illustrated as follows: 

¶ Short-term damage: you hurt your muscles lifting motors in flight cases in a truck that is too 

high. 

¶ Chronic damage: back problems due to lifting motors in the truck every day, for instance 

when working in the warehouse of a rental company. 

¶ Stress related issues: back problems due moving motors every day while having too little 

time. 

We do not take into account the damage to the working environment or objects used. Dropping or 

breaking stuff is a secondary effect in most cases. This is important in the whole of a safe 

environment, but not in this specific chapter. 

Short-term damage 

Short-term damage to the body is damage that can be easily related to a specific cause. The damage 

can be acute, like a muscle tear or an inguinal hernia from lifting heavy weights or an ankle sprain 

from slipping or falling. The damage can also be delayed. It doeǎƴΩǘ ƻŎŎǳǊ ŘƛǊŜŎǘƭȅ ŀŦǘŜǊ ǘƘŜ ŎŀǳǎŜΣ ōǳǘ 

there is a clear relation: a local muscle fatigue with pain sensation; a general fatigue or reduced 

coordination of movements are typical examples. With the right treatment the damage will go away. 

Chronic damage 

For chronic damage, it is more difficult to relate the damage to a concrete cause. The damage is 

mostly a result of long time exposure. It is wear and tear, damage that comes by (mis)using and 

overloading specific elements of the body over the years. This means not only the weight of the loads 

or the way of manipulating is important, but also the frequency of the actions. Lifting one heavy 3 

phase cable or multi-cable can seem like a risk, but in reality lifting a smaller 16 A cable 50 times can 

be a larger risk if not done properly. 

At the end of this block, you 

know the physical risks as a result of manual handling. 
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Often, the damage (pain) is not noticed on the spot, but later. For example when body is relaxed. 

This is the typical technicians holyday disease. Or the result, the pain, can be triggered by a small 

insignificant movement that is άǘƘŜ ǎǘǊŀǿ ǘƘŀǘ ōǊƻƪŜ ǘƘŜ ŎŀƳŜƭΩǎ ōŀŎƪέΦ ! ǘȅǇƛŎŀƭ ŜȄŀƳǇƭŜ ƛǎ ǘȅƛƴƎ 

your shoes in the dressing room before you leave for home. Another typical example, that combines 

ōƻǘƘ ǇƘŜƴƻƳŜƴŀΣ ƛǎ ƎŜǘǘƛƴƎ ƻǳǘ ƻŦ ōŜŘ ƛƴ ǘƘŜ ƳƻǊƴƛƴƎ ŀƴŘ ƳŀƪƛƴƎ ŀ άǿǊƻƴƎ ƳƻǾŜƳŜƴǘέΦ 

In all these cases, the action that triggers the pain is not the cause of the damage. This cause lays 

further back in time, sometimes spread over several years of misuse and overloading. 

Construction of the spine 

Bone structure of the spine with 7 cervical vertebrae, 12 thoracic vertebrae, 5 lumbar vertebrae, the 

sacrum (5 fused cruciate vertebrae) and coccyx (3-6 rudimentary coccyx). 

Chronic damage can occur on knees, hips or shoulders, but 

the most common and most complicated damage in 

theatre will be back injuries. To understand these injuries, 

we need some basic understanding of the construction of 

the spinal column. 

The vertebral column, also called the backbone, is made up 

of 33 vertebrae that are separated by spongy disks and 

classified into four distinct areas. The cervical area consists 

of seven bony parts in the neck. It is the smallest, as it only 

has to carry about 5 kg. The thoracic spine consists of 

twelve bony parts in the back area. The lumbar spine 

consists of five bony segments in the lower back area. This 

is the largest. It needs to carry the whole body weight, but 

also has to be very flexible and resist enormous forces. The 

final parts are the five sacral bones (fused into one bone, 

the sacrum) and four coccygeal bones (fused into one 

bone, the coccyx).  

In between the vertebral bodies (the bones) are the 

intervertebral disks. They have two main functions: They 

absorb shocks and they allow movement. The shocks can 

come from above, for example as a result of lifting, or from 

below, for example as a result of walking. Allowing enough 

movement guarantees the needed flexibility of the 

spine. 

The intervertebral disks are composed of two parts. 

You could compare them to a jelly donut. A tough 

outer ring of fibrous tissue called the anulus fibrosis 

and an inside that is more gelatinous or soft 

material, called the nucleus pulposus. When the 

pressure on the disks is lower than 80 kg (for male 

adults; when we lay down), they will absorb fluids. 

When the pressure is higher (sit or stand) the fluids 

are released. This exchange of fluids is essential for 

the condition of the disks (This means laying down 

Pic.3.1.1The vertebral column 

Pic. 3.1.2 Anatomy of the lumbar spine 
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permanently is as bad as standing the whole time). After laying down long, the disk becomes elastic 

and hard. After standing up long the disk becomes soft. The ideal situation is in between, with 

maximum elasticity.  

The bones are connected to each other with ligaments and muscles. The spinal cord passes through 

the holes in the vertebral bodies. The spinal cord is the main nerve canal that connects the brain with 

the body. From there spinal nerves go to the body. 

What happens when we move? 

In normal circumstances, when we stand up for example, the bodies of the 

spine are in a straight line. The disks support the forces on the spine and the 

bodies equally.  

This is the optimal situation. The disks can function as shock absorbers.   

 

 

 

When we carry heavy loads, we will increase the forces on the disks. The 

disks will be compressed. The fluid in the disks will be pressed out and the 

disk becomes harder. 

But as long they are in a straight line with the bodies, and the pressure is 

not to high, they will support and absorb the shocks. When released, the 

disks go back to their original position. 

 

 

When we bend over, the spine needs to curve. The disk is now compressed 

on the front side. This creates an uneven load on the disks. This uneven load 

limits the shock absorbing capacity and can speed up the degeneration of 

the disk. 

A second effect is that the upper body weight needs compensation to keep 

in balance. This compensation comes from the back muscles. 

 

 

Bending backwards will create a similar effect on the disks. But there is a 

second effect. On the back of the spine, there are joints. Between these 

joints there is cartilage to protect them. Bending backwards will compress 

the cartilage. The parts will rub over each other. This can create damage to 

this cartilage. 

When we twist our spine, the bodies need to rotate against each other. This 

creates torsion in the disk. This torsion can speed up the occurrence of small 

cracks and fissures in the disk. 

 

 

Pic. 3.1.3 optimal situation 
for the spinal disk 

Pic.03.1.4: situation for the 
spinal disk with heavy load 

Pic 3.1.5: situation for the 
spinal disk bent over 

Pic 3.1.6: situation for the 
spinal disk bending backwards 
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A combination of twisting and bending will cause a combination of the above 

factors. This occurs for example when you pick up something from the ground 

on your left and put it on a table to your right. 

The combination of torsion and unevenly pressure of the disk, often 

combined with large forces is considered the highest risk for back damage. 

The table below shows the stress on the disks in different body positions. 

 

Dia. 3.1.1 Stress on the disks in different body positions 

Some mechanics 

Of course, the impact will depend a lot on the forces that are impacting the spine. These forces are a 

result of two elements. The first element is the actual weight of the object carried. A heavy object 

will obviously create more force than a light one. 

But the second element is much more important. This is the place of the object in relation with the 

spine. The closer the object is to the spine, the less force it will create. We can explain this with 

simple mechanics. 

 

Dia. 3.1.2 balance 

When we lift something, the downward force of the object is compensated with a downward force 

ŦǊƻƳ ǘƘŜ ōŀŎƪ ƳǳǎŎƭŜǎΦ  ¢ƘŜǎŜ ǘǿƻ ŦƻǊŎŜǎ άōŀƭŀƴŎŜέ ƻƴ ǘhe spine. 

When we lift an object close to the spine, the distance between the gravity point of the object and 

the attachment point of the back muscle will be almost equal. This means that for lifting an object of 

10 kg, there will be a force of the back muscle reflecting 10 kg as well. The force on the spine will be 

equal to a weight of 20 kg. 

Pic. 3.1.7: situation for the 
spinal disk with combination 
of torsion and unevenly 
pressure 
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Dia. 3.1.3 ƭƛŦǘ ƻōƧŜŎǘ ǿƛǘƘ ŀǊƳΩǎ ƭŜƴƎǘƘ 

When we lift the same object, but now ŀǘ ŀǊƳΩǎ ƭŜƴƎǘƘΣ ǘƘŜ άƭƻŀŘ ŀǊƳέ ǿƛƭƭ ōecome longer while the 

άŦƻǊŎŜ ŀǊƳέ ǿƛƭƭ ǎǘŀȅ ǘƘŜ ǎŀƳŜΦ ¢ƻ ƭƛŦǘ ǘƘŜ ǎŀƳŜ ǿŜƛƎƘǘ ƻŦ мл ƪƎΣ ǘƘŜ ŦƻǊŎŜ ƻŦ ǘƘŜ ōŀŎƪ ƳǳǎŎƭŜ ǿƛƭƭ 

need to be ten times as high. The force on the spine will increase with 450 %!  

This effect becomes even larger when we bend over to ǊŜŀŎƘ ǎƻƳŜǘƘƛƴƎΦ bƻǘ ƻƴƭȅ ǿƛƭƭ ǘƘŜ άƭƻŀŘ ŀǊƳέ 

become longer, we also need to take in account the weight of the upper body that increases the total 

weight. 

The above is the basic background for all manual handling and lifting techniques. Keeping the 

weights close to the body will limit the force on the back muscles, the spine and especially the disks. 

 

What can go wrong?  

First of all, the vertebral disks also degenerate in 

normal circumstances by aging. After the 30th year 

the disks will show less fluid absorption, and small 

cracks and fissures. They will become less elastic 

and will start thinning. They will have less carrying 

capacity. 

Heavy forces, abuse and in some cases specific 

injuries speed up this process. Using the right 

techniques and methods will postpone the effects 

of degeneration. 

A secondary effect of the thinning of the disks is 

increased wearing of the cartilage of the spinal 

bodies. As the disks get thinner, the cartilage starts 

rubbing and wears of. 

 

In some cases a disk can start bulging out. As the disk gets less strong and flatter, it will bulge out of 

its normal proportions under compression. In the worst case, the disk gets in contact with the 

nerves, which can be very painful. 

When the disk bursts open and spills the jelly like fluid this can impact the spinal nerves. The jelly will 

push on the nerves, which causes a continuous pain. We call this a hernia.  

 

 

 

Pic. 3.1.8: Vertebral disks degenerate 
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Acceptable weight limits 

Based on the above knowledge, experts have developed limits to what 

we can manipulate without risk for early chronic damage. We call this 

the NIOSH Lifting Equation (National Institute for Occupational Safety 

and Health). It takes in account the following elements: 

¶ Horizontal location of the object in relation to the body 

¶ Vertical location of the object in relation to the floor 

¶ Distance the object is moved vertically 

¶ Asymmetry angle or twisting requirement 

¶ Frequency and duration of lifting activity 

¶ Coupling or quality of the workerΩs grip on the object  

 

A simplified, but easier to use, table shows acceptable loads in different positions. This table does 

not take frequency or grip into account, but it gives an indication of the limits. 

 

Dia. 3.1.5 acceptable loads 02 

Stress  

Apart from physical causes, there are indications that psychological causes can also be at the origin 

of back problems in the workplace. These can be divided into two types. On the one hand there are 

factors like monotonous work or unhappiness with the work situation. This can happen for example 

when working in storage, without ever seeing the result of the work place. 

On the other hand, there are stress factors directly related to the work environment. These factors 

can be sensory or external. 

Sensory stress or sensory overload is a result of the amount of information that needs to be 

processed. When too much information needs to be processed in a short time and there are 

continuous deadlines, a person meets his limits. This can result in reduced visual acuity, slowing 

Dia. 3.1.4 acceptable loads 01 
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down, slower response times or disorganised behaviour. It is clear that these effects will be a factor 

in accidents.  

External stress factors ƭƛƪŜ ƴƻƛǎŜΣ ǎƳƻƪŜΣ Χ Ŏŀƴ ƛƴŎǊŜŀǎŜ ǘƘƛǎ ŜŦŦŜŎǘΦ 

The effects of stress are hard to measure and bound to the individual. But avoiding an information 

overflow, organizing the control booths to be able to focus and limiting external stress will improve 

the health and safety anyway.  

 

 

 

What you need to remember 

ω Causes of damage are not only due to weight. 

The frequency and repetitiveness of the work 

can do harm as well. There are three main 

categories:  

ω Short-term damage: can be easily related to a 

specific cause. 

ω Chronic damage: more difficult to relate the 

damage to a concrete cause, wear and tear of 

the body. 

ω Stress-related damage: two types:  

ω 1 factors like monotonous work or unhappiness 

with the work situation. 

ω 2 stress factors directly related to the work 

environment.  

ω The function of the spinal disks. 

ω The relation of the impact on the spine and the 

distance to the object. 

ω The acceptable load limits. 

Terms and definitions  

¶ short-term damage 

¶ chronic damage 

¶ vertebral column / 

backbone 

¶ intervertebral disk 

¶ NIOSH Lifting Equation 

¶ acceptable weight limit 

¶ stress 
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Rehearsal questions 

03.01.01: True/False 

¶ A cause for damage to the body is only manual handling of weight. 

03.01.02: True/False 

¶ Chronic damage is caused by stress. 

03.01.03: True/False 

¶ Chronic damage can be a result after years of working. 

03.01.04: True/False 

¶ The intervertebral disks absorb shocks and they allow movement.  

03.01.05: True/False 

¶ Torsion and uneven pressure of the disk, combined with large forces, will be absorbed well 

without damage to the intervertebral disks. 

03.01.06: True/False 

¶ Frequency and duration of lifting activity is not an element of the acceptable weight limits. 

03.01.07: True/False 

¶ Monotonous work, unhappiness with the work situation, sensory stress, sensory overload 

and external factors can all lead to stress. 
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3.2 Ergonomical methods 

 

Ergonomic methods ŘŜǎŎǊƛōŜ ǘƘŜ ǿŀȅ ǿŜ ƭƛŦǘΣ ƳƻǾŜΣ ǇǳǎƘΣ ǇǳƭƭΣΧ ŜǉǳƛǇƳŜƴǘ ŀƴŘ ƻǘƘŜǊ ƭƻŀŘǎ ǘƻ ŀǾƻƛŘ 

the risks of manual handling like acute and chronic damage to our body. They are part of a larger 

whole that ensures an ergonomic work environment. This environment includes the way work is 

organised, the physical environment, and the tools we use to move equipment. 

It is important to realize that not only the weight and shape of the load influences the risk for 

damage, but also the frequency of the work. For example moving one heavy 3 phase cable or a 

multi-cable can cause as much stress on your body as moving 50 small schuko cables one by one. On 

the other hand, peak loads can have impact too, even if the average daily load is within the limits. 

Obstacles being in your way when moving can also influence the impact on your body. Slipping 

surfaces, rakes, bumps, etc. influence the amount of force needed and therefore the physical impact 

on the body. A stressful environment will have an influence too. As an individual worker, you have 

limited impact on these situations, but you can take them into account when planning your work and 

you can notify the person responsible for safety. 

Activities that look harmless and relaxed can cause injuries to your body if the working environment 

is not adapted. Sitting in a cramped operating position, the height differences and relation between 

equipment you use, spinal rotation and torsion to oversee your work, and long repetitive 

movements, like while using a mouse, can cause back, joint, or muscular damage. 

This is equally true for not using the proper personal protection equipment (PPE) when working. 

Using the right shoes will minimize shocks on your body, using proper gloves will ensure better 

grip,... 

Foresee and prepare  

To avoid all misunderstandings, this is not about procedures, but about common sense applied on 

the spot. Foreseeing possible problems when the load is still in a stable position is better than 

realizing half way that you have a problem while you are holding the load in a very uncomfortable 

situation. We all know an example of getting stuck in the turn of a stairway with a box that is slightly 

too big. 

 

 

 

Before you start, you should read the "risks as a result of manual handling" chapter. 

At the end of this block, you:  

Are able to apply the different ergonomic lifting, pulling and pushing techniques.. 
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So before you start, check the route.  

¶ Are all doors open?  

¶ Are door openings wide enough? 

¶ Are door openings high enough? 

¶ Are there stairs or slopes in the path? 

¶ Are there any obstacles in the way?  

¶ Is there enough room to pass and turn? (Measure this.)  

¶ Is there a place to rest halfway? 

¶  Χ 

And consider how the load is best lifted or moved.  

¶ Do you know the weight? (Is it written on the load?) 

¶ Do you know where it has to be used on the stage? 

¶ Where is the load to be placed? 

¶ Do you need help? 

¶ Can you use tools? 

¶ What is the best way to lift? 

¶ Χ 

Avoid 

The best way to lift is to avoid lifting. The best way to pull is to 

avoid pulling. Everything that can be moved without lifting, 

pushing or pulling the weight improves the situation. This can 

include the use of appropriate tools, but also the use of tipping 

techniques. When tipping, we leave the weight on the ground, 

and use the natural turning point of the object.  

A typical example of this is tipping flight cases. The case is lifted 

on one side, but the weight stays mainly on the ground. To put 

heavy flight cases back on their caster wheels, the wheels can 

be put inward. This changes the tipping point and avoids a 

sudden drop by the wheels turning when charged. Some flight 

cases are made especially for tipping. Two wheels are in a 

location closer to the inside. (And it is written on the lid of the 

flight case.) 

Tipping can also be used to get an object on a higher-level surface. In this case, you bring the object 

close to the levelled surface, for example a truck floor or a riser. The object is flipped towards the 

surface edge and then lifted in such a way that it stays in contact with the surface edge and slides in. 

This can only be done if the surface is stable. If you tip in this way on a rolling case, there is a risk that 

the case will move and the object will fall. 

Fig. 3.2-a think before you start 

Fig. 3.2-b-Tipping-a-flightcase 
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The use of tools and equipment to lift, carry and move objects is another way of avoiding. These are 

discussed in a separate chapter. 

Ergonomic methods.  

In the chapter below we describe different methods, principals and tips for vertical (lifting and 

carrying) and horizontal (pulling and pushing) movement. Often a combination of these methods is 

necessary to move a load in the most ergonomic way. 

Keep the load close to your body 

The load on your spine does not only depend on the weight of the 

object you are lifting or carrying, but also on the distance between the 

gravity point of the object and your spine at waist height.  

¶ Keep the object close to your body. Keep the heaviest side of 

the object next to your body. 

¶ If a close approach to the load is not possible, try to slide it 

towards your body before attempting to lift it. 

Balance the load 

Using both arms to lift, pull or push ensures a symmetrical load on spine and shoulders. The load will 

partly compensate, the gravity point stays in the centre and it is easier to keep the spine straight. We 

do this automatically with heavy loads, but it is equally important with limited weights. 

¶ Divide the load over two arms. 

¶ Use both arms to pull or push. 

Stand in a stable way 

Ensure you have a stable position before lifting. Keep your feet slightly apart (not wider than your 

shoulders) with one leg slightly forward to help maintain balance (alongside the load if it is on the 

ground). Be prepared to move your feet during the lift to maintain a stable posture. Ensure you 

always keep at least one foot flat on the floor. 

Put your feet around the load 

When you put your feet around the load, the gravity point of the load will 

always be inside the support field of your feet. In this way, you will always 

stand stable.  

Use your legs 

Keep your lower back in its normal curved position and use your 

legs to lift. At the start of the lift, slight bending of the back, hips 

and knees is preferable to fully flexing the back (stooping) or fully 

ŦƭŜȄƛƴƎ ǘƘŜ ƘƛǇǎ ŀƴŘ ƪƴŜŜǎ όǎǉǳŀǘǘƛƴƎύΦ 5ƻƴΩǘ ŦƭŜȄ ǘƘŜ ōŀŎƪ ŀƴȅ 

further while lifting. This can happen if the legs begin to straighten 

before starting to raise the load. 

Maintain this curve when lowering the load. You can hurt your back 

just as easy lowering a load as lifting it. If precise positioning of the 

Fig. 3.2-c-close-to-the-body 

Fig. 3.2--e-use-legs 

Fig. 3.2-d-feet 
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load is necessary, put it down first, then slide it into the desired position. 

When pulling or pushing, the force will always be transmitted to the floor by the legs. Ensure you 

have optimal grip on the floor and bend your legs slightly to 

make your body weight do the work. 

Use extra support points 

Using an extra support point, for example when lifting with one 

hand, minimizes the impact on the spine. It also increases the 

support area and makes your posture more stable. 

Alternatively, you can also use a support point for the load you 

are lifting, minimizing the forces on your body. 

 

Keep your back straight 

The natural posture of the back has three curves: hollow in the lower back, sphere between the 

shoulder blades and hollow in the neck. In this posture, the back can optimally support the load 

and the intervertebral disks will wear out the least. A back-friendly lifestyle means that you try to 

keep these natural curves as much 

as possible throughout the day, 

also when lifting.  

When pushing, the body should be 

in a straight line from the ankles to 

the shoulders. The natural posture 

of the back will then be preserved. 

The most power can be delivered 

with hands on shoulder height. For 

light loads one can push at elbow 

height and keep the back straight. 

 

 

While pulling, it is best to start with the 

face towards the load while controlling 

and stabilizing the hollow curvature in 

the lower back. Once the load is in 

motion you can turn around. 

 

 

 

 

 

Fig. 3.2-f-Slide-the-load 

Fig. 3.2-g-straight-back-push 

Fig. 3.2-h-straight-back-pull 
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Keep your head up 

Keep the head up when handling. Look ahead, not down at the 

load, once it is held securely. This improves the right spinal shape 

 

 

 

 

 

Avoid twisting or torsion 

Avoid twisting the back or leaning sideways, especially while 

the back is bent. Shoulders should be kept level and facing in 

the same direction as the hips. Turning by moving the feet is 

better than twisting the back and lifting at the same time. To 

encourage the movement of the feet, the distance between 

the start and the destination can be increased slightly. 

 

Torsion is also created when pulling or pushing with one hand or when you are not in line with the 

object to pull or push. Pushing or pulling with both hands improves this situation. 

 

Avoid or limit dynamic force 

In general it is good to avoid dynamic forces. Catching a weight of 1 kg that is dropped from 1 m 

height, can lead to a force on the body of over 15 kg. Moving along with the direction of the object 

when catching and then slowing down lowers the force. This means abrupt starts and stops have a 

large influence to the risk for your body. 

When pulling or pushing a load, take time to start or stop the load. Fast acceleration or deceleration 

multiplies the forces needed. It is better to start slowly and build up the speed over a couple of 

seconds. Move smoothly. The load should not be jerked or snatched as this can make it harder to 

keep it under control and can increase the risk of injury. 

A second advantage is that with a slow start, you can use your own weight to help overcome the 

inertia of the object. A fast start will mainly use the force from the arms or back, which are stressed 

unnecessarily. In some cases, it is also useful to push with the whole back to the load. 

Of course it is good to make some speed if you want to drive up a slope, here the inertia created by 

weight and speed will help to limit the force needed to go up. 

 

 

 

Fig. 3.2-i-head-up 

Fig. 3.2-j-avoid-twist 



3-79 ETTE Learners book v 01.01.EN.04.LEA 

 

Ask for help 

5ƻƴΩǘ ƭƛŦǘ ƻǊ ƘŀƴŘƭŜ ƳƻǊŜ ǘƘŀƴ Ŏŀƴ ōŜ Ŝŀǎƛƭȅ ƳŀƴŀƎŜŘΦ ¢ƘŜǊŜ is a difference between what people can 

lift and what they can safely lift. If an object is too heavy or unpractical to lift on your own, ask for 

help. Local rules and risk assessment help identify the limits of what you can lift safely. 

When working together, it is extremely important to lift 

and lower synchronously. You both need to lift the load 

at the same time and put it back on the ground at the 

same time as well. Otherwise, you will work against each 

other and one of the persons will carry all the weight. The 

one that is on the lowest end will get the most weight to 

carry. That's why it is also recommendable that both 

colleagues have more or less the same height or use tools 

like lifting belts that ensure the load is divided equally.  

It will be clear that a good communication is crucial when 

lifting together, to ensure the synchronicity of the lift.  

When pulling or pushing, the start and stop forces are much higher than the force needed to 

continue the movement. When moving heavy weights, you can ask a colleague to assist the start and 

stop.  

 Pushing is better than pulling  

In general pushing is preferable to pulling. The body weight can be used more efficiently and there is 

less stress on the shoulders. But on the other hand there are some disadvantages to pushing. Your 

sight of the way you are going is less and stopping is more difficult. For that reason, some tools are 

developed for pulling, for example a pallet truck. 

To spare your back, a good starting position is essential. Spreading your legs, with one foot a step 

forward, gives greater stability to pull or push. If both feet were close together, it would be easy to 

fall over and you would not be able to use any force. 

Specific issues and situations 

After the more general guidelines about ergonomic behaviour, we look into some specific issues that 

occur in the performance and event sector: 

One handed lifting 

If you lift in front of your body, it is preferable to use both arms, but if you have to lift or pull at your 

side, it is better to lift with one hand and to avoid torsion of your body using your both hands. 

Large, flat vertical loads 

Carrying a high set is difficult. Not only do you need to coordinate with your colleague, you also need 

to keep the set stable and straight up and you need some distance between your body and the set to 

walk and avoid hurting your legs. 

The best way to lift is to stand in front of the side of the set. Ensure that you and your colleague take 

the set in the same way, the same hand on the same side. Lift with one hand and push the set slightly 

away from your body by making a triangle with your arms and the set. This way, you can walk freely 

and keep the set in balance. 

Fig. 3.2-k-Balance 
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For longer distances, you can avoid having to walk backwards the whole way, by turning once the set 

is on the proper height and lift only with one hand. 

Manipulating soft goods 

Large soft goods like backdrops are heavy, but more importantly they don't have a stiff shape, but 

are very flexible. When you lift them, their shape changes, they sag and stay partly on the ground. On 

top of this, it is hard to get good grip. For short distances, it can be better to drag them. For long 

distances, they should be rolled or folded tight to minimise the negative effects. Where possible, 

tools should be used to carry or move them. 

Lifting from a container 

hŦǘŜƴΣ ǿŜ ƴŜŜŘ ǘƻ ǘŀƪŜ ŜǉǳƛǇƳŜƴǘ ƻǳǘ ƻŦ ŀ ŦƭƛƎƘǘ ŎŀǎŜΣ ŀ ƎƛǘǘŜǊ ōƻȄΣ Χ ¢Ƙƛǎ ƛǎ ŘƛŦŦƛŎǳƭǘ ōŜŎŀǳǎŜ ȅƻǳ 

can't bend your knees, so you need to lift with your back. Try to stand as close as possible to the 

object you need to lift out of the box and try to lean against the box. This way, you keep the object as 

close to your body and minimise the stress on your spine. If the objects are not too heavy and easy to 

grab, you can lift with one hand and use a support point for your other hand. For heavy object you 

can use tools or ask for help. 

Loading counter weights 

Loading counter weights for a fly bar system is a difficult action. You need to lift the weight away 

from your body and you have to pass the anchor rod. Try to avoid torsion when bringing the weights 

to the anchor. Stand in front of the anchor and bring the weight to the anchor plate with two hands. 

Let it rest when you change hand and pass the anchor rod. Put the weight in place with both hands. 

Adapt the anchor height when the stack becomes too high. 

Something about pulling vertical ropes 

There is not much information available about the impact of pulling vertical ropes, like hemp sets or 

fly bar control ropes. The impact on the spine seems very limited as you distress rather than stress 

the spine. But the impact on the shoulder muscles is considerable, especially when pulling a distant 

rope (like the back rope of a counter weight system). 

Pushing and lowering flight cases on a ramp 

Ramps are used regularly to load and unload trucks or to bring equipment on temporary stages. A 

rolling flight case on a ramp is per definition an unstable situation. No extra equipment should be put 

on top of the case, to avoid sliding during the ride.  

It helps to have a certain speed to push a flight case up a ramp. Be sure the way is free and there is 

space in the truck or the place behind the ramp so you don't need to stop on the slope. Use your 

body weight and keep your back straight when pushing as explained earlier. 

Lowering a flight case from a ramp is mainly breaking its speed, since it would roll off by itself. Be 

sure the way behind you is free and push against the case, as if you would push it upwards.  
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What you need to remember 

Ergonomic methods describe the way we lift, move, 

ǇǳǎƘΣ ǇǳƭƭΣΧ ŜǉǳƛǇƳŜƴǘ ŀƴŘ ƻǘƘŜǊ ƭƻŀŘǎ ǘƻ ŀǾƻƛŘ ǘƘŜ 

risks of manual handling. Not only the weight and 

shape of the load influences the risk for damage, 

but also the frequency of the work. 

ω Solutions: 

ω Foresee and prepare. 

ω Avoid or limit dynamic force. 

ω Ask for help. 

ω Apply the ergonomic methods. 

ω Keep the load close to your body. 

ω Balance the load. 

ω Stand in a stable way. 

ω Put your feet around the load. 

ω Use your legs. 

ω Use extra support points. 

ω Keep your back straight. 

ω Keep your head up. 

ω Avoid twisting or torsion. 

ω Pushing is better than pulling. 

Terms and definitions  

¶ ergonomic methods 

¶ tipping 

¶ gravity point 

¶ intervertebral disks 

¶ torsion 

¶ dynamic force 

¶ support point 

¶ personal protection 

equipment (PPE) 

¶ counter weights 

¶ fly bar system 

¶ ramp 
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Rehearsal questions 

03.02.1 True/False 

¶ Next to weight and shape, also the frequency of lifting or moving something can influence 

the risk on ergonomical damage. 

03.02.2 True/False 

¶ Check your route while unloading the truck. 

03.02.3 True/False 

¶ Pulling and pushing can best be done with a straight back. 

03.02.4 True/False 

¶ Pulling is better than pushing. 

03-02-05 True/False 

¶ Breaking the speed of a flightcase is mainly what you do when unloading a flightcase from a 

ramp. 
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3.3 Equipment for lifting, carrying or moving 

 

Equipment for lifting, carrying or moving 

There are hundreds of different tools and types of equipment. They all serve a specific purpose. 

Choosing the right tool is a challenge. But some basic thoughts can help to make the right choice. 

¶ Most tools are intended to make handling objects easier. But are they also easy to load? It 

ŘƻŜǎƴΩǘ ƳŀƪŜ ǎŜƴǎŜ ǘƻ ƘŀǾŜ ŀ ŎƘŀǊƛƻǘ ǘƘŀǘ ƳƻǾŜǎ ǘƘŜ ƭƻŀŘ Ŝŀǎƛƭȅ ƛŦ ƭƻŀŘƛƴƎ ǘƘŜ ŎƘŀǊƛƻǘ 

damages your back. The best tools avoid loading: the load can be picked up or tipped on the 

tool.  

¶ Ideally your object is your tool. By adding wheels to objects, no manipulation is needed. The 

object rolls by itself. 

¶ Depending on the surface you are working on, the size of the wheels can differ. Large wheels 

will put the objects higher off the ground, but will start easier. Smaller wheels keep the 

object closer to the ground.  

¶ When objects have to be carried, handles need to be placed in proper places. Ideally, there 

are enough handles to carry an object with more than one person. The handles are placed so 

that the object can be lifted in different directions. The handles have a comfortable lifting 

height. 

¶ Handle points of dollies etc. are placed so that they can be moved easily and in a 

comfortable position.  

¶ Most tools are made for a specific purpose, using them in another way can damage the tool, 

the object, or your back.  

 

 

At the end of this block, you are aware of the proper use of the most common equipment for 

lifting, carrying and moving. 
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Standard equipment and tools 

There are a lot of tools and equipment available on the market. These are standardized things for 

standard situations. In most cases they can also be helpful also in performing arts or event situations. 

Dolly 

A dolly is a small wooden or plastic board with four wheels 

under it. Some dollies have two fixed and two castor 

wheels. They do not always have brakes. We can put boxes 

or other objects on a dolly and move them around. Larger 

objects can be tipped back to allow you to put the board 

with its wheels under the object. After that, the whole 

combination is tipped back over to land it on the wheels. In 

this way, no lifting is needed to put the object on the dolly. 

When loaded, the object is pushed to move the 

combination. The friction on the surface of the dolly will 

make it move along. If needed, the dolly can be strapped to 

the object.  

Check! 

¶ You have to be careful for high objects. The wheels are rather close together, so the gravity 

point can move outside the ground surface easily when pushing high on the object, causing 

the whole to tip. Larger objects can be put on several dollies. 

¶ When the wheels get stuck, the combination can tip or the object can slide off the dolly. 

Hand trolley 

A hand trolley is a metal plate (tongue) on a frame with two wheels and handles to 

move your load around. Sometimes these trolleys have 3 wheels on each side to 

climb stairs. Some of these trolleys can easily be folded to carry and transport them. 

A hand trolley is used to move heavy, box shaped objects that can be stacked. The 

tongue is put under the box. Then the trolley is flipped on the wheels till the gravity 

point is exactly over the wheels. In this way, the only force needed is the force for 

horizontal movement. 

Check! 

¶ The tongue of the hand trolley can penetrate cardboard boxes.  

¶ Stacked boxes can slide to the side, especially when crossing obstacles 

like doorsteps.  

¶ When turned upright again, stacked boxes can be unstable.  

¶ All hand trolleys have a maximum load they can carry. Hand trolleys that can be folded can 

carry less weight.  

 

 

 

Pic. 3.3.2 Dolly 01 

Pic. 3.3.1Dolly 02 

Pic. 3.3.3 Hand Trolley 
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Platform trolley  

A platform trolley is a platform, usually made from wood, in a 

metal framework with 4 wheels and a handlebar. The handlebar 

is used to push or pull the trolley around. Most platform trolleys 

have two fixed and two castor wheels. Brakes are optional. A 

platform trolley is an easy and stable tool to move more objects 

of different type and size around. When stacking boxes or objects 

on the platform of the trolley, you should use the brakes. 

Check! 

¶ The disadvantage is that the objects still have to be placed on the floor (which is rather low).  

¶ When crossing a doorstep, or obstacles, the wheels can get stuck and the load can easily 

slide off. 

Table trolley 

A table trolley consists of two, usually wooden, platforms in a metal 

framework with 4 wheels. Most table trolleys have two fixed and two 

castor wheels. Brakes are usually not available on a table trolley. The 

table trolley is easy to use for computers, control desks, props, etc.  A 

table trolley has the advantage that objects are moved on table height. 

The trolley needs to be put it in a right position before you load it. 

Check!  

¶ The disadvantage for the lower part is that the objects still have to be placed on the floor 

(which is rather low).  

¶ Bigger boxes do not fit well on the lower level and heavier boxes are hard to lift from there. 

  

Panel trolley  

A panel trolley is a metal transportation tool with a small skew, 

but a long wooden platform and a higher railing with handlebar, 

specially made to transport large sheets in an upright position. 

The placement of the wheels makes turning with these large 

sheets easy. A panel trolley usually has two fixed wheels in the 

middle and two turning wheels at the ends for easy steering. The 

front and back wheels are placed slightly higher to overcome 

small bumps. A panel trolley is made specifically for moving large 

ǎƘŜŜǘǎ ƻŦ Ŧƭŀǘ ƳŀǘŜǊƛŀƭΣ ǎŎŜƴŜǊȅ ŦƭŀǘǎΣ ƭƻƴƎ ōŜŀƳǎΣ Χ ¢ƘŜ ŦƭƻƻǊ ŀƴŘ 

the back are angled to ensure the sheets stay in place. When you 

put it in position, the sheets can be flipped on the trolley and can 

stick out both ways without limiting the steering of the trolley. 

 

Pic. 3.3.4 Platform trolley 

Pic. 3.3.5 Table trolley 

Pic. 3.3.6 Panel Trolley 
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Check! 

¶ When moving and/or turning, take care of the pieces that are sticking out. 

¶ Can swing out with long pieces. 

Pallet truck 

A pallet truck is a metal transportation tool with forks that 

have small wheels and a handlebar for steering that contains 

a manual pump mechanism and bigger steering wheels. The 

pump mechanism is used to move the forks higher from the 

ground. A pallet truck is used to lift pallets with a (heavy) 

load or other materials, prepared for lifting from the ground 

and to move them around. An example of a standardized 

version of pallets are euro pallets. They fit in trucks, racks 

etc. Because of this, they fit in all kind of standardized 

logistical systems. The forks of the truck are rolled under the pallet. Once in place, the forks can be 

lifted by pumping the handle of the pump-mechanism and lowered by releasing the pressure.  Once 

the pallet is off the ground, it can be moved around. The advantage of this method is that you only 

need one set of "wheels" to move a lot of different equipment. The advantage of pallets is that they 

are designed to be lifted. Another advantage is that pŀƭƭŜǘǎ ƘŀǾŜ ƴƻ ǿƘŜŜƭǎΦ hƴŎŜ ƛƴ ǇƭŀŎŜ ǘƘŜȅ ŎŀƴΩǘ 

move. Some organizations use pallets instead of different types of dollies and carriages. Sometimes, 

even sets or set wagons have pallet truck supports to move them. 

Check! 

¶ A pallet truck has rather small wheels, which makes it hard to cross obstacles like doorsteps. 

¶ Most pallets can only be lifted in one direction. 

¶ Crossing cables with a heavy load can damage cables.  

¶ There is an ergonomic risk when pulling a pallet truck. 

 

Lifting straps 

Lifting straps are flexible straps, with a loop at both ends, that are 

used to get a better grip when lifting heavy or hard to handle 

objects. The straps help to get grip and keep the weight closer to the 

body. If needed, you can run the straps over the shoulders to get an 

optimal force division on the body. 

Check! 

¶ Be careful to not lift weights that are too heavy, but look as if they can be easier lifted with 

straps.  

¶ Be sure the straps can't slide of the load, especially when used on a slope. 

 

 

 

Pic. 3.3.7 Pallet truck 

Pic. 3.3.8 Lifting Straps 
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Specific equipment for theatre 

Theatre and event people are creative in adapting their equipment and tools for a more ergonomic 

use. Below is a list of typical examples, but of course, keeping your eyes open and learning from 

colleagues will make you find even more of them. 

Piano dolly 

A piano dolly is a small chariot with three wheels dividing the weight of a 

piano leg and making it easier to move the piano. As piano leg wheels can 

damage the floor, the piano dolly is used to move grand pianos on stage. 

It is one of the oldest examples of a tool that is still in use. The piano 

dollies are put under the small leg wheels of the piano and ensure it 

moves smoothly. The wheels fit into the hole in the middle, so the piano 

can be pushed without falling off the dollies. As the difference in height 

between the position on wheels and on dollies is small, in most cases the 

dollies can stay under the piano during use. 

If the piano needs to be moved for a larger distance, specific transport dollies exist. Some of them 

even have caterpillar wheels to climb the stairs. Or the piano is packed in a flight case, with specific 

openings to be able to mount the legs before unpacking the piano. 

Check! 

¶ Avoid rough movement with a piano on dollies, as this distunes the piano. 

Control desk tipper 

A control desk tipper or a roller frame is a metal frame with a curved 

side to turn control desks directly in the right position. A control desk 

tipper is mostly used for analogue sound control desks. The desks are 

moved on their side and would have to be flipped and lifted on a table to 

be able to use them. The roller frame is clicked under the desk in its 

ǳǇǊƛƎƘǘ ǇƻǎƛǘƛƻƴΦ ¢ƘŜƴ ǘƘŜ ŦǊŀƳŜ ƛǎ άǊƻƭƭŜŘέ ƻǾŜǊ ǘƘŜ ŎǳǊǾŜŘ ǎƛŘŜΦ  

Check! 

¶ Take care that the tipper is well attached to the flight case. 

Counter weight tables 

Counter weight tables are heavy-duty tables made of a 

wooden platform in a heavy-duty steel frame with heavy-

duty wheels, especially made for heavy weights. Counter 

weights used to be stored on the stage floor or the floor of 

the loading bridges. The loader had to bend to take the 

weights and twist his spine to move them over to the 

anchor.  Counter weight tables bring the weights at the 

same height as the counterweight anchors. This limits 

bending of the back while twisting. The table is positioned 

far enough from the anchor to ensure you move with your 

feet instead of twisting your spine. 

 

Pic. 3.3.9 Piano Dolly 

Pic. 3.3.10 Control desk tipper 

Pic. 3.3.11 Counter weight table 
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Check! 

¶ Be aware of the ergonomic risk when loading or unloading the table. 

Flight cases 

A flight case is a solid container, made from wooden panels joined with aluminium profiles. Most 

flight cases have two fixed wheels and two castor wheels.  Sometimes the wheels are equipped with 

brakes. 

The cases are specifically built to protect and transport performance equipment. Sometimes flight 

cases are custom made, for example for a control desk or a chain host.  

Flight cases can be equipped with wheels for easy moving and handles for easy handling. Ideally, the 

cases have a low gravity point, to avoid unwanted tipping. Preferably, the cases are made in 

standardized sizes for easy storing and stacking. A good flight case is a smart combination of a box 

for protection with the necessary wheels and handles for moving and a smart division or structure on 

the inside. They minimize lifting and support ergonomic work, because they can easily be moved 

around during the set up. 

Check! 

¶ Check the weight, even if it is written on the case. It is easy to load a flight case full of cables, 

but it will be too heavy to lift. 

Some examples 

Flight cases with divisions 

Flight cases with divisions are made with wooden plates that can be 

taken out. This is done to work more efficiently. The fact that every 

type of cable (or other object) has its own division means that you 

do not need to unload anything to get what you need. Less handling 

and lifting limits back overload. 

 

 

Electrical hoist cases  

These cases are organized with a custom made part where the chain 

hoist fits in perfectly and one where there is space for the chain. The 

chain is hung and the motor will lift itself out of the flight case. The 

same happens when lowering the hoist again, the flight case is put 

under the hoist that will lower itself in the case. In theory there is no 

manipulation of the motor necessary in normal use. 

Check! 

¶ You always need to check if the chain isn't tangled up. 

 

 

Pic. 3.3.12 Flight cases with divisions 

Pic. 3.3.13 Electrical hoist cases 
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Flight case work station 

This flight case can be converted into a working station with a 

table. All tools are organized in separate drawers and the table 

becomes the lid for transport. The table gives you a comfortable 

working position on the right working height. The tools are 

organized, so less lifting and manipulating is required. 

 

 

Cable boxes  

This example is more about the use, than the flight case itself.  Cable boxes can be put under a truss 

or fly bar without unloading the cable. When the cables are secured to the fly system, they will unroll 

themselves when the truss or fly bar goes up. They will roll back in the box when the fly bar comes 

down. So no manipulation of heavy (multi)cables is needed. 

Chariot for risers 

Traditionally, risers are moved flat (horizontal) on trolleys that are 

the same size as the risers. The disadvantage of this is that every 

riser has to be lifted to remove it from the dolly. More ergonomic 

chariots carry the risers vertically in a slight angle. These chariots 

are made so that the legs can be mounted when the riser is on the 

chariot. The riser is flipped to put it on his feet, so no lifting or 

carrying is needed. To load the chariot, the movement is done the 

opposite way. The riser is flipped on the chariot and then the legs 

are removed. 

Check!  

¶ When lifting the risers, don't pick them up at their legs. 

Meat racks 

Meat racks are metal constructions on wheels, made to store and move 

spotlights. Meat racks can be used for spotlights with a clamp. Some 

racks have permanent, but adjustable, pipes to hang the spotlights. 

Some racks are tailor made for four- or six-bars. Sometimes the floor of 

the rack can be used to put boxes on with accessories or cables.  

The racks can be moved along during setup, so the manipulation of 

spotlights is minimized. The spot goes from the rack to the suspension 

system in one move. 

Six- and four-bars are prewired bars that hold six or four spotlights. They can be stored as a whole. 

These bars make manipulation easier and need less wiring. Even if the bars have to be manipulated 

by two persons, the total stress on the body is reduced. 

Check! 

¶ Meat racks are rather narrow and have a high center of gravity, so if loaded wrong, they can 

easily fall, especially when unloading them from a truck. 

Pic. 3.3.14 Flight case work station 

Pic. 3.3.15 Chariot for risers 

Pic. 3.3.16 Meat racks 
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Dance carpet wagons 

Dance carpet wagons are a metal construction 

on 4 wheels, specially developed to store and 

transport heavy rolls of dance carpet. Most of 

the time, castor wheels are used for these 

wagons.  

Some models also have the functionality to ease 

the rolling and unrolling of the carpet. 

Check! 

¶ Rolls of dance carpet are heavy and 

difficult to manipulate.  

¶ The rolls have to be lifted (by definition) 

from the floor.  

¶ Rolling them properly can include a lot of bending of the back.  

¶ Once rolled, the carpet is sensitive to the pressure of its own weight and should be 

supported. 

Soft goods chariots 

A metal frame with a bag made of cloth to store and move soft goods like 

all kinds of stage cloths. Soft goods chariots make it possible to take down 

and move soft goods without touching the ground. The fly bars lower the 

legs directly in the bag. Borders and backdrops are put in without folding. 

The chariots minimize the handling of unpractical and weighty soft goods, 

while keeping them in good condition. 

Check! 

¶ Try to keep the top side of the legs on top to avoid manual handling. 

Ramps 

A ramp is a portable slope, made of metal, with edges on either side of the 

ramp that prevent things from accidentally wheeling off. Ramps are used 

to bridge gaps or level differences. TƘŀǘ ǿŀȅΣ ǊƻƭƭƛƴƎ ŜǉǳƛǇƳŜƴǘ ŘƻŜǎƴΩǘ 

need to be carried over obstacles. The surface of a ramp is made to be 

anti-slip so you have a good foot grip when pushing equipment on the 

ramp.  Some ramps hook on a truck or loading platform. The slope of a 

ramp is expressed in % (cm / meter) and is mostly limited to 30% (30 cm 

per meter). 

Check! 

¶ Always check whether the ramp is positioned well and cannot slip away.  

 

 

Pic. 3.3.17 Dance Carpet Wagon (Easyroller Showtex) 

Pic. 3.3.18 Soft goods chariot (Canvas 
hamper Showtex) 

Pic. 3.3.19 Ramp 
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Permanent installations 

Tools to improve the ergonomics do not only occur in temporary, movable appliances. They can also 

be permanently installed in a building. Some examples are: 

¶ A rail with a chain hoist above the audience area to move heavy mixing desks in the front of 

house mixing position. 

¶ A hoist to bring spotlights up the lighting bridges. 

¶ Loading docks with changeable heights and docking shelters 

Nice to know 

. 

 

 

 

 

 

 

 

 

Pic. 3.3.21 Boar 

 

 

 

Transport handles and scenery hooks 

The issue of lifting is not new. Tools have been developed over centuries to lift and manipulate 

sets in an ergonomic way. These tools have one goal in common, providing a good grip on a 

comfortable height. 

The long hooks provide a fixed lifting height, while providing grip. These can be used to lift 

upstanding sets, possibly in combination with braces to guarantee stability. 

The short hooks, also called "iron hands" can be used to move sheets, where it is not desirable 

to have handles. The forks provide a good grip and their shape makes them grab the wood. You 

can put them at any height, so they adapt to different persons. 

 

Pic. 3.3.20 Different types of scenery 
hooks, Ivo Kersmaekers 

Pic. 3.3.22 scenery hooks, Trattato di 
Scenotecnica by Bruno Mello in 1960 
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What you need to remember 

ω Choosing the right tool for lifting, carrying or 

moving is a challenge. Remember: 

ω Avoid loading if possible. 

ω Adding wheels makes your object easy to 

manipulate. 

ω The size of the wheels does matter, this 

depends of the surface. 

ω When carrying, handles must be properly 

placed to move in an easy and comfortable 

way. 

ω When carrying, there must be enough 

handles. 

ω Using a tool in a wrong way can cause 

damage to you, the object or the tool. 

ω The most common equipment for lifting 

carrying and moving:  

¶ Dolly 

¶ Hand trolley 

¶ Platform trolley 

¶ Panel trolley 

¶ Pallet truck 

¶ Flight case 

¶ Meat rack 

¶ Ramp 

Terms and definitions  

¶ dolly 

¶ hand trolley 

¶ platform trolley 

¶ panel trolley 

¶ pallet truck 

¶ flight case 

¶ meat rack 

¶ ramp  

¶ handle 

¶ tongue 

¶ maximum load 

¶ pallet 

¶ lifting strap 

¶ piano dolly 

¶ control desk tipper 

¶ riser 

¶ dance carpet  

¶ soft goods 
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Rehearsal questions 

03.03.01: The best way to move a flat scenery element is a  

a) Trolley 

b) Panel trolley 

c) Pallet truck 

03.03.02: True/False 

¶ Lifting straps are used to lift heavy weights on a crane. 

03.03.03: True/False 

¶ A motor hoist flight case can lift itself in a truck. 

03.03.04: Meat racks are used to move 

a) spotlights 

b) sound equipment 

c) dance carpet 

03.03.05: Soft goods chariots are used to move 

a) cables 

b) drapes and curtains 

c) goody bags 

03.03.06: The safe angle to work with a ramp is 

a) 45% 

b) 30° 

c) 30cm/m 
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4 Use personal protection equipment 
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TO USE PERSONAL PROTECTION EQUIPMENT, YOU MUST:  

Assess the need for personal protection equipment (PPEs) according to training, instruction and 

manuals. Inspect the equipment and use it consistently. 

This means you master following skills: 

¶ Identifies / spots the risks for personal injury 

¶ Chooses the appropriate PPEs according to the risks 

¶ Checks the PPEs before use 

¶ Uses safety shoes, hearing protection, gloves, hard hats etc. according to instructions and 

regulations 

¶ Chooses a safe attachment point for the fall protection 

¶ Maintains and stores the PPEs 

You master following knowledge: 

¶ Body protection 

¶ Eye and face protection 

¶ Hearing protection 

¶ Breathing protection 

¶ Fall protection 

¶ Mandatory action signs 

You have following attitudes: 

¶ Personal safety awareness 

¶ Awareness of long term impact on personal health 

¶ Non macho attitude 
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Introduction 

Statistics show that a lot of injuries could have been prevented with the use of the right personal 

protection. These accidents would not have caused personal suffering, work absence, financial loss, 

etc. if Personal Protective Equipment (PPE) had been used. 

Personal Protective Equipment (PPE) is equipment used by the individual to reduce the effects of an 

accident. This equipment does NOT prevent accidents, but reduces the effect of accidents on the 

human body. PPEs do NOT guarantee permanent or total protection for the wearer. PPEs are the last 

line of protection against hazards, after we have taken structural or collective measures to prevent 

ŀŎŎƛŘŜƴǘǎΦ ²ƘŜƴ ǿŜ ŎŀƴΩǘ Ŧǳƭƭȅ ŜƭƛƳƛƴŀǘŜ ƻǊ ŎƻƴǘǊƻƭ ǘƘŜ ƘŀȊŀǊŘΣ ǘƘŜƴ ǿŜ ǳǎŜ tt9ǎΦ 

The importance of the use of PPEs is supported by EU "Framework Directive" (89/391/EEC) that 

states the use of PPEs as one of the duties ƻŦ ŀƴ ŜƳǇƭƻȅŜŜΦ Lǘ ƭƛǘŜǊŀƭƭȅ ǎǘŀǘŜǎΥ άώǘƘŜ ŜƳǇƭƻȅŜŜǎϐ ƳŀƪŜ 

correct use of the personal protective equipment supplied to them and, after use, return it to its 

ǇǊƻǇŜǊ ǇƭŀŎŜ ά 

Identify risks 

The first thing you need to do is to identify the risk of an activity you are going to undertake. You 

have to look for the risk of splinters, bruises, falling things, dust, (hot) particles darting away, 

extreme noise, splashing ŎƘŜƳƛŎŀƭǎΣΧ ¸ƻǳ Ŏŀƴ ŀƭǎƻ ǘŀƪŜ ƛƴǘƻ ŀŎŎƻǳƴǘ ǘƘŜ ŜƴǾƛǊƻƴƳŜƴǘ ȅƻǳ ǿƛƭƭ ōŜ 

ǿƻǊƪƛƴƎ ƛƴΦ ²ƛƭƭ ƛǘ ōŜ ŎƻƭŘΣ ƘƻǘΣ ǿŜǘΣΧ Lƴ ŎƻƴŎƭǳǎƛƻƴΣ ȅƻǳ ƭƻƻƪ ŦƻǊ ǘƘƛƴƎǎ ǘƘŀǘ Ŏŀƴ ƘǳǊǘ ȅƻǳǊ ōƻŘȅΣ ŀƴŘ 

especially your head, your hands and feet, and eyes and ears. 

In some situations or sectors, there are PPEs you always use, even though you did not spot any direct 

risks. But you know the risk of something occurring is high, because of the high-risk area you will 

work in. This is why, when you go to work on a stage, you automatically have to wear your safety 

shoes. And when someone is working above you/on height, you wear a hard hat. 

Choose proper equipment 

Even when the PPEs are supposed to be provided by your 

employer, you have to check if they are right for the job 

you are going to do. A PPE will only work properly if it 

fits. If it does not fit properly, it will not improve the 

safety or even cause new risks. So take your time to 

check if it suits the job and fits your body. 

 

Use equipment 

Simply having Personal Protective Equipment available is not enough. You have to use it. No one else 

can protect you with PPEs, using them is your responsibility. Be sure to know how and when to use 

them. If you are in doubt, read the manual or ask for help. Do not allow yourself to not use them for 

Ƨƻōǎ ǘƘŀǘ Ψƻƴƭȅ ǘŀƪŜ ŀ ŦŜǿ ƳƛƴǳǘŜǎϥ ƻǊ ǘƻ ŦƛƴŘ ƻǘƘŜǊ excuses. 

Some equipment will need some adjustment to fit perfectly and to protect you in the best possible 

way. 

 

Fig. 3.3.a Choosing-the-right-protection 
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These actions should become part of normal work practice: 

¶ If you are going to work on or around a stage, always wear safety shoes. 

¶ If there is a sound check, wear earplugs.  

¶ If someone is working on height, wear a hardhat. 

¶ If you are unloading a truck of trusses, wear gloves, safety shoes and earplugs. 

This should become an automatism, just like you would use a flashlight in the dark.  

Check equipment 

Always check your equipment before using it. What you need to check depends on the type of 

equipment. But in general, you look for damage, wear and tear, missing parts and test the 

functionality. The first time you use new equipment, this will take a bit longer and you should also 

check the instructions, labels etc. But once you are used to it, checking it will take only a second. 

If you see damage or malfunctions, report this to the safety responsible. When you think 

improvements in comfort or quality could be made, provide feedback to the safety responsible as 

well. This way, they can take your comments into 

account when buying new equipment. 

Some equipment needs regular specialist checks. 

The expiration date of the check will be marked on 

the equipment. Some other equipment will have a 

limited life span, which will also be marked. If it is 

not checked or replaced in time, warn the safety 

responsible. 

 

Maintain equipment 

After use, the equipment needs to be checked, cleaned and stored properly. Clean the equipment 

ǿƘŜƴ ƴŜŜŘŜŘΦ LŦ ǎǇŜŎƛŦƛŎ ǘǊŜŀǘƳŜƴǘ ƛǎ ƴŜŜŘŜŘΣ ǘƘŜ ƳŀƴǳŦŀŎǘǳǊŜǊǎΩ ƎǳƛŘŜƭƛƴŜǎ ǿƛƭƭ ƎƛǾŜ ŘƛǊŜŎǘƛƻƴǎΦ 

Dirty equipment can cause new hazards. Store the equipmŜƴǘ ŀŎŎƻǊŘƛƴƎ ǘƻ ǘƘŜ ƳŀƴǳŦŀŎǘǳǊŜǊǎΩ 

guidelines. This ensures no damage can occur during storage or transport. Missing parts should be 

reported, in order to be ready for the next job. Some PPEs have a limited life span. This should be 

checked on a regular base. 

Do not repair PPEs yourself. This has to be done by a 

specialized person and checked for its safety functions 

afterwards.  

 

Fig. 3.3.b Check PPE 

Terms and definitions  

¶ Personal Protective 

Equipment 

¶ collective measures 

¶ identify risks 

¶ wear and tear 

¶ expiration date 
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4.1 Body protection  

Body protection (foot, hand, arm, leg, head,...) will protect 

you against all kinds of external influences. Safety shoes will 

reduce the impact of dropping heavy objects on your toes 

or stepping on nails from below. Gloves will reduce the 

impact of getting your hands clamped between cases and 

stop splinters or rough objects from hurting your skin. A 

hard hat will reduce the impact of falling objects or bumping 

your head. Working clothes will protect you against cold, 

heat, burn injuries, or chemicals.  

There is a large variety of risks that can be reduced by body 

protection. Every one of these risks will demand specific 

properties of the personal protection equipment. This 

means the variety of shoes, gloves, hard hats and clothes is 

huge and choosing the right type (of equipment) is the first 

step to safety.  

Different types, their properties and their use 

Safety shoes 

Safety shoes come in a variety of styles and properties, meeting the needs 

for different uses and risks. The most important properties are:  

¶ Steel toe caps. These protect the toes of the wearer against 

impact of falling or rolling objects. 

¶ Anti-perforation soles protect against perforation of the shoe from below, for example when 

stepping on a nail. 

¶ Antiskid soles give you a good grip on the floor and avoid slipping and tripping. 

¶ Shock absorption heels minimize the influence of shocks on the body and especially on the 

spine. 

¶ The height of the shoe: a higher shoe will protect the ankle, but low shoes give more comfort 

when you need to bend or sit on your knees.  

¶ Ventilation of the foot in the shoe is especially important when shoes are worn for long 

hours. 

¶ The resistance of the material can include water tightness, weather resistance and resistance 

against chemicals. 

¶ The thermal quality can protect against cold or heat. 

¶ Electrical isolation protects from ground potential. 

Fig. 4.1.a Body-protection 

Pic. 4.1.1 Safety shoe 

At the end of this block, you know the standard personal body protection equipment. 
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On top of these general properties, shoes need to be adapted to the situation you are working in. 

For example, in a performance situation, you want to be able to walk silently.  

Safety shoes have to be worn in all situations where there is a hazard for the feet. In a performance 

environment, we think of workshops, during the loading and building of sets, changeovers, etc.  

Safety gloves 

Gloves also come in a wide variety, but for performance use they mainly protect 

against splinters, abrasions and bruises from working with rough materials, and 

small burns from hot surfaces like spotlights.  

Specific gloves exist for welding, working with electricity (risks of electric shock 

and/or arc flash), or manipulating chemicals.  

Next to the mechanical properties of the glove, the most important property is that they fit  well and 

are flexible enough to use your fingers with enough detail to manipulate small bolts, screws, etc.  

Working clothes 

Working clothes are the most underestimated part of body protection. In the first place these clothes 

have to provide you with the necessary comfort to work, but they should also be made so that they 

protect you at the same time. Some points to pay attention to:  

¶ Working clothes should be made so that you ŘƻƴΩǘ ƎŜǘ ǎǘǳŎƪ ƻǊ ƘƻƻƪŜŘ behind sets or cases. 

¶ Working clothes should have closable pockets to avoid things falling out when you are 

working on a grid or at heights. 

¶ Working clothes should have a minimum of fire retarding properties, especially when you 

are working in a workshop, with special effects, or when larger arc flash risks 

exist. 

¶ Working clothes should provide protection against rain, cold and heat if you 

are working outside. 

¶ Working clothes should make you visible in situations when needed (like 

traffic, open air set-ups, etc.). 

For specific activities like welding or working with chemicals, specialized clothing should be worn.  

Hard hat 

Our heads need to be protected against falling objects, bumps and so on. Head 

injuries can result in permanent damage or even death. This means, when there 

is a risk for falling objects, tools, bolts etc. you should wear a hard hat. Concrete 

situations are when someone is working above you on scaffolding, a ladder, a 

lifting device, in trusses or on the gird.  

When there is a risk for bumping your head, while climbing or working in spaces 

with a lot of beams you should protect yourself too. This also includes situations 

where you could fall and use fall protection. It would be a pity if your fall arrest 

saves your life, but you still get injured by bumping your head. Hard hats come in 

different sizes and with different properties. Most important properties are:  

Pic. 4.1.2 Safety glove 

Pic. 4.1.3 Safety coat 

Pic. 4.1.4 Hard hat 
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¶ Mechanical, thermal and electrical resistance. The outer cap must resist the shock of a 

falling object. It also must resist penetration of sharp objects. 

¶ Adaptability and quality of the inner suspension straps. The headband has to be adjustable 

to ensure it fits your head perfectly. The inner suspension is very important, as it spreads the 

impact on the helmet over the top of head. 

¶ Adaptable and comfortable chinstrap. The chinstrap keeps your hard hat on your head in 

every position. 

¶ The front brim protects your face, but on the other hand, the brim limits your view. When 

you have to look up regularly, which is often the case in a performance environment, a small 

brim is more convenient.  

¶ Compatibility with accessories. When you are wearing a helmet, you should be able to 

combine this with a headlamp, ear protection or eye protection. Ideally, they fit directly in 

slots on the hard hat. 

¶ In some organizations, the colour of the hard hat will reflect your function or responsibility.  

Inspection method for PPE 

The first time inspection needs to include the conformity and the necessary labels. 

There should be daily inspection checks to see if the equipment is clean, if there are no marks of 

ǿŜŀǊ ŀƴŘ ǘŜŀǊΣ ŀƴŘ ƛŦ ǘƘŜǊŜ ŀǊŜ ƴƻ ƳƛǎǎƛƴƎ ǇŀǊǘǎΣ ƭƻŎƪǎΣ ǎǘǊŀǇǎΣ ŜǘŎΦ ²Ŝ ŘƻƴΩǘ ǿŀƴǘ ŀƴȅ άǘŜƳǇƻǊŀǊȅ 

ǊŜǇŀƛǊǎέΦ {ƘƻŜǎ ƻǊ ƘŀǊŘ Ƙŀǘǎ ǊŜǇŀƛǊŜŘ ǿƛǘƘ ƎŀŦŦŜǊ ǘŀǇŜ Řƻ ƴƻǘ ƎǳŀǊŀƴǘŜŜ ŀƴȅ ǎŀŦŜǘȅΦ CƻǊ ǘƘƛǎ ǊŜŀǎƻƴ, 

we do not want stickers on the equipment as they can mask damage. 

Regular inspection will check the expiring date and conformity labels. 

Maintenance 

This type of PPE is mainly worn on the body. So it has to be washed and cleaned on a regular basis. 

Check the maintenance guidelines of the manufacturer to be sure the washing does not affect the 

integrity of the PPE.  

 

 

What you need to remember 

A large variety of risks can be reduced by body 

protection. Different types of body protection used on or 

around stage are: 

ω Safety shoes 

ω Safety gloves 

ω Working clothes 

ω Hard hat 

Daily inspection of body protection is required to check 

for wear and tear. Regular inspection is required to check 

for expiry dates and conformity labels.The causes of 

unsafe actions (not knowing, not being able to, not 

wanting) 

ω The types of unsafe situations (Organization, 

Equipment, Circumstances) 

ω The importance of coincidence in avoiding 

Terms and definitions  

¶ body protection 

¶ safety shoes 

¶ safety gloves 

¶ working clothes 

¶ hard hat 

¶ daily inspection 

¶ regular inspection 
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Rehearsal questions 

04.01.01: True/false 

¶ Wearing a hard hat is only necessary when colleagues are working above you. 

04.01.02: Standard working gloves will protect you against: 

a) electric shock  

b) splinters, abrasions and bruises 

c) arc flash 

d) corrosive chemicals 

04.01.03: Working clothes have closable pockets to avoid 

a) you standing with your hands in your pockets. 

b) you taking bolts and nuts home. 

c) things falling out. 

04.01.04: True/False 

¶ With a hard hat, you can work safely under a load. 

04.01.05: PPEs have to be inspected 

a) Daily / every time you use them 

b) Weekly 

c) Monthly 

d) On the expiring date 
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4.2 Eye and face protection 

 

Working in theatre or events will often include sawing, 

sanding, drilling and other activities that can damage 

your eyes. Safety glasses, goggles and face screens will 

protect you against dust, particles darting in your eyes 

or face, eye or skin irritation by dust or chemicals, etc. 

Welding glasses or screens will protect you against the 

blinding effects (welding eye).  

Different types, their properties and their 

use 

Safety glasses 

Safety glasses are used to work on stage, where there is no specific risk for the 

eye, but a risk of damaging your glasses. People who need to wear glasses 

anyway to improve their sight can use safety glasses at their workplace, when 

there is a risk of damaging ordinary glasses. The safety glasses are like normal 

ƎƭŀǎǎŜǎΣ ŀŘŀǇǘŜŘ ǘƻ ǘƘŜ ǿŜŀǊŜǊΩǎ ŜȅŜǎΣ ōǳǘ ǘƘŜȅ ŀǊŜ ōǊŜŀƪ ŀƴŘ ǎŎǊŀǘŎƘ ǊŜǎƛǎǘŀƴǘΦ   

Safety goggles 

Safety goggles protect the eyes against dust, splinters, small projectiles, sparks 

from grinders, etc. They are made of break and scratch free material and connect 

well to the skin, so no particles can enter from the sides. It is important that they 

ŘƻƴΩǘ ǊŜŘǳŎŜ ǘƘŜ ǾƛŜǿƛƴƎ ŀƴƎƭŜ ƻǊ ǊŜŘǳŎŜ ǘƘŜ ǾƛŜǿƛƴƎ ǉǳŀƭƛǘȅΦ  

Face screens 

Face screens mainly protect against small projectiles or particles that can hurt or 

irritate the skin of the face. Face screens are worn on a headband or in combination 

with a hard hat. Specific safety screens exist to protect against electrical risks, mainly 

the risk of an arc-flash (heat radiation and metal particles). 

Welding glasses 

Welding glasses reduce the intense light that originates from welding. They 

can be used separately or in combination with a protective screen.  

 

 

 

Fig. 4.2.a Goggles 

Pic. 4.2.1 Safety glasses 

Pic. 4.2.2 Safety goggles 

Pic. 4.2.3 Face screen 

Pic. 4.2.4 Welding glasses 

At the end of this block, you know the standard eye and face protection. 
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General properties 

In general, eye protection needs to comply to the following criteria:  

¶ High break resistance of the optical material 

¶ Scratch proof optical material 

¶ Good optical quality adapted to the work 

¶ Does not limit the view of the user 

¶ Solid construction 

¶ Connects to the face to avoid products or particles entering the eye 

¶ Resistant to the products or situations used 

¶ High wearing comfort 

Inspection method 

During a first time inspection, check labels and instructions, check for initial damage, adapt to your 

personal size to improve wearing quality and safety.  

A daily check should include checking for scratches or cracks and wear and tear.  

Regular inspection should also include checking the expiration date.  

Maintenance 

¶ Clean according to manufacturerΩǎ instructions.  

¶ When not in use, store in a proper casing.  

 

 

 

 

Terms and definitions  

¶ safety glasses 

¶ safety goggles 

¶ face screens 

¶ welding glasses 

What you need to remember 

Different types of eye and face protection used on 

and around stage: 

ω Safety glasses 

ω Safety goggles 

ω Face screens 

ω Welding glasses 

The quality is important, demands are: solid, high 

break resistance, scratch resistant, good optical 

quality and not limiting the wearer, has to fit well 

and provide good comfort. 

ω The importance of coincidence in avoiding 

accidents  
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Rehearsal questions 

04.02.01: If you need glasses to see properly, you can best 

a) Wear safety goggles all day. 

b) Wear safety glasses. 

c) Not work on stage. 

d) Wear a face screen when at work. 

04.02.02: If there is a risk for an arc flash, the best thing to protect you is 

a) Safety glasses 

b) Welding glasses 

c) A face screen 
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4.3 Hearing protection 

 

Hearing loss 

Sound is inherent on our work environment. We produce loud sounds as part of creating 

performances and events. Hearing loss has not been seen as a major problem for years. The fact that 

losing your hearing is a slow process, without dramatic consequences such as bleeding, deformity, or 

death and the fact that hearing protection seemed incompatible with our work created a lack of 

motivation to protect us from it. 

Hearing loss is irreversible and makes it difficult to function in a performance environment. On top of 

this, sound operators with hearing problems will compensate in their mix and create extra risks for 

the audience and colleagues. Hearing loss also influences your social life and the enjoyment of music. 

Hearing loss is caused by a combination of the level of sound and how long you have been exposed 

to it. Hearing damage is caused by loud noises as well as by exposure to more moderate noises 

during longer periods of time. 

There are 3 main types of hearing problems: 

¶ General reduction of level of sound perception 

¶ Reduction of the perception of specific frequencies in your hearing spectrum 

¶ Tinnitus, a permanent, constant "beep" in your ears 

Risks in theatre and events 

The risk for hearing loss in performing arts and event activities is most present in four situations: 

¶ Working in workshops, with machines etc. 

¶ Working with trussing and steel 

¶ Performance sound 

¶ Reinforced sound, especially during sound checks where the risk for feedback loops is 

the biggest 

ά.ƭƛƴŘƴŜǎǎ Ŏǳǘǎ ǇŜƻǇƭŜ ƻŦŦ ŦǊƻƳ ǘƘƛƴƎǎΤ ŘŜŀŦƴŜǎǎ Ŏǳǘǎ ǇŜƻǇƭŜ ƻŦŦ ŦǊƻƳ ǇŜƻǇƭŜΦέ ό IŜƭŜƴ YŜƭƭŜǊ ύ 

 

At the end of this block, you:  

ω Understand the risks of noise and sound. 

ω Know the different types of hearing protection. 

ω Know when to use hearing protection. 
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¶ Not reinforced sound, especially in the 

orchestra pit 

¶ Long exposure to high sound levels 

¶ Pyrotechnics, weapons and special effects 

 

Some of these factors also cause a risk for the audience. But 

you can (partly) protect the audience by increasing 

distances, adapting acoustics, limiting sound levels and 

limiting exposure time. This means the protection measures 

for an audience are (in general) not enough for the stage 

workers. 

Protection measures 

Personal protection is done by limiting the sound that can enter the ear. The most important factor 

to choose a type of protection is noise reduction. Factors that can influence the choice are: 

¶ What is the sound reduction needed? 

¶ How important is communication during the wearing? 

¶ Does the wearer need to hear a balanced frequency spectrum? 

¶ Can it be combined with other PPEs? 

¶ Is it comfortable for the duration of time it needs to be used? 

¶ How frequent is the protection is used? 

Based on the answers to these questions, a specific type of protection can be chosen: 

Hearing protection comes in two groups: 

In your ear: earplugs 

Earplugs exist in disposable or reusable versions. They are inserted in the ear canal 

to block sound. They should be inserted in a proper way to seal off the ear canal 

tightly. 

For a higher quality and more comfortable use, plugs can be moulded to the 

individual ear. 

For activities where communication and exact sound reproduction are 

important, plugs can have filters that are frequency neutral or where the voice 

frequencies are given an advantage. Some plugs can be equipped with extras 

like small speakers, so they can also be used as monitoring devices. This makes 

them compatible with sound engineering work. 

Earplugs are discrete and can be used with other protection equipment 

 

 

 

Pic. 4.3.1 ear plugs 

Pic. 4.3.2 moulded ear plugs 

Fig. 4.3.a Noise 
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On your ear: headsets  

Protection headsets are used to protect against exposure to noise by 

blocking the sound outside the ear. The earmuffs are made from sound-

attenuating material and soft ear cushions that fit around the ear and 

hard outer cups. They are held together by a headband. They are 

designed so that one size fits most head sizes. The effectiveness of 

hearing protection is reduced greatly if the hearing protectors do not fit 

properly. The headsets should tightly seal against the side of the head. 

Hair and clothing should not be in the way.  

Specific types can be combined with a hard hat or even used as a monitor 

or communication headset. Normal radio or intercom headsets, even if 

they look the same, are not substitutes for hearing protectors!  

When? 

Hearing protection should always be worn if the sound level is (or can accidently become) too high, 

too long or if you feel uncomfortable with the sound level. The effectiveness of hearing protection is 

reduced if it is worn only a part of the time during periods of noise exposure.  

Pic. 4.3.3 sound reduction 
headset 

Terms and definitions  

¶ hearing protection 

¶ hearing loss  

¶ tinnitus 

¶ trussing and steel 

¶ sound checks 

¶ feedback loop 

¶ reinforced sound 

¶ pyrotechnics 

¶ weapons  

¶ special effects 

¶ acoustics 

¶ sound reduction  

¶ earplugs 

¶ headsets 

¶ frequency neutral 

What you need to remember 

ω Hearing loss is irreversible and caused by a 

combination of the level of sound and how long 

you have been exposed to it.  

ω In theatres there are several risks that can cause 

hearing loss. Personal protection is done by 

limiting the sound that can enter the ear. 
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Rehearsal questions 

04.03.01: What are the 4 most important causes of hearing loss in a performance or event 

environment? (Open answer) 

  

04.03.02: When do I need to use hearing protection? (multiple answers) 

a) Always 

b) When weapons are used on stage 

c) When carrying truss 

d) When carrying soft goods 

04.03.03: True/false 

¶ I can use my home headset for hearing protection. 
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4.4 Breathing protection 

 

Within our work, there is always a risk that dust or chemical substances are released into the air. 

Breathing in these substances can be annoying, make it hard to breath but it can also cause damage 

to your lungs. The substances can be toxic or even carcinogenic.  

Breathing protection in the performance and entertainment sector is in most cases limited to the 

protection against environmental contaminants. The equipment will only filter the contaminants out 

of the environment air, but will not supply fresh air. This means that the environment air still needs 

to contain a sufficient amount of oxygen (at least 17%) and the space needs to be well ventilated. 

In industrial environments, sometimes isolating respirators will be used that provide the user with 

external air through airlines or air cylinders. These require highly specialized personnel and are not 

described here. 

Breathing protection does not replace collective protection like air extraction systems or dust 

collection systems. Air extraction systems extract and filter air from contaminated rooms like paint 

booths. For smaller, partial areas like soldering tables or brush cleaning sinks suction hoods are used 

that extract and filter the air from a specific spot. Dust collection systems will collect dust at the 

source, like a sawing or freezing machine for woodwork. 

 

Risks in theatre and events 

The most typical risks in a performance or event situation are: 

¶ Dust from woodwork 

¶ Fumes from spray painting 

¶ Fumes from soldering 

¶ Fumes from chemicals while  

¶ Applying Polyester 

¶ Cleaning with toxic products 

The need for breathing protection will become clear from a risk assessment of the concrete work 

situation. The person responsible for safety will decide what measures to take. It is up to you to 

follow his/her instructions. 

At the end of this block, you:  

ω Know the different types of breathing protection used in performance and 

events. 

ω Know how to check and clean the breathing protection. 
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Prevention measures 

Breathing protection that protects against environmental contaminants occurs in 3 types, disposable 

mouth masks, half masks and full face masks: 

Disposable mouth masks 

These are the most simple versions of breathing protection and they protect against solid particles, 

water based aerosols and non-ethereal aerosols. There are 3 classes: 

¶ P1 (hindering) protects only against solid particles 

¶ P2 (harmful) protects against solid particles and fumes (water based aerosols)  

¶ P3 (poison) protects against solid particles and fumes (non-ethereal aerosols)  

The mask has to fit tight to the face and the nosepiece needs to be adapted. 

To check if the mask fits, close the mask off with both hands and breath 

out. If there is air passing along the nosepiece, it needs to be adapted more. 

The mask needs to be disposed and replaced: 

¶ When breathing resistance increases. 

¶ When damaged. 

¶ At the end of a job. 

Half masks and full face masks 

Half masks and full face mask provide a better protection and are used with 

exchangeable filters for different types of hazards. The type of filter required 

has to be defined by an expert. There are filters for dust and for different types 

of chemicals. The filters for chemicals are colour-coded. 

Some important instructions when using the masks: 

¶ Put the mask on before you enter a contaminated room. 

¶ Check if the mask fits by closing the exhalation valve with your hand and 

breathing out, the mask should bulge. (Positive pressure test) 

¶ Check if the mask fits by closing the filters valve with your hands and 

breathing in, the mask should collapse. (Negative pressure test) 

 

 

¶ Leave the room: 

¶ In case of dizziness, difficult breathing, extreme tiredness, vision problems or other 

health issues. 

¶ If the breathing resistance becomes too high. 

¶ If you smell or taste contamination. 

Pic. 4.4.1 Disposable mouth mask 

Pic. 4.4.2 Half mask 

Pic. 4.4.3 Full face mask 
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You have to take great care with beards and moustaches! They can compromise the air tightness of 

the mask. 

Maintenance 

The masks need to be cleaned and checked after every use. 

¶ Disinfect the mask if needed. 

¶ Clean the mask by submerging it in lukewarm water (50°). 

¶ Brush the mask clean. 

¶ Rinse the mask. 

¶ Inspect and replace damaged parts. 

¶ Replace the mask if it is broken or if the breathing resistance becomes too high. 

The mask and filters should be kept in an airtight container to avoid contamination.  

 

What you need to remember 

Breathing protection in the performance and 

entertainment sector is in most cases limited to the 

protection against environmental contaminants. 

ω This means that the environment air still needs 

to contain a sufficient amount of oxygen and 

the space needs to be well ventilated. 

Breathing protection can protect against 

ω Solid particles 

ω Fumes (aerosols) 

There are 3 types 

ω Disposable mouth masks 

ω Half masks 

ω Full face masks 

ω  

Terms and definitions  

¶ breathing protection 

¶ chemical substances 

¶ contaminants 

¶ oxygen  

¶ ventilation 

¶ fume 

¶ toxic  

¶ solid particle 

¶ aerosol 

¶ dizziness 
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Rehearsal questions 

04.04.01: True/False 

¶ A Disposable mouth mask protects you against a lack of oxygen. 

04.04.02: If you wear a full face mask and you feel dizzy, you should 

a) Remove the mask. 

b) Leave the room. 

c) Remove the filter. 
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4.5 Fall protection 

 

Before we go in detail about the different types of equipment for fall protection and their uses, we 

need to clarify some different uses of equipment that are often confused.  

Collective protection 

Collective protection is not a type of personal protection equipment, but just as a reminder we 

include it here. The best way to protect people against falling is still a collective solution that protects 

everyone. Railings or a guardrail system will prevent anyone from falling to lower levels. 

Fall restraint system 

Fall restraint is a technique whereby personal protective equipment prevents a person from 

reaching zones where he risks falling from a height. A restraint system allows a worker to perform 

their task without the possibility of losing contact with the walking/working surface. The fall restraint 

system makes it impossible for a person to fall, by connecting the person to an anchor point with a 

lanyard that is too short to reach the point where he/she could fall. The anchor point will not be 

subjected to an impact load. 

Fall arrest  

Fall arrest systems arrest the fall of the worker by dynamically absorbing the energy of the falling 

worker before he collides with the ground or other objects. In other words, the worker is still at risk 

of falling, but when he/she falls, the fall is stopped before reaching the ground. The shock of 

stopping is absorbed to avoid injuries. A typical system would contain a body harness, a lanyard with 

a shock absorber, connectors and an anchorage. The anchor point is subject to shock loads, so it has 

to be chosen (and tested) carefully. 

If you use a fall arrest system, you have to be sure you can be rescued when you fall. A rescue 

procedure, trained people and rescue equipment must be available on the spot before you use the 

fall arrest. It would be absurd to first be saved by the fall arrest, but then get injured because you 

can't get rescued in a proper way. 

Work positioning 

Work positioning is a technique to position yourself so that you can work ergonomically. This is done 

in situations where you would need your hands to stay safely in place and you want your hands free 

to be able to work. You are supported in tension or suspension in such a way that a fall from a height 

is prevented or restricted. 

Rope access 

Rope access, sometimes also referred to as suspension, is a method to get access to structures by 

using ropes, climbing and aid climbing techniques with fall protection. Rope access is a very 

specialised activity and will not be discussed here further. 

At the end of this block, you know the different types of equipment for fall protection and their 

use. 
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When do you need to use fall protection? 

The simple answer to this question would be, "fall protection needs to 

be used whenever there is a risk of falling from heights or into depths 

present". But in reality, deciding the need to use fall protection is the 

result of a complex process. The option of using fall protection can only 

be taken after a risk assessment. 

Within the risk assessment process, the first step will be to eliminate 

the risks in a collective manner. If it is possible to adapt the workplace 

by putting barriers, for example, this is preferable. The barriers will 

eliminate the risk for everyone.  

The next step is to see if a travel restraint is possible. This is an 

individual measure, but still eliminates the risk of falling. Therefore it is 

preferable to a fall arrest. In specific cases a combination of barriers and 

travel restraints can be necessary. For example if you need to reach over the railing to reach 

spotlights. 

If collective measures and fall restraints are not possible, the different hazards have to be evaluated. 

These include the height of a possible fall, the availability of anchor points, the risk of swinging when 

falling, the surface you can fall on, aƴŘ ǘƘŜ ŎƛǊŎǳƳǎǘŀƴŎŜǎ ȅƻǳ ǿƻǊƪ ƛƴ όǿŜŀǘƘŜǊΣ ŘŜōǊƛǎΣΧΦύΦ ¢Ƙƛǎ 

evaluation will not only tell you whether or not you have to use a fall arrest, but also how you have 

to use it. 

Training 

Fall arrest systems seem simpler than they are. To function properly when things go wrong and to 

minimise secondary injuries from a fall, all details must be looked at. You need to be trained to use 

the system on a regular base. Minimum training has to contain: 

¶ Adapting the harness to your body. 

¶ Choosing the proper attachment points on the harness.  

¶ Recognising the proper anchor points. 

¶ Securing yourself when moving and working on heights. 

¶ Maintenance of your equipment. 

¶ What to do in case you fall. 

If you are not trained, you are a risk for yourself and your colleagues when working on heights. 

When things go wrong 

An old saying states that falling is not all that bad, it is hitting the ground that hurts. If things go 

wrong, and you fall from a height, there are several things that can happen and there are several 

hazards that occur. 

 

 

Fig. 4.5.a Fall-protection 
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Falling 

If you would fall without any protection, you would impact the surface with a speed that is related to 

the height you fall from. To give an idea of this impact, a person of 60 kg that falls 3m deep will hit 

the surface with a speed of 27 km/h and an impact of 15.000 Newton (1500 kg). 

This principle doesn't change when you use fall protection. The difference is that you are stopped 

before you hit the surface. The length of your fall will now define the impact of your harness on your 

body. This is why it is important to keep lifelines short. To reduce the shock, we use shock absorbers. 

But there are several other hazards that can influence your fall: 

The first thing that could happen is that you would hit objects sticking out into the path of your fall. 

This can cause extra injuries. 

Secondly, you could swing against an object when falling. This will happen if your anchor point is not 

in line with the direction of your fall. 

A third possible hazard occurs if you are unconscious. This unconsciousness can be the cause of the 

fall or a result of the shock. At that moment you are hanging in your harness inertly which can cause 

a harness suspension trauma. This type of trauma occurs when you are suspended inertly in a 

harness, even for a short time, and can cause serious physiological harm. This is why, in case of an 

accident, it is important to intervene quickly with the appropriate technique. 

Preparing for the worst 

Before you work on heights or use fall arrest equipment, you need to be sure you can be rescued in 

case something goes wrong. When a fall occurs, and someone is hanging on a lifeline in a harness 

he/she needs to be rescued as fast as possible. The person hanging can have injuries from the fall, 

be unconscious or can suffer from a harness suspension trauma.  

To be able to act fast, a plan must be in place to evacuate without panic. There must be people 

around that have been trained to evacuate and have the equipment to do so. The way someone is 

evacuated will depend on the situation. In some cases an unharmed worker can reach a ladder, in 

other cases he/she will need to be hoisted down if no other means of reaching him/her are available. 

Equipment  

The equipment to protect you against falls consists of a harness that is 

connected to a lanyard with a shock absorber that is connected to an 

anchor point. 

Harness 

There is a range of types of harnesses, depending on the use, the 

frequency and the specificity of the work. The most common one is the 

multi-purpose full body harness. A full body harness consists of straps 

passed over the shoulders, across the chest and around the legs. It 

distributes the force of impact over at least the thighs, pelvis, waist, 

chest, and shoulders. It is designed to be comfortable while working; used 

for fall-restraint, work positioning, rope-access, and fall-protection 

applications. The harness includes several means for attaching it to other 

components of a personal fall arrest system: 
Pic. 4.5.1 Harness 
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¶ A dorsal connection point at the back for fall arrest 

¶ A sternal connection point at the front at chest level for fall arrest 

¶ A rear waist belt connection for restraint  

¶ Side waist belt connection points for positioning 

¶ A ladder climb connection point 

¶ Extra loops to hang equipment 

As you can see, every connection point has a specific purpose and should not be (mis)used for other 

purposes. 

Connector 

To connect your harness to the other components of you fall restraint or fall arrest system we need 

connectors. Of course these connectors need to be as strong and safe as the rest of the system. It is 

important to realise that the strength of a connector is only guaranteed if it is used in the proper way 

and in the right direction. All connectors need to have a locking system that ensures the connector 

can't open spontaneously. 

The two types that are used most frequently in our sector are the carabiner and the snaphook. 

Carabiner 

The carabiner is used to connect the harness to the lanyard and to connect the 

lanyard to the anchor or static line wagon. It is only to be used in the length direction 

and has an automatic locking system. You have to make sure that no rope or other 

objects are obstructing the automatic locking system from closing. 

Snaphook 

A snaphook is used to connect the lanyard to pipes or other large anchor points. The 

opening is large enough to snap around the pipes. Snaphooks have an automatic locking 

system and you have to ensure there are no obstructions in the way of this system. 

 

Lanyard 

A lanyard is a finished length of flexible material used to connect a fall arrest harness to an 

anchorage point or static line. A lanyard assembly should be as short as reasonably workable to 

minimise the fall distance. A lanyard generally has a connector at each end for connecting the body 

harness on one side and a deceleration device, lifeline, or anchorage on the other. Sometimes, shock 

absorbers are integrated in the lanyard. 

 

 

 

 

Pic. 4.5.2 carabiner 

Pic. 4.5.3 snap hook 
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Adjustable lanyard 

Lanyards can incorporate a designed mechanism that allows its length to be 

shortened or elongated. The lanyard can be adapted to different situations where 

anchor points or static lines for fall restraint are at different positions. This makes it 

possible to keep the length as short as possible. 

 

Twin-tailed lanyard 

Twin-tailed lanyards allow users to remain protected while transferring between 

anchorage points.  They are designed to connect to the harness with one connector, 

leaving two equal ends for the connectors that are used for the anchorage points. 

 

Shock absorber 

Shock absorbers or energy absorbers are placed between the harness and the 

anchor point. They are designed to limit the arresting forces on the user in 

case of a fall. The shock absorber will unfold or extend to absorb the shock. It 

can increase the length of the lanyard it is connected to with (generally) 1.2 m. 

So this extra length has to be incorporated in the total fall height. 

Anchor points and static lines 

A fall restraint or fall arrest needs a fixed point that is strong enough to hold the forces to restrain a 

person or to arrest the force developed by a fall. Without a point that guarantees that it can 

withstand the forces, the whole system would not make sense. 

The position of the point should be in relation to the risk and in accordance with the use. Some 

examples: 

¶ The position will be part of the calculation of the fall height.  

¶ The position should minimise the risk for a swing during the fall.  

¶ When working in a cage, the restraint point should be low, to avoid climbing or falling over 

the railing. 

It is important to note that the force on an anchor point will be several times higher to withstand a 

fall than when it is only used to restrain a person. 

Certified anchor points 

A certified anchor point is an engineered and certified point of attachment for lifelines, lanyards or 

deceleration devices. These points are marked and labelled for use with a retaining or fall arrest 

system. You will find these points in the cage of a person lift, for example. 

Static lines 

When the worker has to move a lot, for example on a lighting bridge, the single anchor can be 

replaced with a static line. This is a line or rail with a connector that replaces the anchor. The worker 

can now walk and the anchor point will follow him/her. Of course the line has to be designed to 

guarantee the safety at any position on the line. 

Pic. 4.5.4 Adjustable lanyard 

Pic. 4.5.5 Twin-tailed lanyard 

Pic. 4.5.6 Shock absorber 
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Pic. 4.5.7 Static line 

Improvised anchors 

In some situations, like climbing a scaffolding tower, there will be no predesigned anchor points. In 

this case the worker needs to decide by himself whether a point is safe for attachment. The 

attachment point has to be unquestionably strong, without any deterioration, wear or sharp edges. 

And it has to be in the right spot to arrest the fall. Making this choice requires additional training. 

Use 

Using fall restraint or fall arrest systems safely depends on the smallest details. Remember a chain is 

only as strong as the weakest link! The detail you forget will become this link. 

Preparing for evacuation 

Before you use a fall arrest system, you need to understand the emergency procedures. Remember 

that there needs to be a person available to save a fallen person. 

Checking before use  

Before you put on the harness, you need to check the harness itself. This can be done based on a 

checklist adapted to your harness. General attention points will be: 

¶ aŀƴǳŦŀŎǘǳǊŜǊǎΩ label is present and shows the harness is suited for the purpose 

¶ The expiration date is within limits 

¶ No missing parts 

¶ No visible wear of the material, no broken fibres, cuts, burns, pulled stitches, discoloration 

¶ No deformation or damage of the buckles and D rings 

You also need to check all the other equipment you are going to use, more specifically the lanyard, 

shock absorber, connectors and snap hooks. All these need to be checked for proper functioning, 

wear, deformation, manufactureǊǎΩ ƭŀōŜƭ ŀƴŘ ŜȄǇƛǊŀǘƛƻƴ ŘŀǘŜΦ ²ƘŜƴ ȅƻǳ ŀǊŜ ǊŜŀŘȅ ǿƛǘƘ ǘƘŜ ŎƘŜŎƪǎΣ 

you can put the harness on. 

Equipment that does not pass the check is taken out of service immediately, tagged to avoid further 

use, and reported to the person responsible for safety. 

Putting on 

A harness is a combination of shoulder and leg straps, buckles, and attachment points. The harness is 

designed to divide the forces applied on the attachment points over your body. This only works if the 

attachment points are at the right position and if all the straps are tightened properly. The harness 
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has to fit perfectly. If it is too lose or too tight it can cause injuries. Check the manual to understand 

the correct order and procedure of putting on your harness. 

One important remark: either wear your harness or take it off. Walking around with a harness that is 

not properly closed, gives a false feeling of safety. If you would need to secure yourself, it is possible 

you forget to connect and check it. 

Check each other 

It is hard to check if your harness is properly put on. Some parts are hard to see and you can't look at 

yourself from a distance. It is a good habit to ask a colleague to check if your harness is properly 

fastened and adjusted.  

Use 

Now you are ready to protect yourself while working on heights. The next step is using the 

equipment properly. 

Going to the work spot 

It is not enough to secure yourself when you are at the place 

you are going to work at. You also need to be safe on the 

way to this place. If you are moving to this place, you need 

to change anchor points the whole time. This is done with a 

twin lanyard. You always connect one of the ends before 

you release the other. This is called a 100 percent tie off.  

 

Fall restraint 

In case you use your equipment for fall restraint, you need 

to connect to the ring on your harness that is meant for this. 

You also need to attach your lanyard to a proper attachment 

point. The length of your lanyard should ensure there is no 

way you could come in a position where you could fall. With 

a fixed point, this will be rather clear, but with a static line 

you have to check if every point of the line ensures this limit. 

When working in a bridge or cage where a fall restraint is required, you need to use a low 

attachment point. This low point ensureǎ ȅƻǳ ŎŀƴΩǘ Ŧŀƭƭ ƻǾŜǊ ǘƘŜ ǊŀƛƭƛƴƎΣ ǿƘƛƭŜ ƎƛǾƛƴƎ ȅƻǳ ǘƘŜ 

maximum space to work. 

Fall arrest 

If you use your equipment as fall arrest, you need to be sure there is enough height to fall (fall 

clearance distance). If not, you will hit the surface after all. If you fall, you will hang on your lanyard 

and the absorber will be in extended mode. As your harness is connected between your shoulders 

you need to add your own length as well. And it is always nice to have some safety distance. Usually, 

a length of 1 m is taken as extra distance. So the free height should be at least: 

Fall clearance distance = Length of lanyard + maximum length of absorber + your height + safety distance 

Fig. 4.5.b 100% tie off 
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Don't forget to take into account possible obstacles on the ground. If there are for example flight 

cases on the ground under you, you need to add their height to the distance. 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

You also want to keep the distance you fall (free fall distance) as short as possible. The longer the 

fall, the higher the shock you will need to absorb. Ideally this distance does not exceed 1.8 m. So it is 

important to keep your lanyard as short as possible. 

If your attachment point is not directly above you, you also need to be aware of the risk making a 

swing when you fall.  

           

 

 

 

 

 

 

 

 

 

Length of lanyard 

 

 

Shock absorber 

 

 

Height of worker 

 

 

Safety distance 

Fig. 4.5.c safety distance 

Fig. 4.5.d lanyard swing Fig. 4.5.e lanyard swing 
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After use storage and maintenance   

After use, the equipment is checked again according the guidelines for pre-use. The equipment is 

also checked for stains, grease or other contaminants and cleaned if necessary. After the check, the 

equipment is stored in a safe and dry place.  

Equipment that has been exposed to a shock load should be taken out of service until the person 

responsible for safety has decided to take it out of service permanently or not.  

 

 

What you need to remember 

You can only use the option fall protection after a risk 

assessment. 

Measures taken after assessment come in the 

following order:  

ω Collective protection 

ω Fall restraint system 

ω Fall arrest 

ω Work positioning 

ω Rope access 

You need to be trained to use the system on a regular 

base. 

Before you work on heights or use fall arrest 

equipment, you need to be sure you can be rescued in 

case something goes wrong.  

 

Terms and definitions  

¶ collective protection 

¶ fall restraint system 

¶ fall arrest 

¶ work positioning 

¶ rope access 

¶ harness 

¶ carabiner 

¶ lanyard 

¶ snap hook 

¶ shock absorber 

¶ anchor points 

¶ static lines 

¶  



4-122 ETTE Learners book v 01.01.EN.04.LEA 

 

Rehearsal questions 

04.05.01: A railing on a bridge is a type of 

a) individual protection. 

b) fall restraint. 

c) fall arrest. 

d) collective protection. 

04.05.02: True/False 

¶ A fall restraint system will absorb the shock when you fall. 

04.05.03: True/False 

¶ A fall arrest system will absorb the energy of falling. 

04.05.04:  What is the best solution if there is a risk of falling? (put in the right order) 

a) Put a sign up, warning for fall risk 

b) Eliminate the risk 

c) Use fall arrest 

d) Use collective protection 

e) Use fall restraint 

04.05.05: True/False 

¶ There is no minimum height to use fall protection. 

04.05.06: True/False 

¶ A carabiner can be used in every direction. 

04.05.07: True/False 

¶ A lanyard should be as long as possible. 

04.05.08: If you work in a cage, for example of a movable working platform, the attachment point for 

your fall restraint should be 

a) as high as possible 

b) as low as possible 

c) doesn't matter 

04.05.09: When working with a harness, you need to check each other 

a) for liability reasons. 

b) because you can't see all essential points. 

c) because you can't trust your colleagues. 

04.05.10: True/False 

¶ A fall restraint system should be connected as high as possible. 

04.05.11: True/False 

¶ A twin lanyard is used to protect two people at a time. 
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04.05.12: True/False 

¶ A 100% tie off means you are always connected with two lines. 

04.05.13: True/False 

¶ A fall arrest should be connected as high as possible. 
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4.6 Mandatory action signs 

 

Mandatory signs indicate the obligatory use of personal protection equipment. These signs will help 

you to remember when to use the PPEs. But in the end, it is your responsibility to use them, even if 

they are not indicated. You will find the signs on doors, in workspaces as well as on machines. Being 

able to recognise the symbols will help you to identify the required PPEs, especially in an unknown 

environment like a foreign workshop or with new equipment.  

The signs consist of blue circles with a white image. Sometimes, text is added to clarify or give extra 

information.   

General mandatory action 

This sign will always be combined with another sign or notice. It means you have 

to carry out the obligatory action on the accompanying sign or notice.  

 

 

Eye protection 

This sign indicates the obligatory use of eye protection. It means you need to use 

safety goggles or glasses adapted to the situation.  

 

 

Safety helmet 

This sign indicates the obligatory use of head protection. It means you need to use 

a hard hat or bump cap depending on the situation.  

 

 

Hearing protection 

This sign indicates the obligatory use of hearing protection.  

Ico. 4.6.2 Eye 
protection 

Ico. 4.6.3 Safety helmet 

Ico. 4.6.4 Hearing protection 

Ico. 4.6.1 General 
mandatory action 

At the end of this block, you:  

Recognize the mandatory action signs. 
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Respiratory protection 

This sign indicates the obligatory use of breathing protection.  

 

 

Safety shoes 

This sign indicates the obligatory use of safety shoes.  

 

 

 

Safety gloves 

This sign indicates the obligatory use of safety gloves. It means you need to use 

gloves adapted to the situation.  

 

 

Body protection 

This sign indicates the obligatory use of body protection. It means you need to use 

a clothes adapted to the situation.  

 

 

Face protection 

This sign indicates the obligatory use of face protection. It means you need to use 

a face screen adapted to the situation.  

 

 

Individual safety harness 

This sign indicates the obligatory use of a safety harness.  

 

 

Ico. 4.6.5 Respiratory protection 

Ico. 4.6.6 Safety shoes 

Ico. 4.6.7 Safety gloves 

Ico. 4.6.8 Body protection 

Ico. 4.6.9 Face protection 

Ico. 4.6.10 Individual safety harness 
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What you need to remember 

Mandatory signs indicate the obligatory use of personal 

protection equipment. The signs will help you to 

remember when to use the PPEs. The signs consist of 

blue circles with a white image. 

Terms and definitions  

¶ general mandatory action 

¶ eye protection 

¶ safety helmet 

¶ hearing protection 

¶ respiratory protection 

¶ safety shoes 

¶ safety gloves 

¶ body protection 

¶ face protection 

¶ individual safety harness 
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Rehearsal questions 

04.06.01: Match the signs with where you find them 

1. Under a fly bar system 

2. In high places 

3. In noisy places 

4. In a workshop 

 

 

 

 

 

 

 

04.06.02: This sign means: 

a) Eye protection 

b) Ear protection 

c) Face protection 

 
 

 

A            B       C    D 
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5 Prevent fire in a performance 

environment 
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TO PREVENT FIRE IN A PERFORMANCE ENVIRONMENT, YOU MUST:  

Take the appropriate steps to prevent fire in a performance environment. 

¶ This means you master following skills: 

¶ Identifies, spots and reduces fire risks. 

¶ Checks used materials for fire resistance. 

¶ Ensures safe distance to hot surfaces. 

¶ Ensures free access to firefighting equipment. 

¶ Ensures free access to emergency exits and escape routes. 

¶ Ensures visibility of safety icons, safety and emergency lighting. 

¶ Acts according to the agreed procedure in case of a fire accident. 

¶ Stores flammable substances according to instructions and regulations. 

You master following knowledge: 

¶ Fire theory 

¶ Fire classes 

¶ Risks of fire, smoke and CO 

¶ Firefighting signs 

¶ Evacuation routes and compartments 

¶ Emergency escape or first-aid signs 

¶ Properties of materials  

¶ Safety distances 

¶ (Storage of hazardous substances ) 

You have following attitudes: 

¶ Safety awareness 
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Preventing fire is a task for everyone on (and around) the stage. It is part of our daily activities, even 

if most of the time the result is not visible. Hundreds of theatres have burned down in the past, most 

of them with extreme casualties. It is the risk with the most impact in theatre. 

In all your activities, you need to constantly be aware of fire risks. Look for possible risks, spot issues 

that can be improved and reduce risks where possible. All materials on stage have to be fire 

retardant. Extra attention is especially required when new materials come in, even when they are 

rented or used from another company. Fire retardant materials ensure that fire does not spread and 

help to avoid a little fire becoming huge one. 

Sometimes we create a situation on stage that 

goes against the logic above. For artistic reasons, 

open fire will be used, actors will be smoking, or 

explosive devices will be detonated on stage. All of 

these things are not allowed by "standard" fire 

regulation. But the organisation will sit together 

with the fire brigade and the safety staff to work 

out a safety plan, which brings these dangerous 

actions back within the limits of safe work. This 

means that for this special occasion different, extra 

procedures and special or additional safety 

provisions are set up. 

We need to be ready for an emergency at all times. We need to be sure that there are emergency 

exits and evacuation routes in all circumstances and that firefighting equipment can be accessed and 

is ready to use. When storing equipment, you should spend special attention to avoid obstacles 

blocking firefighting equipment, exits and routes.  

When installing or using equipment, ensure that you keep a safe distance between the appliance and 

materials that hold a fire risk, even when these materials are fire retardant. Especially equipment 

that becomes hot (spotlights, smoke machines, heating equipment) and equipment that has a hot 

focus point or beam (spotlights, lasers) are risk factors. But also poorly laid or damaged cables can 

cause enough heat to start a fire. If you feel that a plot conflicts with safe distances, and you are not 

able to solve the situation, notify a person who is responsible.  

Preparing for emergency 

All the above are examples of actions that reduce the risks of 

fire. And apart from that, we also need to be prepared for the 

worst. We have to be ready if something goes wrong. 

You need to know what to do in case of an emergency: 

¶ What are the procedures? 

¶ What do you need to do? 

¶ What are the tasks of the others? 

¶ Who communicates? Who decides? 

¶ Who extinguishes the fire? 

Pic. 4.6.1Mobile emergency equipment 

Fig. 4.6.a Prevent-fire 
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Ideally, you have answered all these questions and rehearsed all these actions in order to be 

prepared. 

Each organisation will have an emergency plan, based on local or national regulations, that will 

clarify expected behaviour in case of fire. 

If you get in a venue you are not familiar with, check the emergency and evacuation routes, it takes a 

couple of minutes and it can save your and other lives. 

If a fire occurs, we want to evacuate the people in the building as swiftly as possible. This means 

emergency exits and escape routes have to be completely clear and free. And this goes for the staff 

as well as for the audience. Emergency routes are not storage places, not even for the smallest 

objects. One small object can be enough to make someone trip and create a larger obstacle for other 

escaping people. 

To be able to escape, people need to find the exits and emergency routes. 

These are indicated with emergency lights and icons. It is obvious this only 

works if the lights are functioning and the icons are visible. Under no 

condition should they be covered. (Even if it is not your responsibility to 

ensure the proper functioning, it helps if you notify a responsible in case of 

malfunction.) 

One of the most important things in case of a fire is containing it in one 

area. In theatres, compartments with fire doors are used to ensure this. 

These doors have to be closed at all times (or must be able to close in case 

of automatic closure). Never put an object in front of the door or keep it 

open with mechanical means. 

In case of a fire, every second counts. The faster one can start 

extinguishing, the smaller the damage. So keep the fire equipment accessible. Do not put sets, flight 

cases, racks, etc. in front of fire equipment. It will slow down firefighting and enlarge the damage. On 

top of that, it is not allowed. 

In case you discover a fire, the first question you have to ask yourself is whether 

you can extinguish the fire yourself. You can probably extinguish an initial fire 

that just started, but the moment it becomes larger, putting it out requires 

trained people. In any case, notify the responsible person or ask someone to raise 

alarm and warn a responsible. Never put yourself in danger. 

In case of an electrical fire, unplug the equipment first or shut down power 

before extinguishing. If you can't extinguish the fire in a room, close windows and 

doors to contain the fire and leave the room. 

 

On tour 

The above rules do not only apply to your work environment. If you are on tour for example, it is a 

good habit to check escape routes and fire equipment in the building, theatre, or event hall you are 

working in and also in your hotel. It takes a couple of minutes, but familiarity with the environment 

can save your life! 

Pic. 4.6.2 Fire door 

Pic. 4.6.3 Fire poster 
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Making an emergency call 

If you make an emergency call, the operator needs specific 

information to be able to respond and to send the right services 

to the right place.  

ω Who are you? 

ω Where are you? 

ω What type of incident happened? 

ω What types of injuries are there? 

ω How many injured people are there?  

 

In case of an emergency  

Some basic rules on how to behave in case of an emergency: 

¶ Keep calm. 

¶ Ensure your own safety. 

¶ Secure the risk area. 

¶ Evacuate injured people form the risk area if in danger. 

¶ Make an emergency call. 

¶ Perform first aid. 

¶ Receive and support emergency staff. 

 

Terms and definitions  

¶ fire retardant. 

¶ fire regulation 

¶ evacuation 

¶ emergency plan 

¶ emergency exits 

¶ evacuation routes 

¶ firefighting equipment 

¶ safe distances 

¶ compartment 

¶ fire door 
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5.1 Fire theory 

 

Fire is a chemical reaction that occurs when fuel, oxygen and an ignition 

source come together in the right proportions. This combination is 

represented in the fire triangle. 

This also means that if we remove one of the elements or change the 

proportion, the fire will die out. 

Fuel materials 

Fuel materials are present everywhere in our work environment. Sets, props, curtains, dust, cleaning 

fluids, gas etc. are obvious examples. The fuel can be solid, fluid, gas or even metal. In most cases it 

is not the materials that will burn, but the gases or fumes that are released when the materials are 

heated. These gases or fumes float above the surface of the materials. 

Oxygen 

Oxygen is omnipresent in our lives, it is part of the air we breathe. In normal circumstances the air 

contains 21 % of Oxygen. If we lower the amount of oxygen, the fire will reduce, and if we add 

oxygen the fire will grow. The exposure of a material to oxygen will influence how easily it burns. For 

example a sheet of material will far less easily burn when it is lying flat on the floor, than when it is 

hanging vertically and the oxygen can reach it from all sides. This is also a result of upward moving 

hot gasses, of course. 

Ignition source 

The ignition source provides the energy to start the fire. Examples of ignition sources are open 

ŦƭŀƳŜǎΣ ƻǾŜǊƘŜŀǘŜŘ ŎŀōƭŜǎ ƻǊ ǎǳǊŦŀŎŜǎΣ ƘŜŀǘ ƻŦ ǎǇƻǘƭƛƎƘǘǎ ƻǊ ǘƘŜƛǊ ōŜŀƳǎΣ ǎǇŀǊƪǎΣ ŀ ŎƛƎŀǊŜǘǘŜΣΧ  Lǘ ƛǎ 

important to know that in order for materials to ignite, they don't necessarily need to be in direct 

contact with flames or the actual heat source. Heat can also be transferred by conduction (i.e. by a 

metal beam), by convection (upward movement of hot air or smoke) or by radiation (i.e. heat 

radiated from a spotlight). 

 

 

 

Pic. 4.6.1 fire triangle 

At the end of this block, you:  

ω Understand how a fire arises, develops and behaves.  

ω Understand how fire can be prevented. 
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Development of fire 

Starting small, a fire can expand into a major incident 

very fast. The initial fire will function as an ignition 

source for the surrounding materials and will heat them 

up so they develop gasses that will also burn. Hot gas 

(smoke) that is not fully burned yet will spread and 

create a risk for a flash over, which could ignite a whole 

room. Once the fire is fully developed, unburned gases 

accumulate at the ceiling level and often burn as they 

leave the compartment, resulting in flames showing 

from doors or windows. Once the available fuel is 

consumed, the fire will slowly decline. 

It should be clear that the best chance to extinguish the fire is during the initial phase, when the fire 

has not yet inflicted the surroundings. A fast response is required to keep the fire under control. 

Flash point 

The flash point of a chemical substance is the lowest temperature at which enough fluid can 

evaporate to form a combustible concentration of gas. The flash point is an indication of how easy a 

chemical may burn. Materials with higher flash points are less flammable or hazardous than 

chemicals with lower flash points. 

Some examples: 

¶ Acetone 0° 

¶ Lighter fluid: 4° 

¶ Cleaning ethanol 16.6° 

Spontaneous combustion 

Some materials like linseed oil can create heat in combination with oxygen. Linseed oil is used in 

paints and as a finishing product for outside furniture. If the linseed oil is on something flammable 

(like a rag you might use to clean furniture), it can catch fire with no outside spark at as low as 120 

degrees. We call this auto-ignition. 

Explosion 

Situations with risk for explosion are rare in a performance environment. Two particular types of 

explosions occur, mostly on purpose, but with a risk of unwanted explosion as well.  

Dust explosions  

A dust explosion is the rapid combustion of fine particles suspended in the air, often but not always 

in an enclosed location. Dust explosions can occur when any dispersed powdered combustible 

material is present in high enough concentrations in the atmosphere or other oxidizing gaseous 

medium such as oxygen. This can happen, for example, when coloured powder is used to spread over 

the audience during events. 

Fig. 5.1.a Prevent-fire 
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On the other hand, special effects artists, filmmakers, and pyro technicians also commonly use dust 

explosions because of their spectacular appearance and their ability to be safely contained in certain 

carefully controlled conditions. 

Pyrotechnics 

Pyrotechnic materials are often used in a performance environment. Materials used in pyrotechnic 

devices can be highly flammable or oxidising. By their nature, these used materials are highly 

explosive and can be ignited by heat as well as by sparks. The storage, manipulation and use of 

ǇȅǊƻǘŜŎƘƴƛŎǎ ƛǎ ŀ ǎǇŜŎƛŀƭƛǎǘΩǎ ǿƻǊƪΦ  

Gas tanks 

Next to this, gas systems used to fuel pyrotechnics can present a serious risk. Not only can the gas 

leak and form an explosive mixture, but the tank itself can also explode when in a fire. The storage, 

ƳŀƴƛǇǳƭŀǘƛƻƴ ŀƴŘ ǳǎŜ ƻŦ Ǝŀǎ ǘŀƴƪǎ ƛǎ ŀ ǎǇŜŎƛŀƭƛǎǘΩǎ ǿƻǊƪΦ 

Preventing fire 

The prevention of fire is a result of the above. Avoiding a combination of factors occurring is the best 

fire prevention. 

¶ In the first place, we will minimize the amount of combustible material, the fire load. We 

will avoid flammable liquids, untreated wood or curtains, but also avoid dust, etc. 

¶ Secondly, we avoid ignition sources like ƻǇŜƴ ŦƭŀƳŜǎΣ ŎƛƎŀǊŜǘǘŜǎΣ ǎǇŀǊƪǎΣΧ ōǳǘ ǿŜ ǿƛƭƭ ŀƭǎƻ 

ensure the distance to hot surfaces. 

¶ The use of oxidising products in a performance environment is rare, so the possible 

measures that can be taken are limited here.  

 

 

 

What you need to remember 

Fire is a chemical reaction that occurs when fuel, oxygen 

and an ignition source come together in the right 

proportions. If you take away one of these elements, the 

fire stops. 

ω To prevent fire: 

ω Minimise the fire load. 

ω Avoid ignition sources. 

ω Avoid oxidising products. 

Terms and definitions  

¶ fire 

¶ fuel 

¶ oxygen 

¶ ignition source 

¶ open flame 

¶ conduction  

¶ convection  

¶ radiation  

¶ flash point 

¶ dust explosion 

¶ spontaneous 

combustion 

¶ pyrotechnics 
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Rehearsal questions 

05.01.01: True/False 

¶ Fuel for a fire can be a metal. 

05.01.02: True/False 

¶ We can reduce a fire by adding oxygen. 

05.01.03: True/False 

¶ A fire can start by radiation. 

05.01.04: True/False 

¶ The flash point is an indication of how easily a chemical may burn. 

05.01.05: True/False 

¶ Dust lying on the floor can explode. 
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5.2 Fire classes 

 

In Europe, we divide fires into five (or six) classes. Each class stands for a different type of fire, based 

on the combustible material. This classification is necessary to indicate the extinguishing method that 

should be used. This is very important since the wrong extinguishing method could increase the fire 

and put you in extreme danger. The classes are represented by a class character and a symbol (icon). 

In theory, energised electrical fire (the sixth class) is not part of the classification. It has no character, 

but the symbol is added to other fire types. 

We will only cover the most common fire extinguish methods, like using water, sand, dry powder, 

foam, co2 and fire blankets. Specific extinguishing methods are developed for specific situations, but 

getting into this would lead us too far for the purposes of this text.  

Class A fires 

Class A fires involve ordinary solid combustibles. We call them dry fires. 

Examples are organic solid materials like paper, wood, cloth, rubber, fabrics, 

plastics, most kinds of trash etc. They are the most common materials you will 

find in the home, workshop, or stage. Class A fires can be extinguished with 

water, foam or dry powder (ABC powder). A fire blanket can be used for people 

on fire. 

Class B fires 

Class B fires involve flammable liquids or liquefiable solids. Examples are petrol, 

solvents, oil, alcohol, acetone, paint and also some waxes, plastics, rubbers, 

paraffin and bitumen. Cooking fats or oils are excluded (when they are used in a 

kitchen environment). The temperatures reached when burning require specific 

extinguishing methods. They form a specific class (F). Class B fires can be 

extinguished with powder (ABC), CO2, foam or sand. A solid stream of water 

should never be used because it can cause the fuel to scatter, spreading the 

flames. 

Ico. 5.2.1 Class A fire 

Ico. 5.2.2 Class B fire 

Before you start, you should read 05.01 Fire theory . 

At the end of this block, you: 

ω Can recall the different fire classes used in Europe. 

ω Understand the differences between the fire classes. 

ω Can determine the class of a fire. 

ω Can recognize the symbols used for the different fire classes. 

ω Can recall the extinguishing methods for each class.. 
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Class C fires 

Class C fires involve flammable gases. Examples are natural gas, LPG, hydrogen, 

acetylene, methane, propane or butane. Before extinguishing, the gas supply 

needs to be closed. If the supply would stay open, the gas would continue flowing 

and could build an explosive mixture in a confined space. The fire itself is 

extinguished with dry powder or CO2. 

Class D fires 

Class D fires involve combustible metals. Examples are sodium, magnesium, 

titanium, aluminium, lithium, and potassium. Alloys of these metals can burn as 

well. These fires are uncommon and usually found in an industrial setting. They 

represent a unique hazard because people are often not aware of the 

characteristics of these fires and are not properly prepared to fight them. Water 

and other common firefighting materials can excite metal fires and make them 

worse. To extinguish metal fires, specific dry powders (like L2 or M28 ) are used. 

This powder will smother the fire and absorb the heat. 

Electrical Fire (Class E) 

¢ŜŎƘƴƛŎŀƭƭȅΣ ŜƭŜŎǘǊƛŎŀƭ ŦƛǊŜǎ ŘƻƴΩǘ ŜȄƛǎǘΦ 9ƭŜŎǘǊƛŎƛǘȅ ŘƻŜǎƴΩǘ ōǳǊƴ. This is the reason 

ǘƘŜ άŜƭŜŎǘǊƛŎ ŦƛǊŜ Ŏƭŀǎǎέ ƛǎ ǘŀƪŜƴ ƻǳǘ ƻŦ ǘƘŜ 9ǳǊƻǇŜŀƴ Ŏƭŀǎǎ ǎȅǎǘŜƳΦ ¢ƘŜ ǎȅƳōƻƭ ƛǎ ǎǘƛƭl 

in use for fires involving potentially energized electrical equipment. Examples are 

fires fuelled by electrical appliances such as switchboards, dimmers, projectors, 

smoke machines, TVs, computers, and hair dryers. This type of fire may be caused 

by short-circuiting machinery or overloaded electrical cables. The materials that 

burn are the same as class A or class B fires, but the potential presence of electricity 

limits the extinguishing methods. Water, foam or other conductive substances 

cannot be used. This could cause an electric shock. The fire can be extinguished 

with Carbon dioxide (CO2) or dry powder. In most cases, CO2 is preferred for small fires, to avoid 

damage to adjacent electronic equipment. Once the power to the equipment involved is switched 

off, it will become an ordinary combustible fire. 

 

Class F fires 

Class F fires involve cooking oils or fats, mostly in a kitchen environment. The 

temperature that is reached in this type of fire exceeds that of other flammable 

liquids by far. Normal fire extinguishing methods should not be used. Water for 

example would provoke ejection of a plume of burning liquid fluid in the air. 

Covering the fire with a blanket or specialised (wet chemical) extinguishers can 

be used to put out the fire.  

Ico. 5.2.3 Class C fire 

Ico. 5.2.4 Class D fire 

Ico. 5.2.5 Electrical fire 

Ico. 5.2.6 Class F fire 
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Outside of Europe  

Fire classes are not the same all over the world. Even if the basics are the same, small differences 

exist between Europe, the US and Australia. So if you are on tour, have a close look at the 

extinguishers. 

Type Europe United States Australia 

Combustible materials A A A 

Flammable liquids B B B 

Flammable gas C B C 

Flammable metals D D D 

Electrical fire (not classified) C E 

Cooking oils and fats F K F 

 

 

What you need to remember 

ω Class A fires involve ordinary solid 

combustibles. 

ω Class B fires involve flammable liquids or 

liquefiable solids. 

ω Class C fires involve flammable gases. 

ω Class D fires involve combustible metals. 

ω The symbol for electrical fire is still in use for 

fires involving potentially energized electrical 

equipment. 

ω Class F fires involve cooking oils or fats, 

mostly in a kitchen environment. 

Terms and definitions  

¶ fire class 

¶ extinguishing method 

¶ combustible material 

¶ solid combustibles 

¶ fire blanket  

¶ flammable liquids  

¶ powder (ABC) 

¶ CO2 

¶ flammable gases 

¶ combustible metals 

¶ cooking oils 

¶ electrical fire 
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Rehearsal questions 

05.02.01 Connect the material with the icon 

1. LPG (Liquified Petrol Gas) 

2. A dimmer on fire 

3. Car wheels 

4. Deep fryer 

5. A set 

6. A box of solvent cleaning products 

 

 

 

 

 

 

 

 

05.02.02 A dimmer flight case is on fire, the head electrician already disconnected the power cable. 

This is a 

a) electric fire 

b) class B fire 

c) class A fire 

05.02.03 Some stage hands have been degreasing and greasing the gears of spotlights. They spilled 

some product. There is a risk for a 

a) class F fire 

b) electric fire 

c) class B fire 

05.02.04 If this symbol is on a fire extinguisher you 

a) should never use it on electric equipment. 

b) should only use it on electric equipment. 

c) can use it on the class mentioned next to it when the equipment is still powered. 

 

A  B  C  D  E  F 
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5.3 Risks of fire, smoke and CO 

 

Fire is dangerous, that is very obvious, but the smoke 

that comes with it, is equally dangerous. The risk of 

smoke must not be underestimated. That is why it is not 

only important to know about the risk of fire, but also 

about the risk of smoke and how smoke can make a fire 

worse. 

Effects on the human body 

Here we describe the effects that smoke and fire can 

have on a human body. 

¶ Fire produces smoke that spreads fast in a building. Smoke contains toxic elements like CO. 

Inhaling of a small amount of smoke can make you dizzy or out of breath. We call this 

intoxication. This can influence your behaviour in an evacuation. Some products (mainly 

plastics) will produce a more toxic smoke than others. 

¶ The smoke is very hot. Inhaling hot smoke can cause internal burn wounds in the lungs.  

¶ ¢ƘŜ ŦƛǊŜ ŀƴŘ ǘƘŜ ǎƳƻƪŜ ǘŀƪŜ ŀǿŀȅ ǘƘŜ ƻȄȅƎŜƴ ƛƴ ǘƘŜ ŀƛǊΦ ²ƛǘƘƻǳǘ ƻȄȅƎŜƴ ȅƻǳǊ ƭǳƴƎǎ ŎŀƴΩǘ 

produce energy for your body. In extreme cases, you may suffocate.  

¶ The smoke is an impenetrable black. It limits the visibility, but also your hearing. This can 

disorient you in case of an emergency. When dealing with an audience, the lack of visibility 

and hearing can cause panic. People will start to push to get out and when someone trips, he 

becomes an obstacle for others. Because of a lack of oxygen, combustion can be incomplete, 

causing more and darker smoke to be produced while also containing a larger amount of CO. 

¶ Direct contact with fire causes burns. But hot surfaces, hot combustion gases and radiation 

can cause burns as well. There are different degrees of burns. The degree depends on the 

damage of the skin. First-degree is the lowest damage and results in red, non-blistered skin. 

Second-degree burns cause blisters and some thickening of the skin. Third-degree burns 

show widespread thickness with a white, leathery appearance.  

Fig. 5.3.a Fire-risk 

Before you start, you should read 05.01 Fire theory . 

At the end of this block, you:  

ω Understand the effects of fire, smoke and CO on the human body. 

ω Understand the effects of fire, smoke and CO on the spreading of fire. 

ω Understand the effects of fire, smoke and CO on the stability of sets. 

ω Understand the effects of fire, smoke and CO on rigging systems. 

ω Understand the effects of fire, smoke and CO on the building. 
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Effects on spreading the fire 

Smoke can move easily from one part of a building to another. Because it is so hot, it can also spread 

the fire to other parts of a building. The smoke contains carbon and non-burned particles that 

function as fuel again. This is the reason we want to contain the smoke in one part of the building.  

Fire will not only spread by smoke, but also by radiation and heat conductive materials such as steel 

beams. This means that smoke can act at a distance, without direct contact with flames. Also 

materials that melt and produce hot or even burning droplets are an important factor in spreading 

the fire.  

The heat of the fire will also have an effect on objects that are in the space. Canisters and containers 

can explode and the product inside can feed the fire. Pyrotechnics can ignite and air tanks can 

overheat and explode.  

Effects on the stability of sets 

The produced heat and the fire itself can affect the structural strength of a set. This can cause floors 

to collapse or sets to fall over. Wooden floors and structural elements can burn. They will become 

weaker and at some point collapse. Metal structures can start bending or even melting when the 

temperature rises. Once a structure loses stability and starts moving, the forces will increase and the 

structure will collapse. The strength of a structure is only as strong as its weakest point.  

Effects on rigging systems 

Rigging systems are mounted at the highest point of the theatre, where the heat is the highest. This 

makes them vulnerable for destruction by heat. The rigging systems are mostly constructed in a 

combination of metal and aluminium that will start bending or even melting in these conditions. 

Steel cables and slings can break or the connections can melt. This causes the structure and the 

equipment it supports to come down.  

Effects on the building 

A big fire will also influence the structural strength and stability of the building. Even if a building is 

divided in compartments, these will only hold for a limited time. In the end, the whole building will 

be destroyed.  

 

Tips to escape  

ω If you have to escape, stay low on the ground, there you have the most chance for oxygen.  

ω Before opening a door, feel if the door handle or the surface of the door is hot. If it is hot, 

ǘƘŜǊŜ ŎƻǳƭŘ ōŜ ŀ ŦƛǊŜ ōŜƘƛƴŘ ƛǘΦ 5ƻƴΩǘ ƻǇŜƴ ǘƘŜ ŘƻƻǊΗ 

ω If you have to open a door when in doubt, stand to the side instead of in front of it. 

ω Use the back of your hand to find your way in the dark. If you would touch an electrical 

ŎƻƴŘǳŎǘƻǊΣ ȅƻǳǊ ƳǳǎŎƭŜǎ ǿƛƭƭ ŎƻƴǘǊŀŎǘΣ ōǳǘ ȅƻǳ ǿƻƴΩǘ ƎŜǘ ŎǊŀƳǇŜŘ ŀǊƻǳƴŘ ǘƘŜ ŎƻƴŘǳŎǘƻǊΦ  
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How to deal with burns 

If someone has a burn from flames or heat, the first thing to do is to stop the burning. This can be 

done by covering the fire, using water, or rolling over the floor to stop the flames. Next, you need 

to cool down the wound. Run cool tap water over it for about 10 to 20 minutes. The water should 

not be too cold or icy. Use clean water if possible, but when this is not available, even dirty water 

is better than not cooling at all. This also works for burns from plastic or tar-like products. Burns 

caused by cold temperature, chemicals or electrocution need to be treated differently. 

 Source: http://www.webmd.com/first-aid/tc/burns-home-treatment   

 

Did you know?  

Burns cannot only be caused by fire. There are other causes, but they are less frequent.  

ω Thermic burns (heat, freezing) 

ω Electrical burns (electrocution) 

ω Chemical burns (acids, alkali) 

ω Radiogenic burns (sun, radiotherapy) 

Source: http://www.brandwonden.be/index.php/epidemiologie/nl/  

What you need to remember 

ω Smoke causes burns, intoxication, suffocation 

and limits the visibility and hearing. 

ω Fire spreads by smoke, radiation, heat 

conduction and melted droplets. 

Terms and definitions  

¶ fire 

¶ smoke 

¶ CO  

¶ intoxication 

¶ burns 

¶ combustion gas 

¶ structural element 

¶ compartment 

¶ rigging systems 

¶ structural strength 

http://www.webmd.com/first-aid/tc/burns-home-treatment
http://www.brandwonden.be/index.php/epidemiologie/nl/
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Rehearsal questions 

05.03.01: True/False 

A first-degree burn cause blisters and some thickening of the skin. 

05.03.02: Smoke influences your (multiple answers) 

a) Hearing 

b) Balance 

c) Vision 

d) Touch senses 

05.03.03: True/False 

¶ Burning plastics produce toxic smoke. 

05.03.04: True/False 

¶ Rigging systems are vulnerable for destruction by heat, because they are mounted at the 
highest point of the theatre, where the heat is the highest.  
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5.4 Firefighting signs 

Firefighting signs indicate the place of firefighting equipment and alarm facilities. The signs are red 

squares with a white image. Sometimes, text is added to clarify or give extra information. 

In a performance environment, the signs should also warn staff to ensure the access ways to the 

equipment remain free. 

Fire extinguisher 

This sign indicates the location of a fire extinguisher. 

 

 

Fire hose 

This sign indicates the location of a fire hose reel. 

 

Fire ladder 

This sign indicates the location of a fire ladder. This is a ladder that is exclusively 

used for firefighting. 

 

 

Fire equipment 

This sign indicates the location of firefighting equipment. This sign can refer to all 

sorts of equipment like buckets of sand or hooks. 

 

 

 

 

Ico. 5.4.1 Fire extinguisher 

Ico. 5.4.2 Fire hose 

Ico. 5.4.3 Fire ladder 

Ico. 5.4.4 Fire equipment 

At the end of this block, you:  

ω Recognize the firefighting symbols. 
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Fire alarm 

This sign indicates the position of a fire alarm call point. This is a button that 

activates the fire alarm. 

 

Fire phone 

This sign indicates the position of a fire emergency phone. This type of phone will 

give you direct access to the fire brigade or the responsible staff member that 

deals with fire emergencies. 

 

 

 

 

 

Ico. 5.4.5 Fire alarm 

Ico. 5.4.6 Fire phone 

What you need to remember 

Firefighting signs indicate the place of firefighting 

equipment and alarm facilities. The signs are red squares 

with a white image. Sometimes, text is added to clarify or 

give extra information.  Terms and definitions  

¶ fire extinguisher 

¶ fire hose 

¶ fire ladder 

¶ fire equipment 

¶ fire alarm 

¶ fire phone 
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5.4.1 Rehearsal questions 

05.04.01: Match the signs with where you find them 

1. Fire extinguisher 

2. A shelf with fire vests and axes 

3. A push button 

4. Fire reel 

 

 

  

 

 

 

04.06.02: This sign means: 

a) Do not use phone in case of fire 

b) A direct line to the fire brigade 

c) Phone will ring in case of fire 

A      B      C      D 
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5.5  Evacuation routes and compartments 

 

Theatre and event spaces are not only used by permanent workers, but also by freelancers, 

audience, guestsΣΧ Ln total, this is a large group of people of which many are not acquainted with the 

situation. Depending on the moment, the space will have different functions. It can be a workspace, 

ŀƴ ŀǳŘƛŜƴŎŜ ǇƭŀŎŜΣΧ hƴ ǘƻǇ ƻŦ ǘƘŀǘΣ ǎƻƳŜ ǎǇŀŎŜǎ ƘŀǾŜ ǎŜǾŜǊŀƭ ŦǳƴŎǘƛƻƴǎ ŀǘ the same time. During the 

set-up, other activities can happen in the house, an audience will visit an exhibition in the hall or 

listen to a lecture in a foyer, or rehearsals can go on in the café. 

Precautions for emergency 

The first priority in case of a calamity is to evacuate, to bring all people out of the risk zone. In 

practice this will mean taking them out of the building. You could ask why we spend so much effort 

for emergency planning, as there are not that many theatre fires or other calamities. The reason is 

that the consequences in most cases are very dramatic and disastrous.  

To be able to evacuate efficiently, different measures are taken in a building or an event space and 

people are appointed to perform safety tasks. 

Compartmentation 

A large building, especially when receiving an external audience, is split up into different parts, called 

compartments. These compartments have fire proof walls to limit the spreading of fire and smoke. 

This buys time for the people inside to evacuate. 

Special attention is given to staircases, they are typical evacuation routes, but also connect different 

levels and create a chimney effect. Like a chimney, the staircase creates an air stream exciting the 

fire. Staircases will always be a separate compartment to avoid this effect. 

In spaces with a chimney effect (staircases, fly towers, etc.) smoke hatches are placed to evacuate 

the smoke. These should only be activated by a fire responsible. Opening the hatches at the wrong 

moment could enlarge the fire.  

 

 

 

 

 

Before you start, you should read the chapter 05.01 Fire theory. 

At the end of this block, you:  

ω Understand the principles of compartments and emergency routes. 

ω Understand the use of safety and emergency lighting.. 
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Fireproof doors 

Fireproof doors are placed between fire compartments. These doors form the final closure of the 

compartment. They need to be closed permanently or close automatically when there is a fire. Most 

fire doors close automatically with a closing device. In everyday use, they can be kept open with an 

ŜƭŜŎǘǊƛŎŀƭ ŘƻƻǊ ƘƻƭŘŜǊΩǎ ƳŀƎƴŜǘΦ ¢Ƙƛǎ ƛǎ ŀƴ ŜƭŜŎǘǊƻƳŀƎƴŜǘ ǘƘŀǘ ƛǎ ǘǳǊƴŜŘ ƻŦŦ ōȅ ǘƘŜ ŦƛǊŜ ŀƭŀǊƳΣ ŀƭƭƻǿƛƴƎ 

the door to shut, in the event of a fire. 

Under no circumstances should the fireproof doors 

be blocked or kept from closing. The 

compartmentation would be lost and the fire could 

spread over the building. A cable running through 

the door or a wedge to keep the door open are 

recipes for disaster. 

Fireproof doors are recognizable with a mark in the 

side of door. In most countries, there will also be a 

warning on the door. 

 

Iron curtain 

In theatres with a stage tower, the stage opening is closed with an iron curtain when the building is 

not used. This iron curtain will also be lowered in case of fire, creating a (limited) compartment 

consisting of the stage by separating it from the audience house. It will also limit the chimney 

function of the fly tower towards the audience space. 

Breaking the compartment 

Fire crosses the compartment walls through the smallest holes. Drilling a hole for cables or for 

passing pipes should only be done by professionals that are able to ensure the integrity of the 

compartment. 

For temporary cables, holes are made that are filled with fire bags. These fire bags will swell in case 

of a fire closing off the hole and guaranteeing the compartment's integrity.  

Evacuation routes 

Evacuation routes ensure that people can flee in a safe way, without passing other danger zones and 

bring them to the outside of the building. People tend to leave a room the way they came in, so the 

primary evacuation routes are the standard exits. The emergency routes guarantee that even when 

normal access routes are blocked, for example by fire, people can leave the building safely. The 

routes are not only used in case of fire, but can also be used during other calamities. 

The routes are marked with signs and lit with emergency lighting. They form a separate 

compartment and support a "natural flow" of people. 

 

 

 

Fig. 5.5.a Evacuation 
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Evacuation doors 

The doors in the evacuation route always open in the fleeing direction. Under no 

condition should the doors be locked in the fleeing direction when the building is in use. 

Special push bars are put on the doors to ensure they open when a crowd is pushing to 

get out. In some countries special emergency locks are used for exits with smaller 

amounts of people. 

 

A conflict between safety and security 

In many cases a conflict between safety and security will arise in a public building. For safety reasons, 

we want to keep all doors unlocked, but for security reasons we want all the doors to be locked. In all 

cases we will need to take both points of view in account. Solutions like door alarms or electric locks 

that open in case of fire or power failure will help reconcile both parties. 

Gathering point 

An evacuation route ends at a gathering point. This is the place where all people come 

together after evacuation. They will be given first aid, will be counted and will receive 

further instructions. The place is chosen in such a way that the evacuated people will 

not hinder the emergency services.  

How people flee 

In case of an evacuation, there is always a risk that panic arises. The combination of fire, smoke, 

limited visibility, but also rumours can awaken the reflex to flee. At that moment, you can't expect 

normal, rational behaviour. People will literally fight for their survival, even if this has a negative 

effect on the evacuation. 

Safety and emergency lighting 

What is generally called emergency lighting has in fact several functions. In a lot of cases these 

functions are combined in one fixture. The different functions are: 

¶ Visibility in normal circumstances 

¶ Visibility of signs 

¶ Visibility in emergency circumstances 

Most audience spaces in theatres and venues need to be dark in normal circumstances, we want the 

focus on the light on stage. But on the other hand, we need minimum lighting to ensure that an 

audience member that feels ill or wants to leave the house can do so safely. The safety or maintained 

lighting will not only include normal emergency fixtures, but also stair lighting and sometimes floor 

(aisle) lighting. It needs to be on when an audience is in the house. 

Secondly, we need to ensure that the exit and evacuation signs are visible the whole time. This can 

be done by hanging the fixtures above the signs or by integrating the signs in the fixture. 

The emergency function is activated when there is a fire or a power loss in the house. At that 

moment, the fixtures will work on an autonomous power supply (battery) or a separate power net. 

Pic. 5.5.1 
emergency lock 

Pic. 5.5.2 
reassembly point 
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The light of the fixtures is strong enough to evacuate the audience and the workers out of the 

building. 

In temporary venues or in situations where emergency lighting is blocked by sets or other 

interventions, temporary emergency lights will be added to ensure safe evacuation. 

To be certain the fixtures will work when needed, they will be tested on a regular base. Some 

systems will perform these tests automatically. 

It will be clear that the fixtures should always be visible and should not be masked or covered. This 

would endanger yourself, your co-workers and the audience. 

Keep the routes free 

If someone would fall in a hectic situation with panicking people, 

he/she forms an obstacle for the others. The risk that more 

people would fall and enlarge this obstacle is realistic and can 

lead to a disaster. 

Therefore evacuation routes should be completely free of 

obstaclesΦ /ƘŀƛǊǎΣ ǇƭƛƴǘƘǎΣ ƻōƧŜŎǘǎΣ Χ ǎƘƻǳƭŘ ōŜ ǊŜƳƻǾŜŘ ŦǊƻƳ 

ǘƘŜ ŜǾŀŎǳŀǘƛƻƴ ǊƻǳǘŜΦ aƛȄƛƴƎ ŘŜǎƪǎΣ ŎŀƳŜǊŀǎΣ ǇǊƻƧŜŎǘƻǊǎΣ Χ ƘŀǾŜ 

to be placed outside the route. Wheel chairs need to be placed 

in determined positions and extra chairs should not be allowed.  

But also on the outside of the building, we need to be sure that 

no obstacles are in the way of the fleeing people. Emergency 

doors should be able to open completely and a free passage to 

the gathering point should be ensured. Typical examples are 

emergency doors blocked by parked cars. 

 

 

Temporary constructions 

Temporary constructions, cable routes or vending stands should not block escape routes. But also on 

stage we have to make sure that sets or other constructions do not block routes. We need to ensure 

that actors and technical staff can leave in a safe way in case of emergency and that we keep access 

to all areas free for fire fighters. 

 

 

 

 

 

 

Fig. 5.5.b Hallway 
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Colleagues in odd places 

Evacuation routes are not only for the large audience, but also for 

every individual worker. This is especially important for people 

working in odd places where it is less obvious to evacuate. You can 

think of: 

¶ People working in the fly tower 

¶ People working in the under stage 

¶ People working in or on top of sets during performance 

This means the evacuation possibilities have to be taken into 

account for these specific situations and should be part of the risk 

assessment.  

Open air 

In open air, the same principles apply, but they are less focused on fire and more on other events like 

spontaneous movement of large crowds, weather conditions, etc. 

Crush barriers 

Crush barriers are mostly used in open air to limit the amount of people per block and to avoid 

people getting crushed when large amounts of people are moving in one direction, for example to 

the stage. In large indoor venues this is mostly done by structural parts of the building. 

Regular checks and documentation 

In some countries checking the evacuation routes is part of an everyday routine, before opening for 

the public. In other countries, this is done on a regular, periodic base. But keeping the emergency 

routes obstacle free and ready to use remains a (moral) responsibility for everyone. 

The evacuation routes have to be 

documented (see example) and the 

persons involved have to be trained 

on a regular base, to be able to 

participate in the evacuation 

process when needed. 

 

 

 

 

 

 

 

Pic. 5.5.3 Evacuation plan 

Fig. 5.5.c Burning-stage 
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Properties, standards and measurements 

Properties, standards and measurements for evacuation routes and doors depend mainly on 

national regulations. But the principles behind them and they way they are expressed are the same. 

The width of evacuation routes is expressed in cm/person with a given minimum width. This is 

always the requirement for the narrowest point in the route. This value will be multiplied for 

ascending or descending routes with an extra factor.  

For example, in Belgium an evacuation route is minimum 1 cm per person (in flat route), multiplied 

with 1.25 for descending routes and 2 for ascending routes. The minimum width is 90 cm.  

The amount of required routes depends on the total capacity of the building. In larger spaces, 

multiple routes will be required to guarantee safe evacuation, even if one of the routes is blocked. 

For spaces with fixed seating, the maximum amount of chairs in a row is a given. This is the amount 

of chairs a person has to pass before getting to a normal width corridor. 

The fire resistance of fire doors is expressed in fire resistance time. In other words, how long will the 

fire be stopped by a properly closed door? Typical values are 1 h or 2 h. 

The maximum capacity of a space is decided based on the combination of all factors, including 

emergency exits, space per person, type of use, etc. This maximum capacity is calculated including 

ǿƻǊƪŜǊǎΦ {ƻ ŦƻǊ ŜȄŀƳǇƭŜ ŀ ŎƘƻƛǊΣ ƻǊŎƘŜǎǘǊŀΣ ǾƻƭǳƴǘŜŜǊǎΣ Χ ƛƴŦƭǳŜƴŎŜ ǘƘŜ ƳŀȄƛƳǳƳ ŀƭƭƻǿŜŘ ŀƳƻǳƴǘ ƻŦ 

audience. 

If a space is used in a different way, for example by seating the audience on stage, the entire 

emergency plan and the calculation of maximum capacity need to be revised. This will be done by 

the safety responsible of the house. 
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What you need to remember 

The first priority in case of a calamity is to evacuate. 

To be able to evacuate efficiently, different measures 

are taken in a building or an event space and people 

are appointed to perform safety tasks. 

ω The building is split up in compartments. 

ω Fireproof doors are placed between fire 

compartments.  

ω In theatres with a stage tower, the stage 

opening is closed with an iron curtain. 

ω Evacuation routes and doors are kept free. 

ω Safety and emergency lighting is ready. 

ω People are appointed to perform specific 

tasks in case of emergencies. 

ω Evacuation procedures are trained. 

Terms and definitions  

¶ calamity  

¶ evacuation 

¶ compartment 

¶ chimney effect 

¶ fireproof door 

¶ evacuation door 

¶ iron curtain 

¶ emergency route 

¶ safety  

¶ security 

¶ gathering point 

¶ panic  

¶ safety lighting 

¶ emergency lighting 

¶ crush barriers 
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Rehearsal questions 

05.05.01 A large building is split up in compartments  

a) because otherwise everybody will go everywhere. 

b) to contain the fire in one area. 

c) to guarantee security. 

05.05.02 A fire proof door 

a) is a door in a emergency route. 

b) is a door that withstands the fire for a time. 

c) is a door that leads to the outside. 

05.05.03 An evacuation door  

a) is a door in a compartment. 

b) is a door that withstands the fire for a time. 

c) is a door that leads to the outside. 

05.05.04: True/False 

¶ This sign is put at the place where the emergency crew gathers before an 

intervention. 

05.05.05 Safety lighting 

a) always has to be turned on. 

b) has to be turned on if audience or workers are in the building. 

c) has to turn on if the power supply fails. 

05.05.06 Emergency lighting 

a) always has to be turned on. 

b) has to be turned on if audience or workers are in the building. 

c) has to turn on if the power supply fails. 

05.05.07 Emergency routes 

a) can only be used as storage for a short time. 

b) can be used as storage is there is enough light to escape. 

c) can never be used as storage. 
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5.6 Emergency escape or first-aid signs 

 

Evacuation signs indicate evacuation routes, but they also point out where safety equipment and 

facilities are. They also appear on evacuation plans. Being able to recognise the symbols will help you 

to escape safely, especially in an unknown environment like a foreign theatre or hotel. 

The signs are green squares with a white image. Sometimes, text is added to clarify or give extra 

information. 

In a performance environment, the escape route signs are often combined with emergency lighting 

to ensure they are visible in the dark. Sometimes photoluminescent (glow in the dark) versions are 

used as a simple and effective solution. 

Emergency exit 

These signs indicate an escape route to a safe place. 

 

 

These signs are combined with arrows explaining the 

direction 

 

 

 

 

 

 

 

 

Ico. 5.6.1 Emergency 
exit left 

Ico. 5.6.2 Emergency 
exit right 

Ico. 5.6-3 Downward 
exit 

Ico. 5.6-4 Forward or 
upward exit 

Ico. 5.6-5 Exit to the left Ico. 5.6-6 Exit to the 
right 

Ico. 5.6-7 Downward 
exit to the stairs left 

Ico. 5.6-8 Downward 
exit to the stairs right 

Ico. 5.6-9 Upward exit to 
the stairs left 

Ico. 5.6-10 Upward exit 
to the stairs right 

At the end of this block, you:  

ω Recognize the escape route symbols.. 



5-157 ETTE Learners book v 01.01.EN.04.LEA 

 

First aid 

This sign indicates the location of a first aid post, first aid set or first aid staff. 

 

 

 

Emergency telephone 

This sign indicates the place of an emergency phone. This is a phone that 

connects directly to the emergency services or to a staff member in the building 

responsible for emergency actions. 

 

Assembly point 

An evacuation assembly point shows staff and members of the audience the 

place to go in case of an evacuation. At this place, the evacuation responsibles 

will check if everybody left the building and is accounted for. The evacuation 

points are at a safe distance from the building. 

 

Break to obtain access 

This sign is placed at covers that need to be broken in case of an emergency to 

obtain access to emergency exit devices. 

 

 

 

Doctor 

This sign indicates the location of a doctor. 

 

Defibrillator 

This sign indicates the location of an automated external heart defibrillator. This 

is an automatic device that can be used in case of a heart attack. 

 

 

Ico. 5.6-13 Assembly 
point 

Ico. 5.6-14 Break to 
obtain access 

Ico. 5.6-15.6 Doctor 

Ico. 5.6-11 First aid 

Ico. 5.6-12 Emergency 
telephone 

Ico. 5.6.16 Defibrillator 
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Eye shower 

This sign indicates the location of an eye shower or an eye wash station. These 

can be used in case of spill of chemical products or small objects in the eye. 

 

 

Safety shower 

This sign indicates the location of a safety shower. The shower can be used in 

case of spill of chemicals on clothes. 

 

 

 

Stretcher 

This sign indicates the location of a stretcher. 

Escape ladder 

This sign indicates the location of an emergency window. 

 

 

Rescue window 

This sign indicates the location of a rescue window. 

 

 

 

Unlock counter clockwise or clockwise 

These signs indicate in what direction the doorknob 

of a door in an escape route needs to be turned to 

open. 

 

Ico. 5.6-17 eye shower 

Ico. 5.6-18 Safety 
shower 

Ico. 5.6-19 Stretcher 

Ico. 5.6-20 Escape 
ladder 

Ico. 5.6-21 Rescue 
window 

Ico. 5.6-22 Unlock 
counter clockwise 

Ico. 5.6-23 Unlock 
clockwise 



5-159 ETTE Learners book v 01.01.EN.04.LEA 

 

 

 

 

 

 

 

 

 

 

 

 

 

What you need to remember 

Evacuation signs indicate evacuation routes, and point 

out where safety equipment and facilities are. The signs 

are green squares with a white image. Sometimes, text is 

added to clarify or give extra information. 

Terms and definitions  

¶ emergency exit 

¶ first aid 

¶ emergency telephone 

¶ assembly point 

¶ break to obtain access 

¶ doctor 

¶ defibrillator 

¶ eye shower 

¶ safety shower 

¶ stretcher 

¶ escape ladder 

¶ rescue window 

¶ unlock counter 

clockwise / clockwise 
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Rehearsal questions 

05.06.01: Match the signs with where you find them 

1. Above a door 

2. Above a machine to restart heartbeat  

3. At a emergency door 

4. At the door of the guardian, keeping the first aid kit 

 

  

 

 

 

  

 

 

 

05.06.02: This sign means: 

a) Grab electrical cable 

b) Break glass to open 

c) Hold railing tight 

A      B      C      D 



5-161 ETTE Learners book v 01.01.EN.04.LEA 

 

5.7 Properties of materials  

 

A performance environment is an environment with a high risk for fire. A lot of the materials used in 

sets, legs and borders, etc. increase the risk for fire and the spreading of fire. Therefore, it is 

important to ensure that all materials used have specific qualities concerning their behaviour in case 

of fire.  

Two aspects have to be looked at:  

¶ Burning behaviour, or how the material will respond to an ignition source. How will the 

material behave when on fire and what are the secondary risks like burning debris. For 

example, will the material continue to burn and produce burning debris flying around or will 

it drip of hot drops. 

¶ Stability, or how much will the structural strength of the material be influenced by a fire. For 

example, will the suspension of a set or a riser floor hold in case of fire. 

It is important to look at the commonly used materials on stages and the way they are used to 

identify the proper risks. These can be different from the use for decoration in buildings for 

example.  

Burning behaviour 

The fire behaviour of a material describes what happens if it is brought in contact with fire or heat. 

The first thing we want to know is if a material will burn or singe in contact with an ignition source. 

We also want to know if the material continues burning if the ignition source is removed and how 

fast it burns. We want to know the propagation of the flame, in other words how fast the fire will 

ǎǇǊŜŀŘΦ /ƭŜŀǊƭȅΣ ǘƘŜ ƛŘŜŀƭ ƛǎ ǘƘŀǘ ǘƘŜ ƳŀǘŜǊƛŀƭ ŘƻŜǎƴΩǘ ōǳǊƴ ŀǘ ŀƭƭ ŀƴŘ ǎŜŎƻƴŘ ōŜǎǘ ƛǎ ǘƘŀǘ ƛǘ ƛǎ self-

extinguishing.  

A second thing we want to know is if a flame will affect the structure of the material, if it will 

deteriorate. And even more importantly, if the material will produce flaming debris or drips, which 

creates the risk of setting fire to other materials. Of course we want to have a maǘŜǊƛŀƭ ǘƘŀǘ ŘƻŜǎƴΩǘ 

ŘŜǘŜǊƛƻǊŀǘŜ ŀƴŘ ŘƻŜǎƴΩǘ ǎǇǊŜŀŘ ŀƴȅ ŦƭŀƳƛƴƎ ŘŜōǊƛǎΦ ¢Ƙƛǎ ŀǾƻƛŘǎ ǎǇǊŜŀŘƛƴƎ ŀ ŦƛǊŜΦ  

 

 

Before you start, you should read the chapter 05.01 Fire theory. 

At the end of this block, you:  

ω Understand fire behaviour and stability of materials. 

ω Recognize risks. 

ω Recognize different materials. 
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This information will help us to assess the risk of spreading a fire. The information is given in a 

standardised way, using norms describing the fire behaviour. This way, we can be sure that we know 

how materials will behave wherever they come from.  

Fireproofing 

Fireproofing can be established by using specific 

materials. Materials that are not fireproof by 

themselves can be coated or impregnated with 

specific products. This is a highly specialised job and 

is mostly done by expert companies. Some materials 

are nearly impossible to fireproof, mainly because 

they are not porous enough to absorb the product, or 

coatings do not attach well to it. This is the case for a 

lot of plastics.  

A supplier or a fireproofing company will deliver a certificate stating the level of fireproofing that is 

established. This helps us to monitor if all materials on stage are OK. If the certificate is expired or 

non-existent, you need to warn a responsible person. 

Impregnating products and coatings have a limited lifespan ŀƴŘ ƴŜŜŘ ǘƻ ōŜ άǊŜŦǊŜǎƘŜŘέ ƻƴ ŀ ǊŜƎǳƭŀǊ 

basis.  

Stability 

If a fire occurs on stage, we want to avoid that suspended equipment falls down, or that the floor of 

(temporary) risers will collapse. Therefore the materials used in these constructions need a certain 

resistance to fire. They need to stay stable for a certain time to ensure fire workers can do their job 

and staff can evacuate. Examples of critical materials are steels and slings that suspend trusses and 

structural or floor elements.  

¢ƘŜ ǎǘŀōƛƭƛǘȅ ƛǎ ŜȄǇǊŜǎǎŜŘ ƛƴ άfire resistanceέ όwCύΦ ¢Ƙƛǎ ƛǎ ŜȄǇǊŜǎǎŜŘ ƛƴ ǘƛƳŜΣ ƴŀƳŜƭȅ Ƙƻǿ ƭƻƴƎ ŀƴ 

element will resist fire. A fire resistance of 30 min, 1 h or 2 h is most common.  

 

 

 

Pic. 5.7.2 Burn test 

Pic. 5.7.1 Fire box 

Fig. 5.7.a Stopwatch 

Test methods 

A simple test to get an idea of fire properties of a material is to take a small 

sample and light it. Hold it vertically (with pliers or so, not with your fingers) and 

light it in a safe place where extinguishing is easy (like above a bucket of water 

or sand). Take away the ignition flame. You can then see if and how quickly 

burning stops, what amount and what type of smoke is produced, and if any 

melting drops can spread the fire. This gives an indication, but is of course no 

guarantee.  

To be sure of the properties, the material needs to be tested under standardised 

ŎƛǊŎǳƳǎǘŀƴŎŜǎΦ ¢Ƙƛǎ ƛǎ ŘƻƴŜ ƛƴ ŀ ŦƛǊŜ ƭŀōΦ ¢ƘŜ ƳŀǘŜǊƛŀƭ ƛǎ ŦƛȄŜŘ ƛƴ ŀ άŦƛǊŜ ōƻȄέ ŀƴŘ 

lit by a standardised flame during a specific amount of time with a predefined 

draft of air. The whole procedure is executed according the standard in mind 

and the results are documented.  
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Pic. 5.7.3 Burned filter 

Standards 

The European standard EN 13773 distinguishes 5 classes of fire behaviour. The 

standard is not widely accepted in the performing arts and entertainment. In 

most cases the national standards are used. They are relatively well accepted 

between countries.  

The most common standards are listed below:  

Code  Standard  Country  

NFP-M1  NFP 92-503/M1  France  

DIN-B1  DIN 4102/B1  Germany  

NEN  NEN 6941/6065/6066  The Netherlands  

BS-2B  BS 5867 part 2B  United Kingdom  

 

  

 

 

 

 

 

 

 

 

 

 

 

Less evident materials 

We also should look into fire risks with materials used in a way they 

are not meant for or with unexpected heat sources. For example 

filters in the focal point of a beam or tape applied on a spotlight.   
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What you need to remember 

ω Burning behaviour describes how a material 

responds to an ignition source, how it behaves 

when on fire and what the secondary risks are, 

like burning debris.  

ω Stability describes how much the structural 

strength of the material will be influenced by a 

fire.  

ω ¢ƘŜ ǎǘŀōƛƭƛǘȅ ƛǎ ŜȄǇǊŜǎǎŜŘ ƛƴ άŦƛǊŜ ǊŜǎƛǎǘŀƴŎŜέ 

(RF). This is expressed in time, namely how 

long an element will resist fire.  

ω Fireproofing can be established by using 

specific materials. Materials that are not 

fireproof by themselves can be coated or 

impregnated with specific products. 

Terms and definitions  

¶ burning behaviour 

¶ stability 

¶ fireproofing 

¶ impregnating 

¶ fire resistance 
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Rehearsal questions 

05.07.01 True/False 

Fire proofed materials do not burn under any circumstances. 

05.07.02 True/False 

A door with an RF of 1h will burn for a full hour. 
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5.8 Safety distances 

 

One of the primary measures to prevent fire is to keep ignition 

sources away from combustible materials. The safety distance is the 

minimum distance that guarantees that an ignition source doesn't 

ignite or damage a material, object or individual. 

Ignition sources are avoided in a performance or event environment, 

but in some cases they are essential to the activity on stage. Some 

examples: 

¶ hǇŜƴ ŦƭŀƳŜǎ ŦǊƻƳ ŎŀƴŘƭŜǎΣ ǘŜŀ ƭƛƎƘǘǎΣ Χ ƻƴ ǎǘŀƎŜ 

¶ Cigarettes on stage 

¶ Explosive devices for pyrotechnics or flame effects 

¶ Heat from spotlights, not only in the focal point of the beam, 

but also the heat radiating from the body 

¶ Laser beams 

¶ Χ 

If people come too close to an ignition source, they can get burns or their clothes or wigs can set on 

fire. In normal circumstances, there is no need for costumes to be made fire resistant. But in case of 

an increased fire risk, safety distances should be defined. You should take care, especially for high 

flammable materials like nylon. (A nylon tutu is made from highly flammable material, with a lot of 

surrounding oxygen.) 

Objects and materials like theatre curtains can catch on fire, or suffer damage to the surface even if 

they are fire retardant. A safety distance should be defined and maintained here too. Objects or 

materials that are within the safety distance need to get extra 

protection in case coming too close is unavoidable. This is especially 

true for floors. 

Safety distances can be described in different ways, sometimes 

multiple safety distances are given for one source. Fireworks or flame 

projectors will have a different safety distance in the horizontal and 

vertical direction. Spotlights will have a different safety distance on 

the sides and in the beam. 

The safety distance depends on the energy of the ignition source and 

the expected fire resistance of the surrounding materials. For 

pyrotechnics the distance also depends on how far burning material 
Pic. 5.8.1 Safety label, showing the 
safety distances 

Fig. 5.8.a Dancer 

At the end of this block, you:  

ω Understand the principles of safety distances. 



5-167 ETTE Learners book v 01.01.EN.04.LEA 

 

can be spread. Safety distances can be prescribed by the manufacturer (Fireworks, flame projectors, 

ǎǇƻǘƭƛƎƘǘǎΣ Χύ ƻǊ ŘŜŦƛƴŜŘ ōȅ ŀ Ǌƛǎƪ ŀǎǎŜǎsment. 

For specific applications, giving a safety distance is not enough. Some effects are mobile (smoking on 

ǎǘŀƎŜΣ ƳƻōƛƭŜ ǇȅǊƻǘŜŎƘƴƛŎǎΣ Χύ ƻǊ ǘƘŜ ŜŦŦŜŎǘ ƛǎ ƴƻǘ ƭƛƳƛǘŜŘ ǘƻ ŀ ǎǇŜŎƛŦƛŎ ŘƛǎǘŀƴŎŜ ŦǊƻƳ ǘƘŜ ŜǉǳƛǇƳŜƴǘ 

(laser). In this case, safety areas are defined, where there need to be extra protection measures 

taken. 

Based on the above, it will be clear that maintaining safety distances during set-up and performance 

is one of the most important measures to improve fire safety. 

 

 

  

What you need to remember 

ω The safety distance is the minimum distance that 

guarantees that an ignition source doesn't ignite 

or damage a material, object or individual. 

ω The safety distance depends on the energy of the 

ignition source and the expected fire resistance 

of the surrounding materials. 

Terms and definitions  

¶ safety distance 

¶ highly flammable 

materials 

¶ ignition source 

¶ safety area 
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Rehearsal questions 

05.08.01 Safety distances depend on  

a) the object at risk. 

b) the ignition source. 

c) both the object and the source. 

05.08.02 True/False 

The safety distance is the same in every direction. 

05.08.03 When we use a laser 

a) we need to define a safety distance. 

b) we need to define a safety area. 

c) we need to define a maximum exposure time. 
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6  Work safely at height  
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TO WORK SAFELY AT HEIGHT, YOU MUST:  

Take necessary precautions while working at height, on ladders, mobile scaffolding, fixed working 

bridges, single person lifts etc. in order to prevent falling or endangering people working under these 

structures.  

This means you master following skills: 

¶ Selects and uses the appropriate equipment to go to the high working post 

¶ Identifies / spots environmental influences and changes that affect the safe use (weather, 

rake, floor stability,...) 

¶ Ensures underlying work area is free 

¶ Mounts and uses the equipment according to the safety regulations and instructions  

¶ Visually inspects the equipment  

¶ Applies the appropriate collective protection  

¶ Uses the appropriate personal protection equipment 

¶ Ensures no objects can fall during activity 

¶ Secures small tools and equipment 

¶ Closes off underlying areas 

¶ Communicates with colleagues while working at height 

You master following knowledge: 

¶ Ladders 

¶ Mobile tower scaffold 

¶ Mobile elevating work platform  

¶ (Fall protection) 

You have following attitudes: 

¶ Safety awareness 

¶ Proactive  
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Working at height includes all situations where there is a substantial difference in height between 

the floor you are working on and the environment. This includes all situations in the vicinity of a risk 

for falling or where people are working underneath you (working bridges, grid, etc.). Falls from 

height and falling objects are some of the major causes of fatal work accidents. This is why working 

safely at height is crucial for a safe working environment. 

We exclude activities on mobile platforms or involving rope access work (climbing). These are 

specialist competences. We focus on non-specialist equipment relevant for daily theatre and event 

practice only. 

Only when needed 

There is a large consensus about the fact that working at height 

should only be done if there is no reasonable other way to get 

the job done and if it is done for a short time only. So where 

possible, we will avoid working at height. The main question is 

not if a specific request should be carried out or not, but if the 

work can be organised in a different way to avoid working at 

height, some examples: 

¶ Can a spotlight be lowered to fix it? 

¶ Can sets be mounted on the floor before they are hung? 

Risk assessment 

Choosing the appropriate method to work at height is always 

based on a (risk) assessment of the task. Often this is a last 

minute risk assessment. Questions that need to be answered 

are: 

¶ What height needs to be reached? 

¶ How long will the job take? 

¶ How (easy) can the object be reached? 

¶ Does the person working at height need to use a lot of force? 

¶ Does the person working at height need to use tools? 

¶ Does the person working at height need to reach out? 

¶ Does the work at height involve electricity?  

¶ Can one person do the job? 

¶ Are people needed below the work surface?  

¶ How often does this work occur?  

¶ How much space is available on the floor? 

¶ Does the person need to transfer to or step on another floor or platform? 

¶ Are there attachment points for fall protection available? 

¶ How can we evacuate a person at height? 

Fig. 5.8.a a ladder to the moon 
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Based on these answers, a way of working and the most suitable tools are chosen. In this process we 

always choose the safest possible way. For example: a ladder will be more dangerous than 

scaffolding, scaffolding will be more dangerous than a working platform and a working platform will 

be more dangerous than working on the ground. 

All the elements above are the input for a risk assessment, that has to be done for each situation. 

This risk assessment leads you to the safest choice. 

Medical fitness 

Medical fitness is crucial if you work at height. Most countries have obligatory health assessments on 

a regular base for their workers. This health assessment is based on the risks of the specific tasks or 

the specific environment the worker will be active in. But this is only a snapshot covering your 

general health situation. Everyone gets ill at a certain moment and it is quite possible this makes you 

unfit to work at height. You should not work at height: 

¶ If you don't feel well, suffer from dizziness, feel 

ƭƛƪŜ ȅƻǳ ǿƛƭƭ ŦŀƛƴǘΣ Χ  

¶ If you are under the influence of alcohol, drugs, 

Χ 

¶ If you are extremely tired or stressed. 

¶ If you are under the influence of medication, 

even if you feel fine, you should check the 

information leaflet that accompanies the 

medicine. If you are not allowed to drive, or 

indications of dizziness or fainting are given, you 

are not allowed to work at height. 

¶ If you suffer from Acrophobia or fear of heights. 

This is an extreme form of fear of falling, 

resulting in panic attacks in high places and you 

becoming too agitated to get down safely. This 

is not to be confused with the natural fear when 

exposed to heights, which is a natural protection 

against risky or irresponsible behaviour. You 

should not work at height if you suffer from 

acrophobia, because you would endanger not 

only yourself, but also colleagues that need to 

rescue you. 

Training and instruction 

Just as for any other job, you need to have had instructions and training before you work at height. 

Depending on the country you work in, this can mean you need a certificate or a document proving 

internal training. The training ensures you are able to: 

¶ Set up the equipment properly 

¶ Perform pre-use checks 

¶ Use the equipment according to instructions 

Fig. 5.8.b feeling dizzy 
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¶ Know what the equipment is meant for (and not use it for anything else) 

¶ Use the appropriate personal safety equipment 

¶ Protect the people around you 

Despite training, when you are on a new, unknown location, you need to get instructions about the 

way of working at height in that specific location. Sometimes habits, demands or rules can be stricter 

then the law requires.  

Use personal protection 

The use of personal protection equipment depends on the specific risks in the concrete work 

situation. Your employer or the person responsible for safety will provide you with instructions for 

your specific task based on a risk assessment. The most commonly occurring personal protection for 

situations at height will be: 

¶ A hard hat, to protect you against bumps when going up 

¶ Restraining or fall protection to keep you from falling 

¶ Slip resistant shoes 

Plan for the worst 

There is always a risk that you will fall, get injured at height or need to be rescued. It is essential that 

these emergencies are planned and trained in advance. In some cases, for example someone 

unconscious hanging in a fall arrest harness, you only have 10 minutes to retrieve them, so there is 

no time for improvisation. This also means there always needs to be a second trained person on site. 

Just like any other work place, a high working spot needs to have emergency exits or escape ways in 

case of fire. If you work on a high place, you probably need to evacuate even faster, the heat of the 

fire will affect you earlier, because heat rises. For specific situations, like follow spot operators in 

bridges, ropes with emergency descenders will be in place. You need to be trained to use them.  

Surfaces below 

When you are working at height, the risk is not only for you, but also for the people standing or 

working below you. You can drop something or even fall on top of someone. These risks need to be 

tackled from both points of view: 

From the point of view of the people below 

¶ Clear the area of unauthorised and unneeded people. 

¶ Close off the area with a rope or fences. 

¶ Ensure a clear view on the area. 

¶ Ensure proper communication with the people below. 

¶ Ensure PPEs are worn by people needed below. 

¶ Ask someone to supervise the area. 

¶ Warn that someone is working at height at the entrances. 

¶ In a public space, you need a guide to control the public. Fig. 5.8-c The Head 



6-174 ETTE Learners book v 01.01.EN.04.LEA 

 

From your point of view 

¶ Empty your pockets or close them to avoid stuff falling out. 

¶ Carry only the necessary tools. 

¶ Secure tools with a wristband or lanyard.  

¶ Use a pulley to lift equipment you need.  

¶ Place toe boards where possible. 

¶ Wear fall protection. 

Areas with collective protection 

Where possible, we will use collective protection to avoid falling from heights. Working bridges have 

railings, open elevators or orchestra pits during build up or rehearsals will be fenced off. In theory, 

this collective protection should stop you (and everybody else) from falling. But still some risks 

remain. If you need to reach out over the railing or need to work high above the railing, you can drop 

ǘƻƻƭǎΣ ŜǉǳƛǇƳŜƴǘΣΧ {ƻ ŜǾŜƴ ƛƴ ǘƘŜǎŜ ǎƛǘǳŀǘƛƻƴǎ, a risk assessment has to be made and appropriate 

measures need to be taken.  

Areas with no collective protection 

In exceptional situations it can be impossible to provide collective protection. An example could be 

work during setup where fences have not (yet) been put in place. In this case we will need to rely on 

individual protection, like fall arrest or restraint harnesses. This situation has to be kept as short as 

possible. Once possible, the collective protection needs to be put in place again. 

But even this is not always possible. Think of the orchestra pit, an open elevator or a performer on a 

high platform during performance. The performer needs to be able to move, to sƛƴƎΣΧ ŀƴŘ ǘƘŜ 

protection can't be visible. Putting up a fence would be incompatible with the artistic goals of the 

performance. In these cases more specific measures need to be taken, relying on warning and 

training the people involved. Examples of measures could be: 

¶ Improving visibility 

¶ Lit edges 

¶ Keeping a safety distance from the edge 

¶ Not walking backwards  

¶ Ensuring a view on the surface you walk on 

¶ Warning signs   

Inspection of the work area and environment 

Whenever you work at height, you need to check if the environment you are working in doesn't 

cause any risks. Typical things to look for are: 

¶ Clean floor, no tripping hazard  

¶ Bumps and holes 

¶ Unstable or slippery surface or floor 

Pic. 5.8.1 no collective protection 
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¶ Floor strength 

¶ Obstacles at height  

¶ Wind and weather 

¶ Unauthorised persons 

Use of ladders 

 In the first place, ladders are meant for accessing other levels and 

platforms. They can only be used for work that is occasional and 

non-repetitive, that doesn't imply putting large forces when 

handling heavy loads, that is feasible with one hand and within 

arm's length reach and where no safer means of access is 

available and practical.  

Some basic rules that will make your work safer: 

¶ Do not put a ladder near the edge of an opening in the 

floor.  

¶ Do not put ladders on risers, bridges or scaffolding. 

¶ Do not put a ladder in front of a door, if necessary, lock the door and put up warning signs. 

¶ Ladders are not designed to be used horizontally or upside down.  

¶ Ladders must rest on their side rails, the rungs are not made for support. 

¶ Check hinges, spreader bars, and locks before climbing. 

¶ Check the angle of the ladder before climbing. 

¶ A ladder should be one meter higher than the spot you will be working on. 

¶ Do not allow anyone under the ladder during climbing or working. 

¶ Stay with both feet on the ladder and keep your belt buckle in between the rails, don't reach 

out further than an arm's length.  

Use of mobile scaffolding 

To use a mobile tower scaffold, you need to be trained and informed. The 

height-to-width ratio of a mobile tower scaffold should not be greater than 3 

to 1. Avoid working on a unguarded platform, also when building, and secure 

all parts immediately. Always climb a tower on the inside, never sit or stand 

on the railings, never use any means to increase working height and never 

reach out further than arm's length. Ensure the route is clear, free of obstacles 

and free of holes or bumps before you move the tower. Never move the 

scaffold by pulling it forward when standing on top of it! Always use the 

brakes of the castor wheels.  

 

 

Pic. 5.8.3 mobile scaffolding 

Pic. 5.8.2 ladders 
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Use of a mobile elevating work platform 

 To use a mobile elevating work platform, you need to be trained and informed 

not only in general, but also to the specific machine and the situation you work 

in. Always check for obstacles above you when operating. Stay with both feet 

on the platform and don't overreach, never sit or stand on the railings. Keep 

the cage clean and clear of obstacles. Use a hard hat and fall restraint, never 

move when at height or disarm the safety features. Always use outriggers. 

Prepare yourself for emergency. 

 Pic. 5.8.4 MEWP 

Terms and definitions  

¶ working at height 

¶ mobile platforms 

¶ rope access 

¶ medical fitness 

¶ acrophobia  

¶ internal training 

¶ pre-use check 

¶ risk assessment 

¶ surfaces below 

¶ unauthorised  person 

¶ safety distance 

¶ scaffolding 

¶ collective protection 

¶ mobile elevating work 

platform 
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6.1 Ladders 

 

A ladder is a vertical or inclined set of rungs or steps, connected to vertical members called stiles. 

There is a large variety of ladders, stepladders for smaller work, extendable ladders to reach high 

surfaces, A and Y ladders that stand autonomously and fixed ladders like the ones found in a stage 

house to connect the different levels and bridges. You can even find A-ladders with wheels. We do 

not discuss rope ladders in this chapter, as they are part of specialised skills. 

Choosing 

In the first place, ladders are meant for accessing other levels and platforms. They can only be used 

for work: 

¶ that is occasional and non-repetitive. 

¶ that doesn't imply putting large forces when handling heavy loads. 

¶ that is feasible with one hand and within arm's length reach.  

¶ where no safer means of access is available and practical.  

 (Examples are focussing a spotlight, plugging a cable, etc.) 

Where possible, it is preferable to use scaffolding or an elevated work platform. 

Carrying and transporting 

When carrying ladders, some basic rules apply: 

¶ Carry a ladder on your shoulder with the front part up. This avoids unwanted contact with 

other people. 

¶ Pay attention to obstacles at height (fixtures, 

cables, etc.). 

¶ Watch out at doors and corners and warn 

people you are coming. 

¶ Heavy ladders should be transported with 

two people, one on each end. 

¶ If you carry a ladder standing up, hold a low 

rung to lift with a stretched arm and a high 

rung to support the ladder. If you get out of 

balance, put the feet of the ladder on the 

ground. 

Fig. 6.1.a Laurel and Hardy 

At the end of this block, you:  

ω Know the different types of ladders and their use. 

ω Understand how to set up ladders and work on them. 
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For short distances, a ladder can be carried vertically. Take care for obstacles at height and keep the 

feet of the ladder close to the ground, so you can put it down if it gets unbalanced. 

If you transport a ladder with a vehicle 

¶ Be sure it is well secured. 

¶ Check the turning circle. 

¶ Check warning signs and other signalisation. 

Checking 

Before you use a ladder, you should carry out a visual check. If 

you find any defects on a ladder, it should be taken out of 

service. The ladder should be stored in a separate location from 

ladders that are in function, to avoid mistakes. The ladder 

should be clearly tagged with "out of order" or similar text. You 

also need to inform the responsible person about this. 

The responsible person will decide to scrap the ladder or let 

repairs be carried out by the manufacturer. Repairing ladders is 

a specialised task. You should not try to repair them yourself. 

A visual check includes: 

¶ structural rigidity 

¶ excessive wear 

¶ corrosion 

¶ joints between fixed parts should be tight, secure and free of damage 

¶ movable parts should operate freely without binding or excessive play 

¶ end caps should be in place  

¶ grease, oil or other substances that make the steps slippery 

¶ safety, periodic check, use and maintenance indications 

¶ Non-skid feet should be checked for:  

¶ attachment 

¶ wear 

¶ imbedded material 

¶ proper pivot action on swivel feet. 

¶ Multiple parts ladders should be checked for:  

¶ play tolerance between moving parts. 

¶ Aluminium ladders should be checked for: 

¶ dents, bends and deformation in side rails, steps, and rungs. 

 

Fig. 6.1.b inspection 
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¶ Wooden ladders should be checked for: 

¶ cracks, splitting, and rot  

¶ compression failures 

¶ not painted, or covered with a transparent finish only. 

¶ Extension ladders should be checked for: 

¶ gravity-action ladder locks operating freely 

¶ deteriorated, frayed or worn ropes. 

¶ Double or "A" ladders should be checked for: 

¶ damage or deformation of hinge point 

¶ damage on spreader bars, chains or ropes. 

¶ Platform ladders should be checked for: 

¶ proper closure of the platform 

Setting up 

Before you put up a ladder, you have to check the environment: 

¶ Keep the zone around the ladder free. 

¶ Do not put a ladder near the edge of an opening in the floor. 

¶ Do not put ladders on risers, bridges or scaffolding. 

¶ Do not put a ladder in front of a door, if necessary, lock the door and put up warning signs. 

¶ Ensure your ladder is not 

blocking emergency exits or 

routes. 

¶ Do not leave a ladder 

unattended. 

¶ In case you are working in 

public domain or a place where 

vehicles can move, put traffic 

warning signs in place or make 

use of a traffic controller. 

¶ Avoid places with (touchable) 

electrical installations or 

overhead power lines. 

¶ When you work in open air, take 

weather conditions into account, 

high winds (6 Beaufort = 45 km/h) can cause your ladder to topple. 

 

 

Fig. 6.1.c in front of door 
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Ladders are designed for a specific purpose. If you use them in another way or for another purpose, 

there is no guarantee that the ladder will hold. 

¶ Ladders are not constructed to be used horizontally or upside down.  

¶ Ladders are not made to be tied or bolted together. 

¶ Ladders are not designed to step from one to another. If you use several ladders to reach a 

work place, there needs to be a platform between the ladders. 

Base / support 

The base of a ladder is like a fundament, if the base is not supported properly, the stability and the 

strength of the ladder are in danger. Some basic rules apply here: 

¶ The base should not slip away, this can possibly be done by adapted non-slip feet, other 

protection, or anchoring the feet. 

¶ Ladders must rest on their side rails, the rungs are not made for support. 

¶ Avoid putting ladders on a slope or putting the feet on different levels. 

¶ Do not put ladders on flight cases, wagons, working platforms, or any other object. 

¶ The underground must be stable and horizontal. 

¶ The rungs should be horizontal. 

¶ Put extra support on soft surfaces if needed. 

¶ Use stabilisers if needed. 

 

  

Stepladder / platform ladder 

A stepladder is a light freestanding ladder with flat steps and a hinged frame. A platform ladder is a 

similar tool, but has a work platform on top, with a handrail. Both can be used to work on, in 

contrast to other ladders. 

If you set up a step ladder: 

¶ Make sure the ladder is opened completely. 

¶ Make sure the platform is locked. 

¶ Make sure the spreaders are horizontal. 

Double or "A" ladders 

A double ladder is a set of ladders that are connected with a hinge. The feet of the 

ladders are set apart, limited by a spreader bar or a rope. This ensures a stable 

construction to climb on, in the shape of an A frame. 

 

 

Pic. 6.1.1 non-slip feet 

Pic. 6.1.2 platform ladder and stepladder 

Pic. 6.1.3 A ladder 
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The easiest and safest way to set up a double ladder is to 

¶ put the ladder straight up, 

¶ take the smallest part out, 

¶ lower this part in the hooks of the 

hinge points, 

¶ walk away with the smallest part 

until completely open, 

¶ check the hinges, 

¶ ensure the spreader bars, chains or 

ropes are tensioned.  

 

  

Combination or "Y" ladder 

A combination or Y ladder is a double or A ladder that has an extra part that can be 

extended. 

 

¶ Set up as a double ladder. 

¶ Ensure the ladder is standing properly. 

¶ Unlock the rung locks. 

¶ Slide the telescopic section upwards. 

¶ Keep the telescopic part close to the ladder. 

¶ If needed, walk up the ladder. 

 

Extension ladders 

An extension ladder is a fixed ladder divided into two or more lengths for more 

convenient transport and storage; the lengths can be slid together or slid apart to 

expand the length of the ladder. 

 

¶ Walk up the ladder. 

¶ Unlock the rung locks. 

¶ Extend the telescopic section. 

¶ Keep an overlap of at least 1m (check manual). 

¶ Check the rung locks. 

 

 

 

Pic. 6.1.4 Y ladder 

Pic. 6.1.5 extension ladder 

Fig. 6.1.d spreader bars 
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Walking up a ladder 

To bring larger ladders like A ladders or extension ladders in a vertical position, we need to walk 

them up, the procedure for this is as follows: 

¶ Put the ladder to a wall or ask someone to put his feet against the bottom of the ladder. 

¶ Walk the ladder up, one rung at a 

time. 

¶ If the ladder is to heavy, ask for help. 

 

  

 

  

  

 

 

 

 

  

 

  

Top 

¶ If you put a ladder against a wall, both side rails should be supported by the wall.  If the 

surface is not even, special tools need to be used. 

¶ A ladder should be one meter higher than the spot you will be working on. 

¶ When the ladder is used to access a platform, it should stick out at least one meter, so the 

user has support to cross from one to the other.  

¶ Be sure the surface is immobile and strong enough. Never put a ladder against a scaffolding 

tower, a set or another unstable object. 

¶ If a ladder is very high (25 steps), it should be secured / tied off at the top. 

 

Fig. 6.1.f over the top 

Fig. 6.1.e walking up a ladder 


































































































































































































































































































































































