
MODEL DM/C 2000DM/C 3000 DM/C 4000

Operation temperature [°C]
120          

(max 150)

120          

(max 150)

120             

(max 150)

Electric power [kW] 20 35 45

Dimensions of products with Basket 1 [mm] 2000x500 3050x750 3050x1000

Dimensions of products with Basket 2 [mm] 3050x500 3560x750 3560x1000

Dimensions of products with Basket 3 [mm] / / 4080x1000

Thickness of products [mm] 0,4÷18 0,5÷20 0,5÷24
A [mm] 1900 2200 2300

B [mm] 2500 2900 3100

C [mm] 2200 2600 3100

Approximate weight [Kg] 2100 3200 4600

Overall dimensions

Centrifugal Electric Ovens
for centrifugal cast ing DM/C - HS

Vent ila ted Electric Centrifugal Ovens suitable for  
HIGH QUALITY MOULDED PARTS IN POLYURETHANE, SILICONE, 
etc. 
 
Main features: 
¾ Baskets for high rotation speed, made from treated steel, 

dynamically balanced with lapped work surfaces 
¾ Inverter for adjusting drum rotation – control panel 
¾ Thermal insulation for reduced energy consumption 
¾ Finned and armoured heating elements with high thermal 

efficiency 
¾ Precision and uniformity of temperature 
¾ With innovative air circulation system. 
¾ On request: Customised basket sizes 
¾ Very low operating noise level 
¾ Stainless steel oven chamber (optional) 
¾ Three oven models, complete with all accessories 
¾ Safety devices certified for manual operations on the machine 
 

OVEN TYPEOVEN TYPE

SERMAC S.r.l. reserves itself the faculty to possibly apply technical or construction changes without notice

Distributer: 
PU Consulting AB  
info@puconsulting.se 


