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Å Högtalare (Classic/ Tower / SE)



ATC Loudspeakers

Å ACOUSTIC INNOVATION

Å ATC is a British company that, since its formation in 1974, has been totally preoccupied with achieving, maintaining and 
delivering ultimate quality. Since its inception, ATC has kept steadfastly to its founders' aims of building loudspeakers 
and audio electronics that employ the most effective modern engineering principles.

Å While other audio manufactures try to keep up with - or even ahead of - their competitors, ATC is distinctly different: it 
continually strives to design and build loudspeakers and electronics that perform as close to perfection as it is possible to
do so.

Å All ATC products are built to meet the challenge of the latest digital recording technologies, while providing nothing less 
than the best sound reproduction money can buy.

http://atcloudspeakers.co.uk

http://atcloudspeakers.co.uk/


Högtalare Classic/Tower/SE



Ordförklaringar:

De olika modellerna finns i en rad olika utförande: Classic, Tower, SE och i aktiva eller 
passiva versioner. 

Classic är en direkt motsvarade modell till studio modellen, oftast på stativ.

Tower är ljudmässigt identisk med Classic, men en golvmodell.

SE är elementmässigt identiska med Classic/Tower, men har mer exklusiva lådor och 
förstärkare i ren klass A drift. 

Siffrorna betyder nettovolym på lådorna. 

P står för Passiv, A står således för en aktiv högtalare.

De aktiva modellerna använder MosFet-förstärkare

SCM betyder Studio Control Monitor

SL står för superlinjär. Vilket här innebär att elementet rör sig linjärt hela slaglängden.



ATC olika egna element:

ATC tillverkar alla sina element själva. Det senaste tillskottet är diskanten som tog 7 år att ta fram. Det är den 
enda diskanten på marknaden med dubbel upphängning. Alla element tål extremt mycket effekt och elementen 
är linjära, även vid mycket höga nivåer och spelar fortfarande extremt rent. De gillar effekt förde färdiga 
konstruktionerna kan ses som ganska trögdrivna, men det är skonsamma laster för en förstärkare och oftast rena 
8 ohms laster. Grunden kan sägas vara förstärkare på 100W av god kvalitet, och uppåt till hur mycket du vill.



Vad skiljer Classic / Tower / SE, aktiva och passiva? 

Om vi jämför SCM100 i de 6 olika versionerna som finns:

Å Classic (Aktiv/passiv) 

Å Tower (Aktiv/passiv) 

Å SE (Aktiv/passiv) 

Elementuppsättningen är identisk i alla tre modellerna, inklusive 
frontplattan. Lådvolymen är densamma 100L netto 

Skillnaderna ligger i Lådorna utformning och Finish (SE -modellen) 
Classic och Tower har samma filter (passiva modellerna) och samma 
förstärkare. Den aktiva SE-modellen har dessutom slutsteg som går i 
ren Klass A. 

I övrigt är det samma klang i modellerna. 

Aktiva modeller har typiskt något större dynamik och mindre 
distortion  än de passiva pga aktiva respektive passiva filter, samt att 
varje element har ett eget slutsteg. Bas: 200W, Mellanregister: 100W och 
Diskanten: 50W



Finish

ÅPriserna anges med standard finish, vilket innebär 

ÅKörsbär, Svart Ask, Ek, Valnöt, Satin Svart & Satin Vit

Det finns även andra typer av fanér och alternativ med högglanslack 
och pianolack. Dessa offereras på förfrågan. 



SCM20

SCM20PSL

Drivers: HF 25mm Neodymium, Mid/LF 150mm
Frequency Response (-6dB): 60Hzð20kHz
Matched  Response: ±0.5dB
Dispersion: ±80° Coherent Horizontal , ±10° Coherent Vertical
Max SPL: 108dB
Crossover Frequency: 2.8kHz
Connectors: Bi-wire posts
Cabinet  Dimensions( HxWxD ): 440x239x333mm
Weight : 22.7kg

Fredrik Kärrander:

Programmering URC, Brightsign, Onelan, Itach etc

Supportfunktion för URC, Brightsign, Onelan, Itach etc

Anställd sedan 19 år tillbaka. Lång erfarenhet 

Modell Pris /par

SCM20PSL 74 995:-



SCM50

Passive SCM50PSLT

Drivers: HF 25mm ATC SH25-76S,Mid 75mmATC Soft Dome, LF 234mm Super 
Linear
Amplitude  Linearity  ±2dB: 70Hz ð 20kHz
Frequency Response -6dB: 40Hz & 25kHz
Matched  Response: ±0.5dB
Dispersion: ±80° Coherent Horizontal ±10° Coherent Vertical
Sensitivity  (sine wave): 85dB @ 1W @ 1m
Max continuous  SPL @1m:112dB SPL
Crossover Frequency: 380Hz & 3.5kHz
Input Connector : Binding  Posts/4mm banana plugs
Recommended Power Amplifier : 100 to 1500 Watts
Nominal Impedance: 8 ohms (5.5 ohms min)
Cabinet  Dimensions ( HxWxD ): 1003x304x470mm

Active SCM50ASLT

Drivers: HF 25mm ATC SH25-76S, Mid 75mm ATC Soft Dome, LF 243mm Super 
Linear
Amplitude  Linearity  (±2dB): 70Hzð20kHz
Frequency Response (±6dB): 38Hzð25kHz
Matched  Response: ±0.5dB
Dispersion: ±80° Coherent Horizontal , ±10° Coherent Vertical
Max SPL: 112dB
Crossover Frequencies: 380Hz & 3.5kHz
Connectors: Male XLR
Crossover Filters: 4th Order Linkwitz -Riley
Amplifier  Output: 200w LF, 100w Mid, 50w HF (active version)
Cabinet  Dimensions ( HxWxD ): 1003x304x470mm
Weight : 53.3kg

Fredrik Kärrander:

Programmering URC, Brightsign, Onelan, Itach etc

Supportfunktion för URC, Brightsign, Onelan, Itach etc

Anställd sedan 19 år tillbaka. Lång erfarenhet 

Modell Pris /Par

SCM50PSL 199 995:-

SCM50PSLT 214 995:-

Aktiv Version +59 995:-



SCM100

Passive

Drivers: HF 25mm Mid 75mm LF 314mm Super Linear
Amplitude  Linearity  ±2dB: 65Hz ð 17kHz
Frequency Response -6dB: 35Hz & 22kHz
Matched  Response: ±0.5dB
Dispersion: ±80° Coherent Horizontal ±10° Coherent Vertical
Sensitivity  (sine wave): 88dB @ 1W @ 1m
Max continuous  SPL @1m:115dB SPL
Crossover Frequency: 380Hz & 3.5kHz
Input Connector : Binding  Posts/4mm banana plugs
Recommended Power Amplifier : 100 to 1500 Watts
Nominal Impedance : 8 ohms
Cabinet  Dimensions ( HxWxD ): 1070x397x560mm

Active

Drivers: HF 25mm Neodymium, Mid 75mm ATC Soft Dome, LF 314mm SL
Amplitude  Linearity  (±2dB): 65Hzð17kHz
Frequency Response (±6dB): 32Hzð22kHz
Matched  Response: ±0.5dB
Dispersion: ±80° Coherent Horizontal , ±10° Coherent Vertical
Max SPL: 115dB
Crossover Frequencies: 380Hz & 3.5kHz
Connectors: Male XLR
Filters: Active ð 4th Order Linkwitz -Riley, Passive ð2nd Order linkwitz -Riley
Amplifier  Output: 200w LF, 100w Mid, 50w HF (active version)
Cabinet  Dimensions ( HxWxD ): 1070x397x560mm
Weight : 68kg

Fredrik Kärrander:

Programmering URC, Brightsign, Onelan, Itach etc

Supportfunktion för URC, Brightsign, Onelan, Itach etc

Anställd sedan 19 år tillbaka. Lång erfarenhet 

Modell Pris / par

SCM100PSL 269 995:-

SCM100PSLT 279 995:-

Aktiv Version +59 995:-



SCM150

Passive

Drivers: HF 25mm Mid 75mm LF 375mm Super Linear
Amplitude  Linearity  ±2dB: 60Hz ð 17kHz
Frequency Response -6dB: 25Hz & 22kHz
Matched  Response: ±0.5dB
Dispersion: ±80° Coherent Horizontal ±10° Coherent Vertical
Sensitivity  (sine wave): 91dB @ 1W @ 1m
Max continuous  SPL @1m:117dB SPL
Crossover Frequency: 380Hz & 3.5kHz
Input Connector : Binding  Posts/4mm banana plugs
Recommended Power Amplifier : 100 to 1500 Watts
Nominal Impedance: 8 ohms
Cabinet  Dimensions ( HxWxD ): 1104x495x635mm

Active

Drivers: HF 25mm Neodymium, Mid 75mm ATC Soft Dome, LF 375mm SL
Amplitude  Linearity  (±2dB): 60Hzð17kHz
Frequency Response (±6dB): 25Hzð22kHz
Matched  Response: ±0.5dB
Dispersion: ±80° Coherent Horizontal , ±10° Coherent Vertical
Max SPL: 117dB
Crossover Frequencies: 380Hz & 3.5kHz
Connectors: Male XLR
Filters: All active
Amplifier  Output: 200w LF, 100w Mid, 50w HF
Cabinet  Dimensions ( HxWxD ): 1104x495x635mm
Weight : 77kg

Modell Pris / par

SCM150PSL 319 995:-

SCM150PSLT 349 995:-

Aktiv Version +59 995:-


