
T1C Series IE1 Efficiency Motors Technical Data (400V/50Hz)

Model
Output 
(kW)

Rated
current (A)

Rotation
speed (r/min)

Efficiency 
100% load (%)

Efficiency 
75% load (%)

Efficiency 
50% load (%)

Power
factor (Φ)

Rated
torque (N.m)

Tst/Tn 
(Times)

Tmin/Tn 
(Times)

Tmax/Tn 
(Times)

Ist/In 
(Times)

Nosie 
(dB)

Net 
weight (kg)

Moment of 
inertia(kg*m2)

T1C 801-2 0.75 2.06 2840 72.1 73.3 69.0 0.73 2.52 2.2 1.8 2.3 6 67 14.3 0.00093 

T1C 802-2 1.1 2.90 2840 75 77.7 74.8 0.73 3.70 2.2 1.8 2.3 7 67 16.0 0.00110 

T1C 90S-2 1.5 3.79 2840 77.2 78.5 75.1 0.74 5.04 2.2 1.8 2.3 7 72 18.5 0.00184 

T1C 90L-2 2.2 5.04 2840 79.7 80.9 78.8 0.79 7.40 2.2 1.8 2.3 7.5 72 22.0 0.00239 

T1C 100L-2 3 6.56 2840 81.5 82.8 80.1 0.81 10.09 2.2 1.8 2.3 7.5 76 32.0 0.00368 

T1C 112M-2 4 8.58 2900 83.1 84.9 82.6 0.81 13.17 2.2 1.8 2.3 7.5 77 41.0 0.01613 

T1C 132S1-2 5.5 11.16 2900 84.7 85.5 82.8 0.84 18.11 2.2 1.8 2.3 7.5 80 57.5 0.01106 

T1C 132S2-2 7.5 14.81 2900 86 87.1 84.7 0.85 24.70 2.2 1.8 2.3 7.5 80 62.0 0.01468 

T1C 132M1-2 9.2 17.75 2900 87 88.2 86.1 0.86 30.30 2.2 1.4 2.3 7.5 80 68.5 0.01767 

T1C 160M1-2 11 20.14 2945 87.6 88.9 86.6 0.90 35.67 2.2 1.4 2.3 8.5 86 111.0 0.04150 

T1C 160M2-2 15 27.74 2945 88.7 90.0 88.1 0.88 48.64 2.2 1.4 2.3 9 86 122.0 0.05384 

T1C 160L-2 18.5 35.18 2945 89.3 91.0 89.5 0.85 59.99 2.2 1.4 2.3 10 86 140.0 0.06436 

T1C 180M-2 22 39.25 2945 89.9 89.9 87.6 0.90 71.34 2.2 1.3 2.3 8 89 153.0 0.08110 

T1C 200L1-2 30 53.0 2950 90.7 91.4 89.7 0.90 97.12 2.0 1.3 2.3 7.5 92 218.0 0.15138 

T1C 200L2-2 37 65.1 2950 91.2 92.7 91.5 0.90 119.8 2.0 1.3 2.3 7.5 92 230.0 0.17351 

T1C 225M-2 45 78.7 2955 91.7 91.4 89.7 0.90 145.4 2.0 1.3 2.3 7.5 92 303.0 0.24178 

T1C 250M-2 55 95.8 2970 92.1 92.5 90.7 0.90 176.9 2.0 1.3 2.3 9 93 391.0 0.38903 

T1C 280S-2 75 129.7 2970 92.7 92.9 91.1 0.90 241.2 2.0 1.3 2.3 9 94 530.0 0.69871 

T1C 280M-2 90 155.2 2970 93 92.8 90.9 0.90 289.4 2.0 1.3 2.3 9 94 572.0 0.79539 

T1C 315S-2 110 189.1 2970 93.3 94.0 92.5 0.90 353.7 2.0 1.5 2.2 7 96 900.0 1.41216 

T1C 315M-2 132 223.9 2970 93.5 94.1 92.8 0.91 424.4 2.0 1.5 2.2 7 96 970.0 1.55013 

T1C 315L1-2 160 273.6 2970 93.8 94.2 93.0 0.90 514.5 2.0 1.5 2.2 7 99 1010.0 1.71199 

T1C 315L2-2 200 341.2 2970 94 94.3 93.1 0.90 643.1 2.0 1.5 2.2 7 99 1070.0 1.90623 

T1C 355M1-2 220 375.3 2980 94 94.3 93.1 0.90 705.0 2.0 1.2 2.2 7 103 1590.0 2.95585 

T1C 355M2-2 250 426.5 2980 94 94.4 93.2 0.90 801.2 2.0 1.2 2.2 7 103 1650.0 3.14272 

T1C 355L1-2 280 477.7 2980 94 94.5 93.2 0.90 897.3 2.0 1.2 2.2 7 103 1715.0 3.47911 

T1C 355L2-2 315 537.4 2980 94 94.5 93.2 0.90 1009.5 2.0 1.2 2.2 7 103 1780.0 3.85287 

T1C 801-4 0.55 1.51 1420 70 72.5 70.2 0.75 3.70 2.3 2.0 2.6 6 58 13.5 0.00141 

T1C 802-4 0.75 2.00 1420 72.1 79.2 76.8 0.75 5.04 2.3 2.0 2.6 6 58 14.6 0.00168 

T1C 90S-4 1.1 2.82 1430 75 77.8 74.5 0.75 7.35 2.3 2.0 2.6 6.5 61 18.0 0.00238 

T1C 90L-4 1.5 3.69 1430 77.2 80.0 77.3 0.76 10.02 2.3 2.0 2.6 6.5 61 23.0 0.00335 

T1C 100L1-4 2.2 4.98 1430 79.7 79.3 75.6 0.80 14.69 2.2 2.0 2.6 6.5 64 32.0 0.00688 

T1C 100L2-4 3 6.64 1435 81.5 82.6 79.9 0.80 19.97 2.2 2.0 2.6 7.5 64 35.0 0.00883 

T1C 112M-4 4 8.47 1435 83.1 86.2 84.7 0.82 26.62 2.2 2.0 2.6 7.5 65 44.0 0.01311 

T1C 132S-4 5.5 11.29 1440 84.7 87.5 85.6 0.83 36.48 2.2 1.6 2.6 7.5 71 61.0 0.02679 

T1C 132M-4 7.5 14.81 1440 86 88.6 86.9 0.85 49.74 2.2 1.6 2.6 7.5 71 76.0 0.03694 

T1C 132M2-4 9.2 18.17 1440 86 88.6 85.8 0.85 61.01 2.2 1.6 2.6 7.5 71 79.0 0.04412 

T1C 160M-4 11 21.58 1465 87.6 89.7 88.8 0.84 71.71 2.2 1.6 2.6 8.5 75 115.0 0.07659 

T1C 160L-4 15 28.06 1465 88.7 90.8 90.2 0.87 97.78 2.2 1.6 2.6 8 75 137.0 0.10379 

T1C 180M-4 18.5 33.98 1465 89.3 90.6 89.3 0.88 120.6 2.2 1.6 2.6 8 76 149.5 0.14084 

T1C 180L-4 22 40.14 1465 89.9 90.7 89.3 0.88 143.4 2.2 1.6 2.6 8 76 165.0 0.16541 

T1C 200L-4 30 56.16 1475 90.7 92.3 91.6 0.85 194.2 2.2 1.6 2.6 8 79 216.5 0.26594 

T1C 225S-4 37 68.9 1480 91.2 90.9 88.8 0.85 238.8 2.2 1.3 2.6 7 81 293.0 0.50439 

T1C 225M-4 45 83.3 1480 91.7 92.6 91.0 0.85 290.4 2.2 1.3 2.6 7 81 335.0 0.57909 

T1C 250M-4 55 100.2 1480 92.1 92.4 90.7 0.86 354.9 2.2 1.3 2.6 8 83 397.0 0.69098 

T1C 280S-4 75 131.2 1480 92.7 93.1 93.2 0.89 484.0 2.2 1.3 2.6 9 86 540.0 1.41285 

T1C 280M-4 90 155.2 1480 93 93.4 93.5 0.90 580.7 2.2 1.3 2.6 9 86 620.0 1.74607 

T1C 315S-4 110 189.1 1480 93.3 93.8 93.2 0.90 709.8 2.0 1.3 2.3 7 93 915.0 2.90486 

T1C 315M-4 132 226.4 1480 93.5 94.0 93.6 0.90 851.8 2.0 1.3 2.3 7 93 1005.0 3.29579 

T1C 315L1-4 160 273.6 1480 93.8 94.0 93.5 0.90 1032.4 2.0 1.3 2.3 7 97 1068.0 3.73367 

T1C 315L2-4 200 341.2 1480 94 94.3 93.9 0.90 1290.5 2.0 1.3 2.3 7 97 1210.0 4.67201 

T1C 355M1-4 220 379.6 1480 94 94.5 94.0 0.89 1419.6 2.0 1.2 2.3 7 101 1560.0 6.87200 

T1C 355M2-4 250 431.3 1480 94 94.5 94.0 0.89 1613.2 2.0 1.2 2.3 7 101 1600.0 7.63820 

T1C 355L1-4 280 483.1 1480 94 94.5 94.0 0.89 1806.8 2.0 1.2 2.3 7 101 1650.0 8.31927 

T1C 355L2-4 315 537.4 1485 94 94.6 94.1 0.90 2025.8 2.0 1.2 2.3 7 101 1700.0 9.08547 

T1C 355L3-4 355 605.7 1485 94 94.6 94.1 0.90 2283.0 2.0 1.2 2.3 7 101 1780.0 10.10708 
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Model
Output 
(kW)

Rated
current (A)

Rotation
speed (r/min)

Efficiency 
100% load (%)

Efficiency 
75% load (%)

Efficiency 
50% load (%)

Power
factor (Φ)

Rated
torque (N.m)

Tst/Tn 
(Times)

Tmin/Tn 
(Times)

Tmax/Tn 
(Times)

Ist/In 
(Times)

Nosie 
(dB)

Net 
weight (kg)

Moment of 
inertia(kg*m2)

T1C 801-6 0.37 1.49 900 59.7 60.5 55.7 0.60 3.93 2.0 1.8 2.2 5.5 54 14.0 0.00231 

T1C 802-6 0.55 1.95 900 65.8 66.1 62.3 0.62 5.84 2.0 1.8 2.2 5.5 54 15.0 0.00284 

T1C 90S-6 0.75 2.34 935 70 70.4 65.8 0.66 7.66 2.0 1.8 2.2 5.5 57 19.0 0.00335 

T1C 90L-6 1.1 3.20 935 72.9 74.2 70.8 0.68 11.24 2.0 1.8 2.2 5.5 57 21.6 0.00461 

T1C 100L-6 1.5 3.94 940 75.2 75.7 72.4 0.73 15.24 2.0 1.8 2.2 5.5 61 29.5 0.00783 

T1C 112M-6 2.2 5.68 940 77.7 79.3 76.2 0.72 22.35 2.0 1.8 2.2 6 65 38.0 0.01383 

T1C 132S-6 3 7.24 940 79.7 80.2 76.8 0.75 30.48 2.0 1.8 2.2 6 69 49.6 0.02855 

T1C 132M1-6 4 9.58 950 81.4 82.8 80.1 0.74 40.21 2.0 1.8 2.5 6 69 59.4 0.03601 

T1C 132M2-6 5.5 12.91 950 83.1 83.0 80.6 0.74 55.29 2.0 1.8 2.5 7.5 69 65.0 0.04890 

T1C 160M-6 7.5 16.82 965 84.7 87.0 85.2 0.76 74.22 2.0 1.3 2.5 7.5 73 112.0 0.08726 

T1C 160L-6 11 24.18 970 86.4 86.7 84.4 0.76 108.3 2.0 1.3 2.5 7.5 73 122.4 0.10963 

T1C 180L-6 15 29.74 970 87.7 89.1 87.8 0.83 147.7 1.8 1.2 2.2 8 73 161.5 0.24936 

T1C 200L1-6 18.5 34.25 970 88.6 90.9 90.3 0.88 182.1 1.8 1.2 2.2 8 76 208.3 0.36147 

T1C 200L2-6 22 40.45 970 89.2 91.0 90.5 0.88 216.6 1.8 1.2 2.2 8 76 218.2 0.39445 

T1C 225M-6 30 55.2 975 90.2 91.2 89.9 0.87 293.8 1.8 1.2 2.2 7 76 289.0 0.55616 

T1C 250M-6 37 70.0 980 90.8 90.7 88.6 0.84 360.6 2.0 1.3 2.2 7.5 78 380.0 0.96477 

T1C 280S-6 45 83.6 980 91.4 92.6 91.6 0.85 438.5 2.0 1.3 2.2 7.5 80 489.5 1.68116 

T1C 280M1-6 55 100.4 980 91.9 93.3 92.5 0.86 536.0 2.0 1.3 2.2 7.5 80 560.0 1.99928 

T1C 315S-6 75 135.9 985 92.6 93.4 92.2 0.86 727.2 2.0 1.3 2.3 7 85 806.0 3.25976 

T1C 315M-6 90 162.6 985 92.9 93.5 92.5 0.86 872.6 2.0 1.3 2.3 7 85 912.0 3.90933 

T1C 315L1-6 110 197.9 985 93.3 93.5 92.3 0.86 1066.5 2.0 1.3 2.3 7 85 965.0 4.54331 

T1C 315L2-6 132 236.9 985 93.5 93.6 92.5 0.86 1279.8 2.0 1.3 2.3 7 85 1070.0 5.44899 

T1C 355M1-6 160 276.6 990 93.8 93.5 92.7 0.89 1543.4 2.0 1.2 2.2 8 92 1537.0 8.97637 

T1C 355M2-6 200 341.2 990 94 93.5 92.8 0.90 1929.3 2.0 1.2 2.2 8 92 1720.0 11.00175 

T1C 355L-6 250 426.5 990 94 93.6 92.8 0.90 2411.6 2.0 1.2 2.2 8 92 1880.0 13.56011 

T1C 801-8 0.18 0.8 680 51 52.5 48.5 0.61 3.5 1.5 1.3 1.7 2.8 52 15 0.00214 

T1C 802-8 0.25 1.1 680 56 58.2 52.5 0.61 3.5 1.6 1.3 2 2.7 52 16.1 0.00249 

T1C 90S-8 0.37 1.3 680 63 63.8 58.5 0.63 5.2 1.6 1.3 1.8 2.8 56 19.2 0.00335 

T1C 90L-8 0.55 1.9 680 66 67.2 62.3 0.65 7.7 1.6 1.3 1.8 3 56 21.8 0.00461 

T1C 100L1-8 0.75 2.4 710 66 67.5 62.5 0.67 10.1 1.7 1.3 2.1 3.5 59 27.9 0.00688 

T1C 100L2-8 1.1 3.2 710 72 72.8 67.7 0.69 14.8 1.7 1.3 2.1 3.5 59 32 0.00925 

T1C 112M-8 1.5 4.3 710 74 73.2 68.6 0.68 20.2 1.8 1.2 2.1 4.2 61 39.1 0.01552 

T1C 132S-8 2.2 6.0 720 75 75.5 71.1 0.71 29.2 2 1.2 2 5.5 64 58 0.03408 

T1C 132M-8 3 7.7 720 77 77.2 72.6 0.73 39.8 2 1.2 2 5.5 64 64 0.04522 

T1C 160M1-8 4 11.1 730 80 79.5 75.6 0.65 52.33 1.6 1.2 2.2 6 68 108 0.07620 

T1C 160M2-8 5.5 14.63 730 83.5 81.6 77.7 0.65 71.95 1.6 1.2 2.2 6 68 124 0.09095 

T1C 160L-8 7.5 19.6 730 85 82.8 79.5 0.65 98.12 1.6 1.2 2.2 6 68 136 0.10594 

T1C 180L-8 11 24.1 730 88 87.3 84.9 0.75 143.9 2 1.4 2 6 70 174 0.25695 

T1C 200L-8 15 29.7 730 89 89.3 88 0.82 196.2 1.6 1.3 2.2 7 73 220 0.36147

T1C 225S-8 18.5 37.1 735 90 88.8 87.2 0.80 240.4 1.6 1.3 2 6 73 285 0.49078

T1C 225M-8 22 43.9 735 90.5 90.4 89.1 0.80 285.9 1.6 1.3 2 6 73 310 0.58885

T1C 250M-8 30 59.5 735 91 91.9 90.8 0.80 389.8 1.6 1.0 1.8 6 75 395 1.02008

T1C 280S-8 37 74.8 740 91.5 91.2 90.5 0.78 477.5 1.9 1.2 2 6.5 76 523 1.88979

T1C 280M-8 45 90.5 740 92 92.3 90.8 0.78 580.7 1.9 1.2 2 6.5 76 575 2.26008

T1C 315S-8 55 106.9 740 92.8 92.5 91.2 0.80 709.8 2 1.3 2 6.5 82 842 3.89374

T1C 315M-8 75 145.5 740 93 92.6 91.1 0.80 967.9 2 1.3 2 6.5 82 998.8 5.26785

T1C 315L1-8 90 173.1 740 93.8 93.9 92.3 0.80 1161.5 2 1.3 2 6.5 82 1096.8 6.26411

T1C 315L2-8 110 211.1 740 94 93.2 92.2 0.80 1419.6 2 1.3 2 6.5 82 1191.2 7.44150

T1C 355M1-8 132 254.2 740 93.7 93.6 92.5 0.80 1703.5 1.8 1.3 2 6.5 90 1496.8 8.86978

T1C 355M2-8 160 306.4 740 94.2 93.6 92.3 0.80 2064.9 1.8 1.3 2 6.5 90 1592 10.04236

T1C 355L-8 200 381.8 740 94.5 93.1 92.5 0.80 2581.1 1.8 1.3 2 6.5 90 1752 12.28093
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