
stone wool ceiling products are one 
part of effective, architectural ceiling 
systems. In addition to operating as a 
manufacturer of North American ceiling 
tiles, we also provide metal ceiling 
panels and Chicago Metallic® ceiling 
suspension systems.

stone wool is a hydrophobic material, 
meaning it does not absorb water and 
does it not hold moisture. This makes 
stone wool ceiling panels not only 
humidity-resistant but also sag-resistant. 
They remain dimensionally stable even 
up to 100 percent relative humidity (RH) 
and in temperatures ranging from 32 to 
104 degrees Fahrenheit (0 to 40 degrees 
Celsius).

Class A Fire Rating - Many commercial 
applications require a Flame Spread Index 
of 25 or less and a Smoke Developed 
Index of 50 or less. Products that fulfill 
these requirements are labeled with a 
Fire Hazard Classification 25/50 (FHC 
25/50) or a “Class A” rating. The Class 
A rating is designated for products per 
ASTM E1264 “Standard Classification 
for Acoustical Ceiling Products.”

ROCKFON KORAL ROCKFON ARTIC

ROCKFON SONARROCKFON BLANKA

Design Deco
rockfon color-all™
A range of inspirational coloured tiles to enhance any interior 
design scheme:
•  Available in 34 exclusive colours for exposed, semi-

concealed and concealed grid solutions. 
•  Surface has an improved smoothness and mat gloss 

giving colors their true expression.
•  Can make a dramatic difference to the general 

impression of a room.
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available colours:
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STUCCO - 20 CHALK - 21 LINEN - 22 HEMP - 23 CORK - 24 EARTH - 25 CLAY - 26 HUMUS - 27
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A warm wood appearance ceiling which provides acoustic 
and fire safe properties:
  •   Smooth, non perforated surfaces.
  •   Available in three finishes: Dark Beech, Classic Beech and 

Light Beech.
  •   Provides offices, showrooms and lobbies with an exclusive 

natural look. 
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Basic white
Koral
Combines an attractive micro-textured white surface with 
excellent acoustics, and good functionality in a range of areas:
  •   Micro-textured, painted white surface ensures high sound 

absorption.
  •   Available in a variety of formats suitable for many 

applications.
  •   Provides the freedom to work with individual and straight 

forward ceiling designs.

EXP - Koral
20/200,15/50,15/200

artic
Smooth white ceiling, ideally suited for areas requiring 
standard sound absorption:
  •   Affordable solution which creates semi-concealed or 

exposed grid ceilings.
  •   Lightweight to handle and easy to cut and install.
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pacific
A standard choice for a smooth surface, value-for-money tile:
  •   Ideally suited to a simple, basic ceiling when basic 

sound absorption is required. 
  •   Less than half the weight of traditional ceiling tiles, easy 

to carry, cut and install.
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Design white
sonar
Offers a unique combination of the highest fire safety 
(euroclass A1), acoustic comfort (Class A sound absorption) 
and a wide choice of sizes and edge details:
  •   Comprehensive range of aesthetically pleasing tiles.
  •   Micro-textured surface, strong edges for superior durability.
  •   Ideally suited for use in a multitude of spaces such as 

offices, retail environments, classrooms and clean rooms – 
all in compliance with sound absorption requirements.
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20-25/200,20/100,20/50

UK
20/24,20/20

sonar activity
Designed for classrooms and open plan offices where noise 
and activity levels can be very high but speech intelligibility 
is crucial. Offers the same micro-textured surface and strong 
edges from the Sonar range:
  •   40mm thickness and Class A sound absorption.
  •   Can be directly installed onto soffits.
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sonar dB
Sonar dB range provides a high level of sound absorption 
as well as enhanced room-to-room sound insulation:
  •   For areas where confidentiality and acoustic comfort is 

very important.
  •   Micro-textured surface, easy to cut, lightweight and easy 

to install.
  •   Available in dB 35, dB 40, dB 42 and dB 44 ceiling tiles.
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tropic
An attractive, smooth white ceiling which provides excellent 
acoustics in a range of areas:
  •   Combines aesthetic surface with very good acoustics, fire 

safety and humidity resistance properties.
  •   Different module sizes and edge details provide 

opportunities for concealed and semi-concealed ceiling 
expressions as well as standard visible grid.
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tropic dB
Tropic dB range provides a high level of sound absorption
as well as enhanced room-to-room sound insulation:
  •   For areas where confidentiality and acoustic comfort is 

very important.
  •   Smooth surface, easy to cut, lightweight and easy to install.
  •   Available in dB 35, dB 40, dB 42 and dB 44 ceiling tiles.
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Design Deco
rockfon color-all™
A range of inspirational coloured tiles to enhance any interior 
design scheme:
•  Available in 34 exclusive colours for exposed, semi-

concealed and concealed grid solutions. 
•  Surface has an improved smoothness and mat gloss 

giving colors their true expression.
•  Can make a dramatic difference to the general 

impression of a room.
A15 A24 D

E15 E24 X

available colours:
STONE - 01 PLASTER - 02 GRAVEL - 03 MASTIC - 04 ZINC - 05 CONCRETE - 06 TARMAC - 07 ANTRACITE - 08 CHARCOAL - 09

STUCCO - 20 CHALK - 21 LINEN - 22 HEMP - 23 CORK - 24 EARTH - 25 CLAY - 26 HUMUS - 27
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A warm wood appearance ceiling which provides acoustic 
and fire safe properties:
  •   Smooth, non perforated surfaces.
  •   Available in three finishes: Dark Beech, Classic Beech and 

Light Beech.
  •   Provides offices, showrooms and lobbies with an exclusive 

natural look. 
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Basic white
Koral
Combines an attractive micro-textured white surface with 
excellent acoustics, and good functionality in a range of areas:
  •   Micro-textured, painted white surface ensures high sound 

absorption.
  •   Available in a variety of formats suitable for many 

applications.
  •   Provides the freedom to work with individual and straight 

forward ceiling designs.

EXP - Koral
20/200,15/50,15/200

artic
Smooth white ceiling, ideally suited for areas requiring 
standard sound absorption:
  •   Affordable solution which creates semi-concealed or 

exposed grid ceilings.
  •   Lightweight to handle and easy to cut and install.
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pacific
A standard choice for a smooth surface, value-for-money tile:
  •   Ideally suited to a simple, basic ceiling when basic 

sound absorption is required. 
  •   Less than half the weight of traditional ceiling tiles, easy 

to carry, cut and install.
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Design Deco
rockfon color-all™
A range of inspirational coloured tiles to enhance any interior 
design scheme:
•  Available in 34 exclusive colours for exposed, semi-

concealed and concealed grid solutions. 
•  Surface has an improved smoothness and mat gloss 

giving colors their true expression.
•  Can make a dramatic difference to the general 

impression of a room.
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A warm wood appearance ceiling which provides acoustic 
and fire safe properties:
  •   Smooth, non perforated surfaces.
  •   Available in three finishes: Dark Beech, Classic Beech and 

Light Beech.
  •   Provides offices, showrooms and lobbies with an exclusive 

natural look. 
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Basic white
Koral
Combines an attractive micro-textured white surface with 
excellent acoustics, and good functionality in a range of areas:
  •   Micro-textured, painted white surface ensures high sound 

absorption.
  •   Available in a variety of formats suitable for many 

applications.
  •   Provides the freedom to work with individual and straight 

forward ceiling designs.

EXP - Koral
20/200,15/50,15/200

artic
Smooth white ceiling, ideally suited for areas requiring 
standard sound absorption:
  •   Affordable solution which creates semi-concealed or 

exposed grid ceilings.
  •   Lightweight to handle and easy to cut and install.
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pacific
A standard choice for a smooth surface, value-for-money tile:
  •   Ideally suited to a simple, basic ceiling when basic 

sound absorption is required. 
  •   Less than half the weight of traditional ceiling tiles, easy 

to carry, cut and install.
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Design white
sonar
Offers a unique combination of the highest fire safety 
(euroclass A1), acoustic comfort (Class A sound absorption) 
and a wide choice of sizes and edge details:
  •   Comprehensive range of aesthetically pleasing tiles.
  •   Micro-textured surface, strong edges for superior durability.
  •   Ideally suited for use in a multitude of spaces such as 

offices, retail environments, classrooms and clean rooms – 
all in compliance with sound absorption requirements.
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20-25/200,20/100,20/50

UK
20/24,20/20

sonar activity
Designed for classrooms and open plan offices where noise 
and activity levels can be very high but speech intelligibility 
is crucial. Offers the same micro-textured surface and strong 
edges from the Sonar range:
  •   40mm thickness and Class A sound absorption.
  •   Can be directly installed onto soffits.
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sonar dB
Sonar dB range provides a high level of sound absorption 
as well as enhanced room-to-room sound insulation:
  •   For areas where confidentiality and acoustic comfort is 

very important.
  •   Micro-textured surface, easy to cut, lightweight and easy 

to install.
  •   Available in dB 35, dB 40, dB 42 and dB 44 ceiling tiles.
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tropic
An attractive, smooth white ceiling which provides excellent 
acoustics in a range of areas:
  •   Combines aesthetic surface with very good acoustics, fire 

safety and humidity resistance properties.
  •   Different module sizes and edge details provide 

opportunities for concealed and semi-concealed ceiling 
expressions as well as standard visible grid.
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tropic dB
Tropic dB range provides a high level of sound absorption
as well as enhanced room-to-room sound insulation:
  •   For areas where confidentiality and acoustic comfort is 

very important.
  •   Smooth surface, easy to cut, lightweight and easy to install.
  •   Available in dB 35, dB 40, dB 42 and dB 44 ceiling tiles.
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20 / 20

Sonar

0.10 0.35 0.65 0.95 1.00 1.00 0.65 C 0.75
0.05 0.30 0.65 0.90 1.00 1.00 0.60 C 0.70

αp

1.0
0.9
0.8
0.7
0.6
0.5
0.4
0.3
0.2
0.1
0.0

  125 250 500 1000 2000 4000 αw  NRC
  Hz Hz Hz Hz Hz Hz

αw  

Design white
sonar
Offers a unique combination of the highest fire safety 
(euroclass A1), acoustic comfort (Class A sound absorption) 
and a wide choice of sizes and edge details:
  •   Comprehensive range of aesthetically pleasing tiles.
  •   Micro-textured surface, strong edges for superior durability.
  •   Ideally suited for use in a multitude of spaces such as 

offices, retail environments, classrooms and clean rooms – 
all in compliance with sound absorption requirements.

A15 A24 B

C D E15

E24 M X
UK

20-25/200,20/100,20/50

UK
20/24,20/20

sonar activity
Designed for classrooms and open plan offices where noise 
and activity levels can be very high but speech intelligibility 
is crucial. Offers the same micro-textured surface and strong 
edges from the Sonar range:
  •   40mm thickness and Class A sound absorption.
  •   Can be directly installed onto soffits.

A24 B C

D E24

40 / 200
40 / 40

Sonar Activity

0.50 0.80 0.95 1.00 1.00 1.00 1.00 A 0.95
0.30 0.70 0.90 1.00 1.00 1.00 0.95 A 0.90

ap

1.0
0.9
0.8
0.7
0.6
0.5
0.4
0.3
0.2
0.1
0.0

  125 250 500 1000 2000 4000 aw  NRC
  Hz Hz Hz Hz Hz Hz

UK
40/200,40/40

Ab
so

rp
tio

n 
cla

ss

Thickness (mm) /
Suspension (incl. tile – mm)

sonar dB
Sonar dB range provides a high level of sound absorption 
as well as enhanced room-to-room sound insulation:
  •   For areas where confidentiality and acoustic comfort is 

very important.
  •   Micro-textured surface, easy to cut, lightweight and easy 

to install.
  •   Available in dB 35, dB 40, dB 42 and dB 44 ceiling tiles.

A24 D

 
E15 E24

25 / 200
30 / 230
40 / 200
50 / 250

Sonar dB 35 / 40 / 42 / 44

0.40 0.50 0.80 1.00 1.00 1.00 0.80 B 0.85
0.45 0.65 0.85 1.00 1.00 1.00 0.90 A 0.90
0.50 0.70 0.80 0.95 1.00 1.00 0.90 A 0.90
0.40 0.60 0.90 1.00 1.00 1.00 0.90 A 0.90

ap

1.0
0.9
0.8
0.7
0.6
0.5
0.4
0.3
0.2
0.1
0.0

  125 250 500 1000 2000 4000 aw  NRC
  Hz Hz Hz Hz Hz Hz

EXP
25/200,30/230,40/240,50/250
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Thickness (mm) /
Suspension (incl. tile – mm)

tropic
An attractive, smooth white ceiling which provides excellent 
acoustics in a range of areas:
  •   Combines aesthetic surface with very good acoustics, fire 

safety and humidity resistance properties.
  •   Different module sizes and edge details provide 

opportunities for concealed and semi-concealed ceiling 
expressions as well as standard visible grid.

A15 A24 D

 
E15 E24 M X

ap

1.0
0.9
0.8
0.7
0.6
0.5
0.4
0.3
0.2
0.1
0.0

  125 250 500 1000 2000 4000 aw  NRC
  Hz Hz Hz Hz Hz Hz

0.40 0.75 0.95 0.90 1.00 1.00 0.95 A 0.90
0.40 0.90 1.00 0.95 1.00 1.00 1.00 A 1.00

Tropic

EXP
15-25/200,20/200

A, E : 15-25 / 200
D, M, X : 20-22 / 200
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rp
tio

n 
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ss

Edge :
Thickness (mm) /
Suspension (incl. tile – mm)

tropic dB
Tropic dB range provides a high level of sound absorption
as well as enhanced room-to-room sound insulation:
  •   For areas where confidentiality and acoustic comfort is 

very important.
  •   Smooth surface, easy to cut, lightweight and easy to install.
  •   Available in dB 35, dB 40, dB 42 and dB 44 ceiling tiles.

A24 D E15 E24

25 / 225
30 / 230
40 / 200
50 / 250

Tropic dB 35 / 40 / 42 / 44

0.35 0.55 0.80 1.00 1.00 1.00 0.80 B 0.85
0.45 0.65 0.85 1.00 1.00 1.00 0.90 A 0.90
0.50 0.70 0.80 0.95 1.00 1.00 0.90 A 0.90
0.40 0.65 0.90 1.00 1.00 1.00 0.90 A 0.90

ap

1.0
0.9
0.8
0.7
0.6
0.5
0.4
0.3
0.2
0.1
0.0

  125 250 500 1000 2000 4000 aw  NRC
  Hz Hz Hz Hz Hz Hz

EXP
25/200,30/230,40/240,50/250

Ab
so
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tio
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ss

Thickness (mm) /
Suspension (incl. tile – mm)
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Thickness (mm) /
Suspension (incl. tile – mm)
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Thickness (mm) /
Suspension (incl. tile – mm)
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20-25 / 200
20 / 100
20 / 50

Sonar

0.45 0.85 1.00 1.00 1.00 1.00 1.00 A 1.00
0.30 0.65 0.90 0.95 1.00 1.00 0.90 A 0.90
0.15 0.40 0.85 0.95 1.00 1.00 0.70 C 0.80

αp

1.0
0.9
0.8
0.7
0.6
0.5
0.4
0.3
0.2
0.1
0.0

  125 250 500 1000 2000 4000 NRC
  Hz Hz Hz Hz Hz Hz

UK
20-25/200,20/100,20/50

20 / 24
20 / 20

Sonar

0.10 0.35 0.65 0.95 1.00 1.00 0.65 C 0.75
0.05 0.30 0.65 0.90 1.00 1.00 0.60 C 0.70

αp

1.0
0.9
0.8
0.7
0.6
0.5
0.4
0.3
0.2
0.1
0.0

  125 250 500 1000 2000 4000 αw  NRC
  Hz Hz Hz Hz Hz Hz

αw  

Design Deco
rockfon color-all™
A range of inspirational coloured tiles to enhance any interior 
design scheme:
•  Available in 34 exclusive colours for exposed, semi-

concealed and concealed grid solutions. 
•  Surface has an improved smoothness and mat gloss 

giving colors their true expression.
•  Can make a dramatic difference to the general 

impression of a room.
A15 A24 D

E15 E24 X

available colours:
STONE - 01 PLASTER - 02 GRAVEL - 03 MASTIC - 04 ZINC - 05 CONCRETE - 06 TARMAC - 07 ANTRACITE - 08 CHARCOAL - 09

STUCCO - 20 CHALK - 21 LINEN - 22 HEMP - 23 CORK - 24 EARTH - 25 CLAY - 26 HUMUS - 27

LIGHT - 40 SUNRISE - 41 FRESH - 42 BREEZE - 43 AQUA - 44 MISTY - 45 TWILIGHT - 46 CHILI - 50 CURACAO - 51 VITAMIN - 52

 
COPPER - 60 GOLD - 61 MERCURY - 62 GARNET - 70 SCARLEY - 71 EMERALD - 73 ERMINE - 72

                           TO N E S   
 

Rockfon Color-all

ap

1.0
0.9
0.8
0.7
0.6
0.5
0.4
0.3
0.2
0.1
0.0

  125 250 500 1000 2000 4000 aw  NRC
  Hz Hz Hz Hz Hz Hz

15 / 200
20-22 / 205

0.50 0.85 0.95 0.85 1.00 1.00 0.95 A 0.90
0.50 0.85 1.00 0.90 1.00 1.00 1.00 A 1.00

EXP

Thickness (mm) /
Suspension (incl. tile – mm)
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ligna
A warm wood appearance ceiling which provides acoustic 
and fire safe properties:
  •   Smooth, non perforated surfaces.
  •   Available in three finishes: Dark Beech, Classic Beech and 

Light Beech.
  •   Provides offices, showrooms and lobbies with an exclusive 

natural look. 
A15 A24 E15 E24

Dark Beech Classic Beech Light Beech

20 / 200 0.45 0.75 0.85 0.80 0.90 0.95 0.85 B 0.80

ap

1.0
0.9
0.8
0.7
0.6
0.5
0.4
0.3
0.2
0.1
0.0

  125 250 500 1000 2000 4000 aw  NRC
  Hz Hz Hz Hz Hz Hz

Ligna

UK
20/200
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Thickness (mm) /
Suspension (incl. tile – mm)

Basic white
Koral
Combines an attractive micro-textured white surface with 
excellent acoustics, and good functionality in a range of areas:
  •   Micro-textured, painted white surface ensures high sound 

absorption.
  •   Available in a variety of formats suitable for many 

applications.
  •   Provides the freedom to work with individual and straight 

forward ceiling designs.

EXP - Koral
20/200,15/50,15/200

artic
Smooth white ceiling, ideally suited for areas requiring 
standard sound absorption:
  •   Affordable solution which creates semi-concealed or 

exposed grid ceilings.
  •   Lightweight to handle and easy to cut and install.

A15 A24 E15 E24

15 / 200

Artic

0.35 0.70 0.80 0.70 0.80 0.85 0.80 B 0.75

ap

1.0
0.9
0.8
0.7
0.6
0.5
0.4
0.3
0.2
0.1
0.0

  125 250 500 1000 2000 4000 aw  NRC
  Hz Hz Hz Hz Hz Hz

EXP
15/200
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Thickness (mm) /
Suspension (incl. tile – mm)

pacific
A standard choice for a smooth surface, value-for-money tile:
  •   Ideally suited to a simple, basic ceiling when basic 

sound absorption is required. 
  •   Less than half the weight of traditional ceiling tiles, easy 

to carry, cut and install.

12 / 200

Pacific

0.40 0.70 0.70 0.60 0.70 0.70 0.70 C 0.65

ap

1.0
0.9
0.8
0.7
0.6
0.5
0.4
0.3
0.2
0.1
0.0

  125 250 500 1000 2000 4000 aw  NRC
  Hz Hz Hz Hz Hz Hz

EXP
15/200
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Thickness (mm) /
Suspension (incl. tile – mm)
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A15 A24 E15 E24

A15 A24 E15 E24

αw

αp

NRC

Edge :
Thickness (mm) /
Suspension (incl. tile – mm)
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A-Edge

E-Edge

X-Edge

D-Edge

B-Edge

M-Edge

ACOuSTIC MODuLAR CEILINGS 

ceilings
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