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INTRODUCTION 

The vision for Wow Factor Building Materials Trading LLC was realised 

in Dubai by its parent company “MBBM Group” in 2002, as a concept of 

creativity & innovation in performance oriented architectural & interior décor 

products. Wow Factor Building Materials LLC was eventually established 

in February 2014 along with Wow Factor Interior Decoration LLC to 

support the growing need for unique and exceptional solutions contributing 

to the Middle Eastern region. 

With the expertise & experience of Asgar Merchant & MN Khory, guiding 

the company forward with a conviction of dynamism, meticulousness 

engineering and a passion for marketing, they have created a formidable 

force that is carried on even further by Abbas Merchant.

With in-house experienced Architects, Engineers, Designers and 

Certified & Trained Installation Teams, every project that the company 

undertakes is completed with excellent results and customer satisfaction. 

To support the growing demand of the industry, a state-of-the-art 

showroom and an excess of 20,000 sq. ft. warehousing facility has 

been incorporated as well. There is an expansion strategy in place to provide 

the same facilities and expertise in other markets of the UAE and Middle 

East region.

The group’s philosophy has always been to embrace the positive sides 

of competition in an ever-changing world and to provide technologically 

advanced innovations for the architectural and interior design & decor 

industries. Adapting to change and moving ahead with honesty, integrity 

and true commitment to the customers has always remained the aim that is 

projected as the WOW FACTOR.
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BARRISOL STRETCH CEILINGS 
The stretch ceilings are functional, The stretch ceilings are functional, 
design and innovative solutions to design and innovative solutions to 
embellish and decorate all types of embellish and decorate all types of 
public and residential spaces. A Barrisol public and residential spaces. A Barrisol 
stretched ceiling is a non-flammable stretched ceiling is a non-flammable 
sheet in PVC (classified B-S2-d0 in sheet in PVC (classified B-S2-d0 in 
Europe, Class 0 in UK and Class I in Europe, Class 0 in UK and Class I in 
the USA), which is tightened under the the USA), which is tightened under the 
effect of heat on the periphery of the effect of heat on the periphery of the 
walls thanks to a specific track system walls thanks to a specific track system 
(patented).(patented).

Finishes and SystemFinishes and System
■■ Backlite Backlite
■■ Mirror finished Mirror finished
■■ Lacquer finish Lacquer finish
■■ Suede finish Suede finish
■■ Metallic finish Metallic finish
■■ Printed solutions Printed solutions
■■ Acoustical solutions Acoustical solutions
■■ 3D shapes 3D shapes
■■ Wall solutions Wall solutions
■■ Climatization solutions Climatization solutions

STRETCH CEILINGS 

COPYRIGHT © 2009-2023 Barrisol® Normalu® S.A.S. - Tous droits réservés 75

Clim®

Arch. : KHR Arkitekter A/S

6.338 m2 - 6.338 sqm - 68221.664221 sq ft :
Barrisol Acoustic Clim® 3D  
featuring Carrier® products   
Oslo Plads, Copenhague - Danemark
Oslo Plads, Copenhagen - Denmark
Oslo Plads, Kopenhagen - Dänemark

Acoustics Clim System

Holes : 500 000/m2Holes : 500 000/m2
Hole diameters : ≈ 0,1 mmHole diameters : ≈ 0,1 mm
Perforation rate : ≈ 1 %Perforation rate : ≈ 1 %
Thickness : ≈ 0,18 mmThickness : ≈ 0,18 mm
Reference : A15 + colourReference : A15 + colour

l’aéroport de Baltimore ( USA )
en toile BARRISOL® NANOPERF®

Barrisol® concilie esthétique et 
performance acoustique dans ce lieu, 
vaste, haut de plafond, soumis aux 
perturbations sonores extérieures et 
intérieures. La toile Barrisol® Microperf® 
est optimale pour assurer les confort 
des usagers.

Baltimore Airport (USA )
with BARRISOL® NANOPERF®

Barrisol® fuses aesthetic and acoustic 
performance in this wide and high place, 
reducing uncomfortable noise of the 
crowds and outside air traffic. Barrisol® 
Microperf® offers a unequalled acoustic 
comfort to the visitors and employees of 
this large place.

NANOPERF®  sans isolant - without insulation

NANOPERF® avec isolant - with insulation

Acoustics® & design

A15
NANOPERF® 

Trous - holes : 500 000/m2

Diamètre d’un trou - hole diameters : ≈ 0,1 mm
Taux de perforation - perforation rate : ≈ 1 %
Epaisseur- thickness : ≈ 0,18 mm
Référence - reference : A15 + réf. coloris - colour

Caractéristiques - features

NANOPERF®

NANOPERF®

Architecte : URS Corporation

130 mm

isolant - insulation 40 mm

Plafond - ceiling

130 mm

Indices d’absorption acoustique - Sound absorption ratings
Moyenne d’absorption selon ASTM C423 - 01
Sound Absorption Average according to ASTM C423-01

SAA = 0.60 SAA = 0.85

Coefficient de réductiondu bruit selon ASTMC423 -01
Noise Reduction Coefficient according to ASTM C423-01

NRC = 0.62 NRC = 0.83

Coefficient d’absorption acoustique mesuré selon DIN EN 11654
Weighted sound absorption Coefficient according to DIN EN 11654

αw=0,65 αw=0,90

Classe d’absorption acoustique selon DIN EN 11654
Sound Absorber class according to DIN EN 11654
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Projets d’Exception | Exceptional projects | Einzigartige Projekte

COPYRIGHT © 2009-2023 Barrisol® Normalu® S.A.S. - Tous droits réservés 349

PAVILHAO DO CONHECIMENTO - Portugal

Ach. : João Luis Carrilho

STRETCH CEILINGS 

COPYRIGHT © 2009-2023 Barrisol® Normalu® S.A.S. - Tous droits réservés 299

Realisation Barrisol® Arch. : KY Architecture - Koray YAVUZER

Arch. : Işılay Gençer

Arch. : Hakan KülahçiArchitecte : HTT Creative

Arch. : M. Da Rocha St. J.P Technique

Réalisation : Barrisol®

Fibres Optiques | Fiber Optics | Glasfaserlösungen

Translucent Effects

3D - Shapes and colours

Mirror Finish

Lacquered - Glossy

Starry Effect 
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SEAMLESS ACOUSTIC CEILINGS

KNAUF ARMSTRONG ELEGANZA 
■ 100% seamless, monolithic visuals, with no visible 

joints, reflect light to open up rooms.
■ Class A acoustical absorption helps people hear and 

be heard with less crowd noise.
■ With larger panels and fewer joints, it’sfaster and 

simpler for trained installers to fit and more cost-
effective for your project.

■ Installed on Knauf Ceiling Solutions Rapid’Fix System, 
with standard compatible accessories. Everything you 
need to create a great space, all in one place.

Material composition - Mineral Fiber
■ Thickness 25mm 
■ Acoustics NRC-0.9, 30dB

Large Ceilings Curved ceilings

Shapes & Designs

ROCKFON MONO 
■ Monolithic system comprising a 40mm stone wool 

panel, filler and render
■ Visible side: elegant and refined seamless acoustic 

render
■ Rear side: high performance membrane (Rockfon 

Mono Acoustic Direct is supplied with a mineral fleece)

Material composition - Stone wool
■ Thickness 40mm 
■ Acoustics NRC-0.95, 25dB
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SEAMLESS ACOUSTIC CEILINGS

Solo Panel

Solo PanelSolo Panel

Strato Panel

Design PanelDesign Panel

Strato PanelStrato Panel

DESIGNPANEL

Knauf Danoline Acoustical Ceiling Panels   89

Globe, Ø6 mm,  
15 mm c/c
Perforation: 5.3 - 9.8%

Quadril, 12 x 12 mm,  
30 mm c/c
Perforation: 7.8 - 13%

Micro, 3 x 3 mm,  
8.3 mm c/c
Perforation: 7.1 - 9.8%

Tangent, 4 x 14 mm,  
10/20 mm
Perforation: 13.3 - 15.0. 
15.8%

PERFORATION
Also available as Regula.
Other perforation patterns are manufactured to order.

SOLOPANEL

G8/18G6/18

G15/30

G12/20/66

G10/23

Q8/18

Q12/25

G12/25

G8/12/50

Knauf Danoline Acoustical Ceiling Panels   131

PERFORATION 
TYPE

PERFORATION 
PERCENTAGE

EDGE UFF
SIZES

G 6/18   8.7 % 1188  x 1998 mm

G 8/18 15.5 % 1188 x 1998 mm

G 10/23 14.8 %  1196 x 2001 mm

G 12/25 18.1 % 1200 x 2000 mm

G 15/30 19.6 % 1200 x 1980  mm

Q 8/18 19.8 % 1188 x 1998 mm    

Q 12/25 23 % 1200 x 2000 mm    

G 8/12/50 13.1 % 1200 x 2000 mm 

G12/20/66 19.6 % 1188 x 1980 mm

* Some perforations can also be supplied with a SK or a MF edge. 
Exact panel sizes vary from module sizes according to edge type. 
Contact Knauf Danoline for more information.

PERFORATION

Edge SK Edge MF

SOLOPANEL

G8/18G6/18

G15/30

G12/20/66

G10/23

Q8/18

Q12/25

G12/25

G8/12/50

Knauf Danoline Acoustical Ceiling Panels   131

PERFORATION 
TYPE

PERFORATION 
PERCENTAGE

EDGE UFF
SIZES

G 6/18   8.7 % 1188  x 1998 mm

G 8/18 15.5 % 1188 x 1998 mm

G 10/23 14.8 %  1196 x 2001 mm

G 12/25 18.1 % 1200 x 2000 mm

G 15/30 19.6 % 1200 x 1980  mm

Q 8/18 19.8 % 1188 x 1998 mm    

Q 12/25 23 % 1200 x 2000 mm    

G 8/12/50 13.1 % 1200 x 2000 mm 

G12/20/66 19.6 % 1188 x 1980 mm

* Some perforations can also be supplied with a SK or a MF edge. 
Exact panel sizes vary from module sizes according to edge type. 
Contact Knauf Danoline for more information.

PERFORATION

Edge SK Edge MF

STRATOPANEL

G8/15/20

G12/20/35

Knauf Danoline Acoustical Ceiling Panels   141

PERFORATION 
TYPE

PERFORATION 
PERCENTAGE

EDGE UFF
SIZES

G8/15/20 9.9 % 1200 x 2000 or
1200 x 2500 mm   

G12/20/35 9.8 % 1200 x 1875 or
1200 x 2500 mm  

* Some perforations can also be supplied with a SK edge. 
Exact panel sizes vary from module sizes according to edge type. 
Contact Knauf Danoline for more information.

PERFORATION

Edge SK

STRATOPANEL

G8/15/20

G12/20/35

Knauf Danoline Acoustical Ceiling Panels   141

PERFORATION 
TYPE

PERFORATION 
PERCENTAGE

EDGE UFF
SIZES

G8/15/20 9.9 % 1200 x 2000 or
1200 x 2500 mm   

G12/20/35 9.8 % 1200 x 1875 or
1200 x 2500 mm  

* Some perforations can also be supplied with a SK edge. 
Exact panel sizes vary from module sizes according to edge type. 
Contact Knauf Danoline for more information.

PERFORATION

Edge SK

KNAUF DANOLINE 
SEAMLESS PERFORATED 
BOARDS
Continuous perforations to the edge 
offering a fluid, monolithic look. It 
has a choice of seamless or discreet 
joints. This is acoustic gypsum lining 
for ceiling surfaces. Made of robust, 
glass fiber reinforced material with 
excellent pressure resistance.

Available Sizes
1188 x 1998 mm
1200 x 2500 mm
  900 x 2400 mm
1200 x 2400 mm

KNAUF DANOLINE KRAFT 
The Knauf Danoline acoustic 
plaster ceiling system consists of 
four components: Knauf Danoline 
Tectopanel U-perforated gypsum 
board 12.5 mm
■ Ensures acoustic excellence 

through its high sound absorption 
qualities.

■ Isolation primer - seals the 
gypsum board surface and 
thescrews; and ensures a longer 
service life of the ceiling.

■ Acoustic fleece glued to the 
gypsum board - ensures a 
smooth surface for plastering.

■ Picco S acoustic plaster layer - 
ensures a seamless, monolithic 
acoustic ceiling surface.

Material composition
 Gypsum with Glass wool
■ Thickness 12.5mm  
■ Acoustics NRC-0.85

G6/18

Globe, Ø6 mm, 
15 mm c/c
Perforation: 5.3 - 9.8%

Quadril, 12 x 12 mm, 
30 mm c/c
Perforation: 7.8 - 13%

Micro, 3 x 3 mm, 
8.3 mm c/c
Perforation: 7.1 - 9.8%

Tangent, 4 x 14 mm, 
10/20 mm
Perforation: 13.3 - 
15.0. 15.8%

G8/18 G15/30

G8/15/20 G12/20/35 RE

Q8/18
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MODULAR ACOUSTIC CEILINGS

Available Sizes
600 x 600 mm
1200 x 600 mm
1800 x 600 mm
1200 x 300 mm
2400 x 600mm

Other size available with minimum
quantity order and project specific

Acoustic Properties
Sound Absorption – NRC 0.55 to NRC0.95
Sound Attenuation – 28db – 44dB

Hygiene & Medical Properties
Anti-Bacterial Coating
Medical Rated Ceilings

Thermatex Acoustic Adagio+

Thermatex Antaris

Thermatex Alpha

Thermatex Aquatec

Bioguard AcousticThermatex 

Aquatec Hygena

Thermatex Thermofon

Medical Range

Hygena Range

THERMATEX® MercureTHERMATEX® Fine Stratos Dune Supreme®THERMATEX® Star

MINERAL FIBER CEILINGS

STONEWOOL CEILINGS
Blanka  Medicare
Artic  ColourAll Range
Koral  
Tropic   
Sonar

Fleece Range
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MODULAR ACOUSTIC CEILINGS

SUSPENSION GRID SYSTEMS

MINERAL WOOL &
GLASS WOOL 
Topiq Prime – 15mm
Topiq Efficeint Pro -20mm

Chicago Metallic™ Ultraline® 3500

Datasheet

Part of the ROCKWOOL Group

Chicago Metallic™ T24 Hook 2850

Datasheet

Part of the ROCKWOOL Group

Chicago Metallic™ T15 Click 2790

Datasheet

Part of the ROCKWOOL Group

Ultraline Or Uline Grids  

Optima

T-24 Grids System  

Office & School Rold - Gypsum with wood effect

PERFORATED GYPSUM 
ACOUSTIC
Countur  Markant
Countur+ Corridor 400
Belgravia Rold
Belgravia+
Plaza 
Plaza+

MICROMICRO
Square 3×3 mmSquare 3×3 mm

c/c 8.33 mmc/c 8.33 mm

UNITY 3 UNITY 3 
Square  3.5×3.5mmSquare  3.5×3.5mm

c/c 8.33mmc/c 8.33mm

UNITY 4 UNITY 4 
Circles Ø 4mmCircles Ø 4mm

c/c 10mmc/c 10mm

UNITY 6 UNITY 6 
Circles Ø 6mmCircles Ø 6mm

c/c 15mmc/c 15mm

UNITY 9UNITY 9
Square 9×9mmSquare 9×9mm

c/c 20mmc/c 20mm

UNITY 8/15/20 UNITY 8/15/20 
Various circlesVarious circles
Ø8/15/20 mmØ8/15/20 mm

GLOBEGLOBE
Circles Ø 6 mmCircles Ø 6 mm

c/c 15 mmc/c 15 mm

QUADRILQUADRIL
Square 12x12 mmSquare 12x12 mm

c/c 30 mmc/c 30 mm

TANGENTTANGENT
Obround 4x14 mmObround 4x14 mm

c/c 10/20 mmc/c 10/20 mm

T-15 Grid system
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PET FELT ACOUSTIC PANELS

PET FELT FINISHED PANELS
Made up of 100% recycled plastic, with FR and acoustical 
benefits, these light weight panels come in 8mm to 12mm 
thickens ideal for baffle system. Available in 12 standard 
colors. Panels can be printed with customized image and 
customized in and in colors as desired.

Material comes in variable formatMaterial comes in variable format
■■  Wall Panels - Plain
■■  Wall Panels - Printed 
■■  Wall Panels - Routed Design 
■■  Baffles 
■■  Canopies
■■  Work dividers

Techno Acoustic™
Manufactured for the 1st time in India!

Colour & More Linear Baffels  

CNC Routed Design 

Wood Fluted 

Printed Design 

Shaped and design
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ACOUSTIC SPRAY PANEL

ACOUSTIC SPRAY
The carbon-neutral VISIBLE® acoustic spraying is a 
combination of recycled paper, wood adhesive, water and 
professional installation work. The tubular structure of the 
cellulosic fibre enables effective reverberation absorption.

■■  VISIBLE® acoustic spraying, the acoustic classification 
is selected according to the layer thickness. For 
example, 35 mm acoustic spraying provides Class A 
absorption.

■■  VISIBLE® acoustic spray 35 mm (acoustic class A).
■■  VISIBLE® acoustic spray 25 mm (acoustic class C).
■■  Fire class B - s1, d0.
■■  VISIBLE® acoustic spray is M1 indoor air certified.
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ACOUSTIC WOOD SOLUTIONS

WOOD ACOUSTICS SOLUTIONS
Acoustic Wood for aesthetic and 
acoustic comfort

Core materials
■ Natural Wood 
■ Bamboo
■ E1 MDF, FR MDF, MgO 

Composite, etc. 

Finishes
■ Melamine, PP, Wood Veneer, 

Paint, etc.

Fire Class
■ EN 13501-1 = Class B s1, d0

Acoustic Performance
■ NRC 0.45 – 0.85  

Types
■ Wood Channeled Planks
■ Grooved Panels
■ Wood Grill System  
■ Lay on & Vector System 

Ø3 16

16

Ø5 16

16

Ø7 16

16

Ø1.5 8

8

32

32

3

Ø0.5 1.9

3.8
63

°

32
16

8
5+

3
16

3

32

16
13

+3

3

32
16

3229
+3

3

WOOD SOLUTIONS
STANDARD

■ WOOD LAY-IN 
■ WOOD CHANNELLED PLANKS

Knauf Armstrong has harnessed the enduring beauty of wood in a range of ceiling tiles, giving you high 
performance linings for your building.

The Knauf Armstrong wood range – ceilings you’ll look up to.

All veneers have a matt finish. Variation between wood veneer tiles may occur due to the natural characteristics of the wood and grain.

For more information on all our veneer options, please contact us.

LAY-IN
STANDARD 
PERFORATION 
PATTERNS

% = Open Area

CHANNELLED
STANDARD 
PERFORATION 
PATTERNS

% = Open Area

FOR TIMELESS NATURAL BEAUTY AND ELEGANCE, 
THERE'S SIMPLY NOTHING TO MATCH IT.

STANDARD VENEERS

CUSTOM VENEERS

PERFORATIONS

CUSTOM PERFORATION PATTERNS

Caramel 
Bamboo

(CBA)

American 
Walnut
(WAL)

Natural 
Bamboo

(BAM)

American 
Cherry
(CHE)

Ash
(ASH)

Birch Steamed 
Beech

ChestnutSapeli 
Mahogany

Basswood

European 
Pine

White 
Walnut

Sycamore

Gaboon

Anigre

Yellow 
Poplar

Douglas 
Fir

Oak
(OAK)

Maple
(MAP)

Further custom perforation pattern options available on request, please contact us.

Unperforated

Unperforated G 30809
(9%)

Slotted Options

G 31604
(4%)

Round Holes

G 33204 
(4%)

Perforated Grooves

Rv 0505d 
(5%)

Rg 1503d 
(3%)

Rg 3003d
(3%)

Rg 5008 
(8%)

Rg 7015 
(15%)

G 33202
(2%)

81 82

STANDARD VENEERS
All veneers have a matt finish. Variation between wood veneer tiles may occur 
due to the natural characteristics of the wood and grain.

Chanelled Grooved Panels 

Baffles 

Wood Grille

Closeup images

Slatted Panels
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ACOUSTIC WOOD SOLUTIONS

HERADESIGN WOOD WOOL PANELS
Panels
■ HERADESIGN® macro plus
■ HERADESIGN® fine plus
■ HERADESIGN® superfine plus
■ HERADESIGN® micro plus
■ HERADESIGN® plano plus

Sizes
■ 600 x 1200 x 25mm
■ 600 x 2400 x 25mm

HERAKLITH WOOD WOOL PANELS 
■ A truly natural product
■ Insulate against heat and cold
■ Naturally durable and have the same 

service life as the building in which 
they are used

■ Protect during fire because they act 
as a heat shield

■ Ensure outstanding acoustic 
properties due to the open surface 
structure

■ Look attractive and natural

Organic

Heraklith

Heraklith

Tektalan

Heraklith
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Knauf Regular Board
2400 x 1200 x 12.5mm

Knauf Moisture Resistant
2400 x 1200 x 12.5mm

Knauf Fire Resistant
2400 x 1200 x 12.5mm

Knauf PRO HD high density
2400 x 1200 x 12.5mm

Knauf Coreboard
(GB-WRTX) Type X

Knauf Type X Water Resistant 
Gypsum Backing Board with 
Fire Rated Properties 
(GB-WRTX)

Knauf Coreboard (FM)

Knauf GB - WRTX
Type X IMPACT Board

KNAUF’S GYPSUM 
High performing, innovative systems are fast and easy 
to install and are manufactured to meet ASTM, EN-BS 
and DIN Standards, to meet any client requirements. Our 
dedicated Training Academy is committed to making sure 
that all our end users are up to date of our system.

■ ASTM certified products & systems – Ceiling, Partition, 
Wall Lining and Cinema System.

■ Knauf Aquapanel cement boards for interior, exterior 
and universal usages.

■ Knauf Aquapanel Exterior Systems (Exterior walls, 
cladding and ceiling).

■ Knauf Heraklith’s acoustic designs for Interior and 
Exterior in ceiling & partition systems.

■ Knauf Integral’s Knauf GIFA Floor, sheet-paneled 
access floors systems.

■ Fire and acoustic rated sealants and materials.
■ Multi- Purpose Joint compounds.

GYPSUM CEILINGS & PARTITIONS

KNAUF ACCESS PANELS  
Size   
400 x 400 mm
600 x 600 mm
1200 x 600 mm

Mass Barrier Ceilings – 
Phonic hanger

KNAUF INSULATION – GLASSWOOL
Various thickness and density 
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GYPSUM CEILINGS & PARTITIONS

HeightPartition WidthFire resistancePerformanceSystems Sound
Reduction (RW)

KW B116

KW B115

KW B112

KW B111

75 - 176 mm

100 - 206 mm

155 - 249 mm

300 - 460 mm

40 - 51 dB

50 - 56 dB

58 - 63 dB

56 dB

Economical solution
Fast space division

Optimum solution
Meets most design

 criteria
Small footprint

High acoustic 
 performances

Optimum for 
 separation walls

Very good acoustic
 performance

Accommodates large
      service runs

Adjustable footprint

Up to 60 min.

KNAUF PARTITION AND WALL LININGS  
ENBS System

ASTM System

Knauf CD/UD System

KW A112 Ceiling connection,12 T-Junction

12 Corner detail

Knauf Gypsum Board

Insulation Material

Knauf Drywall Screw 
Knauf 'CW' Stud

Alux Corner Bead or  
rim if necessary 

Knauf 'UW' Runner

Knauf Corner Tape

Knauf 'CW' Stud

Knauf Gypsum Board
Knauf 'UW' Runner

Knauf Drywall Screw 

Insulation Material

Knauf Corner Tape

Knauf Acoustical Sealant

12.5 mm

Knauf Acoustical Sealant

Knauf Drywall Screw

Knauf Gypsum Board

25 x 60 mm
Knauf Angle Section

Knauf ‘UW’ Deep Track

Knauf Wedge Anchor

Knauf Board Strips

Knauf 'UW' Runner

Fire Sealant
Knauf Acoustical Sealant

Knauf Approved Fixing
Knauf Drywall Screw 

Knauf Gypsum Board
Knauf 'UW' Runner
Insulation Material

Maximum HeightPartition WidthFire resistancePerformanceSystems Sound
Reduction (STC)

KW A116

KW A/S115

KW A115

KW A112

KW A111

67 - 184 mmSTC 41 - 47

STC 56 

STC 61 - 65

Up to 1 hour

Up to 2 hours

Up to 2 hours

Up to 2 hours

Up to 2 hours

Economical solution
Fast space division

Optimum solution
Meets most design

 criteria
Small footprint

High acoustic 
 performances

Optimum for 
 separation walls

High acoustic 
 performances

Optimum for 
 separation walls

Accommodates large
 service runs

Adjustable footprint
High walls solution

-Junction - alternative

1 Ceiling connection,

Knauf Aquapanel Lining

Shaft Wall
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BAFFLES & CANOPIES

HORIZONTAL CANOPIES 
Innovative and aesthetically pleasing
acoustical baffles and Islands. These
are available in square and rectangular 
format. High sound absorption 
contributes to acoustic comfort. They 
are fast and easy to install and ideally 
suited for acoustical corrections

Acoustic Performance Sound 
Absorption – NRC – 0.40 to NRC 1.00 
 
Sizes
■ 1200 x 2400
■ 1200 x 1200
■ 1200 x 600
■ 1200mm Diameter
■ 800mm Diameter

VERTICAL BAFFLES 
■ 1200 x 200
■ 1200 x 300
■ 1200 x 600
■ 1800 x 300
■ 2400 x 300

Finishes - Colours 
Woodeffects / Prints 
Curves & Waves Designs  

3

2

1

3

2

1

3

2

1

3

2

1

3

2

1

3

2

1

1

3

2

2

1

3

Curves

DesignsShapes

All sizes are nominal. Product availability may vary. 
Please contact us or visit www.knaufarmstrong.com for more information.

[2020-04]

OPTIMA BAFFLES & BAFFLES CURVES
MODULES (mm)

THICKNESS (mm)

SUSPENSION 
SYSTEMS

40

Hanging Wire Kit  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  . CS 5135

 OPTIMA Baffles OPTIMA Baffles Curves
1200 x 300 .  .  .  .  .  .  .  .  .  .  .  .  .  .  .CS 5171  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  . CS 5173
1800 x 300 .  .  .  .  .  .  .  .  .  .  .  .  .  .  .CS 5172  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  . CS 5174 
1200 x 400 .  .  .  .  .  .  .  .  .  .  .  .  .  .  .CS 5133  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .CS 5163
1800 x 400 .  .  .  .  .  .  .  .  .  .  .  .  .  .  . CS 5134  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .CS 5164

80 A E1

EEA Euroclass B-s1, d0
 EN 13501-1

1200 x 300: 2 .1 kg/pc 
1800 x 300: 3 .1 kg/pc 
1200 x 400: 2 .7 kg/pc 
1800 x 400: 4 kg/pc

87% 90% RH 30 YEAR
system

guarantee

SUSTAINABILITY

ACOUSTICS

FIRE  
REACTION

CUSTOM OPTIONS

OTHER 
PERFORMANCES 
& FEATURES

INSTALLATIONS
OPTIONS

EN ISO 14021 EN 13964

Sabines data for individually hung Baffles available upon request .

Available in 2 pieces / carton .

U-Profile grouping option
Prelude 24 Main Runner grouping option

Colours Dimensions Shapes

EN ISO 354  
& EN ISO 11654

Octave band value (αP)

OPTIMA Baffles & Baffles Curves
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αw Class NRC

300mm Baffles; rows at 300mm centres 0.60(MH) C 0.65 0.15 0.35 0.55 0.85 0.80 0.75

400mm Baffles; rows at 450mm centres 0.60(MH) C 0.65 0.15 0.40 0.55 0.85 0.80 0.75

Module 1200 x 300 / 1200 x 400 mm

OPTIMA Baffles

Module 1800 x 300 / 1800 x 400 mm

Module 1200 x 300 / 1200 x 400 mm Module 1800 x 300 / 1800 x 400 mm

OPTIMA Baffles Curves 
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www.knaufarmstrong.com

All sizes are nominal. Product availability may vary. 
Please contact us or visit www.knaufarmstrong.com for more information.

[2020-04]

OPTIMA BAFFLES & BAFFLES CURVES
MODULES (mm)

THICKNESS (mm)

SUSPENSION 
SYSTEMS

40

Hanging Wire Kit  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  . CS 5135

 OPTIMA Baffles OPTIMA Baffles Curves
1200 x 300 .  .  .  .  .  .  .  .  .  .  .  .  .  .  .CS 5171  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  . CS 5173
1800 x 300 .  .  .  .  .  .  .  .  .  .  .  .  .  .  .CS 5172  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  . CS 5174 
1200 x 400 .  .  .  .  .  .  .  .  .  .  .  .  .  .  .CS 5133  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .CS 5163
1800 x 400 .  .  .  .  .  .  .  .  .  .  .  .  .  .  . CS 5134  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .CS 5164

80 A E1

EEA Euroclass B-s1, d0
 EN 13501-1

1200 x 300: 2 .1 kg/pc 
1800 x 300: 3 .1 kg/pc 
1200 x 400: 2 .7 kg/pc 
1800 x 400: 4 kg/pc

87% 90% RH 30 YEAR
system

guarantee

SUSTAINABILITY

ACOUSTICS

FIRE  
REACTION

CUSTOM OPTIONS

OTHER 
PERFORMANCES 
& FEATURES

INSTALLATIONS
OPTIONS

EN ISO 14021 EN 13964

Sabines data for individually hung Baffles available upon request .

Available in 2 pieces / carton .

U-Profile grouping option
Prelude 24 Main Runner grouping option

Colours Dimensions Shapes

EN ISO 354  
& EN ISO 11654

Octave band value (αP)

OPTIMA Baffles & Baffles Curves
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αw Class NRC

300mm Baffles; rows at 300mm centres 0.60(MH) C 0.65 0.15 0.35 0.55 0.85 0.80 0.75

400mm Baffles; rows at 450mm centres 0.60(MH) C 0.65 0.15 0.40 0.55 0.85 0.80 0.75

Module 1200 x 300 / 1200 x 400 mm

OPTIMA Baffles

Module 1800 x 300 / 1800 x 400 mm

Module 1200 x 300 / 1200 x 400 mm Module 1800 x 300 / 1800 x 400 mm

OPTIMA Baffles Curves 
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OPTIMA BAFFLES & BAFFLES CURVES
OPTIMA Baffles is a range of high performance acoustical baffles, available in two 
standard dimensions, with integrated suspension anchor factory fitted for easy 
alignment and installation. With OPTIMA BAFFLES CURVES you can create exciting 
interiors without compromising acoustic performance, even with modern exposed soffit 
ceilings.

EDUCATION
Ivanja Reka Primary School (HR)
OPTIMA Baffles Curves

Key features
• Modern linear appearance
• Great acoustic performance: 

Reduce noise levels, increase speech 
intelligibility and reduce reverberation 
time in the space

• Integrated suspension anchor factory 
fitted for easy alignment and installation

• Install individually or in groups
• High light reflectance for energy savings

Application areas
Typically used to provide high levels of 
acoustic absorption in schools, offices, 
leisures centres, transport hubs, etc.
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ACOUSTIC FABRIC PANELS

ACOUSTIC & ARTOLIS PRINTED 
FABRIC PANELING
To meet interior design requirements, 
artolis® offers a set of technical 
solutions in a wide width (up to 5m: 
without welds or sewing).artolis® 
coatings are shock and impact
resistant but are also perfectly 
adaptable for wall applications.

No welds or sewing - up to 5m high

HD digital printing technologies

COPYRIGHT © 2009-2023 Barrisol® Normalu® S.A.S. - Tous droits réservés 273

RMN - Réf. : 09-527047. « Nymphéas », 1915, Claude Monet - “Water Lillies”- 1915 - Claude Monet 
„Seerosen“, 1915, Claude Monet

RMN -Réf. : 97-014070. « Autoportrait », 1889, Vincent Van Gogh 
“Self portrait”, 1889, Vincent Van Gogh - „Selbstbildnis“, 1889, Vincent Van Gogh

RMN - Réf. : 11-564761. « La Joconde, portrait de Mona Lisa », XVe, Léonard de Vinci / Réf. : 97-016092. « La Madeleine à la veilleuse », XVIIe, Georges de la Tour 
“Portrait of Mona Lisa” - XVe - Léonard de Vinci / Ref.: 97-016092. “Magdalene with the Smoking Flame”- XVIIe - Georges de la Tour 

„Mona Lisa, Porträt von Mona Lisa“ - XVe - Léonard de Vinci / Ref.: 97-016092. „Magdalena mit der Öllampe“, XVIIe, Georges de la Tour

Réunion des Musées Nationaux | National museums Networkm | Vereinigung der Nationalmuseen
COPYRIGHT © 2009-2023 Barrisol® Normalu® S.A.S. - Tous droits réservés274

Barrisol® 
Les Trésors du  The treasures of the  Die Schätze des

Val d’Argent

Catalogue 
Val d’Argent

Situé au cœur de l’Alsace et du massif montagneux des Vosges, le Val d’Argent fut le 
théâtre d’une intense activité industrielle. La vallée se développa grâce à l’exploitation 
des mines d’argent, commencée dès le 10e siècle, puis avec l’industrie textile qui prit 
son essor à partir de 1755. Au 19e siècle, la fabrication de tissus est assurée par près 
de 150 usines et fabriques, faisant vivre un bassin d’emploi de plus de 20.000 person-
nes. Le Pôle Culturel du Val d’Argent conserve à la fois la bibliothèque de la Société in-
dustrielle du Val d’Argent, mais aussi près de 600 mètres linéaires d’archives textiles,  
offrant un large panorama des tissus produits de la fin du 18e siècle jusqu’au début 
des années 2000. 
Located in the heart of Alsace and the Vosges mountains, the Val d’Argent was the 
scene of intense industrial activity. The valley developed thanks to the exploitation of 
silver mines, which began in the 10th century, and then with the textile industry which 
took off in 1755. In the 19th century, fabric manufacturing was carried out by almost 
150 factories and plants, providing a labour force of more than 20,000 people. The 
Pôle Culturel du Val d’Argent houses both the library of the Société industrielle du Val 
d’Argent and nearly 600 linear metres of textile archives, offering a wide panorama of 
fabrics produced from the end of the 18th century to the early 2000s. 
Im Herzen des Elsass und der Vogesen gelegen, war das Val d’Argent der Schau-
platz intensiver industrieller Aktivität. Das Tal entwickelte sich dank der Ausbeutung 
von Silberminen, die im 10. Jahrhundert begann und dann mit der Textilindustrie, 
die im Jahr 1755 ihren Anfang nahm. Im 19. Jahrhundert wurde die Herstellung von 
Stoffen in fast 150 Fabriken und Betrieben durchgeführt, die über 20.000 Menschen 
Beschäftigung boten. Der Pôle Culturel du Val d’Argent beherbergt sowohl die Bi-
bliothek der Société industrielle du Val d’Argent als auch fast 600 laufende Meter 
Textilarchiven, die ein breites Panorama der vom Ende des 18. Jahrhunderts bis in 
die frühen 2000er Jahre produzierten Stoffe bieten. Collection PARIS 1889 - Ref. : 36113

Géographie 1841 - Ref. : 36030 - RomeCollection Arts Décoratifs 
Ref. : 35975 - Chinois et Japonais

Ref. : 36097 - Plan de Londres illustré 1850 - Illustrated map of London 
1850 - Karte von London illustriert 1850

Tissus Damas - Ref. : 35993

COPYRIGHT © 2009-2023 Barrisol® Normalu® S.A.S. - Tous droits réservés276

Catalogue 
V&A

Passionné d‘art, et déjà partenaire de nombreux musées, c‘est un honneur pour Barrisol® 
de collaborer avec le Victoria and Albert Museum. Le V&A est le principal musée d‘art, de 
design et de performance au monde, abritant une collection permanente de plus de 2,8 
millions d‘objets couvrant plus de 5 000 ans de créativité humaine. Faites revivre les archi-
ves en décorant votre espace avec l‘un des exceptionnels motifs, de la grande collection 
Arts and Crafts, d‘une photographie de paysage pittoresque ou d‘un motif de papier peint 
Art nouveau. Tous les motifs du V&A peuvent être appliqués sur les plafonds et murs ten-
dus imprimés, tridimensionnels, acoustiques, lumineux et climatisés de Barrisol®.
Passionate about art, and already a partner to many museums, it is an honor for Barrisol® 
to collaborate with the Victoria and Albert Museum. The V&A is the world’s leading mu-
seum of art, design and performance, housing a permanent collection of over 2.8 million 
objects that span over 5,000 years of human creativity. Bring the archives to life by dec-
orating your space with one of the exceptional designs, whether it be an abundant Arts 
and Crafts pattern, a scenic landscape photograph or an Art Nouveau wallpaper design. 
All of the V&A designs can be applied to Barrisol®‘s printed, three-dimensional, acoustic, 
luminous and air-conditioned stretch ceilings and walls.
Als leidenschaftlicher Kunstliebhaber, der bereits Partner zahlreicher Museen ist, ist es für 
Barrisol® eine Ehre, mit dem Victoria and Albert Museum zusammenzuarbeiten. Das V&A 
ist das weltweit führende Museum für Kunst, Design und Performance und beherbergt 
eine ständige Sammlung von mehr als 2,8 Millionen Objekten, die mehr als 5000 Jahre 
menschlicher Kreativität abdecken. 
Lassen Sie die Archive wieder aufleben, indem Sie Ihren Raum mit einem der außerge-
wöhnlichen Motive, der großen und üppigen Arts and Crafts-Sammlung, einer malerischen 
Landschaftsfotografie oder einem Jugendstil-Tapetenmotiv dekorieren. Alle V&A-Motive 
können auf die bedruckten, dreidimensionalen, akustischen, leuchtenden und klimatisier-
ten Spanndecken und -wände von Barrisol® aufgebracht werden.

Réf. : Arts and Crafts I AM5040 Réf. : Paintings I AF9695

Barrisol® 
Victoria and Albert Museum - London

Réf. : Arts and Crafts I AM8935 Réf. : Photography I AF3656

Réf. : Wallpaper I AN8739 
Plaque 55 Le Castel Bèranger, Hector Guimard (1867-1942), Paris, vers 1898 © Victoria and Albert Museum, Londres
Plate 55 from Le Castel Bèranger, Hector Guimard (1867-1942), Paris, about 1898 © Victoria and Albert Museum, London 
Tafel 55 aus Le Castel Bèranger, Hector Guimard (1867-1942), Paris, um 1898 © Victoria and Albert Museum, London 

Choose artolis® for a unique design.

Technical fabrics for your walls

An easy and fast installation
+ Profile installation to the perimeter of the zone to 

dress up
+ Coating tensioning in the profile thanks to the 

spatula

artolis® can be installed in few hours in an ambient 
temperature with no dust.
Technical elements such as switches or electric 
outlets are perfectly integrated within artolis® 
system.

artolis® a complete range of technical textiles 
for interior design
To meet interior design requirements, artolis® offers 

a set of technical solutions in a wide width (up to 5m: 

without welds or sewing). 

artolis® coatings are shock and impact resistant 

but are also perfectly adaptable for wall applications.

See data sheets.

showroom Decoranda | arch. d’intérieur : Kurt Wallayes design Estrikor | Photo : Studio Rembrandt ref. Mulhousian spirit of panoramic scenery

ref. BAE - Fleurs Cerisier du Japon

FABRIC ACOUSTIC PANEL  
Armstrong Optra Panels Material FR 
fabric wrapped rigid soft fibre core  
Thickness 25mm & Edge Bevelled

System, Fire and Acoustics Direct fix 
with impaling clip Fire ASTM Class A 
Acoustic NRC 0.90

Colour / Finish 
Grey · Blue · Beige · Red · Brown 
· White ·  Black
(custom colours available on 
request)

Standard Modules
■ 600 x 1800mm
■ 600 x 2400mm
■ 600 x 2700mm
■ 600 x 3000mm
(configurable depending on project 
requirements)
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STARCELL HONEYCOMB 
PANELS
Honeycomb made in Italy, sandwich 
and lightweight composite panels, 
available as naked panel or faced 
with a wide range of materials and 
finishes (natural marble and granite, 
ceramic, HPL and CPL decorative 
laminates, solid surfaces, wood, 
stainless steel, special metals). 

HONEYCOMB  PANELS

RAWCELL® Metal FP RAWCELL® Fiber PGA RAWCELL® Fiber NETPLUS RAWCELL®  Wood OKU

DESIGN COMPOSITE  
High strength light weight panels 
consist of various cores and facing 
sheets – a translucent architectural 
thermoplastic panels. The entire 
product range is characterized 
by a high degree of flexibility and 
individualization options.  
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HYGIENE & MEDICAL WALLS

FRP - FIBERGLASS, RE-INFORCED PLASTIC PANELS
Marlite offers the industry’s most innovative FRP products. Marlite FRP (fiberglass 
reinforced plastic) Wall Panels provide Ultimate durability, satisfying the most stringent 
demands. Marlite FRP is tough, water-resistant, economical to install 

Marlite FRP

Induro™ FRP

Artizan™ FRP

Symmetrix™ FRP

4 Marlite FRP

Once considered bland and boring, Marlite now offers the industry’s most innovative FRP products. 
Marlite FRP (fiberglass reinforced plastic) wall panels provide ultimate durability, satisfying the most 
stringent demands. Marlite FRP is tough, water-resistant, economical to install and easy to maintain. Only 
Marlite allows you to design beautiful, affordable interiors for high wear spaces. Once limited to kitchens 
and restrooms, these products enhance classrooms, hospital rooms, waiting rooms, offices, hallways, 
corridors, dining rooms and recreational areas – virtually any space within commercial interiors.

Unmatched durability in a wide array of attractive 
laminate finishes. 

Unique surface technology offers exceptional 
wood grain and abstract patterns. 

Precision grid score lines provide the look of 
tile without the installation and maintenance 
difficulties. 

Marlite FRP

Induro™ FRP

Artizan™ FRP

Symmetrix™ FRP

4 Marlite FRP

Once considered bland and boring, Marlite now offers the industry’s most innovative FRP products. 
Marlite FRP (fiberglass reinforced plastic) wall panels provide ultimate durability, satisfying the most 
stringent demands. Marlite FRP is tough, water-resistant, economical to install and easy to maintain. Only 
Marlite allows you to design beautiful, affordable interiors for high wear spaces. Once limited to kitchens 
and restrooms, these products enhance classrooms, hospital rooms, waiting rooms, offices, hallways, 
corridors, dining rooms and recreational areas – virtually any space within commercial interiors.

Unmatched durability in a wide array of attractive 
laminate finishes. 

Unique surface technology offers exceptional 
wood grain and abstract patterns. 

Precision grid score lines provide the look of 
tile without the installation and maintenance 
difficulties. 

Marlite FRP

Induro™ FRP

Artizan™ FRP

Symmetrix™ FRP

4 Marlite FRP

Once considered bland and boring, Marlite now offers the industry’s most innovative FRP products. 
Marlite FRP (fiberglass reinforced plastic) wall panels provide ultimate durability, satisfying the most 
stringent demands. Marlite FRP is tough, water-resistant, economical to install and easy to maintain. Only 
Marlite allows you to design beautiful, affordable interiors for high wear spaces. Once limited to kitchens 
and restrooms, these products enhance classrooms, hospital rooms, waiting rooms, offices, hallways, 
corridors, dining rooms and recreational areas – virtually any space within commercial interiors.

Unmatched durability in a wide array of attractive 
laminate finishes. 

Unique surface technology offers exceptional 
wood grain and abstract patterns. 

Precision grid score lines provide the look of 
tile without the installation and maintenance 
difficulties. 

5

Envue™ FRP

Standard FRP

Laminated FRP
Install directly to studs and add structural rigidity with FRP 
laminated to plywood or gypsum.

Classic colors on smooth or pebble textured 
surfaces. 

Create dramatic photo or graphic mural walls.

NUDIMENSION 
Available in hundreds of dimensional 
patterns and finish options. These 
lightweight, versatile panels can be 
easily cut and applied to the ceiling 
using adhesive. Bring life to your 
ceilings with NUDO’S line of flexible 
ceiling panels that are offered at a 
very attractive price point.

■ Hundreds of design options
■ Easy to install
■ Lightweight
■ Compatible with existing
 grid systems
■ Fire retardant
■ Stain and impact resistant
■ Offers protection from UV 

damage and most chemicals
■ Class A rated

Size: 
■ 1200x2400 mm
■ 1200x2700 mm
■ 1200x3000 mm

FLEXIBILITY IN DESIGN AND INSTALLATION
NuDimension thermoplastic ceiling panels are available in hundreds of dimensional patterns and finish options. These 
lightweight, versatile panels can be easily cut and applied to the ceiling using adhesive. Bring life to your ceilings with NUDO’S 
line of flexible ceiling panels that are offered at a very attractive price point.

• Hundreds of design options
• Easy to install
• Lightweight
• Compatible with existing grid systems
• Fire retardant
• Stain and impact resistant
• Offers protection from UV damage and most chemicals
• Class A rated

NuDimension Decorative Ceiling Panels
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ENGINEERED PANELS

Colours Thicknesses (mm) Dimensions (mm)

Black NG
8, 10, 12, 16, 19,
22, 25, 28, 32,

3000x1250
2600x1250

Grey CZ
8, 10, 12, 16, 19,
22, 25, 28, 32,

3000x1250
2600x1250

White BR 12, 16, 2600x1250

Ocher AC 12, 16, 2600x1250

Yellow  AB 12, 16, 2600x1250

Yellow VM 12, 16, 2600x1250

VIROC CONCRETE PANEL
Viroc is a composite panel consisting 
of a mixture of wood particles and 
cement called the Cement Bonded 
Particle Board (CBPB). It combines 
the flexibility of wood with the 
strength and durability of cement, 
allowing a wide range of applications 
both indoors and outdoors.
The Viroc panel has a heterogeneous 
appearance with different shades 
randomly dispersed, resulting 
from the natural colors of the raw 
materials used and the chemical 
reactions.

Application areas 
• Wall Cladding
• Flooring
• False ceiling
• Furniture
• Decorative Panels
• Wet areas & Kitchen 
• Façade
• Lost Formwork. 

Sizes
1200 x 2600
1200 x 2400
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DECORATIVE WALL PANELS

VALCHROMAT COLORED
ENGINEERED WOOD BOARDS
Valchromat is a panel made of wood 
fibers colored in the production 
process. The fibers are impregnated 
with organic coloring agents and 
chemically bound to one another 
by a special resin which lends 
Valchromatunique physicochemical 
features, allows exploring the third 
dimension, the beauty of textures 
and the best of engineering. 
Homogenous Board can be polished 
and doesn’t require edge finish.

Main features
• Moisture resistant
• Higher density
• Higher mechanical strength
• Allows working in three dimensions
   mechanization
• Lower abrasion of tool

Application areas 
• Wall Cladding
• Door
• Design elements
• False ceiling
• Furniture
• Decorative Panels
• Lost Formwork. 

Colour 
Thicknesses 

(mm)
Dimensions 

(mm)

8

12

16

19

30

2440 x 1220

2440 x 1830

3660 x 1220

3660 x 2440

Light Grey - SLG

Grey - SZC

Black - SLB

Chocolate - SCB

Red - SSC

Yellow - SYW

Orange - SOR

Violet - SVI

Blue - SRB

Green Mint - SGM
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MATERIALS - STEEL OR ALUMINUM
Sizes
600 x 600 mm 
1200 x 600 mm
1800 x 600 mm
1200 x 300 mm
2400 x 600mmm
Other size available with minimum 
quantity order and project specific

Acoustic Properties
Sound Absorption 
NRC 0.10 to NRC 0.85

Key features
• Mesh Metal provides a contemporary design aesthetic
• Compatible with standard Prelude 15 and Prelude 24 grid systems
• Available in 4 standard colours
• Confi gurable solutions available on request

(custom sizes, edge details, patterns, colours)

Use Knauf Armstrong MESH Lay-In to achieve an industrial and contemporary look.
Installed on Knauf Armstrong Prelude 15 and Prelude 24 suspension systems,
MESH Lay-In is an ideal choice for transport hubs, renovation projects wanting
a modern touch and in general spaces with large ceiling areas.

OFFICE
Office London (UK)
MESH MicroLook 8, RB25, RAL 9010

MESH LAY-IN
MESH BOARD, MESH TEGULAR, MESH MICROLOOK

All sizes are nominal. Product availability may vary. 
Please contact us or visit www.knaufarmstrong.com for more information.

[2019-12]

30 A+ E1

EEA Euroclass A2-s1, d0
 EN 13501-1

RUS KM1 (G1, V1, D1, T1)
 FZ 123

KD100: 4.15 kg/m2

RB25: 4.00 kg/m2

RB35: 4.80 kg/m²
RB55: 4.35 kg/m²

95% RH 30 YEAR
system

guarantee

MESH LAY-IN
EDGE DETAIL

MODULES (mm)

SUSPENSION
SYSTEMS
SUSPENSION
SYSTEMS

COLOURS

SUSTAINABILITY

Prelude 24 XL²/TL²
Prelude 24 Sixty² XL²/TL²

Prelude 24 TL²
Prelude 24 Sixty² TL²

Prelude 15 TL/XL2

FIRE 
REACTION

OTHER
PERFORMANCES
& FEATURES

CUSTOM
OPTIONS

EN ISO 14021 EN 13964

RAL 9010 RAL 9006 RAL 9007 RAL 9005

Colours

Not all custom options may be available on all products / systems / dimensions.
For further information about custom mesh, please contact us.

MESH BOARD MESH TEGULAR 8 MESH TEGULAR 14 MESH MICROLOOK 8

Dimensions Perforations Service
Integration

600 x 600 . . . . . . . . . . . . 3975M
625 x 625 . . . . . . . . . . . . 3975D
600 x 1200  . . . . . . . . . . . 3976M
625 x 1250  . . . . . . . . . . . 3976D

600 x 600 . . . . . . . . . . . . 3977M
625 x 625 . . . . . . . . . . . . 3977D
600 x 1200  . . . . . . . . . . . 3978M
625 x 1250  . . . . . . . . . . . 3978D

600 x 600 . . . . . . . . . . . . 3979M
625 x 625 . . . . . . . . . . . . 3979D
600 x 1200  . . . . . . . . . . .3980M
625 x 1250  . . . . . . . . . . . 3980D

600 x 600 . . . . . . . . . . . . 3981M
625 x 625 . . . . . . . . . . . . 3981D
600 x 1200  . . . . . . . . . . .3982M
625 x 1250  . . . . . . . . . . . 3982D

600 x 600 . . . . . . . . 3983M

600 x 600 . . . . . . . . 3984M

600 x 600 . . . . . . 3985M

600 x 600 . . . . . . 3986M

625 x 625 . . . . . . . 3985D

625 x 625 . . . . . . . 3986D

Q6x4.5-1.2x1
35% open area

KD100

R16x8-2x1
50% open area

RB25

R28x10-2x1.5
58% open area

RB35

R43x13-2.5x1.5
62% open area

RB55

43

24

50

24

8 56

24 14

50

15

8

SILVER
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DECORATIVE WALL PANELSMETAL CEILINGS

Lay In Type

Clip In Type

Metal Planks Ceilings

Open Cell Ceilings 

Metal Strip Ceilings Metal Baffles Ceilings Metal Grids Ceilings
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WOW FACTOR BUILDING MATERIALS 

METAL CEILINGS

Designer Open Cell Ceilings
(Hand Crafted)

MESH Confi gurable brings a versatile and simple design solution,
ideal for breaking up larger ceiling spaces.

OFFICE
Automobilklub Polski (PL)
MESH R-H 215, RB35, RAL 9006

MESH CONFIGURABLE
MESH RECTANGULAR: MESH R-CLIP, MESH R-L 201, MESH R-H 200, MESH R-H 215
MESH LINEAR & TARTAN: MESH B-L 302, MESH B-H 300, MESH K-H 400
MESH CORRIDOR: MESH F-CLIP, MESH F-L 601, MESH F-H 600

Key features
• MT version with solid edge framing
• Custom patterns and colours available
• Enables integration of services

Application areas
Ideal for open spaces and large rooms
with fl exible partitioning.

MESH RECTANGULAR

Not all custom options may be available on all products / systems / dimensions. 
For further information about custom metal, please contact us.

EDGE DETAIL

DIMENSIONS

MESH R-CLIP
MESH R-CLIP

CUSTOM
OPTIONS

Colours Perforations

Panel length (mm): 597 - 2500      •      Panel width (mm): 247 - 600      •      Max size (m²): 1.5

U-Profile + DP12 A-Bar

Dimensions

CLIP-IN

Colours PatternsDimensions

SUSPENSION SYSTEMS

Acoustic
Infills

Colours Patterns BioGuard Security
Options

Security
Options

Security
Options

Shapes

EDGE DETAIL

DIMENSIONS

SUSPENSION SYSTEMS

MESH R-L 201 / MESH R-L 201 MT
MESH R-L 201 MESH R-L 201 MT

CUSTOM
OPTIONS

Colours Patterns

Panel length (mm), KD100: 597 - 1500      •      RB25 / RB35 / RB55: 597 - 2500
Panel width (mm), KD100: 247 - 500      •      RB25 / RB35 / RB55: 247 - 700

Max size (m²): 1.75

Panel length (mm), RB25 / RB35 / RB55: 597 - 2500
Panel width (mm), RB25: 298 - 602 (in steps of 8 mm)      •      RB35 / RB55: 247 - 700

Max size (m²): 1.75

U-Profile + L-Profile
Primary Angle + L-Profile (for special solutions)

Dimensions

LAY-IN

Shapes Service
Integration

EDGE DETAIL

DIMENSIONS

SUSPENSION SYSTEMS

MESH R-H 200 / MESH R-H 200 MT
MESH R-H 200 MESH R-H 200 MT

CUSTOM
OPTIONS

Panel length (mm), KD100: 597 - 1500      •      RB25 / RB35 / RB55: 597 - 2500
Panel width (mm), KD100: 247 - 500      •      RB25 / RB35 / RB55: 247 - 700

Max size (m²): 1.75

Panel length (mm), RB25 / RB35 / RB55: 597 - 2500
Panel width (mm), RB25: 298 - 602 (in steps of 8 mm)      •      RB35 / RB55: 247 - 700

Max size (m²): 1.75

U-Profile + J-Bar
Primary Angle + J-Bar (for special solutions)

HOOK-ON

EDGE DETAIL

DIMENSIONS

SUSPENSION SYSTEMS

MESH R-H 215 / MESH R-H 215 MT
MESH R-H 215 MESH R-H 215 MT

CUSTOM
OPTIONS

Panel length (mm), KD100: 597 - 1500      •      RB25 / RB35 / RB55: 597 - 2500
Panel width (mm), KD100: 247 - 500      •      RB25 / RB35 / RB55: 247 - 700

Max size (m²): 1.75

Panel length (mm), RB25 / RB35 / RB55: 597 - 2500
Panel width (mm), RB25: 298 - 602 (in steps of 8 mm)      •      RB35 / RB55: 247 - 700

Max size (m²): 1.75

U-Profile + H-Profile 35

HOOK-ON

Service
Integration

Service
Integration

12
1

APPROX.3

98

38

98

38

11
9

APPROX.3

10
7

APPROX.3 X

11
4

APPROX.3

10
9

APPROX.3 X

All sizes are nominal. Product availability may vary. 
Please contact us or visit www.knaufarmstrong.com for more information.
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OPEN CELL CEILINGS
Innovative ceiling-systems made of 
aluminium and steel. The ceiling is the 
largest monolithic surface in any interior 
and therefore the largest single factor for 
a creative and effective design.

EXPANDED METAL CEILINGS
Expanded metal mesh are made 
from Aluminium or galvanized steel. 
Available in wide range in terms of 
Size, Colours and cell size

Standard Size
600 x 600
1200 x 600
1500 x 600
1800 x 600

SPECIALIZED RIPPLE OR WATER EFFECT METAL CEILINGS

Standard System
Lay in 
Hook On 
Individual Islands
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